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Township 21 South, Range 24 East

CHAINS

The Fourth Standard Parallel South along the south
boundary of T. 20 S., R. 24 E. was surveyed by A. D.
Ferron in 1884; resurveyed by H. D. Page in 1902 and
retraced by Howard W, Miller in 1910, and the recoxrd
appears in the field notes of the Fourth Standard
. Parallel South, Range 24 East. The west boundary
(Grand River Guide Meridian), was surveyed by E.
Beuttner in 1880; resurveyed by A, D. Ferron in 1884
and by H., D. Page in 1902, and concurrently resurveyed
by Glen B. Hatch, under this group, and the record
appears in the 1964 field notes of Township 21 South,
Range 23 East.” The south boundary was surveyed by

H. D. Page in 1902, and retraced and resurveyed by
Howard W. Miller in 1911, and the record appears in
the field notes of Township 22 South, Range 24 East.
The south 1% miles and the north 3 miles of the east
boundary were surveyed by H. D. Page in 1902, and the
remaining portion surveyed by Howard W, Miller in 1910,
who resurveyed the south 1% miles and retraced the north
3 miles the same year, and the record appears in the
field notes of Township 21 South, Range 25 East, All
sections except section 24 and portions of sections 23
and 25, were surveyed by H. D. Page in 1902. The re-
maining -lines were surveyed, and the lines adjoining
the 1902 survey were retraced by Howard W. Miller in
1910, and the record appears in the field #otes of
Township 21 South, Range 24 East.

The following field notes are those of the dependent
resurvey of the Fourth Standard Parallel South, along
the south boundary of Township 20 South, Range 24 East,
the dependent resurvey of a portion of the subdivisional
lines, and the retracement of a portion of the sub-
divisional lines in Township 21 South, Range 24 East,
the establishment of the west 1/4 section corners for
sections 6, 7 and 18, Township 21 South, Range 25 East,
on the east boundary of Township 21 South, Range 24 East)
and the meanders of the Colorado River (previously known
as the Grand River) in Township 21 South, Range 24 East.
The present river banks are meandered as a basis for
new lottings and areas of vacant lands bordering the
river. Informative traverse lines are surveyed along
non-public. lands bordering the river, for topographic
purposes only,

The survey was executed in accordance with the speci -
fications as set forth in the Manual of Surveying

| Instructions, 1947, and special . instructions dated
September 21, 1962, : :

Before restoring the corners, the lines of the original
survey were retraced and diligent search made for any
evidence of the original corners, or other calls of the
original field note record.

The rules of proportionate measurement were applied to
ascertain the position of the lost corners, but not
until exhausting every reasonable possibility of find-
ing direct evidence for the control of each particular
corner.
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CHAINS

3.20

12,20

Township 21 South, Range 24 East

All lines of this survey were run by direct method

where the lines were accessible; lines inaccessible were
run by triangulation or traverse methods. Distances to
topography on lines run by triangulation or traverse are
approximately as scaled from reliable U.S.G.S. topo -
graphic sheets. The details of such triangulations or
traverses have been thoroughly checked and verified, and
in order to simplify the record, the diagrams and re-
ductions are omitted from these field notes,

The direction of the lines of this survey were de-
termined by reference to true meridians established on
line by altitude observations on the sun. The lines
were carried forward by sustained angulation being
supplemented by other altitude observations on the sun
taken throughout the progress of the survey,

The geographic position for the southeast corner of the
township is at Latitude 38° 55' 44.4" N. and Longitude
109° 12' 07.3" W., which is the mean of section line
ties to U.S.C. and G.S. triangulation stations "Cisco"
at Latitude 38° 57' 33.828" N. and Longitude 109° 18'
08.106" W., located N, 46° 26' E., 11.4]1 chs. dist. from
the 1/4 section corner of sections 19 and 30 and "G.L.O.
station 6, Utah," at Latitude 39° 00' 57.614" N. and
Longitude 109° 18' 45.917" W., which is common with the
northwest corner of the township.

The magnetic declination was read at several stations
throughout the township and the average of these read-
ings was found to be 15° East.

Dependent Resurvey of the Fourth Standard Parallel
South along the South Boundary of Township 20 South,
Range 24 East.

Reestablishment of the Survey Executed by A. D.
Ferron in 1884, Resurveyed by H. D. Page in 1902
and Retracted by Howard W, Miller in 1910.

Beginning at the standard cor. of T, 20 S., Rs. 24 and
25 E., monumented with an iron post, 3 ins, diam., set
and mkd. as described in the official record,

N. 89° 55' W., along the S. bdy. of sec. 36.

Over gently rolling desert land through shadscale and

black brush undergrowth; desc. 40 ft. over gentle W,
slope.

The closing cor. of T. 21 S., Rs. 24 and 25 E., monu-
mented with an iron post, 2 ins. diam., set and mkd. as
described in the official record. '

Wash, 10 1ks. wide, 1 ft. deep, drains S. 20° W.; asc.
5 ft. over SE. slope.

GPO 845-1¢
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Dependent Resurvey of the Fourth Standard Parallel
South along the S. Bdy. of T, 20 S., R. 24 E.

Small spur, slopes SW.; desc. 60 ft. over NW. slope.

Cottonwood Wash, 1.50 chs, wide, 6 ft. deep, drains
irregularly SW.; asc. 20 ft. over gently rolling SE.
slope. .

The standard 1/4 sec. cor. of sec. 36, monumented with a
sandstone, 20x6x4 ins., set and mkd., as described in the
official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd .

-SC
T20S R24E
§36

1964

Bury original stone cor. alongside iron post.

S. 89° 33" W,, beginning new measurement.
Asc. 30 ft. over SE. slope.

Point for the N. 1/4 sec. cor. of sec. 1, T. 21 S., R.
24 E., hereinafter described.

Top of ascent, slopes S.; desc. 30 ft. over SW. slope.

Wash, 15 lks. wide, 3 ft. deep, drains SE.; asc. 55 ft,
over SE, slope.

Rim of low bench land, bears NE. and SW.; asc., 10 ft.
over gently rolling land.

Wash, 20 lks. wide, 1 ft. deep, drains S. 20° E,
Stock pond, bears S, about 8.00 chs. dist.
Trail road, bears NW. and SE.

The standard cof, of secs. 35 and 36, monumented with
a sandstone, 12x8x4 ins., set and mkd, as described in
the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd .,

sc
T20S R24E

§35]836

1964
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40,14

Dependent Resurvey of the Fourth Standard Parallel
South along the'S. Bdy., T. 20 S., R. 24 E.

Bury original stone cor. alongside iron post.

Land, gently rolling desert.

Soil, sandy.

No timber.

Undergrowth, shadscale and black brush.

N. 89° 40' W., along the S. bdy. of sec. 35.

Over gently rolling desert bench land through shadscale,
black brush and scattered grass undergrowth; asc, 15 ft,
over gentle NE. slope.

Trail road, bears N. and S.

Point for the closing cor. of secs. 1 and 2, T. 21 S.,
R. 24 E., hereinafter described.

Top of ascent, slopes N.; desc. 45 ft. over gently rolling
NW. slope.

Trail road, bears N. 60° E. and S. 70° W.

Point for the standard 1/4 sec. cor. of sec. 35 at pro-
portionate bearing and dist.; there is no remaining
evidence of the original cor. ' ’

Set an iron post, 30 ‘ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd, '

SC
T20S R24E

% 835
1964

Raise a mound of stone, 2 ft. base, 2 ft. high, N,
of cor.

N. 89° 42' W,, beg. new measurement.

Desc. 20 ft. over gentle NW. slope.

Point for the N. 1/4 sec. cor. of sec. 2, T. 21 S., R,
24 E., hereinafter described.

Transmission line, 3 wire, bears N. 61° 28' E. and S.
61° 28' W,

Wash, 50 lks. wide, 3 ft. deep, drains irregularly SW.;
asc. 15 ft. over gently rolling SE. slope.

Wash, 30 lks. wide, 4 ft. deep, drains S.

The standard cor. of secs. 34 and 35, monumented with

a granite stone, 20x9x8 ins., set and mkd. as described
in the official record.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

GPO 845-1¢



Dependent Resurvey of the Fourth Standard Parallel
South along the S. Bdy, of T. 20 S., R. 24 E.

CHAINS

sC
T20S R24E

834|S35

1964 -
Bury original stone cor. alongside iron post.

No accessories available.
Land, gently rolling desert bench land.

Soil, sandy.

| No timber.

Undergrowth, shadscale, black brush and scattered grass.

N. 89° 55' W., along the S. bdy. of sec. 34.

Over rolling desert bench land through shadscale and
scattered grass'undergrowth; asc. 25 ft. over gently
rolling SE. slope.

2.35 Maintenance road, bears about N, 65° E, and S. 65° W.
3.18 Point for the closing cor. of secs. 2 and 3, T, 21 S,
R. 24 E., hereinafter described, on fence line, bears
N. 66° 54' E, and S. 66° 54' W.

3.44 Telephone line, 26 wire, parallel to railroad.

5.21 Denver and Rio Grande Western Railroad, bears N. 66°
54' E., and S. 66° 54f W

6.91 Fence, parallel to railroad.

17.05 ‘Wash, 30 lks. wide, 3 ft. deep, drains S.

26.80 ‘ Wash, 20 lks° wide, 5 ft. deep, drains S; 20° E,

37.25 Wash, 50 lks. wide, 2 ft. deep, drains S. 70° E.

40.41 Point for the standard 1/4 sec. cor. of sec. 34 at pro-
portionate bearing and dist.; there is no remaining

evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and brass cap mkd.

SC
T20S R24E

% $34 -
1964

Ralse a mound of stone, 3 ft.-base, 2-ft. high,
N. of cor.

West, beg. new measurement.
Continue over gently rolllng desert land.

2.915 P01nt for the N. 1/4 sec, cor. of -sec. 3, T. 21 S., R.
24 E., hereinafter described.

80—7 '(October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER



Dependent Resurvey of the Fourth Standard Parallel
South along the S. Bdy., T. 20 S., R. 24 E.

e e

CHAINS

10.26

18.56

25.96

30.91

39.96

0.53

3.10

6.80

13.30

20.45

27.50

33.90

Wash, 50 lks. wide, 1 ft. deep, drains S.; asc., 65 ft.
over E. slope.

Spur, slopes S. about 4.00 chs. to end; asc, 5 ft,
along broken S. slope.

Spur, slopes S. about 8.00 chs. to end; desc. 50 ft.
over W. slope.

Wash, 30 lks. wide, 2 ft. deep, drains S.; asc. 85 ft.
over steep and broken SE. slope.

Point for the standard cor. of secs. 33 and 34, at pro-
portionate bearing and dist., falls on steep shale slope

and cannot be perpetuated., There is no remaining evideng

of the original cor.

Land, gently rolling desert E. portion; broken W.
portion.

Soil, sandy E. portion; rocky clay W. portion.

No timber.

Undergrowth, shadscale and grass.

N. 89° 55' W., along the S. bdy. of sec. 33.

Over broken desert land; asc. 15 ft. over steep SE.
slope.

Point selected for the witness standard cor. of secs.
33 and 34.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock, and in a mound of stone, 6 ft. base to top, with
brass cap mkd.

SC
T205 R24E
WC

S$33|s34

1964
Asc. 25 ft. over broken SE. slope.

Point for the closing cor. of secs. 3 and 4, T. 21 S.,
R. 24 E., hereinafter described.

Asc. 190 ft. over steep and broken SE. slope.

Top of ledges, 30 ft. high, bears NE. and SW.; asc. 25
ft. over E. slope.

Ridge, bears N. 10° E. and S. 10° Wos &esc. 35 ft. over
rolling NW. slope.

Wash, 10 lks. wide, 2 ft. deep, drains N.; desc. 5 ft.
over NW, slope.

Top of ledge, 6 ft. high, bears NE. and SW.; desc. 45
ft. over NW. slgope, . .

Wash, 30 1lks. wide, 1 ft. deep, drains N;; asc. 20 ft,
over gentle NE, slope,

j -
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Dependent Resurvey of the South Standard Parallel
South along the S. Bdy., T. 20 S., R. 24 E,

CHAINS

39.93

3.23

The standard 1/4 sec. cor, of sec. 33, monumented with
a sandstone, 25 x12x4 ins., set and mkd. as described
in the official record.-

‘At the cor. point

Set an iron post, 30 ins. long 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, w1th brass
cap mkd,

SC
T20S R24E

S33
© 1964

Bury original stone cor. alongside iron post.

N. 89° 56' W., beginning new measurement.
Asc. 5 ft. over gentle NE. slope.

Point for the N, 1/4 sec. cor, of sec. 4, T. 21 S., R.
24 E., hereinafter described.

Desc. 30 ft. over SW. slope.

“Wash, 25 lks. widé, 2 ft. deep, drains NW.; asc. 40 ft,

over NE, slope.

Low fidge, bears NW, and SE.; desc. 30 ft. over SW.
slope.

The standard cor. of secs. 32 and 33, monumented with
a sandstone, 16x10x4 ins., set and mkd. as described
in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

sc
T20S R24E

§32{833

1964
Bury original stone cor. alongside iron post,

Land, broken E. portion; rolling W. portion.
Soil, rocky sandy clay.

No thnber.

Undergrowth, shadscale and black brush.

S. 89° 54' W., along the S. bdy. of sec., 32.

Over rolling desert land through shadscale undergrowth;
desc, 35 ft. over SW, slope,

0—7 (October 1964) (formerly 4—673b) USDI-—BLM
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Dependent Resurvey of the Fourth Standard Parallel
South ‘along ‘the 'S. Bdy., T. 20 S., R. 24 E,
CHAINS
3.19 | The closing cor. of;secsl 4 and 5, T. 21 S., R. 24 E.,
hereinafter described.
6.19 | E1 Paso underground natural gas line, bears N. 16° 56'
E. and S. 16° 56' W.

13.70 | Top of sandstone ledges, bears NW. and SE,; desc. 160
ft. over broken SW. slope.

30.60 | Wash, 30 lks. wide, 8 ft. deep, drains SW.; asc. 60 ft.
over E. slope.

40.03 The standard 1/4 sec. cor. of sec. 32, monumented with a
sandstone, 12x8x6 ins., firmly set and mkd. as described
in the official record.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd.
SC
T20S RZ4E
¥ 832
1964
Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft. base, 1% ft. high,
N. of cor. : ;
N. 89° 51' W., beginning new measurement.
Asc. 10 ft. over gentle E. slope.
3.23 | Point for the N. 1/4 sec. cor. of sec. 5, T. 21 s.,
R. 24 E,, hereinafter described.

5.75 Spur, slopes S.; desc. 55 ft. over W. slope.

15,50 | Wash, 1.00 ch. wide, 15 ft. deep, drains S, 20° E,;

asc. 50 ft. over gentle E. slope.

16.50 | Center of U. S. Highway 50 and 6, bears N. 13° 21' E.

and S, 13° 21' W,

22.55 | Top of small clay hill; asc. 15 ft. over gently rolling
land.

36.40 Trail road, bears NW. and SE.

40.06

Point for the standard cor. of secs. 31 and 32
portionate bearing and dist.;
evidence of the original cor.

s, at pro-
there is no remaining evided

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and brass cap mkd.
SC
T20S R24E

331]S32

1964

}C

s

GPO 845-166.




Dependent Resurvey of the South Standard Parallel
.South along the S. Bdy., T. 20 S., R. 24 E,

CHAINS

- .| Raise a mound .of stone, 2 ft. base, 2 ft. high, N. of
cor.

Land, rolling desert, .
Soil, gravelly clay E. portion; clay W. portion.
No timber. .

Undergrowth, shadscale.

N. 89° 53' W., along the S. bdy. of sec. 31.

Over rolling desert land through shadscale-undergrowth;
desc. 20 .ft. over gently rolling SW. slope.

3.24 The closing cor. of secs, 5 and 6, T. 21 S., R. 24 E.,
hereinafter described.

33.05 Wash, .30 lks, wide, 10 ft, deep, drains SE.; asc. 15 ft.
over .SE. slope.

40.09 The standard 1/4 sec. cor. of sec. 31, moﬁumented with
.a. pine post, 3x3xl12 ips. above ground, and plainly mkd.
as described in the.official record.

‘At the:cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and in a collar of
stone, with brass:cap mkd.

sC
T20S R24E
% 831

1964

Bury original pine post alongside iron post.

N. 89° 57' W., beginning new measurement.
Asc. 40 ft. over gently rolling desert land.
2,10 Wash, 15 lks. wide, 6 ft. deep, drains SE.

3.21 Point for the N. 1/4 sec.-cor.-of sec. 6, T. “21 8.,
‘R. 24 E., herelnafter descrlbed.

24,45 Trail road, bears N. 20° E. and S. 20° W:

40.07 The standard cor. of Tp. 20 S., Rs, 23 and 24 E.,
monumented with a brass tablet set in a concrete post,
l4xl4x4 ins. above ground, and mkd. as deseribed in

- the efficial record. This cor. will also function as
the cor. of Tp. 21 S., Rs.-23 and 24 E., and I remark
to read:

SC
T208

R23E R24E

§36|831
S1{86

T21S

1964
1931

0—7 (October 1964) (formerly 4—673b) USDI—-—~BLM FIELD NOTE PAPER
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Dependent Resurvey of the Fourth Standard Parallel
South along the S. de.,'T. 20 S., R. 24 E.

This cor. is also common with G.L,0, station "6, Utah".

Latitude 39° 00' 57.614" N., Longitude 109° 18' 45.917"
“. :

Lind, rolling desert.
Soil, clay.

No timber.

Undergrowth, shadscale.

Establishment of W, 1/4 sec. cors for secs. 6, 7, and
18, T. 21 S., R. 25 E. on the E. Bdy. of T. 21 S., R.

24 £,

The E. 1/4 sec., cor, of sec., 1, T. 21 S., R. 24 E.,
monumented with an iron post, 1 in, diam., is described
in the official record, as follows:

"Set an iron post, 3 ft. long, 1 in. in diam., 26 ins.
in the ground for 1/4 sec. cor. marked on brass cap l/4
Sl on W. half and S6 on E, half.'" This statement is in
error. The course is properly marked to function for the
“ cor, of sec. 1, T. 21 S., R. 24 E,, only.

Point for the W. 1/4 sec, cor., of sec. 6, T. 21 S., R.
25 E., at 40.00 chs. of northing from the closing cor.
of secs. 6 and 7, T, 21 S., R. 25 E.

Set an iron post, 30 ins. long, 2% ins. diam., 26 1ins.
in the ground, with glass at base, and brass cap mkd.

T21S

R24E R25E
1

&

S6
1964

Raise a mound of stone, 3 ft. base, 2 ft. high, E.
of cor,

The E. 1/4 sec. cor. of sec., 12, T. 21 S., R. 24 E,,
monuwaented with a sandstone, 16x10x4 ins., set in mound
»f stone, 2. ft, base, 1 ft, high, and mkd. 1/4 on W.

face.

At the cor, point

Set .in iron post, 30 ins. long, 2; ins. diam., on solid
sandstone, and in a mound of stone, 4 ft. base to top,
with hrags cap mkd.

T21S
R24E R2SE
!

s12|
1964

GPO A4n-



SN
(8]

11

Establishment of W. 1/4 sec. cors for T. 21 S., R.
25 E. on the E, Bdy, of T. 21 S,, R. 24 E,

CHAINS

Bury original stone cor. in mound of stone, along-
side iron post.

Thence S. 0° 03' W., 0.895 chs. dist. to:

Point for the W. 1/4 sec. cor, of sec. 7, T, 21 S.,
R. 25 E., at midpoint bet. the closing cor. of secs.
6 and 7, and the clos1ng cor, of secs, 7 and 18, T
21 S., R, 25 E,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T21S
R24E R25E
3 .
57

1964

The E. 1/4 sec. cor. of sec, 13, T, 21 S., R. 24 E.,
monumented with an iron post, 1 in. diam., is described
in the official records as follows:

"Set an iron post, 3 ft. long, 1 in. in diam., 26 ins.
in the ground for 1/4 sec. cor., marked on brass cap
1/4S13 on W. half and S18 on E. half." This statement
is in error. The cor. is properly marked to function
for the 1/4 cor. of sec. 13, T. 21 S., R. 24 E., only.
Thence 8. 1° 22' W., 0.255 chs. dist to:

Point for the W, 1/4 sec. cor. of sec. 18, T, 21 S.
R. 25 E., at midpoint bet. the closing cor. of secs.
7 and 18, T. 21 S., R. 25 E., and the cor. of secs.
13, 18, 19 and 24, T. 21 S., Rs. 24 and 25 E.

Set an iron post, 30 ins, long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T21S
R24E gZSE

518
1964

Dependent Resurvey of a Portion of the
Subdivision, T, 21 S., R. 24 E.

Reestablishment of the Survey Executed
by H. D. Page in 1902,

From the cor. of secs. 35 and 36, on the S. bdy. of the
Tp., monumented with an iron post, 3 ins. diam., set
and mkd. as described in the officlal record.

80-7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

CHAINS

23.00
30.00

34.00
43.15

45.44

17.60

25.00

26.75
27.50
33.30

34,58

N 0° 09' E., bet. secs. 35 and 36.

Over rolling desert land ;hrough shadscale undergrowth.
By triangulation; desc. about 80 ft. over NE. slope.

Draw, drains NW.; asc. about 100 ft. over SW. slope.
Spur, slopes W.; desc. about 60 ft. over NW. slope.

Draw, drains S. 70° W.; asc. about 120 ft. over S.
slope.

Spur, slopes W. End triangulation; desc. 10 ft. over
NW. slope.

The 1/4 sec. cor. of secs. 35 and 36, monumented with
a sandstone, 18x10x5 ins., firmly set and plainly mkd.
as described in the official record.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T21S R24E

%
$35|s36

1964

Bury original stone cor. alongside iron post.

N. 0° 34' E., beginning new measurement.

Over mountainous land through scattered juniper timber;
desc, 60 ft. over NW,. slope.

Spur, slopes NW.; desc. 105 ft. over NE, slope. Leave
scattered timber.

Draw, drains NW,; asc. 25 ft. over SW. slope.

Point of spur, slopes W.; improved dirt road, bears
irregularly NW. and SE,; desc. 50 ft. over NW. slope.

Draw, drains SW.; asc. abruptly 110 ft. over broken SE,
slope.

Top of sandstone ledges, about 50 ft. high, bears NE,
and SW.; asc. 10 ft. over SE. slope.

The cor. of secs. 25, 26, 35 and 36, monumented with
a sandstone, 16x10x5 ins., set in mound of stone, with
1 notch on S, and E. edges, and WC on N. face, (Note:

the original record does not show this cor. as being
witnessed,)

At the cor. point

GPO B45-166
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

CHAINS

Set an iron post, 30 ins. long, 2% ins., diam., on solid
sandstone, and in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T21S R24E

$26|s25
$35[536
1964

Bury original stone cor. in mound of stone alongside
iron post.

Land, rolling desert S. portion; broken N. portion,
Soil, éandy S. portion; rocky, with exposed sandstone
ledges N. portion.

Timber, scattered juniper.

Undergrowtb, shadscale, sagebrush and black brush.

From the true point for the cor. of secs. 25, 30, 31 and
36, on the E. bdy. of the Tp., from which the witness
cor. bears South, 2.30 chs. dist., monumented with an
‘iron post, 3 ins. dlam., set and mkd. as described in
the official record.

Thence:
N. 89° 53' W., bet. secs. 25 and 36.

Over broken and mountainous land; asc. abruptly 165 ft.
over sandstone ledges fa01ng SE.

4.35 Top of ledges and ridge, bears NE. and SW. Enter scat-
tered juniper timber and black brush undergrowth; desc.
170 ft. over W. slope.

39.73 Point selected for the witness 1/4 sec. cor. of secs,
25 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 5 ft. base to top,
with brass cap mkd.

T21S R24E

w 3 525
c $36

1964 -

39.85 -Rim of-box canyon, ledges about 50 ft., high, bears N.
and S.; desc. abruptly 140 ft. over precipitous W.
slope.

39.93 Point for the 1/4 sec. cor. of secs. 25 and 36 at pro-

-] portionate dist., falls on near vertical ledges and
cannot be perpetuated; there is no remaining evidence
of the original cor.

43.00 Bottom of box canyon, drains S. 20° W.; asc, abruptly
110 ft. over sandstone ledges facing E.

46.30 Top of ledges, about 50 ft. high, bears N. and S.; asc.
70 ft. over SE. slope.

0—7 (October 1964) (formerly 4—673b) USDI—BLM FIELD NOTE PAPER
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52.90

73.00

75.35

79.70

79.86

21.90
27.30
30.00
37.00

40.17

54.55
60.45
65,30
76 .00

80.34
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

Point of spur, slopes S.; thence by triangulation; desc.
about 130 ft. over broken NW. slope.

fop of ledges, about 50 ft. high, bears NE. and SW.

Bottom of ledgy draw, drains SW.; asc. about 120 ft.
over SE. slope.

Top of ledges, about 50 ft. high, bears NE. and SW.

The cor. of secs. 25, 26, 35 and 36. End triangulation.

Land, broken, mountainous.

Soil, rocky, with considerable exposed sandstone ledges.
Timber, scattered juniper.

Undergrowth, sagebrush and black brush.

N. 0° 30' E., bet. secs. 25 and 26,
Over mountainous land through widely scattered juniper
timber and shadscale and black brush undergrowth; asc.
75 ft. over SE. slope.
Spur, slopes SW.; desc. 25 ft. over NW. slope.
Draw, drains SW,; asc. 35 ft. over SE. slope.
Spur, slopes SW.; asc. 40 ft. over SW. slope.
Top of ascent, slopes W.; desc., 15 ft, over NW, slope.
Point for the 1/4 sec. cor. of secs. 25 and 26, at pro-
portionate dist.; there is no remaining evidence of the
original cor.
Set an irom post, 30 ins. long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 5 ft. base to top,
with brass cap mkd.

T21S R24E

%
$26 525

1964

Desc. 50 ft. over NW, slope.
Draw, drains W.; asc. 30 ft. over S. slope.
Spur, slopes W.; desc, 10 ft. over NW. slope.

Draw, drains SW.; asc. 100 ft. over SW. slope.

Ridge, bears NW. and SE.; thence over néarly level land.

The cor. of secs. 23, 24, 25-and 26, monumented with
a cobblestone, l6x12x8 ins., firmly set and mkd. as
described in the official record.

At the cor. point

T
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

CHAINS

Set an iron post, 30 ins, long, 2% ins. diam., 16 ins.
in the ground, to bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd. ’

T21S R24E

523|824

'526|825
1964

Bury original stone cor. alongside iron post.

Land, mountainous.

8011, sandy.

Timber, widely scattered Junlper.
Undergrowth, shadscale and black brush,

Retracement of a Portion of the Subdivision,
T. 21 S., R, 24 E.

Retracement of the Survey Executed by H. D. Page
in 1902 and Retraced by Howard W. Miller in 1910.

From the cor. of secs. 23, 24, 25 and 26.

S. 89° 49' E., bet. secs. 24 and 25.

Over mountainous land through widely scattered juniper
timber, and sagebrush and black brush undergrowth.
Over nearly level land.

5.70 Desc, 55 ft. over SE., slope

9,90 Draw, drains SW,; asc, 100 ft. over SW. slope.

15.75 Point of spur, slopes S.; desc, 65 ft. over SE. slope.

20.70 Draw, drains SW.; asc., 120 ft. over NW. slope.

32,70 Slope changes; asc., 15 ft, over gentle W. slope.

36 .00 Trail road, bears NW, and SE.

39.84 The 1/4 sec. cor, of secs. 24 and 25, monumented with
an iron post, 1 in. diam., set and mkd. as described

in the offlcial reqord..

Retracement of the Survey Executed
by ‘Howard W, Miller in 1910

From the 1/4 sec. cor. of secs. 24 and 25,
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4,60

10.15

21.56

16.40

26.20

30,00

39.91

Dependent Resyrvey of a Portion of the
Subdivision, T, 21 S,, R. 24 E,

S. 88° 50' E., bet. secs. 24 and 25.
Desc. 40 ft, over SE. slope.

Small draw, drains NE.; asc., 10 ft. over gentle NW,
slope.

Rim of Colorado River, top of ledge about 200 ft. high,
bears N. 60° W. and S. 60° E.; thence by triangulation;
desc. abruptly about 415 ft. over precipitous NE. slope.

The meander cor. of secs. 24 and 25, on the left bank
of Colorado River, monumented with an iron post, 1 in.
diam., set and mkd, as described in the official record.

From this cor., the meander cor. of secs. 25 and 30, on
the left bank of river, on the E. bdy. of the Tp., monu-
mented.with an iron post, 3 ins. diam., set and mkd. as
described in the official record, bears S. 86° 21' E.,
17.60 chs. dist,

Land, mountainous and broken,

Soil, gravelly clay W. portion; sandy, with exposed
sandstone E. portion.

Timber, widely scattered juniper.

Undergrowth, sagebrush and black brush.

Dependent Resurvey of a Portion of the Subdivision,
T. 21 S., R. 24 E,

Reestablishment of the SurVey Executed by H. D. Page in
1902 and retraced by Howard W. Miller in 1910.

From the cor. of secs. 23, 24, 25 and 26.

N. 0° 13" E,, bet. secs. 23 and 24,

Over mountainous land through shadscale and black brush
undergrowth, Over nearly level land.

Desc. 115 ft. over N. slope,

Draw, drains W.; asc. 95 ft. over S. slope.

Trail road, bears irregularly E. and W.

Ridge, bears E. and W.; desc. 135 ft. over N. slope.
Point for the 1/4 sec., cor. of secs., 23 and 24 at pro-
portionate bearing and dist.; there is no remaining
evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., on solid

sandstone, and in a mound of stone, 5 ft. base to top,
with brass cap mkd.

GPO 848-1:
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10.10

16,01

20.69

24.13

26 .68

27.10

30.13
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

T21S R24E

%
523824
1964

N. 0° 02' W., beginning new measurement.
Desc. 75 ft. over NE. slope.

Top of ledges, bears NW. and SE.; desc. 90 ft. over
broken NE. slope.

Bottom of descent; thence over nearly level river bottom
enter -dense willows and cottonwood timber.

-Point for the original meander cor. of secs. 23 and 24

at proportionate bearing and distance; there is no
remaining evidence of this corner.

Present left bank of the Colorado River, course N. 45°
15' W., and S. 58° 45' E,

Point for the meander cor. of secs. 23 and 24.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, "and in'a collar of stone, with brass cap
mkd.

MC
5231524
T21S R24E
1966

Width of river about 4.00 chs.; distance across by steel
tape measurement, 5.00 chs.

True point for the original meander cor. of secs. 23 and
24, for the right bank of Colorado River, at record
distance from the witness meander cor., falls in river.

Present right bank of the Colorado River, course N. 57°
30' W. and S.57° 30' E.

Point for the meander cor. of sec. 24, at base of near
vertical ledges, deemed unsafe to perpetuate; asc.
abruptly about 100 ft. over sandstone ledges.

Top of ledges; asc. about 40 ft. over SW. slope.

The original witness meander cor. of secs. 23 and 24, for
the right bank of Colorado River, marked by an X on

solid sandstone, and witnessed by a small mound of stone
to N. This point will continue to function as a witness
to the original M.C., of sec., 23 and 24, which now func-
tions for sec. 23 only, and a witness for the meander
cor, of sec. 24, on the present right bank of the Colo-
rado River.

At the cor. point

}.A\
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3.70

4.80

'7.00

10.03
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 5 ft. base to top,
with brass cap mkd.

T21S R24E
523[524
WMC

Y
1964

N. 0° 52' W., beginning new measurement.

Desc. 55 ft. over solid sandstone on N, slope. Enter
scattered juniper timber.

S. rim of Cottonwood Wash; ledge, about 100 ft, high,
bears NW. and SE.; desc. abruptly over ledges facing
NE.

Cottonwood Wash, drains E. about 6.00 chs.; thence NE.
curving S.; asc. 80 ft. over ledgy SW. slope.

Point of spur, slopes W.; desc, 10 ft. over NW. slope.

The cor. of secs. 13, 14, 23 and 24, monumented with a
sandstone, 14x8x6 ins., set and mkd. as described in the
official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground ta bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd.

T21S R24E
S$14(S513
S23|s24

1964

Bury original stonme cor. alongside iron post.

Land, mountainous and broken.

Soil, sandy, with considerable exposed sandstone ledges.
Timber, Cottonwood along river and scattered juniper N,
of river.

Undergrowth, shadscale and black brush, with dense
willows along river.

From the cor. of secs. 13, 18, 19 and 24, on the E. bdy.
of the Tp., monumented with an iron post, 3 ins. diam.,
set and mkd. as described in the official record.

N. 89° 47' W., bet. secs. 13 and 24.

d
GPO 845-166

i
|




19 .
-

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

CHAINS

Over mountainous land through scattered juniper timber
and black brush undergrowth; desc, 55 ft. over NW.
slope.. :

17.65 Wash, 30 lks. wide, 3 ft, deep, drains SW.; asc. 25 ft.
over SE, slope.

21,25 Spur, slopes SW.; desc. 65 ft. over general W. slope.

39.65 Point for the 1/4 sec. cor. of secs. 13 and 24 at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins,
in the ground to bedrock, and in a mound of stone, 3%
ft. base to top, with brass cap mkd.

T21S R24E
S13
824
1964

Desc..235 ft. over W. slope.
79.25 The cor. of secs. 13, 14, 23 and 24.

Land, mountainous.

Soil, rocky. .
Timber, scattered juniper.
Undergrowth, black brush.

Reestablishment of the Survey Executed by
H. D. Page in 1902,

N. 0° 09' W., bet. secs. 13 and 1l4.
Over broken and mountainous land through scattered
juniper timber and black brush and shadscale under-

growth; desc. 80 ft. over NW. slope.

4,40 Cottonwood Wash, drains SW. from NE.; asc, abruptly
100 ft. over broken and ledgy.SE. slope.

8.00 Rocky spur, slopes E.; desc, 95 ft. over broken and
ledgy N. slope.

11.40 Cottonwood Wash, drains E.; asc, 105 ft. over ledgy
S. slope.

16.40 Rocky spur, slopes W.; desc. 100 ft. over N. slope.

19.15 Cottonwood Wash, drains W. from NE.; asc. 110 ft. over
S. slope.

26.30 | Rim of Cottonwood Wash, bears NE. and SW.; asc. 35 ft.
: over SW. slope.

0-7 (October 1964) (formerly 4~673b) USDI—-BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

CHAINS

40.18 The 1/4 sec. cor. of secs. 13 and 14, monumented with
a sandstone, 16x12x6 ins., set and mkd.-as described
in the official record.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R24E
%
S14[s13
1964
Bury original stone cor. alongside iron post.

No accessories available.
N. 0° 02' W., beginning new measurement,
Asc, 15 ft. along rolling W. slope.

4.00 Trail road, bears N. 70° E. and S, 70° W.

26.70 Wash, 20 lks. wide, 2 ft. deep, drains SW.; asc., 50 ft.
over SE. slope.

40,18 The cor. of secs. 11, 12, 13 and 14, monumented with

a sandstone, 16x12x6 ins., set and mkd. as described
in the official record.

At the . cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R24E

S11/812

S14|s13
1964

Bury original stone cor. alongside iron post, and raise
a mound of stone, 3 ft, base, 1% ft. high, W. of cor.

Land, mountainous and broken S portion; rolling desert
N, portion.

Soil, ‘rocky S: portion; sandy N, portion.

Timber, widely scattered juniper.

Undergrowth, black brush and shadscale.

From the cor. of secs. 12 and 13, on ‘the E. bdy. of the
Tp., monumented with an iron post, 3 ins. diam., set and
properly mkd.

S. 89° 58' W., bet. secs. 12 and 13.

i
I

|
l:

|
GPO 845-166!



21

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

"o

o

CHAINS

24,55

28.60

38.15

40.13

42.95

46.10

46.65

50,95

52,70
66.55

80.26

Overvmountainous land through scattered juniper timber
and shadscale and black brush undergrowth; desc. 110
ft. over NW, slope.

Rim of Cottonwood Wash; ledges bear N. 25° W. and S.
25° E., curving SW.; desc, abruptly 160 ft. over broken
and ledgy W. slope. Leave timber.

Cottonwood Wash, drains SE.; asc. 90 ft. over ledgy
NE. slope.

Top of ascent; ledges, about 75 ft. high, bear N, 70°
W. and S. 70" E.; desc. abruptly 135 ft, over ledges
facing SW.

Point for the 1/4 se¢c. cor, of secs. 12 and 13 at pro-
portionate dist., falls on near vertical ledge and
cannot be perpetuated.

N. edge of Cottonwood Wash, drains SW. from SE,; asc.
abruptly 140 ft. over ledges facing SE.

Top of ledge, 75 ft. high, bears SW. and curves E.

Point for the withess 1/4 sce. cor. of sccs, 12 and 13
at proportionate dist.; there i{s no remaining cvidence
of the original witness cor.

Sct an {ron post, 30 ins, long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 4 {t. basc to top,
with brass cap mkd.

T21S R24E

v Sl; W
sS13 C
1964

Asc. 30 ftr. over broken SE. slope.

Top of ascent, bears NE, and SW.; desc. 75 {t. over
NW. slope.

Trail road, bears NE, and SW,

Draw, drains SW.; asc, 35 ft. over SE. slope.

The cor. of secs., 11, 12, 13 and 14,

Land, mountainous and broken.

Soil, rocky sand.

Timber, scattered juniper E. portion; no timber W,

portion,
Undergrowth, shadscale and black brush.

N, 0° 02' E., bet. secs. 11 and 12.

Over ‘mountainous land through shadscale undergrowth; asc.

40 ft, over SE,. slope.

=7 (October 1964) (formerly 4~673b) USDI-—BLM
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. Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

CHAINS

13.00

16.15

33.50

40.08

50.40

61.70

80.16

Base of sandstone ledges, bears S. 70° E. and N, 70° W,;
asc. abruptly 80 ft. over ledges facing SW.

Top of ledges; asc. 35 ft. over gentle SW. slope.

Sandy spur, slopes S. 75° W.; desc. 15 ft. over NW.
slope. ‘

Point for the 1/4 sec. cor. of secs. 11 and 12 at pro-
portionate dist.; there is no remaining evidence of the

original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with glass at base, and brass cap mkd.

T21S R24E
%
si1|s12

1964

Raise a mound of stone, 3 ft. base, 1% ft. high,
W. of cor., and set a pine post, 4 ins. square,
4 ft. long, alongside iron post.

Desc., 25 ft, over NW. slope.

Wash, 20 lks. wide, 1 ft, deep, drains W.; asc. 50 ft.
over S. slope,

Sandy spur, slopes W.; desc. 50 ft. over NW. slope.
Leave timber,

The cor. of secs. 1, 2, 11 and 12, monumented with a
limestone, 18x12x4 ins., set and mkd. as described in
the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and brass cap mkd.

T21S R24E

S2{S1
S11(s12
1964

Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft. base, 1% ft. high,
W. of cor.

Land, mountainous and rolling desert.
Soil, sandy.

Timber, scattered juniper.

Undergrowth, shadscale and black brush.

From the cor. of secs., 1 and 12, on the E. de. of the
Tp., monumented with an iron post, 3 ins. diam., set and
properly marked.

GPO B45-166
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- Dependent Resurvey of a Portion of the
" Subdivision, 'T. 21 S., R. 24 E.

CHAINS

':S. 89° 57!''W., bet. secs. 1 and 12.

Over rolling desert land through shadscdle and sagebrush
undergrowth; dese. 20 ft, over NW. slope.

9.20 Left bank:of Cettonwoed Wash, 6 .ft.: h1gh bears S. and
NW.; wash drains irregularly S.

16 .60 Right bank of Cottomnwood Wash, bears NW. and curves E.
asc. 125.ft, over:NE. slope.

20,40 Dim trail road, bears N. and S.
24,40 Enter scattered juniper timber.

40.40 The 1/4 sec. cor. of secs. 1 and 12, marked by an X and
1/48 on solid sandstone, and w1tnessed by a small mound
of stone to N.

At the cor. point

Drill an iron post, 12 ins. long, 1 in. diam., 6 ins.
in solid sandstone, with-brass cap mkd.

T21S R24E

S1
% s12
1964

Raise a mound of stone, 3 ft. base, 1% ft. high,
N. of cor.

N. 89° 53' w,, beginning new measurement,
Asc. 95 ft. over NE. slope.

17.50 Spur, slopes N. 65 W.; desc. 60 ft, over NW. slope.
Leave timber,

39.90 The cor. of secs. 1, 2, 11 and 12,

Land, rolling desert.

Soil, sandy.

Timber, scattered juniper. )
Undergrowth, shadscale and sagebrush.

North, bet. secs. 1 and 2.

Over rolling desert land through shadscale and black
brush undergrowth; desc. 10 ft. over NW. slope.

2.15 Wash, drains SW.; asc. 30 ft. over SE. slope.

11.15 Ridge, bears NE. and SW.; desc., 55 ft. over NW. slope.

0—7 (October 1964) (formerly 4-673b) USDI-—BLM FIELD NOTE PAPER



22.50 EE&ad=af'éxaw} drains NE.; asc. ) ft. over gent
ﬂlﬂw »

30.35 % Trail road, bears NE, and SV.

38.50 Top of ascent, slopes E.; desc. 5 ft. over gentle NE.
§ slope.

40.18 é The 1/4 sec. cor, of secs, 1 and 2, monumented with.a
| sandstone, 14x10x6 ins., set and mkd. as described in
| the official record.

EAt the cor. point

i Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
| in the ground, with glass at base, and brass cap mkd.

T21S R24E
%
s2|s1

1964

| Bury original stone cor. alongside iron post, and
| 5 raise a mound of stone, 3 ft. base, 1% ft, high, W.
- of cor,

N. 0° 03' E., beginning new measurement.
Desc, 20 ft. over gentle NE. slope,

1.00 | Trail road, bears N. 25° W. and S. 25° E.

8.70 | Wash, 25 lks, wide, 1 ft. deep, drains NE,; desc, 10 ft.
over gentle NE. slope.

20,60 | End of descent; asc, 25 ft. over gentle SE. slope.

39.00 | Trail road, bears nearly N. and S.
39.80 i Intersect the PFourth Standard Parallel South.

; Point for the closing cor, of secs. 1 and 2, at pro-
| portionate dist. bet, the standard coxr. of secs. 35
| and 36, and the standard cor. of secs. 34 and 35, T.

;29 S., R. 24 E,.; there is no remaining evidence of the
fariginal Tor.,

§3ﬁt an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T208 R24E
S35

32!81
CiC
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. Dependent Resurvey of a Portion of the
" Subdivision, T. 21 S., R. 24 E.

CHAINS

From this cor., the standard cor. of secs. 35 and 36,
T. 20 S., R. 24 E., monumented with an iron post, 2%
ins. diam., hereinbefore described, bears S, 89° 40' E.
3.21 chs. dist.

Cor. located at W. edge of trail road.

Land, rolling desert.

3011, sandy.

No timber,

Undergrowth, shadscale and black brush.

Point for the N. 1/4 sec. cor. of sec. 1, on the N. bdy.
of the Tp., (Fourth Standard Parallel South) and mid-
‘point bet. the ‘closing cor. of secs. 1 and 2, and the
closing cor. Tp. 21 S., Rs., 24 and 25 E,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and brass cap mkd.

% sl
T21S R24E
1964

Raise a mound of stone, 2 ft. base, 1% ft. high, S.
of cor. :

From this cor., the standard 1/4 sec. cor. of sec. 36,

T. 20 8., R. 24 E., monumented with an iron post, 2% ins.,
diam., hereinbefore described, bears N. 89° 34' E., 3.275
chs,. dist, .

From the cor. of secs. 34 and 35, on the S. bdy. of the
Tp., monumented with an iron post, 3 ins. diam., set and
mkd. as described in the official record.

N. 0° 08' E., bet. secs. 34 and 35.

Over rolling desert land through shadscale and black

brush undergrowth; asc¢. 70 ft. over gently rolling
desert land.

21.40 Improved dirt road, bears NE. and SW.

30.00 ‘ Asc. Sb ft. over brokenVSE. slope.

35.45 Rocky sbur, slopes E.; desc. 65 ft, over steep N. slope.
40.14 The 1/4 sec. cor. of secs. 34 and 35, monumented with a
sandstone, 16x12x4 ins.,. set and mkd. as described in
the official record.

At the cor. point

Set an iron post, 3D ins. long, 2% ins. diam., 20 ins.

in the ground, and in a collar of stone, with brass cap
mkd., . .
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

CHAINS

0.30

‘$.50
10.50
17.00
36.00

39.81

11.40

T21S R24E

¥ .
S34]s35
1964

from which

A sandstone boulder, 25x12x6 ft., bears N. 59° 40°'
W., 48 lks. dist,, mkd. XBO on SE. face.

Bury original stone cor. alongside iron post.

N. 0° 28' W., beginning new measurement.
By traverse; desc. about 10 ft, over N. slope.
Wash, ‘drains E.; asc. about 80 ft. over SE. slope.

Small spur, slopes SE.; desc. about 20 ft. over NE.
slope.

Small draw, drains SE.; asc. about 260 ft. over broken
and ledgy S. slope.

Ledgy spur, slopes E.; desc. about 460 ft. over broken
and ledgy NE. slope.

Base of descent, bears NW. and SE.; thence over level
land.

Point for the cor. of secs. 26, 27, 34 and 35 at pro-
portionate dist.; there is no remaining evidence of the
original cor. End of traverse.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R24E

5271526
834835
1964

Raise a mound of stone, 3 ft. base, 1% ft. high,
W. of cor,

Land, rolling S. portion; broken N. portion.
Soil, gravelly S. portion; rocky clay N. portion.
No timber.

Undergrowth, shadscale and black brush.

From the cor. of secs. 25, 26, 35 and 56.
S. 89° 54' W., bet. secs. 26 and 35.

Over mountainous land through shadscale undergrowth;
asc. 30. ft. over NE. slope.

Spur, slopes SE.; desc. 130 ft. over steep.SW. slope.

GPO 845-166
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Dependent Resurvey of a Portion of the
-Subdivision, T. 21 8., R. 24 E.

CHAINS

21.60 Draw, drains SW.; asc. 25 ft. over SE. slope.
22,15 Small spur, slopes SW., desc° 30 ft. over SW. slope,
25,45 Tra11 road, bears N. 20° W. and S. 20 E.

29,43 Point for -the original meander cor; of secs. 26 and 35,
: for the left bank of the Colorado River at proportlonate
dist.; there is no remaining evidence of the original

meander cor.

Thence by triangulation; desc. 20 ft. over a SW. slope.

30.00 Base of descent; theénce over nearly level river bottom
subject to overflow with high water when river is in
flood stage; enter dense young willows.

38.41 Present left bank of -Colorado -River, course N, 4°W, and
S. 6° 15' Eq -

Point for the meander cor. of secs. 26 and 35.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R24E
$26
§35
1966

39.91 Point for the 1/4 sec. cor. of secs. 26 and 35, at pro-
portionate dist., falls in river.

45.89 Present right bank of the Colorado River, course N, 10°
E. End triangulation; enter dense willows,

46.25 Transmission line, 3 wire, bears N. 10° E, and S. 10° W.
Leave willows.

46 .89 Point for the meander cor. and witness 1/4 sec. cor. of
secs. 26 and 35 at proportionate dist.; falls in E. edge
of farm road. There is no remaining evidence of the
original cor. )

Set an iron post 30 ins. long 2% ins. diam., 30 ins. in
" the ground, with brass cap mkd.

T21S R24E

W% 526 C
C S35

Thence over nearly level farm land.
79.82 The cor. of secs. 26, 27, 34 and 35.

Land, mountainous E. portion; nearly level farm land
W. portion.

Soil, gravelly E. portion; sandy clay W. portion.

No timber.

Undergrowth, shadscale E. portion, with dense willows

along river,

N. 0° 09' E., bet. secs. 26 and 27.
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20.95

39.81

47.16

47.30

50.96

51.50

52.50

55.17

55.98

46.90
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

Over neérly level farm land.

Farm road, bears NW. and curves E. about 35.00 chs. dist.
to ranch.,

Point for the 1/4 sec. cor. of secs. 26 and 27, at pro-
portionate dist., falls in cultivated land and is not
monumented. There is no remaining evidence of the
original cor.

Farm road, bears N, 70° W. and S. 70° E,

Point selected for the witness original meander cor. of
secs. 26 and 27, on present right bank of W. channel of
Colorado River, bears N. 70° W. and S, 89° E.

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins,
in the ground, with brass cap mkd,

WMC

s;ls\%

T218 R24E
1964

Raise a mound of stone, 3 ft. base, 1% ft. high,
S. of cor.

Thence by triangulation, enter dense willows.
Leave willows,

Point for the original mdander cor. of secs. 26 and 27,
for right bank at proportionate dist.; falls in W.
channel of river and cannot be perpetuated.,

Present left bank of W. channel of the Colorado River,
(not monumented), bears NW. and SE.

Present right bank of E. channel of the Colorado River
(not monumented), bears NW. and SE.

Point for the present meander cor. for secs, 26 and 27
on the left bank of E. channel, bears S. 48° E. and
N, 48° W. '

Set an iron post 30 1ins. long, 2% ins. diam., 24 ins,
in the ground and in a collar of stone with brass cap
mkd,

T21S R24E

s2\7J\szs

MC
1966

Point for the original meander cor. of secs. 26 and 27,
on the left bank of W, channel, at proportionate dist.;
falls on left bank of E. channel and is not monumented,

GPO 848.:
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,.

CHAINS

62.36 Point for the present meander cor. for secs. 26 and 27
on the left bank of E. channel, bedrs S. 45° 51' W. and
N. 45° 51' E.

Set an iron post 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone with brass cap
mkd.

T21S R24E

MC
527|526

1966

70.65 Present right bank of E. channel of Colorado River (not
Monumented), bears NE, and curves S. End triangulation;
enter dense willows.

75.00 Leave dense willowg.

77 .40 Bank, 6 ft. high, bears NW. and SE.; enter low land
subject to overflow with high water.

79.62 Point for the cor. of secs. 22, 23, 26 and 27, at pro-
portionate dist.; falls on low gravel beach subject to
overflow and deemed unsafe to perpetuate. There is no
remaining evidence of the original cor.

Point selected for the witness cor. of secs. 22, 23,
26 and 27, bears N. 89° 24' W., 2.50 chs. dist.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R24E
$22(s23 W
S27[s26. C

1964

No accessories available,

Land, nearly level farm land S. portion; river bottom
N. portion.

Soil, sandy clay S. portion; gravel N. portion.
Timber, scattered cottonwood along S. side of river.
Undergrowth, dense willows along river, :

From the cor. of secs, 23, 24, 25 and 26,
N. 89° 54' W., bet..secs. 23 and 26.

Over rolling mountainous land through sagebrush and
black brush undergrowth. Over nearly level land.

0.80 Desc. 235 ft. over SW. slope.

35.70 Draw, drains SW.; asc. 65 ft. o?er SE. slope.

39.15 Tdﬁrof ascent, slopes S.; desc. 20 ft. over SW. slope.
40.27 The % sec. cor. of secs. 23 and 26, monumented with a

sandstone, 14x8x6 ins., set and mkd., as described in
the official record. - .- <
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18.45

19.20

27.90

28,56

38.50

39.00

40,00

| Trail road, bears N. 20° W, and S. 20° E.

' present left bank of E. channel of Colorado River, at

30

Dependent Resurvey of a Portion of the
‘Subdivision, T. 21 S., R. 24 E.

At the cor. point

Set an iron post, 30 ins. long, 7% ins. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd.

T21S R24E

1 S$23
* T 526

1964

Bury original stone cor. alongside iron post.

S. 88° 49' W., beginning new measurement.

Desc. 75 ft. over SW. slope.

Transmission line, 3 wire, bears N. 16° 55' W. and S.
16° 55' E.

High bank of river bears N. 10° W. and S. 10° E.; desc.
20 ft. over W. slope. Enter dense willows.

Point for the meander cor. of secs. 23 and 26, on the

proportionate dist., bears N. curving NW. and §. curving
SW., there is no remaining evidence of the original
meander cor.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock, and in a mound of stone, 5 ft. base to top, with
brass cap mkd.
T21S
R24E
MC S23
S26
1964

Thence by triangulation.,

Point for the meander cor. of secs. 23 and 26, on the
right bank of E. channel, at proportionate dist., falls
in river; there is no remaining evidence of the original
cor. Point not monumented,

The present right bank of E. channel of the Colorado River
(Not Monumented), bears NW. and curves SW. End triangula-
tion. Thence over low gravel beach subject to overflow,

True point for the cor. of secs. 22, 23, 26 and 27.

Land, mountainous E. portion; river bottom W. portion.
Soil, gravelly.

No timber. .

Undergrowth, sagebrush and black brush, with dense
willows along left bank of river.

N. 0° 21' W., bet. secs..22 and 23,
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Dependent Resurvey of a Portion of the
Subdivision, T, 21 S., R. 24 E.

CHAINS

1.50

3.08

14.93

27.20

30.87

39.81

46.65

53.00
53,92
58.50

74.10

77.00

Over river bottom land by triangulation,

Present right bank of E, channel of Colorado River (Not
Monumented) , bears Nw. and SE.

Point for the original meander cor, of secs, 22 and 23,
at proportionate dist.; falls in river and is not monu-
mented. There is no remaining evidence of the original
cor, - ’ '

Point for the meander cor. of secs. 22 and 23 on the
present left bank of E. channel of Golorado River, bears
N. 54- 30' W. and S. 54° 30' E.; enter dense willows.

End triangulation; enter scattered cottonwood timber.

Point for the original meander cor. of secs. 22 and 23,
on the left bank of E. channel, at proportionate dist.;
there is no remaining evidence of the original meander
cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and in a collar of
stone, with brass cap mkd. .

T21S R24E

§22(s23

MC
1964

Continue over nearly level land through scattered
cottonwood timber and dense undergrowth.

Point for the % sec. cor, of secs. 22 and 23, at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and in a collar of
stone, with brass cap mkd.

T21S R24E

¥
$22|s23
1964

Trail roéd, bears NE. ana SW.

Leave cottonwood timber and willows; enter sagebrush.
and shadscale.

Tranémissioﬁ line, 3 wire, bears N. 34° 36' W. and S.
34° 36' E.

Base of‘spur, bears NW. and SE.; asc. 55 ft. over SW.
slope.

Spur, slopes W.; transmission line, 3 wire, bears N.
61° 06' E. and S. 61° 06' W.; desc. 35 ft. over NW.

slope,

Trail road, bears NW. and SE.

0-7
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79.62

3.00

4.00

6.30

12.50

19.85

32

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

The cor. of secs. 14, 15, 22 and 23, monumented with a
cobblestone, 12x8x6 ins., set and mkd. as described in
the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and brass cap mkd.

- T21s R24E
S15|814
§22|823

1964

Bury original stone cor. alongside iron post, and raise
a mound of stone, 3 ft. base, 1% ft. high, W. of cor.

Cor. set on fence line, bears N. 80° E. and S. 80° W.

Land, nearly level river bottom.

Soil, sandy clay.

Timber, cottonwood. -

Undergrowth, dense willows, sagebrush and shadscale.

From the cor. of secs. 13, 14, 23 and 24.
N. 89° 25' W., bet. secs. 14 and 23.

Over broken and mountainous land through scattered
juniper timber and sagebrush and black brush undergrowth;

desc, 80 ft. over NW. slope.

Cottonwood Wash, drains S. turning southeast; asc,
abruptly 110 ft. over broken sandstone ledges facing E,

Top of ledges, bears N. curving NE. and S. curving SE.;
thence over nearly level land.

Spur, slopes NW.; thence by triangulation; desc. about
40 ft. over SW. slope.

Top of ledges, about 50 ft. high, bears NW. and SE.; desc
abruptly about 120 ft. over broken SW. slope. Leave
timber, . :

Point for the original meander cor. of secs, 14 and 23,
at proportionate distance, on present right bank of
Colorado River, bears N. 75° 13' W. and S. 58° 47' E,
There is no remaining evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,

in.the ground, and in a.collar of stone, with brass cap
mkd.

T21S.
R24E

MC Sl4
-\ 823

1964
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Dependent Resurvey of a Portion of the
.Subdivision, T. 21 S., R, 24 E.

CHAINS

Continue by triangulation.

39.50 The meander cor. of secs. 14 and 23, on the left bank
of Golorado River; top of ledge, 50 ft. high, bears
S. 57° 20' E., N. 54° 08' W., marked by an X and MC
cut in solid sandstone.

At the cor. point

Drill an iron post, 14 ins, long,‘l in, diam., 6 ins.
in solid sandstone, with brass cap mkd.

T21S
R24E

Sl4 MC
"S23
1964

Raise a mound of stone, 3 ft. base, 2 ft, high, W.
of cor.

S. 88° 56' W., beginning new measurement.
Asc. 15 ft. over NE. slope.
0.97 The % sec. cor. of secs. 14 and 23, monumented with a

sandstone, 14x10x6 ins., set and mkd. as described in
the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R24E

S1l4
K $23

1964

Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft. base, 1% ft, high,
N. of cor.

S. 87° 44' W,, beginning new measurement.

Asc. 25 ft. over gentle NE, slope.

19.90 Top of ascent, slopes N.; desc. 45 ft. over gentle NW,

slope.

31.11 Transmission line, 3 wire, bears N. 14° 15' E. to river,
thence NW. and S. 14° 15' W., about 3.00 chs.; thence
Sw.

40.34 The cor. of secs, 14, 15, 22 and 23.

0-7 (October 1964) (formerly 4—673b) USDI—-—BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the
. Subdivision, T. 21 S., R. 24 E.

CHAINS

Land, broken E. portion; rolling W. portion.

Soil, rocky E. portion; gravelly W. portion.
Timber, scattered jumiper E. portion; no timber W.
portion.

Undergrowth, sagebrush, black brush and shadscale.

N. 0° 28' E., bet. secs. 14 and 15.

Over nearly level land through scattered sagebrush
undergrowth.

7.34 | Point for the original meander cor. of secs. 14 and 15,
on the present left bank of the Colorado River at pro-
portionate dist., bears N. 84° 20' E. and N. 69° 30' W.;
there is no remaining evidence of the original meander
cor.,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.
MC
S15|s14
T21S R24E
1964

Thence by triangulation.

18.30 | The meander cor. of secs. 14 and 15, for the right bank
of the Colorado River, bears S. 88° W. and S. 78° 21 E.,
monumented with a sandstone, 24x20x5 ins., set and mkd.
as described in the official record. End triangulation.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 1ins.
in the ground, with brass cap mkd.

T21S R24E

S15|814

MC
1964

Bury original stome cor. alongside iron post, and
raise a mound of stone, 3 ft, base, 1% ft. high,
N. of cor.

N. 0° 02' W., beginning new measurement,

Continue over nearly level land.

1.00 Trail road, bears E. and W.; enter cultivated land.
23,34 Point for the % sec. cor. of secs, 14 and 15 at pro-

portionate dist.; there is no remaining evidence of
the original cor.

GRO 845-166 |
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

CHAINS
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with sandstone rock, 6x4x3 ins., mkd. X,
at base, with brass cap mkd.
T21S R24E
% .
S15[s1
1964
Raise a mound of stone, 3 ft. base, 1% ft. high,
W. of cor.
35.70 Base of ledges, bears E. and curves SW.; leave cultivated

land; asc. abruptly 150 ft. over sandstone ledges.

38.60 Top of ledges; asc. 65 ft. over gentle SW. slope., Enter
scattered juniper timber.

60.90 Spur, slopes SE.; desc. 5 ft, over NE. slope.

63.42 The cor. of secs. 10, 11, 14 and 15, marked by an X cut
in solid sandstone, and witnessed by a mound of stone
to W,

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 4 ft, base to top,
"with brass cap mkd.
T21S R24E
S10(S1i1
S15|s14

1964

Land, nearly level river bottom S. portion; broken and
mountainous N. portion.

Soil, sandy clay S. portion; rocky N. portion.

Timber, scattered juniper N. portion; no timber S.
portion, '

Undergrowth, sagebrush and shadscale,

From the cor. of secs. 11, 12, 13 and 14.

N. 89° 28' W., bet, secs. 11 and 14,

Over mountainous and broken land through scattered
juniper timber and sagebrush and shadscale undergrowth.

Asc. 10 ft. over SE. slope.

16.40 Sandy ridge, bears NE. and SW.; desc, 145 ft. over NW.
' slope.’

37.15 Wash, 25 lks. wide, 3 ft. deep, drains SW.; asc. 45 ft,
’ over SE. slope.
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40.13

2.65
18.05

29.55
31.75

40,25

4.80

24,15

33.60

36

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

. The % sec. cor., of secs. 11 and 14, monumented with an

iron post, 1% ins. diam., 20 ins. above solid sandstone,
with mound of stone alongside. This cor. is used by
local surveyors and land owners, and is accepted as
being a perpetuation of the original cor. point.,

At the cor. point

Set an iron post, 12 ins. long, 1 in. diam., 6 ins. in
solid sandstone, alongside 1% in. iron post, with brass
cap mkd.

T21S R24E

S11
S14

1964

S. 89° 51' W., beginning new measurement.
Asc, 10 ft. over SE. slope.

Sandstone spur, slopes SW.; desc. 80 ft, over broken SW.
slope.

Bottom of Agate Wash, drains SE.; asc. 100 ft. over
broken NE. slope.

Sandstone spur, slopes NE.; desc. 40 ft. over NW. slope.
Draw, drains N.; asc. 120 ft. over broken NE. slope.
The cor. of secs. 10, 11, 14 and 15.

Land, mountainous and broken.
Soil, sandy E. portion; mostly solid sandstone W.

- portion.

Timber, scattered juniper.
Undergrowth, sagebrush and shadscale.

1 28.40

North, bet. secs. 10 and 11.

Over broken and mountainous land through scattered
juniper timber; asc. 10 ft. over solid sandstone facing
SE.

Sandstone ridge, bears W. and SE.;. desc. 65 ft, over
solid sandstone sloping NW. - :

Top of ledges, bears NW. and SE.; desc. abruptly 75 ft,
over NE. slope.

Agate Wash, 1.00 ch. wide, 10 ft. deep, drains SE.; asc.
abruptly 80 ft. over broken and ledgy SW. slope.

Top of ledges, bears E. and NW.; asc. 10 ft. over solid
sandstone sloping SW.

GPO 845-166
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‘Dependent Resurvey of a Portion of the
Subdivision 'T. 21 S. R, 24 E,
CHAINS

39.93 The % sec. cor. of secs. 10 and 11, marked by an X and
.. .| 1/4S, on solid. sandstone, and witnessed by a mound eof
stone to W. .

.At the. cor. point

Drill an irom post, 14 ins. long, 1 in, diam., 6 ins.
in solid sandstone, with brass cap mkd.

T21S R24E

% .
S10]s11
1964

Rebuild mound of stone to W.

N. 0° 09' E., beginning new measurement.
Asc. 30 ft. over solid sandstone sloping SW.

6.70 Spur, slopes W.; desc. 60 ft. over NW. slope. Leave
timber.

19.50 Trail road, bears NE, and SW.

33.25 Wash, 50 lks. wide, 3 ft. deep, drains SW.; asc. 35 ft.
over SE. slope.

36.05 Small spur, slopes SW.; desc. 15 ft, over N, slope.
40.03 The cor. of secs. 2, 3, 10-and 11, ‘-monumented with a
quartzite stone, 16x10x6 ins., set and mkd. as described
in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.

in the ground to bedrock, with glass at base, and in a
mound of stone, 3 ft, base to top, with brass cap mkd.

T21S R24E

S§3]s82
S10(s11

1964

Bury original stone cor. alongside iron post,

Land, mountainous and broken.

Soil, mostly exposed sandstone.

Timber, scattered juniper.S. portion; no timber N,
portion. :

Undergrowth, shadscale and sagebrush.

From the cor. of secs. 1, 2, 11 and 12.
S. 89° 59' W., bet, secs. 2 and 11.

Over rolling desert land through sagebrush, black brush
and shadscale undergrowth; desc..5 ft. over NW. slope.
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Dependent Resurvey of a Por the
Subdivision. T, 21 34&*%‘&@?“ E.

CHAINS

0.35 Waah, 10 lks., wide, 2 ft. ﬂﬁ&p, drains ﬁﬂiﬁ asc, 5 ft.
over gentle SE, slope.

6.85 Top of ascent, bears NE, and 8W.; desc. 45 ft, over
gentle NW, slope,

22.70 Dim trail road, bears NE, and SW.:; desc. 25 ft. over W,
slope,

40.16 The 1/4 sec. cor, of secs. 2 and 11, monumented with a
sandstone, 15x12x6 ins., set and mkd. as described in
the official record.

- At the cor. point

Set an {ron post, 30 ins. long, 2% ins., diam.,, 20 ins.
in the ground, with glass at base, and brass cap mkd,.

Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft. base, 1% ft, high,
N. of cor.

N. 89° 57' W,, beginning new measureme
Desc. 5 ft. over W, slope,

' 1.60 | Slope changes; desc. 45 ft, over SW. slope.

21.60 | Wash, 15 lks. wide, 2 ft. deep, drains S.; asc. 20 ft.
over SE. slope.

28.55 | Point of spur, slopes S.; desc. 25 ft. over MW, slope,

34,60 | Wash, 30 lks, wide, 1 ft. deep, drains SW.; asc, 10 ft.
over SE. slope.

37.10 Point of small spur, slopes 8.; desc. 10 ft. over SW.
| slope.

1 39.75 Same wash, drains N, 80° W,

40.07 The cor. of secs. 2, 3, 10 and 11.

Soil, gravelly clay.
No timber.

l Land, rolling desert,
Undergrowth, sagebrush and shadscale.

N. 0° Q2' E., bet, secs. 2 and 3.

Over rolling desert land through sagebrush and shad-
scale undergrowth.

0.20 | Wash, 3Q 1ks. wide, 1 ft. deep, drains N. 80° W.; asc.
25 ft. over SW,. slope.
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

CHAINS

13.80 Spur, slopes W.; desc, 15 fe. over NW. slope.

19.00 Wash, 20 lks. wide, 1 ft. deep,; drains SW.; asc. 50 ft.
over SE, slope.

34,20 | Spur, slopes SW.; desc. 20 ft. over NW, slope,.
40.12 | The 1/4 sec. cor. of secs. 2 and 3, monumented with a

sandstone, 12x8x3 ins., set and mkd. as described in
the official record.

At the oor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with glass at base, and brass cap mkd.

T21S R24E

%
S3|s2

1964

Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft. base, 1% ft. high, W,
of cor.

N. 0° 03" W., beginning new measurement.

Desc. 45 ft. over NW. slope.

18.50 Transmission line, 3 wire, bears N. 60° S8' E
60° 58' W,

., and S.

18.60 | Wash, 1.00 ch. wide, 3 ft. deep, drains SW.; asc. 30 ft.
over SE. slope.

26 .40 Improved dirt road, bears E, and W.
40.16 Intersect the Fourth Standard Parallel South.

Point for the closing cor. of secs. 2 and 3 at pro-
portionate dist. bet. the standard cor. of secs. 34
and 35, and the standard 1/4 sec. cor. of sec. 33,

T. 20 S., R, 24 E., there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and brass cap mkd.

T20S R24E
S$34
$3|S2
cic
" T21S R24E
1964

Raise a mound of stone, 3 ft. base, 1% ft. high, S.
of cor.

Cor. set on fence line, bears N. 66° 54' E. and S, 66"
54' W,

From this cor., the standard cor. of secs. 34 and 35,

0~7 (October 1964) (formerly 4—673b) USDI—BIM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

CHAINS

2.85

T. 20 S,, R. 24 E., monumented with an iron post, 2%
ins. diam., hereinbefore described, bears S. 89° 55' E.,
3.18 chs. dist.

Land, rolling desert.

Soil, sandy.

No timber.

Undergrowth, sagebrush and shadscale.

Point for the N. 1/4 sec. cor, of sec. 2, on the N. bdy.
of the Tp. (Fourth Standard Parallel South), and midpoing
bet. the closing cor. of secs. 2 and 3, and the closing
cor. of secs. 1 and 2.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

¥ 82
T21S R24E

1964

Raise a mound of stone, 3 ft. base, 2 ft. high,
S. of cor.

From this cor., the standard 1/4 sec. cor. of sec. 35,

T. 20 S., R. 24 E., monumented with an iron post, 2% ins.
monumented with an iron post, 2% ins. diam., hereinbefore
described, bears S, 89° 42' E., 3.295 chs. dist.

undergrowth; asc., 35 ft. over rocky slope,

The cor. of secs. 33 and 34, on the S. bdy. of the Tp.,
monumented with a sandstone, 25x9x4 ins., set and mkd.
as described in the official record of the 1902 survey.
There is no evidence of the iron post reported as being
set by Howard W. Miller in 1911.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 5 ft.

base to top, with brass cap mkd.

T21S R24E

833|534

S3
T22S

1964

Thence,
N. 0° 01' W., bet. secs. 33 and 34.

Over mountainous land through sagebrush and shadscale

Rocky spur, slopes E.; desc. 130 ft., over rocky NE, slopel

GPO 845-188
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Dependent Resurvey of a Portion of the
SublelSlon, T. 21 S., R. 24 E,

CHAINS

13.20 Draw, drains SE.; asc. 35 ft. over SW. slope.
14.80 Small spur, slopes SE.; desc. 30 ft, over NE. slope.,
17.10 Improved dirt road, bears NW. and SE.

21.50 Wash, 30 lks. wide, 8 ft. deep, in canyon, drains SE.
asc, 160 ft. over rocky SW. slope.

38.15 Spur, slopes W.; dest. 15 ft, over N. slope.

40,08 Point for the 1/4 sec. cor. of secs. 33 and 34 at pro-
portionate dist.; there is no remaining evidence of the
original cor.,

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
"in the ground to bedrbck, and in a mound of stone, 5 ft,
base to top, with brass cap mkd. ;

T21S R24E

%
$33|s34

1964

Desc. 15 ft. over N, slope.
41.20 Draw, drains W.; asc. 35 ft, over S. slope.
42.85 Rocky spur, slopes W.; desc. 55 ft. over NW. slope.

46 .40 Draw, drains S. 65° W.; asc. 90 ft. over rocky SE.
slope.

52.55 Sandstone spur, slopes S. 65° W.; desc. 30 ft. over NW.
slope.

60.25 Draw, drains SW.; asc. 35 ft. over S. slope.

68.60 Small sandstone spur, slopes W. .; desc, 50 ft. over NW.
slope.

71.90 Draw, drains SW.; asc. 70 ft., over SW. slope.

79.45 Spur, slopes SW.; desc. 10 ft, over NW. slope,

80.16 The cor. of secs., 27, 28, 33 and 34, monumented with
' a sandstone, 24x6x6 ins., set and mkd. as described’
in the official record. '

" At the tor. point
‘Set an’iron post, 30 ins. long, 2% ins. diam., 20 ins.

in the ground, and in a collar of stone, with brass cap
mkd, '

T21S R24E

528827
833/S34
1964

Bury original stone cor. along31de iron post, and
raise’a mound of stone, 3 ft. base, 1% ft. high
W. of cor.

80—7 (October 1964) (formerly 4—673b) USDI~~BLM FIELD NOTE PAPER



CHAINS

4.45

18.35

25.80

39.91

2.50

25,65
39.50

40,00

42

pependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

Land, mountainous.

Soil, rocky clay.’

No timber.

Undergrowth, sagebrush and shadscale.

From the cor. of secs. 26, 27, 34 and 35.
N. 89° 39' W., bet. secs. 27 and 34,
Over nearly level farm land.

Base of ledges, bears SE. andANW,; asc. 185 ft. over
broken NE. slope.

Top of ledges, bears NW. and SE.; desc. 40 ft. over NW.
slope. ‘ :

Draw, drains N.; asc. 250 ft. over steep, rocky NE,
slope.

The 1/4 sec. cor. of secs. 27 and 34, monumented with

a sandstone, 12x8x4 ins., set and mkd. as described

in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,, 20 ins.
in the ground, and in a collar of stone, with brass. cap

mkd.

T21S R24E

1 527
* T s34
1964

Bury original stone cor, alongside iron post, and raise
a mound of stone, 3 ft. base, 1% ft. high, N. of cor.

N. 89° 58' W., beginning new measurement.

"Asc. 15 ft, over NE. slope.

Ridge, bears NW. and SE.; desc. 125 ft. over rocky W.
slope.

Head of draw, drains SW.; desc. 40'ft. over SW. slope.
Spur, slopes SW.; desc. 10 ft. over NW. slope.

The cor. of secs. 27, 28, 33 and 34.

Land, mountainous.

Soil, rocky sandy clay.

No timber,
Undergrowth, shadscale and sagebrush.

N. 0° 02' W., bet, secs. 27 and 28.

Over mountainous land through sagebrush and shadscale
undergrowth; desc. 10 ft. over NW. slope.

i
i

|

=3

{
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Dependent Resurvey of a Portion of the
. Subdivision, T. 21:S., R. 24 E,

CHAINS

0.40 Small wash, drains SW.; asc. 25 ft. over SE. slope.
1.85 Rocky spur, slopes SW.; desc. 90 ft, over NW. slope.
15.85 Draw, drains S. 60° W,; asc, 130 ft. over SE. slope.

23.25 Toprof éaﬁastone knob,.bn spur, élopes SW.; asc. 85 ft.
over SW. slope.

32.75 Spur, slopes W.; thence over.nearly_levei spur top.

33.58 The witnéss 1/4 sec. cor. of secs. 27 and 28, monumented
with a sandstone, 12x10x6 ins., setand mkd. as des-
cribed in the official record.

At the cor. pbint

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd.

T21S R24E

W C
5

A
s284s27
1964

Bury original stone cor. in mound of stone alongside
iron post.

Desc. 125 ft. over steep and broken N. slope.
39,93 Point for the 1/4 sec. cor. of secs. 27 and 28 at record

witness dist., falls on slide rock, and cannot be per-
petuated.

N. 0° 03' E,, beginning new measurement.

Desc. 140 ft. over NE. slope.

12.00 Slope changes; desc. SS“ft. over NW, slope;

18.20 Small draw, drains NW.; desc. 60 ft. over NW. slope.

33.10 Wash, 25 lks. wide, 3 ft. deep, in draw, drains NE.;
asc. 15 ft. over SE. slope.

35,75 Point of small spur, slopes E.; desc. 10 ft. over gentle
NE. slope.

- 40,23 The cor. of secs. 21, 22, 27 and 28, monumented with a
sandstone, 20xl4x7 ins., set and mkd. as described in
the official record.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.

in the ground, and in a collar of stone, with brass cap
mkd.

0—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the
Subdivigion, T. 21 S., R, 24 E.

CHAINS

T21S R24E

§21[S22
'828[827

1964

Bury original stone cor. alongside iron post, and raise
a mound of stone, 3 ft. base, 1} ft. high, W. of cor.

Land, mountainous.

Soil, rocky clay,

No timber.

Undergrowth, sagebrush and shadscale.

and 27,

N. 89° 24' W., bet. secs. 22 and 27.

Over level river bottom land through scattered cotton-

wood timber and willows.,

2.50 The witness cor. of secs. 22, 23, 26 and 27, hereinbefore

described.

40.03 Point for the 1/4 sec. cor. of secs., 22 and 27 at pro-
portionate dist.; there is no remaining evidence of the

original cor,

mkd.

T21S R24E

1 522
§$27

1964

40.87 Point- for the original meander cor. of secs. 22 and 27,
on the present left bank of the west channel of the
Colorado River, bears N, 15° 57! E. and 8. 34° 40' w,,
at proportionate dist.; there is no remaining evidence

of the original cor.

mkd.
T21S
R24E

S22
527
1964

Thence by triangulation.

33.00 | Top of ledge, bears N. 8° 40' f. and S. 22° 40" £, op

. slight curve,

From the true point for the cor. of secs. 22, 23, 26

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins.
in the ground, and in a collar of stone, with brass cap

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap

GPO 845-166 i



CHAINS

53.07

53.17

65.90

68.90
77.25

80.06

“Land, level river bottom E. portion; rolling desert

45

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

Point for the original meander cor. of secs. 22 and- 27,
on the right bank of W. channel of the €olorado River,
at proportionate dist., falls on steep talus slope and
deemed unsafe to perpetuate;-there is no remaining -
ev1dence of the- or1g1ana1 cor. End triangulation.

Point selected for the witness or1g1na1 meander cor.
of secs. 22 and 27.

Set an-iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T21S R24E
S22
s27

1964

Desc. 40 ft. over NW. slope; enter shadscale undergrowth,
Draw, drains N.; asc, 40 ft. over rocky E, slope.

Sandstone spur, slopes N.; desc. 50 ft. over rocky W.
slope.

Wash, 25 lks. wide, 7 ft. deep, dralns N.; asc. 10 ft.
over E. slope.

The cor. of secs. 21, 22, 27 and 28.

W. portion.

Soil, sandy clay E. portion; clay W. portion.

Timber, scattered cottonwood E. portion; no timber W,
portion,

Undergrowth, scattered willows E. portlon, shadscale W.
portion,

N. 0° 08' E., bet, secs. 21 and 22.

Over rolling desert land through shadscale undergrowth;
asc, 10 ft. over SE. slope.,

Top of ledge, 5 ft. h1gh bears NE. and SW.; desc. 20
ft. over NW, slope.

Right bank of Danish Wash, bears irregularly E. and W.

Danish Wash, 15 ft, deep, drains E. about 10.00 chs.,
thence NE.

Left bank of Danish Wash, bears E. and W.; asc. 25 ft.
over gently rolling SE. slope.

Low ridge, bears NE. and SW.; desc. 35 ft., over NW.
slope. i

Transmission line, &4 wire, bears N, 21° 40' E. and S.
21° 40' w.

47
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29.45

40.07

46

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R, 24 E.

Small draw, drains NE.; asc. 5 ft. over gentle SE,
slope.

The 1/4 sec. cor. of secs. 21 and 22, monumented with
a broken sandstone, 6x6x5 ins., dimly mkd. and witnessed
by a mound of stone, 2 ft, base, 1 ft. high, to W.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd.,
T21S R24E
%
S21[s22
1964
Bury original stone cor. alongside iron post, and

raise a mound of stone, 3 ft. base, 1% ft. high, W.
of cor.

N. 0° 41' w,, beginning new measurement.
Asc. 10 ft, over gentle SE. slope,
Improved dirt road, bears N. 23° E. and S. 23° W.

Base of ridge, bears NE. and SW.; asc. 155 ft., over
rocky SE. slope.

Top of aséent,.slopes E.; desc. 160 ft. over rocky NE.
slope.

The cor. of secs. 15, 16, 21 and 22, monumented with a
sandstone boulder, 5x3x2 ft., mkd. with an (X), on top,
and 3 notches on E. and W. edges,

Move original stone cor, S. and W.
At the cor. point

Set an iron post, 30 ins.'long, 2% ins, diam., 10 ins.
in the ground to bedrock, with original stone cor. along
S. side, and in a mound of‘stone,.4 ft. base to top,
with brass cap mkd,

T21S R24E

S16/S15
§21(822
1964

Land, rolling desert, -
So;l, rocky clay,
No timber. ’
Undergrowth, shadscale,

From the cor. of secs. 14, 15, 22 and 23,

N. 88° 48" W., bet. secs. 15 and 22,

GPO 845-166
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26.00

30.67

40,015

40,67

41.20

41.90

43.00

46,20

48.05

52.95

56.45

47

Dependent Resurvey of a Portion of the
Subdivision, T, 21 S., R. 24 E,

Over level culti?ated 1énd.
Leave culéivated 1and; enter'dense wiilows.

Point for the meander cor, of secs, 15 and 22, for

the left bank of the Colorado River, at proportionate
dist. on the present bank of the river, bears N. 54°

23' E, and S. 42° 43! W.; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and in a collar of
stone, with brass cap mkd.

T21S
R24E

MC ~ 815
822
1964

Thence by triangulation. Leave dense willows.

Point for the 1/4 sec. cor. of secs. 15 and 22, at pro-
portionate dist., falls in river.

Point for the meander cor. of secs. 15 and 22 at pro-
portionate dist. This point falls in the river and
cannot be perpetuated,

Point selected for the witness original meander cor.

of secs. 15 and 22, on the present right bank, bearing
N. 48° 30' E. and S. 15° 32' E. End triangulation.

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.

base to top, with brass cap mkd.

T21S R24E
S15 wMC

§22
1964
Asc. 65 ft. over broken E. slope.
Improved dirt road, bears N. and S.

Top of ledges, 10 ft. high, bears N. and S.; asc, 10 ft.
over gentle E. slope.

Sandy ridge, bears N. and S.; desc, 60 ft. over W,
slope.

Transmission line, 4 wire, bears N. 27° 50' E. and S.
27° 50' W,

Draw, drains S.; asc. 40 ft. over SE. slope.

Rocky spur, slopes S. 2S°Aw.; desc. 25 ft. over SW.
slope.

80~7 (October 1964)
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72.65

80.03

8.35
14.25
20.10
28.30
37.10

39.96

8.80
12.00

14.50

40.07

48

Dependent Resurvey of a Portion of the
Subdivision; T. 21 S., R. 24 E.

Draw, drains SE.; asc. 35 ft. over NE. slope.
The cor. of secs, 15, 16, 21 and 22,

Land, level cultivated E. of river; rolling desert W,
of river.

Soil, sandy clay.

No timber,

Undergrowth, shadscale W. portion; willows along river.

N. 0° 11' E., bet. secs. 15 and 16.

Over rolling desert land through shadscale undergrowth;
desc., 35 ft. over NE. slope.

Draw, drains SE.; asc. 50 ft, over SW. slope.

Rocky spur, slopes SE.; desc. 30 ft. over NE. slope.
Draw, drains SE.; asc. 10 ft. over SE. slope.

Rocky spur, slopes W.; desc. 35 ft., over N. slope.
Draw, drains E.; asc. 25 ft. over S. slope.

The 1/4 sec. cor. of secs. 15 and 16, monumented with
a sandstone, 16x10x3 ins., set and mkd. as described
in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and brass cap mkd.

T21S R24E

1

A
S16]s15
1964
Bury original stone cor. alongside iron post, and

raise a mound of stone, 3 ft. base, 1% ft. high,
W. of cor.

N. 0° 09' W., beginning new measurement.
Asc., 40 ft, over S. slope.
Sandy spur, slopes SW.; desc. 15 ft. over NW. slope.

Draw, drains SW.; asc. 40 ft. over SE. slope.

‘Rim of low mesa, bears NE. and SW.; asc. 10 ft. over

gentle SW. slope.

The cor. of secs, 9, 10, 15 and 16, monumented with a
sandstone, 14x8x4 ins., set and mkd. as described in
the official record. :

GPO 845-166
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

CHAINS
At the cor. point
Set an iron post, 30 ins..long, 2% .ins. diam,, on solid
sandstone, and in a mound of stone, 5 ft. base to top,
with brass cap mkd.

T21S R24E
S9|Ss10 -
516|815
1964
Bury original stone cor, in mound of stone along-
side iron post,

Land, rolling desert,
S0il, rocky sand.
No timber.
Undergrowth, shadscale.
From the cor. of secs, 10, 11, 14 and 15.
S. 89° 56' W., bet. secs. 10 and 15.
Over mountainous land through widely scattered juniper
timber and shadscale undergrowth; asc. 10 ft. over NE.
slope.

0,50 Sandstone ridge, bears N, and S.; desc. 40 ft. over

solid gandstone W. slope.

18.15 Wash, 10 lks. wide, 1 ft. deep, drains S.; asc, 40 ft.
over SE. slope. Leave scattered timber.

1 20.00 Improved dirt road, bears NE. and SW.

22.10 Ridge, bears N. 25° E, and S. 25° W.; desc. 80 ft.
over W. slope.

31.10 Transmission line, bears N, 8° 20' E. and S. 8° 20° Ww.
39.90 Wash, 10 lks. wide, 3 ft. deep, drains SW.

40,03 Point for the 1/4 sec. cor. of secs, 10 and 15 at pro-
portionate dist., falls in wash, and deemed unsafe to

perpetuate; there is no remaining evidence of the orig-
inal cor.

Asc, 10 ft. over NE. slope.

40,28 Point selected for the witness 1/4 sec., cor. of secs.
10 and 15.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, and in a mound of stone, 5
ft. base to top, with brass cap mkd.

T21S R24E

W s1Q
C % ,s1§

1964
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Dependent Resurvey of a Portion of the
Sg division, T. 21 S., R, 24 E,

CHAINS

41,05
41.80
44,40

48.60

71.25
78.00

80.06

14.10
30.35

40.10

3.70

Wash, 10 lks. wide, 3 ft. deep, drains NW., from SE.;
asc. 10 ft. over NE, .slope,

Point of small spur, slopes N,.; desc. 20 ft., over NW,
slope.

Wash, 15 lks. wide, 3 ft. deep, drains SW.; asc. 5 ft,
over SE. slope.

Spur, slopes S.; desc. 45 ft, over W. slope.

Wash, 1.50 chs, wide, 2 ft, deep, drains SE.; asc. 95
ft. over broken E. slope.-

Rim of low mesa, bears N: 20° W. and S. 20° E.; desc,
5 ft. over gentle SW. slope.-

The cor. of secs, 9, 10, 15 and 16.

Land, mountainous.

Soil, rocky sand.

Timber, widely scattered juniper E. portion; no timber
W. portion.

Undergrowth, shadscale.

N. 0° 04' W., bet. secs. 9 and 10,

"Over mountainous land through shadscale undergrowth;

asc. 15 ft, over SW. slope.

Rim of mesa, bears NW, and curves $.; dese., 75 ft. over
NE. slope.

Wash, 1.00 ch. wide, 3 ft. deep, drains E.; asc. 20 ft.
over S, slope.

The 1/4 sec. cor. of secs. 9 and 10, menumented with
a sandstone, 20x12x5 ins., set and mkd. as described
in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R24E

%
s9|s10

1964
Bury original stone cor. alongside iron post, and

raise a mound of stone, 3 ft. base, 1% ft, high,
W. of cor.

N. 0° 02' E., beginning new measurement.
Asc. 5 ft. over S. slope.

Sandy spur, slopes SW.; desc. 20 ft. over NW. slope.

GPO 845-166
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Dependent Resurvey of a Portion of the
Subdivision, T, 21 S., R, 24 E.

- - . -

CHAING

9.15 Wash, 35 lks. wide, 3 ft. deep, drains SW.; asc. 30 ft.
over SE, slope,

14,00 Point of small spur, slopes E.; desc, 15 ft. over NE,
slope,

16,65 Same wash, drains SE. from NE.; asc., 25 ft. over SE,
slope,

21,80 Point of small spur, sltopes E.; desc., 25 ft, over NE.
slope.

23.05 Same wash, drains E.; asc. 20 ft. over §. slope,

10,15 Point of spur, slopes W.; desc. 15 ft. over NW. slope,

30, %0 Same wash, drafns SW.; asc, 15 ft. over 5. slope,

12,00 Pofnt of spur, slopen E,; desc. 15 ft. over NE, nlope,

311,15 Same wash, drafns SE. f(rom NW., asc, 9% {t. over broken
S. slope,

18,945 Top of ledges, 10 ft, high, bhears B, oand W.: entor
neariv level land,

L0 D The cor. of seca. b, o, 9 and 10, monumented with o
i

Losandstone, 16x10%8 fnm., set and mhd. .- dedcr fbed
i

in the official record.

At the cor, point

Set an fron poat, MWodna. long, S oo, diam,, on wolid
sandstone, and in a meand of stone, b . baee to top,

{ with brass cajp =akd,
TS R2AE

5483
————?—_—
i 59 S10

1964

| Burv orf{ginal wlone cor, {n mound nf stone along -
sfde fron pant,

{ Land, mountainous,
Sadl, rocky nand.

No timber.

Undergrowth, shaducale,

From the cor. of accw, 2, 3, 10 and 11},
N. B9 54' W,, bet, wecs, 3 and 10,

Over rolling desert land through shadscale undergrowth;
desc. 25 ft. over gentle NW, slope,

12,75 Wash, 60 lks, wide, 3 ft., decp, drains S. 25" W.; asc,
85 ft. over SE, slope.

21,20 Transminsion line, 4 wire, bears N, 6" 23' E. and §.
6" 23' W,

22,60 Improved dirt road, bears N, and S.

WU—7 (Octubar 19G4) (Hormerly 4=87 1) USDI——HLM FIELD NOTE PAPER
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CHAINS

24.00

36.55

38.45

40.07

14.10

20.04

20,82

21.91

22.33

24,15

28.75

52

Dependent Resurvey of a Portion of the
Subdivision T, 21 S. R, 24 E.

The 1/4 sec. cor. of ‘secs. 3 and 10, monumented with a
sandstone, 12x12x4 ins., set and mkd. 'as described in
the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ids.
in the ground, with glass at base, and brass cap mkd.

T21S R24E
S3
g S10

1964
Bury orlglnal stone cor. alongside iron post, and

raise a mound of stone, 3 ft. base, 1} ft. high, N.
of cor.

N. 89° 56° W., Beginning new measurement.
Asc. 25 ft. over SE. slope.
Sandy spur, slopes SW.; desc. 55 ft. over NW. slope.

Wash, 20 lks. wide, 2 ft, deep, in small draw, drains
SW.; asc. 30 ft. over SE. slope.

Top of ledge, bears NE. and curves W.; thence over level
land.

The cor. of secs. 3, 4, 9 and 10.
Land, rolling desert.
Soil, sandy.

No timber.
Undergrowth, shadscale.

N. 0° 07" W., bet. secs. 3 and 4.

Over rolling desert land through shadscale undergrowth;
desc. 35 ft. over gentle NW. slope.

Wash, 1.00 ch. wide, 2 ft. deep, drains SW.; trail road,
bears NE. and SW.; asc. 25 ft, over gentle SE. slope.

Fence, bears N. 41° 04' E. and S. 41° 04' W

Telephone line, 26 wire, bears N, 41° 04' E, and S. 41°
04' w

Denver and RlO Grande Western Rallroad bearé N. 41° 04"
E. and S. 41° 04' Wy -

Fence, bears N. 41° 04' E. and S. 41° 04' W
Spur, slopes E.; desc; 10 ft, ovef N. slope.

Wash, 30 1ks. wide, 2 ft, deep, drains E.; asc. 5 ft.
over S. slope.

GPO 845-166
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S,, R, 24 E.

CHAINS

34.35 [Small spur, slopes E.; desc. 5 ft. over gentle N, slope.

40.13 |The 1/4 sec. cor. of gsecs. 3 and 4, monumented with a
sandstone, 16x10x8 ‘{ins., set and mkd. as described {n
the official record.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam,, 16 ins.

in the ground, to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T21S R24E

3
54183

1964

Bury original stonc cor. alongside iron post,

N. 0° 06' E., beginning new measurement,

Over nearly level desert land,

30.00 Base of ridge, bears NE. and SW.; asc
broken and rocky SE. slope.

. 110 fe, over

40,00 Intersect the Fourth Standard Parallel South,

Point for the closing cor. of secs, 3 .nd 4, it pro-
portionate dist., bet. the standard cor. of sees. 34
and 35, and the standard 1/4 sec. cor. of sec, 33, T,
<0 S,, R. 24 E.; there {65 no remaining evidence of the
original cor,

5S¢t an f{ron post, 30 fns. long, 2% ins. diam,, 6 ins.
in the ground to bedrock, and in a - nund of stone, 6 ft,
base to top, with brass cap mkd.

T20S R24E
$33

5/0‘83

c'c
T21S R24E
1964
Prom this cor., the truc point for the standard cor. of

scce. 33 and 34, T, 20 S,, R, 24 E., bears S. 89 55° E.,
3.10 chs. dist., heretnbefore described.

Land, rolling descrt S. portion, mountainous N.
portion.

Soil, rocky clay and sand.

No timber.

Undergrowth, shadscale,
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9.10 -

22.40

- 40,12

2.50

22.60

54

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

Point for the N. 1/4 sec. cor. of sec. 3 on the N. bdy.
of the Tp., at midpoint bet, the closing cor. of secs.
3 and 4 and the closing cor. of secs. 2 and 3.

Set an iron post, 30 ins., long, 2% ins. diam,., 24 ins.
in the ground, with brass cap mkd.

% 83
T21S R24E

1964

Raise a mound of stone, 3 ft. base, 2 ft. high, S.
of cor.

From this cor., the standard 1/4 sec. cor. of sec., 34,
T. 20 S., R. 24 E,, bearing west 2.915 chs,
dist., monumented with an iron post, 2% ins. diam.,
hereinbefore described.

From the cor. of secs. 32 and 33, on the S. bdy. of the
Tp., monumented with an iron post, 3 ins, diam., set,
mkd. and witnessed as described in the official record.

N. 0° 01' E., bet. secs. 32 and 33.

Over rolling desert land through shadscale undergrowth;
desc. 40 ft. over NW. slope.

Wash, 10 lks. wide, 1 ft. deep, drains NE.; desc. 10 ft,
over NE. 'slope.

Wash, 20 lks. wide, 3 ft. deep, drains NE.; asc., 50 ft.
over SE. slope.

The 1/4 sec. cor. of secs. 32 and 33, monumented with
a sandstone, 18x12x4 ins., set and mkd. as described
in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd,

T21S R24E

%

$32(s33
1964

Bury original stone cor. alongside iron post,

N. 0° 10' E,, beginning new measurement,
Asc. 5 ft. over SE, slope,

Ridge bears NE, and SW.; desc. 60 ft. over rolling NE.
slope.

Wash, 15 lks, wide, 3 ft. deep, drains NE.; continue
descent.

GPO 845-166
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40.12

1.70
28.20
30.45

39.60

40,22

55

Dependent Resurvéy of a Portion of the
Subdivision, T. 21 S., R. 24 E.

The cor. of secs. 28, 29, 32 and 33, monumented with a
sandstone, 18x14x2 ins., set and mkd., as described in
the official record.

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd .

T215 R24E

529528
$32(833
1964

Bury original stone cor. alongside iron post, and raise
a mound of stone, 3 ft, base, 1% ft. high, W, of cor.

Land, rolling desert,
Soil, clay.

No timber.

Undergrowth, shadscale.

From the cor. of secs. 27, 28, 33 and 34.
West, bet. secs. 28 and 33.

Over mountainous land through shadscale'undergrowth;
desc. 10 ft. over NW. slope.

Small draw, drains SW.; desc. 120 ft. over broken SwW.

" slope.,

Improved dirt road, bears N, 30° W. and S. 30° E.; desc.
10 ft. over gentle SW. slope.

Wash, 10 lks. wide, 2 ft, deep, drains S.; thence over
gently rolling desert land.

Wash, 25 lks, wide, 2 ft. deep, drains S.

The 1/4 sec., cor. of secs., 28 and 33, monumented with a
sandstone, 20x10x6 ins., set and mkd. as described in
the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and in a collar of
stone, with brass cap mkd.

T21S R24E

1 S28
“T533,

1964

Bury original stone cor. alongside iron post and
raise a mound of stone, 3 ft, base, 1} ft. high,
N. of cor. : : )

B0--7 (October 1964) (formerly 4—673b) USDI—BLM
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CHAINE

13.10

I 24,60

40.10

4.60

13.25

18.65

39.80

40,19

42,39

44,50

67.35

72,15

80.38

56

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R, 24 E,

N. 89° 56' W., beginning new measurement.
Continue over gently rélling desert land.

Wash, 1.00 ch. wide, 5 ft., deep, drains S. 70° E.; asc.
20 ft. over gently rolling NE. slope.

Wash, 20 lks. wide, 2 ft, deep, drains N. 30° E.
The cor. of secs., 28, 29, 32 and 33.

Land, mountainous E. portion; gently rolling W,
portion,

Soil, clay.

No timber,
Undergrowth, shadscale,

N. 0° 04' W., bet. secs., 28 and 29.

Over gently rolling desert land through shadscale under-
growth; desc., 5 ft. over NE. slope.

Dam of small stock pond, in draw, bears NE. and SW.;
asc. 10 ft. over gently rolling SW. slope.

Enter wash, drains S. 25° W, from N.

Leave wash, drains S. from NW.; asc. 20 ft. over S.
slope,

Improved dirt road, bears E. and W,
Point for the 1/4 sec., cor. of secs. 28 and 29, at
proportionate dist.; there is no remaining evidence

of the original cor.

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and brass cap mkd.

T21S R24E

N

$29|s28
1964

Raise a mound of stone, 3 ft, base, 2 ft, high, W,
of cor.,

Asc, 60 ft, over SW. slope,

Transmission line, 4 wire, bears N. 62° 17° W. and S.
62° 17' E. about 3.00 chs.; thence NE.

Wash, 10 lks. wide, 1 ft. deep, drains SW.

Ridge, bears N, 65° E, and S. 65° W.; desc. 10 ft,
over NW. slope.

Small draw, drains W.; asc. 10 ft. over SW. slope,

" The cor. of secs, 20, 21, 28 and 29, monumented with

a sandstone, 20x12x4 ins., set and mkd. as described
in the official record.

GPO B45-186
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S,, R, 24 E.

CHAINS
At the cor., point
Set an {iron post, 30 ins. long, 2% 1ins. diam,, 24 ins.
in the ground, with brass cap mkd,
T21S R24E
$20;821
$29(s28
1964
Bury original stonc cor. alongside {ron post, and
raise a mound of stone, 3 ft, basc, 2 ft. high, W.
of cor,
Land, rolling desert,
Soil, rocky clav,
No timber,
Undergrowth, shadscate,
From the cor, of sces, 21, 22, 27 and 28.
N. 89 59" W,, bet. sees, J1oand 28,
Over rolling desert land through shadscale undergrowth;
asc. 25 ft. over SE, slope,
1.90 Rocky spur, slopes NE,: desc. 25 ft. over NW. slope,

5,15 Right bunk of Danfsh Wash, 8 ft. high, bears NE. and SW.

12.95 Left bank of Danish Wash, bears NE, and SW.: thence over
level land.

23.65 Transmissfon line, 4 wire, bears N, 9% 48' E., and 5.
54 LB W, asc. 35 ft, over E, sl oo,

25,00 Gravel knoll; desc. 35 ft, over SW. slope,
27.%0 Improved dirt road, bears N, 60 E. and S. 60 W.

31,50 Danfsh Wash, 1.00 ch. wide, 10 ft. deep, drains Sk,
asc, 85 ft. over steep E. slope.

39.20 Narrow, rocky spur, slopes N.; desc. 50 ft. over W.
slope,
40,34 The 1/4 sce. cor. of sces, 21 and 28, monumented with

a sandstone, 16x12x4 ins,, sct and mkd. as described
in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins,
in the ground to bedrock, and i{n a mound of stone, 3 ft.
bage to top, with brass cap mkd,

T21S R24E

S21
b S28

1964
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CHAINS

1.10
15.10
25.70

40,07

24.00
34,25

40,09

17.20

58

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

Bury original stone cor. alongside iron post.

N. 89° 39' W., beginning new measurement.,
Desc. 25 ft, over W, slope.

Base of descent, bears N. and curves W,; thence over
nearly level land.

Base of mesa, bears NE, and SW.; asc, 175 ft. over
‘broken SE. slope.

Rim of mesa, bears NE. and SW.; desc. 30 ft. over gentle
W. slope.

The cor. of secs. 20, 21, 28 and 29.

Land, rolling desert E, portion; broken W, portion.
Soil, rocky clay.

No timber.

Undergrowth, shadscale. .

N. 0° 02' E,, bet. secs, 20 and 21.

Over rolling desert land through shadscale undergrowth;
desc. 30 ft. over NW, slope.

Slope changes; desc. 65 ft., over NE. slope.

Wash, in draw, drains NE.; asc. 15 ft. over SE. slope.
The 1/4 sec. cor. of secs. 20 and 21, monumented with
a sandstone, 16x12x6 ins., set and mkd. as described
in the official record.

At the cor. point

Set .an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, with glass at base, and brass cap mkd.

T21S R24E

%
S20]s21

1964

Bury original stone cor, alongsidé iron post, and raise
a mound of stone, 3 ft, base, 1% ft., high, W. of cor,

N. 0° 02' W., beginning new measurement.

Continue over rolling desert land; desc. 45 ft. over
NE. slope, '

Wash, 1,00 ch. wide, 3 ft. deep, drains SE.; asc, 45 ft.
over S. slope,
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Dependent_Resurvey of a Portion of the
‘Subdivision, T. 21 8., R. 24 E.

CHAINS

40.12 The cor. of secs. 16, 17, 20 and 21, monumented with a
sandstone, 20x12x5 ins., set and mkd. as described in

the official record. .

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and brass cap mkd.

T21S R24E

s17]s16
$20]s21

1964

Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft. base, 2 ft, high, W.
of cor.

Land, rolling desert.
Soil, rocky clay.

No timber,

Undergrowth, shadscale,

From the cor. of secs. 15, 16, 21 and 22.
S. 89° 58' W., bet. secs. 16 and 21.

Over broken and mountainous land through shadscale
undergrowth; asc, 135 ft, over rocky NE, slope.

11.30 Spur, slopes NE.; desc. 50 ft. over NW. slope.

14,30 Head of draw, drains N.; asc. 50 ft. over NE. slope,

17.95 Spur, slopes N.; desc. 75 ft. over NW. slope.

23.30 Draw, drains NE.; asc. 100 ft, over broken sandstone
ledges on NE. slope.

34,50 Ridge, bears NW. and SE.; desc. 5 ft. over gentle SW.
slope,

39.99 The 1/4 sec. cor. of secs. 16 and 21, monumented with
a sandstone, 20x12x6 ins., set and mkd. as described
in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd.

T21S R24E

by S16
S21

1964

Bury original stone cor, alongside iron post.

N. 89° 57' W,, beginning new measurement.
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5.35
9.65

14.25

19.25

31.55

37.45

40,03

14.05

37.85

40,19

4.90

60

Dependent Resurvey of a Portion of the
Subdivision, T, 21 S., R. 24 E,

Over rolling desert land through shadscale undergrowth;
desc. 90 ft. over SW. slope.

Draw, drains SW.; asc., 50 ft. over SE. slope,
Spur, slopes SW.; desc, 75 ft. over W. slope.,

Danish Wash, 1.00 ch. wide, 3 ft, deep, drains S.; asc.
65 ft. over E. slope.

Rim of ledges, bears N. and S.; asc. 20 ft. over gentle
SE. slope.

Spur, slopes S.; desc. 25 ft. over W, slope.

Wash, 15 1lks. wide, 2 ft. deep, drains S. 20° W,; asc.
10 ft. over SE. slope.

The cor. of secs. 16, 17, 20 and 21.

Land, mountainous E, portion; rolling desert W. portion.
Soil, rocky clay and sand.

No timber.

Undergrowth, shadscale.

N. 0° 39' W., bet. secs. 16 and 17.

Over rolling desert land through shadscale undergrowth;

. asc., 40 ft, over S. slope.

Spur, slopes W.; desc. 60 ft. over rolling NE. slope.

Base of descent, bears NW. and SE.; thence over nearly
level land.

The 1/4 sec. cor. of secs. 16 and 17, monumented with
a sandstone, 12x12x4 ins., set and mkd. as described.
in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins.
in the ground, with brass cap mkd.,.

. T21S R24E
L

A
S17|s16
1964

Bury original stone cor. alongside iron post, and raise
a mound of stone, 3 ft, base, 1% ft. high, W, of cor,

N. 0° 13' E., beginning new measurement,
Along gently rolling E. slope.

Wash, 20 lks. wide, 2 ft, deep, drains E.

GPO B45-168
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Dependent Resurvey of a Portion of the
.- Subdivision, T. 21 S., R. 24 E.

CHAINS

14,05 Trail road, bears E. and W.

23.42 Telephone line, 26 w1re, bears N. 21° 20 E. and S. 21°
20' W, .o . .

26.13 Denver and Rio Grande Western Railroad, bears N, 21°
20' E, and.S. 21°.20"' W.

40.03 The cor. of secs. 8, 9, 16 and 17, monumented with a
sandstone, 12x8x6 ins., set and mkd. as described in
the official record.

.At the.cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and brass cap mkd.

T21S R24E

58189
§17(s1é

1964

Bury original stone cor. alongside iron post, and
raise a mound of stone, 3.ft, base, 1% ft. high,
W. of cor.

Land, gently rolling desert..
Soil, sandy clay.

. No timber,

Undergrowth, shadscale.

From the cor. of secs. 9, 10, 15 and 16.
N. 89° 53' W,, bet. secs. 9.and 16.

Over rolling desert land through shadscale undergrowth;
desc, 45 ft. over NW. slope.

7.85. Wash, 20 lks..wide, 5 ft. deep, drains S.; asc. 25 ft.
over gently rolling E. slope.

. 32.76 Base of ridge; bears S. and curves NE.; asc, 100 ft,
over broken and steep E. slope.

40,20 Point for the 1/4 sec, cor, of secs, 9 and 16 at pro-
portionate dist,; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. loﬁg, 2% ins., diam., 15 ins.
in the .ground to bedrock, and in a mound of stone, 3 ft.
base: to top, with brass cap mkd.

T21S8 R24E

s9
% S16
1964

from which
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Dependent Resurvey of a Portion of the
. Subdivisjon, T. 21 S., R. 24 E,

CHAINS
A sandstone boulder, 10x15x30 ft., bears North, 2 1lks.
dist., mkd. XBO, 1 ft. above ground.
Aéc. 40 ft, over broken E. slope.

40.95 .| Narrow, rocky ridge, bears S. and curves NE,; desc. 85

ft. over broken and rocky W. slope.
48 .85 End of descent; asc. 30 ft, over NE. slope.
55.95 Improved dirt road, bears.S. and curves NE.

60.35 Broken sandstone ridge, bears N. and S.; desc., 65 ft.
over broken SW,., slope.

68.30 Wash, 25 lks. wide, 6 ft, deep, drains S.; asc. 15 ft.
over SE. slope.

72.15 Telephone line, 26 wire, bears N, 44° 06' E. and S. 44°
06' W.

73.15 Denver and Rio Grande Western Railroad, bears N. 44° 06'
E. and S. 44° 06' W.; desc. 30 ft. over NW. slope.

75.25 Danish Wash, 1.25 chs, wide, 4 ft. deep, drains SE.;
asc. 15 ft. over NE. slope. .

80.40 The cor. of secs, 8, 9, 16 and 17.

Land, mountainous W. portion; rolling desert E. portion.
Soil, rocky clay.

No timber.

Undergrowth, shadscale.

N. 0° 09' W., bet. secs., 8 and 9,
Over rolling desert land through shadscale undergrowth,

4,10 Danish Wash, 80 lks. wide, 7 ft. deep, drains SE.; asc.
15 ft. over gentle SW. slope.

26,00 Base of broken sandstone ledges, bears NW. and SE.; asc.
abruptly 135 ft. over broken SW. slope.

40,00 The 1/4 sec. cor. of secs. 8 and 9, marked by an X and
1/4 on solid sandstone, -and witnessed by a mound of stone
to the W.

At the cor. point

Drill an iron post, 12 ins. long, 1 in, diam., 6 ins.
in solid sandstone, and in a collar of stone, with brass
cap mkd,

T21S R24E
L

%
5859
1964

Rebuild mound of stone to W.

GPO 845.186 ‘
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18.10
22,10
27.00
30.50

39.78

3.75
10.25
11.25

13.40

17.80
19.13

19.23

33.80

63 0o

. Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

N. 0° 04' E., beginning new measurement,

Over broken desert land; asc. 120 ft. over broken and
rocky SE, slope. '

Spur, slopes SW.; desc. 85 ft’ over N. slope.
Draw, drains W,; asc. 85 ft. over 8. Elope.

Spur, slopes W.; desc; 80 ft. over N. slope,
Draw, drains W.; asc., 80 ft. over SW. slope.

The cor. of secs. 4, 5, 8 and 9, monumented with a
sandstone, 18x10x6 ins., set and mkd. as described
in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, with glass at base, and brass cap mkd.

T21S R24E

S5(S4
S8]59

1964.

Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft, base, 1% ft. high,
W. of cor. :

Land, rolling desert §S. portion; broken N, portion.
Soil, rocky sand. :

No timber. ,

Undergrowth, shadscale,

JImproved dirt road, bears irregularly N. and S.

From the cor, of secs.}3, 4,'9 and>10.
S. 89° 58' W., bet. secs, 4 and 9.

Over rolling desert land through shadscale undergrowth;
desc. 40 ft, over W. slope.

Wash, 20 lks, wide, 3 ft. deep, .drains SE.

Same wash, drains NE.

Same wash, drains SE, from NMW.; asc., 60 ft. over NE.
slope. : : :

Fence, bears N, 41° 04' E, and S. 41° 04' W.
Telephone line, parallel to railroad.

Denver and Rio.Gréﬂde Weétern Railroad, bears N. 41° 04'
E. and S. 41° 04' W,

Spur, slopes SE.; desc. 10 ft. over gentle SW. slope.
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40.19

42,40

61.90

64.55

68.75

80.38

5,10

21,55
22.50

25.10

37.30

39.97

40,00

41.70

43,70

64

Dependent Resurvey of a Portion of the
‘Subdivision, T. 21 S., R. 24 E,

Point for the 1/4 sec., cor. of secs. 4 and 9 at pro-
portionate dist.; there is no remaining evidence of the

original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 3 ins,
ih the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T218 R24E
1 S4
59

1964

Desc. 10 ft. over gentle SW. slope.

Base of ridge, bears NW. and SE.; asc. 280 ft. over
broken NE. slope. :

Tep of ledges, 10 ft. high, bears NE. and SW.; asc., 20
ft. over SE. slope.

Ridge, bears NE. and SW.; desc. 20 ft. over gentle NW,
slope.

Wash, 10 lks. wide, 2 ft. deep, drains SW.; desc. 70 ft.
over broken SW. slope.

The cor., of secs.-4, 5, 8 and 9.

Land, gently rolling desert E, portion; -broken W,
portion.

Soil, rocky clay.

No timber,

Undergrowth, shadscale,

N. 0° 19' E., bet, secs. 4 and 5.

Over mountainous land through shadscale undergrowth; asc.
25 ft. over SW. slope, :

Top of ascent, slopes W.; desc. 130 ft. over broken NW,
slope. . ‘ : :

Draw, drains 8. 25° W,; asc. 20 ft. over SE, slope, -
Spur, slopes W.; desc, 20 .ft. over NW. slope.

Wash, 15 lks. wide, 2 ft. deep, drains W.; asc, 70 ft.
over SW. slope.

Spur, slopes W.; desc. 35 ft. over N. slope,

Fall 6 lks, E. of 1 in. iron post, with tin tag mkd.
T218 R24E % 4, 5,

Wash, drains SW,; asc. 15 ft. over SE. slope.

Top of ascent, slopes E.; desc, 15 ft. over NE, slope,

Wash, drains SE.

GPO 840-160
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Dependent Resurvey of a Portion of the
Subdivision, T, 21'S., R, 24 E,

CHAINS

45,60 The 1/4’sec..cof. of‘secs. 4 énd 5, monﬁmented with a
' sandstone, 16x10x3 ins., set and mkd. as. described in
the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, with glass at base, and brass cap mkd.

T21S R24E

%
S5|s4

1964

. Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft. base, 1% -ft, high, W,
of cor,

N. 0° 14' W., beginning new measurement,

0.75 Wash, drains SW.; asc. 95 f¢t. ovér broken SE. slope,
12.65 Spur, slopes SW.; desc. 25 ft., over NW. slope.

34.56 The closing cor, of sécs. 4 ;nd 5,.on the N.‘bdy. of the
Tp., (Fourth Standard Parallel South) monumented with a

sandstone, 24x14x6 ins., set and mkd. as described in
the official record.

At the cor. point

Set an iron post,. 30 ins. long,. 2% ins., diam., 24 ins.
in the ground, with brass cap mkd.

T20S R24E
§32

S5|84
clc
T21S R24E
1964

Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft. base, 1% ft. high, S.
of cor.

From this cor., the standard cor. of secs. 32 and 33,

T. 20 S., R. 24 E,, bears N, 89° 54' E., 3.19 chs. dist.,
monumented with an iron post, 2% ins. diam., herein-
before described.

From the same cor., a capped well, bears S, 31° 35' W.,
9.58 chs, dist,

Land, mountainous.
Soil, rocky clay,

No timber, ‘
Undergrowth, shadscale,

0—7 (October 1964) (formerly 4~673b) USDI——BLM FIELD NOTE PAPER



CHAINS

7.30

19,90

23,80

40,14

80,28

66

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

Point for the N. 1/4 sec. cor. of sec. 4, on the N.
bdy. of the Tp., at midpoint bet. the closing cor, of
secs. 4 and 5, and the closing cor. of secs. 3 and 4,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,

in the ground, with glass at base, and brass cap mkd.

¥ s4
T21S R24E

1964

Raise a mound of stone, 3 ft. base, 1% ft. high,
S. of cor.

From this cor., the standard 1/4 sec. cor. of sec, 33,

. T. 20 S., R, 24 E., bears S, 89° 54 E., 3.23 chs. dist.,

monumented with an iron post, 2% ins. diam., herein-
before described.

From Ehe cor. of secs. 31 and 32, on the S, bdy. of the
Tp., monumented with an iron post, 3 ins, diam., set,
mkd. and witnessed as described in the official record.

N. 0° 03' W., bet. secs. 31 and 32.

Over rolling desert land through shadscale undergrowth;
desc. 5 ft. over N. slope.

Wash, 25 lks. wide, 3 ft. deep, drains NW.; asc. 20 ft.
over SW. slope. :

Spur, slopes W.; desc. 20 ft. over NW, slope,

Wash, 20 lks. wide, 2 ft. deep, drains W.; asc. 35 ft.
over S. slope,

Point for the 1/4 sec. cor. of secs. 31 and 32, at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, with glass at base, and brass cap mkd,

T21S R24E
L

%
$31[s32
1964
Continue -over gently rolling desert land,

The cor. of secs. 29, 30, 31 and 32, monumented with
a sandstone, 18x10x5 ins,, set and mkd. as described
in the official record. ) ' ‘

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam,, 18 ins,

in the ground, with glass at base, and in a collar of
stone, with brass cap mkd.

GPQ 845-166



CHAINS

67

Dependent Resurvey of a Portion of the
- Subdivision, T. 21 S., R, 24 E,

T21S R24E

S$30]s829
831(s32
1964 .

Bury original stone cor. alongside iron post.

Land, rolling desert,
‘Soil, clay.

No timber.

Undergrowth, shadscale.

14.80
31.20
38,30

40.32

38.95

40.13

From the cor. of secs. 28, 29, 32 and 33.
N. 89° 49' W,., bet. .secs. 29 and 32.

Over gently rolling désert land through shadscale under-
growth.

Wash, 15 lks. wide, 3 ft. deep, drains N.
Wash, 20 lks. wide, 3 ft. deep, drains NE.
Wash, 20 lks, wide, 2 ft, deep, drains NE.

The 1/4 sec. cor. of secs. 29 and 32, monumented with
a sandstone, 16x12x4 ins., set and mkd. as descrlbed in
the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins.
in the ground, with glass at base, and in a collar of
stone, with brass cap mkd.

T21S R24E

529
5 §32

1964

Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft, base, 1% ft. high, N.
of cor.

-N. 89° 55' W,, beginning new measurement.

Continue over gently rolling desert land.

- Trail road, bears N. 20° W. and S. 20° E.

The cor, of secs. 29, 30, 31 and 32,

Land, gently rolllng desert
Soil, clay. o

No timber. .
Undergrowth, shadscale.

N;‘89° 27' W., bet. secs. 30 and 31.

W

0-7 (October 1964)
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Dependent Resurvey of a Portion of the
_ Subdivision, T. 21 S., R. 24 E,

CHAINS

17.75

36.50

39.87

31.80

37.78

3.30

40.32

Over gently rolling desert land through shadscale
undergrowth,

Top of low clay knoll; desc., 30 ft. over gently rolling
NS. slope.

Wash, 15 lks. wide, 2 ft, deep, drains SW.

The 1/4 sec. cor. of secs. 30 and 31, monumented with
a redwood post, 4x4x18 ins., partially decayed, with
dim scribe marks on one side.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, with glass at base, and in a collar of
stone, with brass cap mkd. .

T21S R24E

5 S30
S$31
1964

Bury original redwood cor. post alongside iron
post.

S. 89° 35" W., beginning new measurement,
Continue over gently rolling desert land.

Wash, 10 1lks. wide, 2 ft. deep, drains SE.; enter
greasewood,

The cor. of secs., 25, 30, 31 and 36, on the W. bdy.
of the Tp., monumented with an iron post, 2% ins,
diam., set, mkd, and witnessed as described in the
1964 field notes of T. 21 S,, R, 23 E.

Land, gently rolling desert.

Soil, clay,

No timber. .

Undergrowth,. shadscale, with greasewood the W. 6,00 chs.

-

From the cor. of secs. 29, 30, 31 and 32.
N. 0° 04' E., bet. secs. 29 and 30.

Over gently rolling desert land through shadscale
undergrowth;. asc, 20 ft, over gentle SW, slope,

Trail road, bears N, 20° W. and S. 20°.E.
The 1/4 sec. cor. of secs. 29 and 30, monumented with
a sandstone, 14x8x5 ins., set and mkd. as described

in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in.a collar of. stone, with brass cap
mkd,

GPO 848.108
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Dependent Resurvey of a Portion of the
Subdivisiom, T. 21 5., R, 24 E,

CHAINS

T21S R24E
- % -
- 830(s29 :
1964

Bury original stone cor. alongside iron post.,

N. 9° 04' E., beginning new measurement.

Asc. 15 ft, over gentle SW. slope.

10.00 Base of spur, bears E. and W.; asc. 85 ft, over S, slope.
24,20 | spur, slopes W.; desc, 30 ft. over NWW. slope.

32.20 Draw, drains SW.; asc. 10 ft, over SE. slope.

39.53 Point for the cor. of secs. 19, 20, 29 and 30, at pro-

portionate dist,; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins., diam., 24 1ins.
in the ground, with g%ass at base, and brass cap mkd.

T21S R24E
S19/s20
$30(s29

1964

Raise a mound of stone, 3 ft.'base, 1% ft, high,’w.
of cor, ’

Land, gently rolling desert S. portion; rolling N.
portion.

Soil, rocky clay.

No timber.

Undergrowth, shadscale.

From the cor. of'secs. 20, 21, 28 and 29,

S. 89° 54' W., bet. secs. 20 and 29.

Over rolling desert land through shadscale undergrowth;
desc, 20 ft., over gentle W. slope,

16.20 Bottom of descent; asc, 20 ft. over gentle W, slope.

40,21 | The 1/4 sec, cor., of segs.'20 and 29, monumented with a
o sandstone, 18x8x6 ins., set and mkd. as described in the
official record.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam;, 24 ins,
in the ground, with glass at base, and brass cap mkd.

T21S R24E

§20 ..
S29
1964

0—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

B T

CHAINS

3.90

17.95

25.35

40,13

Bury original stone cor, alongside iron post, and raise
a8 mound of stone, 3 ft. base, 1% ft. high, N. of cor.

S. 89° 35' W,, beginning new measurement.
Asc. 70 ft. over gently rolling NE. slope.

Improved dirt road, bears S. 59° E,, and N. 59° W.,
curving W,

Transmission line, 4 wire, bears N, 62° 17' W. and S.
62° 17' E. ) :

The cor. of secs. 19, 20, 29 and 30.

Land, rolling desert.

Soil, sandy clay,

No timber.
Undergrowth, shadscale.

N. 89° 25' W., bet. secs. 19 and 30.

Over rolling desert land through shadscale undergrowth;
asc, 20 ft. over NE. slope.

Ridge, bears NW. and SE.; desc. 40 ft. over SW. slope.

Wash, 10 lks. wide, 2 ft. deep, drains S. 20° W.; asc,
30 ft. over SE, slope.

Spur, slopes SW.; desc. 15 ft. over SW. slope.

The 1/4 sec. cor. of secs. 19 and 30, monumented with a
sandstone, 14x8x4 ins., set and mkd. as described in the
official record. '

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass’ at base, and brass cap mkd.

T21S R24E

519
1 9027
* 830

1964

Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft. base, 1% ft, high, N,
of cor.

From this cor., U.S.C. and G.S. triangulation station
"Cisco," bears N, 46° 26' E., 11.41 ¢hs. dist, in
Latitude 38° 57' 33.828" N., and Longitude 109° 18°'
08,106" W,

N. 89 57' W., beginning new measurement,

GPO 843-180
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E.

CHAINS

Asc. 10 ft. over SE. slope.
3.85 Improved dirt road, bears N. 30° W, and S. 30° E.
12,80 Spur, slopes S.; desc. 45 ft. over SW. slope.

18.50 Draw, drains S.; asc. 45 ft. over SE. slope.

23,10 Ridge, bears NE. and SW.; desc. 20 ft. over gentle NW.
: ‘slope. ’ ’ ' ’

37.39 ‘'The cor. of secs. 19, 24, 25 and 30, on the W, bdy. of
the Tp., monumented with an iron post, 2% ins. diam.,
set, mkd, and witnessed as described in the 1964 field
notes of T. 21 S,, R. 23 E.

Land, rolling desert.
Soil, ctay. ’

No timber,

Undergrowth, shadscale,

From the cor. of secs. 19, 20, 29 and 30.
N. 0° 11' W., bet. secs. 19 and 20.

Over rolling desert land through shadscale undergrowth;
asc, 25 ft. over SE. slope.

1.90 Improved dirt road, bears S. 80° E. and N. 80° V.,
curving NwW.

4,50 Spur, slopes E.; desc., 45 ft. over N, slope.

4,55 Transmission line, 4 wire, bears N. 62° 17' W. and S.
62° 17' E. :

13.10 Wash, 10 lks. wide, 2 ft. deep, drains NE.; desc. 45 ft,.
over NE, slope.

21.60 Wash, 30 lks. wide, 3 ft. deep, drains E.; asc., 50 ft.
over SE. slope. : : :

36.30 Trail road, bears SW. and NE., on ridge; desc. 10 ft.
over NW, slope. : ’

39.53 | The 1/4 sec. cor. of secs. 19 and 20, monumented with
a sandstone, 10x6x2 ins., set and mkd, as described in
the official record,

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and in a collar of
stone, with brass cap mkd. :

T21S R24E:

%
S19|s20 -

1964

Bury original stone cor. alongside iron post.

0-7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPFR
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 8., R. 24 E,

CHAINS

10.00
14,65
20.00
23.90
31.85
33.75
36.45

40.58

4.45

10.20

16.10

18.55
24.35
39.50

40.33

N. 0° 12' E., beginning new measurement.

Continue over rolling land.

Spur, slopes NW.; desc., 40 ft. over NE. slope.

Draw, drains NW.; asc, 25 ft. over SW. slope,

Spur, slopes N. from SE.; desc. 20 ft. over N. slope.
Spur, slopes NE.; desc. 45 ft, over NW. slope.

Wash, 10 lks. wide, 3 ft. deep, drains N. 70° W.

Point of spur, slopes NW.; desc. 25 ft, over NW. slope.
Draw, drains NE.; asc. 45 ft., over SE. slope.

Point for the cor. of secs, 17, 18, 19 and 20, at pro-
portionate dist.; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins. long, 2% ins, diam., 18 ins.
in the ground, and in a collar of stone, with brass cap

mkd .

T21S R24E
s18]s17
S19]s20

1964

Land, rolling desert,
Soil, rocky clay.

No timber.
Undergrowth, shadscale.

From the cor. of secs, 16, 17,'20 and 21,

'N. 89° 40" W., bet. secs. 17 and 20.

Over rolling desert land through shadscale undergrowth;
desc. 20 ft. over W. slope.

Wash, 25 lks, wide, 3 ft. deep, drains S.; asc. 25 ft,
over E. slope,

Spur, slopes S.; desc. 25 ft. over NW. slope.

Wash, 30 lks. wide, 2 ft, deep, drains S. 20° W.; asc.
25 ft. over SE, slope.

Small spur, slopes §.; desc. over gently rolling land.
Wash, 40 lks, wide, 15 ft. deep, drains S.

Wash, 20 lks., wide, 6 ft, deep, drains SE,

The 1/4 sec, cor. of secs. 17 and 20, monumented with a

sandstone, 18x10x6 ins., set and mkd. as described in
the official recotxd.

GPO 845-168
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Dependent Resurvey of a Portion of the
_ Subdivision, T. 21 S., R. 24 E,

CHAINS

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins,
in the ground, with glass at base, and brass cap mkd.

T21S R24E
b S17
S20
1964

Bury original stone cor. alongside iron post, and
raise a mound of stone, 3 ft, base, 1k ft. high, N,
of cor.,

S. 89° 01' W., beginning new measurement.
Desc. 15 ft. over gentle SW. slope.

15.35 | Wash, 1,00 ch., wide, 12 ft,. deep, drains SE.; asc. 45 ft.
over NE, slope.

24.00 Base of spur, bears NW, and SE.; asc. 45 ft. over NE.
slope.

31.95 Spur, slopes N.; desc. 30 ft, over NW. slope,

35,05 | Wash, 10 lks. wideé 2 ft. deep, in draw, drains NE,;
asc., 60 ft. over S®, slope.

40.04 | The cor. of secs. 17, 18, 19 and 20.

Land, rolling desert.
Soil, clay.

No timber,

Undergrowth, shadscale,

N. 89° 36' W., bet. secs, 18 and 19.

Over rolling desert land through shadscale undergrowth;
asc. 10 ft. over SE. slope,

1.70 Ridge, bears NE. and SW.; desc. 60 ft. over NW, slope.

14,20 | Wash, 15 lks. wide, 3 ft. deep, drains NE.; asc. 30 fe.
over SE. slope. '

17.10 Spur, slopes NE.; desc. 25 ft. over NW. slope.

32,27 | E1 Paso underground natural gas line, bears N. 44° 39'
E. and S. 44" 39' E,

37.45 | Wash, 20 lks, wide, 2 ft. deep, drains N. 60° E.; asc.
20 ft, over SE. slope.

39.97 | Point for the 1/4 sec. cor, of secs. 18 and 19, at pre-
portionate dist.; there is no remaining evidence of the
original cor, ' ‘

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins,
in the ground, with glass at base, and brass cap mkd.

0—7 (October 1964) (formerly 4—673b) USD1——BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the
- Subdiviston, T. 21 S., R. 24 E,

CHAINS

49.65

65.42

77.32

1.50
9.45

12.95

15.60

16.30

21.60

37.60

40.58

T215 R24E

S18
* 519

1964

Raise a mound of stone, 3 ft. base, 1% ft. high,
N. of cor.

Asc., 20 ft. over SE. slope.

Trail road, on low ridge, bears N, 65° E. and S. 65° W.;
thence over nearly level land,

Center of U. S, Highway 50 and 6, bears N. 29° 40' E.
curving E. and S, 29° 40' W., curving S. 81° 25' W,

The cor. of secs, 13, 18, 19 and 24, on the W. bdy. of
the Tp., monumented with an iron post, 2% ins. diam.,
set, mkd. and witnessed as described in the 1964 field
notes of T. 21 S., R. 23 E. '

Land, rolling desert E. portion; gently rolling W.
portion,

Soil, clay.

No ‘timber.

Undergrowth, shadscale.

From the cor. of secs., 17, 18, 19 and 20.
N. 0° 07' E., bet, secs. 17 and 18.

Over rolling desert land through shadscale undergrowth;
asc. 15 ft. over SE. slope.

Ridge, bears NE, and SW.; desc, 90 ft. over NW. slope.
Improved dirt road, bears irregularly E, and W.

Wash, 1.00 ch, wide, 6 ft. deep, drains E.; asc, 85 ft.
over 8§, slope. ’

Denver and Rio Grande Western Railroad, bears S, 76° 35'
E. and N. 76° 35' W,, curving W. : '

Telephone line, 26 wire, parallel to railroad.

Spur, slopes SE.; asc. 10 ft. over’ gently rolling SE,
slope. ’ '

Low ridge, bears NE. and SW.; desc, 20 ft, over gently
rolling NW. slope,

The 1/4 sec. cor, of secs. 17 and 18, monumented with a
limestone, 20x6x4 ins., set and mkd. as described in the
official record. ‘ '

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.

in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd.,

GPO 845-1
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S,, R. 24 E,

CHAINS
T215 R24E

.
S18|s17
1964

Bury original stone cor. alongside iron post.

N. 0° 01' W., beginning new measurement.
Desc, 20 ft. over NW. slope.

12,10 Wash, 15 lks. wide, 3 ft. deep, drains SW. 1,50 chs.;
-thence S.; asc., 25 ft., over SE. slope.

14,20 Spur, slopes SW.; desc. 15 ft, over NW. slope.

30.60 El Paso underground natural gas pipeline, bears N. 34°
40' E, and S. 34° 40' W.- :

38.00 Wash, 15 lks. wide, 3 ft. deep, drains W. about 3.50 chs.
to wash draining S.; asc. 10 ft. over SE. slope.

39.96 The eor. of secs. 7, 8, 17 and 18; monumented with a
sandstone, 12x6x4 ins., set and mkd, as described in the
official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,, 20 ins.
in the ground, with glass at base, and in a collar of
stone, with brass cap mkd,

T21S R24E

S7]S8

S18(s17
1964

Bury original stone cor. alongside iron post,

Land, rolling desert,
Soil, clay.

No timber.

Undergrowth, shadscale.

From the cor. of secs, 8, 9, 16 and 17.
S. 89° 51' W., bet, secs. 8 and 17.

Over rolling desert mountain land through shadscale
undergrowth; asc, 15 ft, over NE. slope,

11.85 Wash, 20 1ks. wide, 1 ft. deep, drains NE.; asc, 125 ft.
over E. slope.

23,35 Ridge, bears N. 15° E, and S. 15° W,; desc. 50 ft. over
rolling NW. slope.

39.95 Wash, 10 lks. wide, 2 ft. deep, drains N.
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CHAINS

40.03

43,60

76.08

77.40

80.06

4,05°

10,95

24,25

37.45

40,00

76

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R, 24 E,

Point for the 1/4 sec. cor. of secs. 8 and 17, at pro-
portionate dist.; there is no remaining evidence of the

original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins,
in the ground, with glass at base, and in a collar of
stone, with brass cap mkd.

T21S R24E

i3 S8

© TTe17
1964

vRaise a mound of stone; 3 ft. base, 1% ft. high,
N. of cor,

Asc. 10 ft. over E. slope,
Spur, slopes N,; desc. 55 ft. over gentle NW. slope.

El Paso underground natural gas line, bears N. 24° 20°'
E., and S, 24° 20' W._

Wash, 10 lks. wide, 2 ft. deep, drains SW.
The cor. of secs. 7, 8, 17 and 18,

Land, rolling desert mountainous E. portion; rolling
desert W, portion.

Soil, rocky clay,

No timber.

Undergrowth, shadscale.

N. 89° 56' W., bet. secs. 7 and 18.

Over rolling desert land through shadscale undergrowth;
desc. 20 ft, over general W. slope.

Wash, 50 lks. wide, 8 ft. deep, drains S. 25° E,; asc.
25 ft. over E. slope.

Center of U. S. Highway 50 and 6, bears N. 13° 48' E.
and S. 13° 48' W, ‘

Wash, 10 lks, wide, 1 ft. deep, drains NE.; asc. 40 ft,
over NE, slope,

Wash, 15 lks, wide, 2 ft, deep, drains NE.

Spur, slopes N,; desc. 20 ft. over NW,. slope.

Point for the 1/4 sec. cor, of secs, 7 and 18, at pro-
portionate dist.; there is no remaining evidence of the

original cor,

Set an iron post, 30 ins. long, 2% ins.'diam., 24 ins.,
in the ground, with glass at base, and brass cap mkd.,

T21S R24E

L S7
518
1964

GPO 848-188
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Dependent Resurvey of a Portion of the
-Subdivision, T. 21 S., R. 24 E.

CHAINS

Raigse a mound of stone, 3 ft, base, 1% ft. high,
N. of cor. . . )

-Desc,.15 ft. over NW. slope.

44.00 | Wash, 10 lks. wide, 3 ft. deep, drains N. 20° E,; asc.
35 ft. over SE. slope. .

49.00 | Spur, slopes N. 20° E.; desc. 40 ft. over NW. slope.

56.25 | Wash, 25 lks. wide, 2 ft. deep, drains N. 25° E,; asc.
35 ft. over SE. slope,

66.75 | Ridge, bears NE, and SW.; desc. 5 ft. along N. slope.

77.18 | The cor, of secs. 7, 12, 13 and 18, on the W. bdy. of
the Tp., monumented with an iron post, 2% ins., diam.,
set, mkd. and witnessed as described in the official

record.

Land, rolling desert.
Soil, clay,

No timber.

Undergrowth, shadscale,

From the cor. of secs, 7, 8, 17 and 18.

N. 0° 01' E., bet. secs..7 and 8,

Over rolling desert land through shadscale undergrowth.

7.60 | Wash, 10 lks, wide, 3 ft. deep, drains W. about 4,00 chs.
to wash draining S.

14.80 | Wash, 15 lks. wide, 3 ft. deep, drains W, about 5.00 chs,
to wash draining S.; asc. 55 ft. over rolling SE. slope.

36.10 épur, slopes E.; desc. 5 ft, over N. slope,
40.03 Point for the 1/4 sec, cor. of secs. 7 and 8 at pro-

portionate dist.; there is no remaining evidence of the
original cor.

Set an iroﬁ post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with glass at base, and in a collar of
stone, with brass cap mkd.
T21S R24E
%
S7/s8
1964

Raise a mound of stone, 3 ft., base, 1} ft, high,
W. of cor.

Asc. 20 ft. over rolling SE. slope.

46.35 | Center of u. s. Highway 50 and 6, bears.N, 13° 17' E.
and S. 13° 17' W.

56.30 | Top of ascent, bears NE. and SW.; desc. 10 ft, over
gentle NW, slope. .
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bears NE, and SW.

| Trail road,

§*u3£h¥ 10 1ks. wide, 2 ft, deep, drains E.; asc. 10 ft.
| over gentle S. slope.

é The cor., of secs. 3, 6, 7 and 8, monumented with a
? | sandstone, 12x8x4 ins., set and mkd. as described in
% | the official record.

% At the cor,. point

% Set an iron post, 30 ins, long, 2% ins. diam., 20 ins.
| in the ground, vith glass at bgse, and in a collar of
| stone, with brass cap wkd.

T21S R24E

SﬁfSS

$7|s8
1964

| Land, rolling desert.
 Soil, clay.

| No timber.

| Undergrowth, shadscale,

f From the cor. of secs., 4, 5, 8 and .9,
| N. 89° 54' M., bet, secs. S and 8,

- Over broken and mountainous desert land through shad-
| scale undergrowth, Over nearly level ridge top.

8.653 i Desc. 155 ft. over broken and rocky NW., slope.
30.75 E Draw, drains SW,; desc., 50 ft, over SW, slope.

38.23 E El Paso underground natural gas line, bears N, 25° E,
| and S, 25" W, Enter gently rolling desert land.

39.93 f The 1/4 sec. cor. of secs. 5 and 8, monumented with a
| sandstone, 12x6x4 ins., set and mkd. as described in
§ the official record.

| At the cor. point

fgﬁﬁ an iron post, 30 ins. long, 2% ins, diam., 24 ins,
éiﬁ the ground, with glass at base, and brass cap mkd,
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

Wash, 50 lks. wide, 12 ft. deep, drains S. 25° W.; asc.
50 ft. over gentle NE. slope.

Wash, 25 lks, wide, 10Ift. deep, drains S. 25° E.

Center of U. S. Highway 50 and 6, bears N. 13° 12' E.
and S, 13° 12' w.

The cor. of secs, 5, 6, 7 and 8.

Land, broken and mountainous E. portion; gently rolling
desert W. portion.

Soil, rocky clay E. portion; clay W, portion.

No timber,. .

Undergrowth, shadscale.

10.75

39.96

7.65
7.85
20.75

25.15

28,75

'37-06

"The cor. of secs. 1, 6, 7 and 12, on the W. bdy. of the

N. 89° 51' W., bet. secs. 6 and 7.

Over gently rolling desert through shadscale undergrowth;
asc, 60 ft. over gently rolling NE. slope.

Wash, 15 lks. wide, 2 ft. deep, drains NE.

The 1/4 seﬁ. cor., af seés. 6 and 7, monumented with a
pine post, 4x4x12 ins. above ground, mkd. 1/4 S6 on
N, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,., 24 ins.
in the ground, with glass at base, and brass cap mkd.
T21S R24E

sé
% S7

1964
. Bury original pine post cor.. alongside iron post,

and raise a mound of stone, 3 ft. base, 1% ft. high
N. of cor.

N. 89° 56' W., beginning new measurement.

Asc. 15 ft. over NE. slope.

Ridge, bears NW. and SE.; desc. 25 ft. over SW. slope,
Trail road, bears NW. and SE.

Wash, 10 lks, wide, 1 ft, deep, drains SW.; asc. 20 ft.
over SE. slope.

Small spur, slopes S.; desc. 10 ft. over SW. slope.

Wash, 25 lks., wide, 1 ft. deep, drains S.; asc. 20 ft.
over NE. slope,

Tp., monumented with an iron post, 2% ins, diam., set,

mkd. and witnessed as described in the 1964 field notes
of T, 21 S., R. 23 E.

30—7 (October 1964)
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8.50

12.00
24,00
36.70
39.75

40,03

45,75
63,95

80.08

80

Dependent Resurvey of a Portion of the
Subdivision, T. 21 S., R. 24 E,

Land, gently rolling desert.
Soil, clay. .

No timber. :
Undergrowth, shadscale.

From the cor. of secs. 5, 6, 7 and 8.
N. 0° 03' E., bet, secs. 5 and 6.

Over gently rolling desert land through shadscale
undergrowth; desc. 15 ft, over NE. slope.

Wash, 10 lks. wide, 4 ft. deep, drains N. 80° E.; asc.
20 ft. over gentle SE. slope.

Wash, 10 lks. wide, 4 ft, deep, drains E.
Low spur, slopes E.; desc. 15 ft. over gentle N. slope,
Wash, 30 lks. wide, 3 ft. deep, drains E.
Wash, 30 lks, wide, 7 ft. deep, drains irregularly E.
Point for the 1/4 sec. cor. of secs. 5 and 6, at pro-
portionate dist.; there is no remaining evidence of the
original cor.
Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, with glass at base, and in a collar of
stone, with brass cap mkd,
T21S R24E
1
S6|s5

1964
Asc. 70 ft. over rolling SE. slope,
Wash, 40 1lks. wide, 7 ft. deep, drains SE,
Trail road, bears N, 75° W, and S. 75° E.
The closing cor. of secs. 5 and 6, on the Fourth Standard
Parallel South, monumented with a limestone, 12x12x6 ins.

set and mkd. as described in the official record,

At the cor. point

- Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, with glass at base, and brass cap mkd.

T20S R24E
S31

S6S5 .
Cc|C
T21S R24E
1964
Bury original stone cor. alongside iron post, and

raise a mound of stone, 3 ft. base, 1} f¢t, high, §.
of cor, ' '

GPO 945-108°
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Dependent Resurvey of a Portion of the
Subdivision, T. 21 S,, R. 24 E.

From this cor., the standard cor. of secs. 31 and 32,
T. 20 S., R. 24 E., bears S. 89° 53' E., 3.24 chs, dist.,
monumented with an iron post, 2% ins. diam,, herein-
before described.

Land, gently rolling. desert.
Soil, clay.

No timber, .
Undergrowth, shadscale.

Point for the N. 1/4 sec. cor. of sec. 5, on the N, bdy.
of the Tp., and midpoint bet..the.closing cor. of secs.
5 and 6, and the closing cor, of secs. 4 and 5.

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins.
in the ground, with glass at base, and brass cap mkd.

T20S .R24E .

. % s5 .

T21S R24E
1964

Ratse-a mound of stone, 2 ft, base, 2 ft, high,
S. of cor,

From this cor., the standard 1/4 sec. cor. of sec. 32,
T. 20 S., R. 24 E., bears S. 89° 51' E,, 3.23 chs. dist.
monumented with an iron post, 2% ins, diam,, herein-
before described.

- Point for the N. 1/4 sec. cor, of sec. 6, on the N. bdy.

~ From this cor,, the standard 1/4 sec, cor. of sec. 31,
" T. 20 S., R. 24 E., bears S. 89° 57' E., 3.2l chs. dist.,

of the Tp., and at proportionate dist., bet. the closing
cor., of secs. 5 and 6, and the northwest cor. of the Tp.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T20S R24E

% 56
T21S R24E

1964

monumented with an iron post, 2% ins. diam., herein-
before described.

Meanders of the Colorado River

From the meander cor. of secs. 19 and 24, on the E. bdy.
of the township, which is an iron post, 3 ins, diam.,
set, mkd. and witnessed as described in the official
record of 1910,

[

30—7 (October 1964)
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Meandes of the Right Bank of the
Colorado River, T. 21 S., R. 24 E,

CHAINS

Thence with the meanders of the. present righ; bank
of. the. Colorado River downstream through sec. 24,

S.'69° 17' W., 5.57 chs.

S. 73° 00' W., 12,00 chs,

N. 63° 25' W., 14,44 chs.

N. 47° 39' W., 13.58 chs.

N. 34° 42' Ww., 7.08 chs.

.N. 5° 13' W., 6,15 chs.

N. 40° 38' W., 18.70 chs,

N. 44° 19" W., 7.98 chs.

N. 47° 12' W., 11.09 chs,

N. 45° 10' W., 8.32 chs.

N. 57° 33' W., 3.33 chs. Intersect the section line
between secs. 23 and 24, at
a pt. S. 0° 02' E., 3.45
chs. dist. from the witness|
meander cor., set at 30,13
chs. in N, half mile on

line between said secs.,
hereinbefore described.

Thence with a traverse along the present right bank of
the Colorado River through sec, 23 for information pur-
poses only.

N. 57° 33' W., 8.65 chs.
N. 53° 47' W,, 11.35 chs.

N. 58° 47' W., 4,42 chs. To meander cor, of secs, -
14 and 23, set at 19.85
chs. on line between said
secs., hereinbefore desc
cribed.

Thence with a traverse along the present right bank of
the Colorado River through sec. 1% for information pur-
poses only, -

N. 75° 13' W., 24,42 chs.

N. 57° 09' W., 12.74 chs.

N. 88° 11' W., 9,13 chs.

N. 78° 05' W., 8.43 chs.

GPO 845-1866
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Meanders of the Right Bank of the
Colorado River, T. 21 S., R. 24 E.

CHAINS

N. 78° 21' W., 8.84 chs. To meander cor. of secs.
14 and 15, set at 18.30
chs. on line between said
secs., hereinbefore des-
cribed.

Thence with a traverse along the present right bank of
the Colorado River through sec. 15 for information pur -
poses only,

S. 88° 05' W., 7.20 chs.

S. 77° 41' W., 9.71 chs.

S. 72° 46" W., 12.69 chs.

S. 79° 52' W., 2.99 chs.

S. 24° 10' W., 3.85 chs.
S. 19° 00' W., 5.91 chs.
N. 83° 00' W., 3.63 chs.

S. 48° 30' W., 3.21 chs. To witness original meander
cor, of secs. 15 and 22,
set at 41.20 chs., on line
between said secs. herein-
before described,

Thence with a traverse along the present right bank of
the Colorado River through sec, 22 for information pur-
Poses only,

S. 15° 32' E., 1.87 chs.

S. 20° 58' W., 4.15 chs.

S. 24° 41' W., 5.97 chs.

S. 38° 47' W., 4,50 chs.

S. 1° 48' W., 4.90 chs,
S. 8° 25' W., 6.89 chs.
S. 0° 36' W., 5.71 chs.
S. 7° 30' W., 12,03 chs.
S. 12° 18' W., 7.37 chs.
S. 8° 51' W,, 17.00 chs.
S. 9° 14' E., 11.95 chs. To true point for the meandoq
cor. of secs. 22 and 27, at
53.07 chs. on line between

said secs,, hereinbefore
described.

3180—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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Colorado River, T. 21 S., R. 24 E,
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Thence with the meanders of the present right bank of
the Colorado River through sec. 27.

S. 22° 08" E., 9.36 chs.

S. 42° 00'

S. 81° 45"
S. 77° 45!
S. 55° 30'
S. 71° 30'
S. 73° 45

S. 89° 08'

E.,

19.97 chs.,

8.75 chs.
10.75 éhs.
2,87 éhs.
6.75 chs.
7.45 chs.

1.36 chs,

- secs, 26 and 27, set at

- said secs.,, hereinbefore

At 14,27 chs. on this course]
intersect calculated N-S
center line of sec. 27;
thence with a traverse along
the present right bank for
information purposes only.

To witness meander cor. of
47.16 chs. on line between

described.

poses only,

S. 70° 03' E.,

S. 72° 45' E.,

S. 80° 00' E.,

N. 85% 45' E.,

S. 82° 45' E.,

S. 63° 17!

E

)

Thence with a traverse along the present right bank of
the Colorado River through sec. 26 for information pur -

4.87 chs.
4,80 chs.
3.90 chs.
1.40 chs.
10.90 chs.

13.25 chs.

§.7° 30" E., 5.80 chs.

S. 4% 45' W., 14,00 chs.

S. 6 00' W., 9.70 chs.

S. 17° 30' W., 7.10 chs.

- tween secs. 26 and 35, at

- ch, dist. from which the

Intersect section line be-
a point N, 89° 54' E,, 1,00

original meander cor. of
secs, 26 and 35, and WCl/4
¢or. of secs. 26 and 35,
set at 46.89 chs, on line
between said secs. herein-
before described.

GPO 848106 1
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Meanderp of the Right Bank of the
€olorado River, T. 21 S., R. 24 E,

CHAINS

Thence with a traverse along the present right bank of
the Colorado River through sec. 35, for information pur-
poses only.

S. 15° 35' W., 14,90 chs,
S. 72° 17' E., 6.25 chs,
N. 86° 43' E., 3.97 cﬁs.
"8, 79° 17' E., 5.48 chs.
8. 57° 32' E., 2.13 chs.
S. 41° 17' E., 8.29 chs.
S. 37° 62' E., 6.17 chs.
S. 25° 47' E., 5.77 chs.
S. 9% 28' W., 5.80 chs,

S. 17° 43' W., 14.70 chs,
S. 20° 13’ W.,‘4.62 chs.
S. 29" 43' W., 6.30 chs.
S. 41° 43' W,, 12,15 chs.

S. 53° 26' W., 11.33 chs. To point for the meander
cor, of secs, 2 and 35 on
the S. bdy. of the Tp.

No remaining evidence of
the original meander cor.
therefore, reestablish
same at proportionate
bearing and distance be-
tween the cor. of secs.
34 and 35, and the meandet
cor, of secs, 2 and 35, m
the left bank. Set an
iron post, 30 ins. long,
2% ins. diam., 24 ins. in
the ground, with brass
cap mkd.

T21S R24E

835
S2
T22S

R24E
1966

From this cor.,, the cor.
of secs. 34 and 35, bears
S. 89° 51" W., 31.15 chs,
dist. and the meander cor
of secs. 2 and 35, on the
left bank, bears S. 89°
59' E., 11.20 chs. dist.
hereinafter described.
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Meanders of the Left Bank of the
Colorado River, I. 21 S., R. 24 E.

Present Meanders of the Left Bank, Colorado River
Through Sec. 25.

From the meander cor. of secs. 25 and 30, on the E, bdy,
of the township, which is an iron post, 3 ins, diam.,
firmly set, mkd. and witnessed as described in the
official record of 1910,

Thence with the meanders of the bresent left bank of
the Colorado River downstream through sec. 25,

West, 5.92 chs.

N. 84° 30' w., 11.70 chs, To original meander cor.
of secs. 24 and 25, set
at 21.56 chs, on E. half
of line between said secs.,
hereinbefore described.

Thence with the meanders of the present left bank of the

Colorado River through sec. 24,

N. 62° 26' W., 13.07 chs.

N. 547 00' W., 8.43 chs,

N. 42° 45' W., 5,92 chs,

N. 49° 00' W., 6,02 chs.

N. 53° 30' W., 4.83 chs.

N. 26° 45' W., 22,00 chs.

N. 35° 00' W., 5.34 chs.

N. 44° 30' W., 11.88 chs.

N. 50° 30''W., 5.64 chs.

N. 58° 45' W., 5.51 chs. To present meander cor, of
secs., 23 and 24, set at
20,69 chs, on line between
said secs., in N, half

mile, hereinbefore des-
cribed,

Thence with the meanders of the present left bank of the
Colorado River through sec, 23,

N. 45° 15' W., 3.46 chs.
N. 64° 05' W., 10.29 chs.
N. 66° 26' W., 2.78 chs.
N. 75° 23' W,, 8.80 chs.

N. 57° 00' W., 9,60 chs.

GPO 845-168
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Meanders of the Left Bank of the
Colorado River, T. 21 S., R. 24 E.

CHAINS

N. 65° 15' W., 9.39 chs.

N. 57° 20' W., 1,24 chs. To original meander cor. of
secs, l4 and 23, set at 39.50
chs. on line between said
secs., hereinbefore described

Thence with a traverse along the present left bank of
the Colorado River thraugh sec., 14, for information pur-
poses only.

N. 54° 08' W., 2.11 chs.

N. 69° 30' W., 4.36 chs.

N. 75° 45' W., 6.30 chs.

N. 83° 00' W., 11.48 chs.

N. 85° 15' W., 9.81 chs.

S. 84° 20' W., 8,24 chs. To original meander cor. of
secs. 14 and 15, set at 7.34
chs, on line between said
secs., hereinbefore described

Thence with a .traverse along the present left bank of
the Colorado River through sec. 15 for information pur-
poses only,

N. 69° 30' W., 3.35 chs.
N. 87° 00' W., 6.88 chs.
S. 81° 30" W., 4.77 chs.

S. 75° 30' W., 4.79 chs.

S. 70° 30' W., 5. 46 chs.

S. 54° 23' W., 7.58 chs. To original meander cor. of
: secs. 15 and 22, set at 30.67
chs. on line between said
secs., hereinbefore describedl

Thence with a traverse along the present left bank of
the Colorado River through sec. 22 for information pur-
poses only,

S. 42° 43' W., 11,54 chs, At 5.31 chs. on this course
intersect adjusted original
(1902) meander line, bears
N. 22° 47' E., 1.68 chs, and
S. 22° 47' W., 0.83 chs.;
thence continue along the
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Colorado River, T. 21 8., R. 24 E,

CHAINS

S. 16° 00' W;, 3,79 chs.
S. 9° 00' W., 3,65 chs.,
S. 2° 30" W., 2.51 chs.
S. 13° 30' E., 5.30 chs.

S. 27° 00' E., 11.36 chs.

$.36°30"' E., 4,48 chs.

5. 38° 30' E., 1.66 chs.
S. 42° 30' E., 4.85 chs.
S. 34° 00' E., 2,77 chs.
S. 43° 00' E;, 7.89 chs.

5. 51° 30' E., 12.65 chs.

S. 54° 30' E., 12.80 chs.

river limiting boundary of
-accretion lands attaching to
privately owned original lots
1, 5 and 6, sec. 22,

along E. channel of the
Colorado River.

At 8.25 chs. on this course
proportionate point for the
auxiliary meander cor. of
sec, 22, marking the S,
terminal of dividing line
between private and federally
owned accretion lands. Set
an iron post, 30 ins. long,
2% ins,. diam., 24 ins. in

the ground, and in a collar
of stone, with brass cap mkd.

T21S R24E
AMC -
S22

1966

From this cor., the original
meander cor, of secs. 22 and
23, bears N. 67° 24' E,,
15.01 chs. dist., herein-
before described.

With the meander of the
present left bank of the
Colorado River to point for
the present meander cor. of
secs. 22 and 23, from which
the original meander cor. of
secs. 22 and 23 for the left
bank of the Colorado River
bears N. 0° 21' W,, 15.94
chs, dist,

GPO 845-108 7
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Meanders of the Left Bank‘of the
Colorado River, T. 21 S., R, 24 E.

CHAINS

Thence with the meanders of the present left bank of the
Colorado River through sec, 23. ’

S. 54° 30' E., 1.36 chs,
S. 45° 00' E.?.5.75 chs.
S. 42° 00' E., 5.32 chs.

S. 25° 23' E., 6.51 chs. To original meander cor. of
secs., 23 and 26, set at
28.56 chs., on W. half of
line between said secs,,
hereinbefore described.

Thence with the meanders of the present left bank of the
Colorado River through sec. 26.

S. 28° 30' W., 14.72 chs.

S. 45° 51' W,, 6.20 chs., To the meander cor. of secs.
26 and 27, set at 62.36 chs,
on line bet, said secs.

Thence with the meander of the present left bank of the
Colorado River through sec, 27.

S. 45° 51' W., 5,37 chs.

S. 48° 00' E., 5.15 chs. Meander cor. of secs. 26 and|
' 27, set at 55,17 chs, on
line bet. said secs.

Thence with the meanders of the present left bank of the
Colorado River through sec. 26.

S. 48° 00' E., 5.17 chs.
S. 73° 00' E., 7.34 chs.
N, 87° 00' E., '5.51 chs.
N. 75° 00' E., 4.15 chs.
S. 64° 20' E., 16.25 chs.
S. 37° 15' E., 4.40 chs.
S. 21° 45' E., 3,00 chs.
S. 16° 45' E., 6.90 chs,
S. 9° 00' E.,, 6.60 chs,

S. 13° 15' E., 7.90 chs.
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Meanders of the Left Bank of the
Colorado River, T. 21 S., R. 24 E,

S. 12° 15' W., 6.90 chs.
S. 7° 30' W., 8.50 chs.

8. 4° 00' E., 1.90 chs. To present meander cor. of
: secs, 26 and 35, set at 38.41
chs, on line between said
secs,, hereinbefore described

Thence with the meandets of the present left bank of the
Colorado River through sec. 35.

S. 6° 15' E., 2.33 chs,
S. 48° 15' E., 5.20 chs.
S. 31° 59" E., 3.94 chs.
S. 35° 19' E., 7.91 chs.
S. 31° 56' E., 19.15 chs.
S. 28° 29' W., 9.62 chs.
§. 2°°57' W., 9.31 chs.
S. 24° 13' W., 6.75 chs.
S. 28° 29' W., 12.54 chs.
S. 53° 15' W., 8.84 chs.

S. 7° 30' E., 8.00 chs. To original meander cor. of
‘ ' secs., 2 and 35, on the §S. bdy,
of the township, which is a
sandstone, 4x8x12 ins.,
broken and dimly mkd., and
set in a small mound of stone|
No trace was found of the
iron post set in 1911, At
the cor. point, set an iron
post, 30 ins, long, 2% ins.
diam., on solid sandstone and
in a mound of stone, 4 ft.
base ‘to top, with brass cap
mkd.
T21S R24E
© T225 R24E -
1966

Adjusted Original Meanders of 1902 through secs. 22 and

23, T. 21 S,, R. 24 E.
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From the meander cor. of secs, 13 and 22 for the left
bank of the Colorado River, hereinbefore described.

Thence by calculation with the adjusted original (1902)
meanders of the left bank of the Colorado River through
sec, 22,

S. 51° 28' W., 3.77 chs.

§. 22° 47' W., 2,51 chs. At 1.68 chs. on this course,
intersect the present meandey
line, bears N. 42° 43' E,,
and S. 42° 43' W,; thence
along SW, margin of accretior
lands attaching to Privately
owned original lots 1, 5 and
6, sec. 22,

S. 12° 46' W., 2.31 chs.
S. 0° 31' E., 3.31 chs.
S. 7° 32" E., 7.02 chs.
S. 17° 41' E., 8,03 chs.
S. 28° 37' E., 2.00 chs.
S. 48° 15' E., 16.43 chs.

S. 57° 44' E., 22.22 chs. To the original meander cor.
of secs. 22 and 23, herein-
before described. From this
point the dividing partition
line between Federal and
privately owned accretion
lands bear S, 67° 24' E,,
15.01 chs. dist. to an aux-
iliary meander cor. on the
present meander line of the
Colorado Riverf

Thence by calculation with the adjusted original (1902)
meanders of the left bank of the Colorado River through
sec, 23,

S. 64° 47' E,, 9,13 chs.

S. 14° 04' E., 5.23 chs,

S. 3°09' E., 6.90 chs.

S. 4° 06' E., 8,38 chs.

S$. 10° 17' E., 6.56 chs. To the meander cor. of secs.
23 and 26, hereinbefore des-
cribed.
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Present Island Meander Through a Portion
of T. 21 S., R. 24 E,

CHAINS

Traverse of an Island in Secs. 22, 23, 26 and 27,
T. 21 S., R. 24 E,, for-information purposes only,

Beginning at the original meander cor. of secs, 22 and
27, on the present left bank of W. channel of Colorado
River, hereinbefore described.

Thence with a traverse of present bank of island in the
Colorado River through sec. 22, ’

N. 15° 57' E., 1.46 chs.

-
N. 35° 23' E., 8.46 chs.
N. 5° 20' W., 6.03 chs.
N. 23° 39' W., 8.08 chs.
N. 31° 18' W., 5.97 chs.
N. 1° 48' E., 8.30 chs.
N. 13° 21' W., 5.24 chs.
N. 40° 50' E., 1.85 chs.
East, 1.21 chs.
S. 45° 25' E., 3.82 chs.
S. 34° 38' E., 15.09 chs,
S. 57° 58' E., 19.23 chs.
S. 60° 30' E., 8.73 chs.
S. 43° 32' E,, .5.52 chs,
' S. 13° 59' E,, 7.23 chs. Intersect the line between
secs, 22 and 23, on the r
right bank of E, channel of L

Colorado River, from which
the true point for the sec,
cor. for secs. 22, 23, 26
and 27, bears S, 0° 21 E.,
1.50 chs, dist,

Thence with a traverse of the present bank of island in
the Colorado River through sec, 23,

8. 34° 19' E,, 1,79 chs. Intersect the line between
secs. 23 and 26, on the pre-
sent right bank of the E,
channel of the Colorado River
from which the true .point
for the sec, cor. for secs,
22, 23, 26 and 27, bears S,
88° 49' W,, 1.00 ch, dist,

GPO 845-166 .
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Present Island Meander Through a Portion
of T. 21 S., R. 24 E.

CHAINS

Thence with a traverse of the present bank of island
in the Colorado River through sec. 26.

S. 21° 37' E., 5.81 chs.

S. 41° 21' W., 4,78 chs. Intersect the line between
.secs. 26 and 27, on the
present right bank of E,
.channel of the Colorado
River, from which the true
point for the sec. cor.
for secs., 22, 23, 26 and
27, bears N, 0° 09' E,,
8.97 chs, dist,

Thence with a traverse of the present bank of island
in the Colorado River through sec., 27.

S. 38° 31' W., 5.27 chs.
S. 21° 07' W., 4.48 chs.

S. 2° 54' W., 4.00 chs.

S. 46° 30' E., 3.79 chs.

S. 35° 10' E., 3.98 chs. Intersect the line between
secs, 26 and 27, on the
right bank of the E. channel
of the Colorado River from
which the point for the cor
for secs. 22, 23, 26 and 27
bears N. 0° 09' E., 27.12
chs, dist,

Thence with a traverse of the present bank of island
in the Colorado River through sec. 26.

S. 65° 24' E., 1.56 chs.
S. 28° 20' E., 2.91 chs.

N. 51° 41' W., 3.57 chs. Intersect the line between
secs, 26 and 27 on the left
bank of W, channel of the
Colorado River, from which
the point for the sec. cor.
of secs. 22,23, 26 and 27,
bears N. 0° 09' E., 28.12
chs. dist,

Thence with a traverse of the present bank of island
in the Colorado River through sec. 27,

N. 73° 07' W., 7.47 chs.
N, 75° 17' W., 4.49 chs.

S. 81° 51' W., 4.66 chs.

.80-7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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- N. 34° 40' E,, 1.76 chs. To the original meander cor.

94

Present Island Meander Through a Portion
of T. 21 S., R. 24 E. -

N. 64° 14' W., 4.83 chs.

N, 72° 45' ﬁ., 12.38 chs.

N. 41° 24' W., 19.18 éhs.

N. 10° 18' E., 3.35 chs.

N. 68° 59' E., 2.73 chs.
of secs. 22 and 27, on the
left bank of W. channel of

Colorado River, hereinbeford
described,

- section 19, and is stale alkaline water used for watering

General Description

Township 21 South, Range 24 East; is located about 1/2
mile east of Cisco, Utah. The western portion of the
township is mostly rolling desert-land with clay soil
and shadscale undergrowth. The eastern portion is roll-
ing to broken desert mountains with rocky, sandy clay
soil with scattered juniper timber and shadscale under-
growth, with cottonwood timber and willows along the
Golorado River, which enters the township at the south-
east corner of section 24, and flows through sections
24, 23, 14, 15, 22, 26, 27 and 33, leaving the township
at the south 1/4 section cor. of section 35. The water
supply for Cisco is located in the southeast portion of

purposes only. There is a small spring or seep, located
in the southwest 1/4 of the northwest 1/4 of section 28.
No other water was noted in the township, other than the
river, The elevation varies from 4,200 ft. above sea
level along the Golorado River, to 4,700 ft. above sea
level along -the east boundary of section 25, which is

the highest portion of the township. The only habitation
in the township is a ranch house located in -section 26.
The Denver and Rio Grande Western Railroad enters the
township at the southwest corner -of section ‘18, and bear
northeasterly through sections 18, 17, 16, 9, 4 and 3,
leaving the township at the northeast corner of section

3. U. s. Highway 50 and 6 enters the township at the
northwest corner of section 19, and bears northerly

through sections 18, 7, 8 and 5, leaving the township
13.27 chs. west.of the north 1/4 section corner of
section 5. The E1 Paso underground gas line enters the
township .at the west boundary of section 19, and bears
northeasterly through sections 19, 18, 17, 8 and leaves
the township 3.00 chs. west of the closing corner of
sections 4 and 5, on the north boundary, There are
several trail roads throughout the township, and two
improved roads from Gisco to the Colorado River,

GPO 845-166
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Dependent Resurvey, Portion of the Subdivision and East
Boundary, Township 20 South, Range 26 East

CHAINS

The north. boundary was surveyed by Frank E. Baxter in
1894, and resurveyed by Glen B..Hatch in 1963, and the
record appears in the resurvey of the south boundary of
T. 19 S., R. 26 E. The north 4 miles of the west bound-
ary were surveyed by Frank E. Baxter in 1894, and re-
surveyed by Glen B. Hatch in 1963, and the record appears
.in the resurvey of a portion of the east boundary of T.
20 S., R. 25 E. The south 2 miles of the west boundary
were surveyed by H. W. Miller in 1910. The south bound-
ary was surveyed by H. W, Miller in 1910. The east
boundary (the Utah and Colorado State Line between mile
post 139 and 145) was surveyed by J. R. Reeves in 1879,
and resurveyed by A, D, Wilson in 1885. The 4 miles
between mile posts 140 and 144 were resurveyed by H. W.
Miller in 1910, The northwest portion of the subdivi-
sional lines were surveyed by Frank E. Baxter in 1894,
and a portion of these lines retraced by H. W. Miller

in 1910. The southeast portion of the subdivisional
lines were surveyed by H. W. Miller in 1910.

The following field notes are those of a dependent
resurvey of a portion of the subdivisional. lines, and
retracement of the Utah and Colorado State Line between
mile posts 144 and 145.

The survey was executed in accordance with the speci-
. fications as set forth in the Manual of Instructions
1947 and the Special Instructions dated May 28, 1964,

Corners on the east-west lines were set on the true
latitudinal curve. Lines connecting previously est-
ablished corners were run by random and true methods,
but for simplification of. the record, the random lines
are omitted from these field notes.

All lines of this survey were run by direct method

where lines were accessible; lines inaccessible were

run by traverse or triangulation method, Distances to
topography on lines run by traverse and triangulation
methods are approximately as scaled from U.S.G.S. topo-
graphic sheets. The details of such traverses and
triangulations have been thoroughly checked and verified,
and in order to simplify the records, the diagrams and
reductions are omitted from these field notes.

The direction of the lines of this survey were deter-
mined by reference to true meridians established on line
by altitude observations on the sun. The lines were
carried forward by sustained angulations being supple-
mented by other numerous latitude observations on the
sun taken throughout the progress of the survey.

Before restoring lost corners, the lines of the original
survey were retraced and a. diligent search made for any
evidence of the original corners. The rules of pro-
portionate measurement were applied to ascertain the
position of the lost corner after every reasonable
possibility of finding direct evidence of the corner
had been exhausted.

1807 (October 1964) (formerly 4—-673b) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey, Portion of the Subdivision and
East Boundary, Township 20 South, Range 26 East

CHAINS

1.90

13.50

21.40

35.70

80.83

The geographic position for the southeast corner of

sec, 19 is in Latitude 39° 02' 43" N. and Longitude

109° 05' 12" W., as scaled from U.S.G.S. topographic
sheet Westwater 4 SE., Utah-Colo,

The magnetic declination was read at a number of
stations throughout the township and the average of
the several readings was found to be 15° 15' E.

Retracement of the Resurvey Executed by
A, D. Wilson, Deputy Surveyor, in 1885,

Beginning at the 144 mile post, on the Utah and Colorado
State Boundary, marked by a sandstone 3x10x18 ins., in

a mound of stone, marked Utah 144 M on the west face and
Colorado on the east face.

N..0° 16' E,, along the Utah and Colorado State Boundary.

Over broken desert land, covered with scattered juniper;
asc. 15 ft, over gentle SW. slope.

The closing cor. of secs. 4 and 8, hereinafter described;
desc. 25 ft. along gentle W. slope.

Wash, 6 ft. deep, 10 lks. wide, drains W.; asc, 10 ft,
along gentle W, slope.

Leave juniper; desc. 55 ft, along gentle W. slope
covered with sagebrush. .

Small wash, drains W,

The 145 mile post on the Utah and Colorado State Bound-
ary, marked by an iron post, 2% ins. diam., set, mkd.
and witnessed as described in the resurvey of the E.
bdy. of T. 19 S., R. 26 E. in 1963,

From this mile post the closing cor. of Tps. 19 and 20
S., R. 26 E., bears N. 0° 47' E., 3,33 chs. dist.,
marked by an iron post, 2% ins, diam., set, mkd. and
witnessed as described in the resurvey of the S, bdy.
of T. 19 S., R. 26 E., in 1963,

Land, broken.

Soil, gravelly with exposed sandstone.
Timber, scattered juniper on S. portion.
Undergrowth, sagebrush.

Dependent Resurvey, Portion of the Subdivisional
Lines, T. 20 8., R. 26 E., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
Frank E, Baxter, Deputy Surveyor in 1894

GPO 845-166
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Dependent Resurvey, Portion, T. 20 S., R, 26 E.

CHAINS
The cor. of secs. 4 and 5, is determined by a sandstone
4x14x%20 ins., plainly mkd. 5.notches on S. and 4 notches
on E. face, and set.in a mound of .stone.,

At the corner point
Set an.iron post 30 ins. long, 2% ins. diam,, 15 ins.
in the ground; to bedrock, in a mound of stone 4 ft.
base, to top, with brass cap mkd.
T20S R26E
S5[S4
S8
1964
East, between secs. 4 and 8.
Over broken desert land.
.11 The closing cor, of secs. 4 and 8, on the Utah and

Colorado State Boundary, marked by a sandstone 4x20x21
ins., plainly mkd, CC and 3 notches on W, face, 1 notch
on N, face and 5 notches on S, face,

At the corner point

Set an iron post 30 ins. long, 2% ins. diam., on solid
sandstone, over an X, and in a mound of stone 4 ft, base,
to top, with b¥ass cap mkd, : :

‘T20S
R26E

Ut C S4|Colo
C s8

1964
Place original stone W, of corner.
From this closing corner the 144 mile post on the Utah

and Colorado State Boundary bears S. 0° 16' W., 1.90 chs.
dist., previously described.

From the cor. of secs. 4 and 5.
N. 0° 07' E., bet. secs. 4 and 5.

Over broken desert land, covered with scattered juniper;
"desc., 25 ft, along gentle W. slope.

11.60 Wash, 6 ft. deep, 10 lks. wide, drains W.; asc. 10 ft,
" | along W, slope. ’ ‘

19.50 Leave scattered juniper; desc., 55 ft. along gentle W,
slope, covered with sagebrush.

33.80 Small wash, drains W.

180—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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40.16

39.75

42,10

4,80

24,40

36.10

40,02

Dependent Resurvey, Portion, T. 20 S., R. 26 E.

The 1/4 sec. cor. of secs. & and 5, marked by a sandstond
3x12x14 ins., plainly mkd. 1/4. .

At the corner point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, in a collar of stone, with brass cap mkd,

T20S R26E

i

%
S5|s4
1964

Place original stone W. of corner.

Raised mound of stone 2% ft. base, 2 ft. high, W.
of corner.

N. 0° 07' E,, beginning new measurement.
Desc. 80 ft. aldng gentle W, slope.

Wash, 3 ft. deep, 20 lks. wide, drains W.; asc. gentle
S. slope.

The cor. of secs. 4, 5, 32 and 33, on the N. bdy. of
the Tp., marked by an iron post, 2% ins, diam., set,
mkd. and witnessed as described in the resurvey of the
S. bdy. of T. 19 S., R, 26 E., in 1963,

Land, broken and rolling.

Soil, gravelly.,

Timber, scattered juniper S. portiom.
Undergrowth, sagebrush,

From the cor. of secs., 4 and 5,
N. 89° 59' W., bet. secs. 5 and 8.

Over broken desert land, through scattered juniper; desc.
45 ft. over broken W. slope.

E. rim of small draw, bears NW. and SE.; desc, 145 ft,
over broken SW. slope,’ ' '

Wash in bottom of draw, drains NW.; asc. 90 ft. over
NE. slope. ’ ' '

W. rim same draw, beats NW. and SE.: desc, 10 ft. over
gentle W, slope, through sagebrush. Léave scattered

juniper.

The 1/4 sec, cor. of secs. 5 and 8, marked by a sandstone
4x14x18 ins., plainly mkd. 1/4,

At the corner point

GPO 845-166
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40.10

39.77

Dependent Resurvey, Portion, T. 20 S., R. 16 &,

Set an iron post 30 ins. long, 2% ins. diam., - ins.
in the ground, with brass cap mkd.

T20S R26E

i S5
T s8

1964

Place original stone N, of corner.

Set cedar post 6 ins, diam., 5 ft. high, beside
iron post.

S. 89" 59' W,, beginning new measurement.,
Desc. 140 ft. over gentle W. slope through sapcbrush.

The cor. of secs. 5, 6, 7 and 8, an iron post J° ins,
diam., hereinafter described.

Land, broken E. portion, rolling W. portion,
Soil, gravelly,

Timber, scattered juniper E. portion,
Undergrowth, sagebrush.,

—
Reestablishment of the Survey Executed by Frany &,
Baxter in 1894 and Retraced by H, W, Millur in 19ic
From the true point for the cor. of sccs. 19, 20, .9
and 30, from which its witness cor, bears S. ¢ 01" W,
5.20 chs. dist., marked by an iron post 2 ins. dian.,
set, mkd. and witnessed as lcscribed in the resurvews
in 1910.

N. 89" 53' W,, bet. secs. 19 and 30,

Note: The topography being substantially the same as
recorded in the retracement in 1910, is not cntered in
this record.

The 1/4 sec. cor, of seccs. 19 and 30, marked bv 4 sand-
stone, 4x12x14 ins,, plainly mkd. 1/%.

At the corner point

Set an iron post, 30 ins. long, 2% ins. diam., on s-1{d
sandstone, over an X, in a mound of stone 4 ft. basce.
26 ins. high, with brass cap mkd.

T20S R26E

, _S19
* 7530

1964

Place original stone N. of corner.

1807
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40,20

40.00

45.05

2,50

34,89

Dependent Resurvey, Portion, T. 20 S., R. 26 E,

S. 89° 45' W,, beginning new measurement.

The cor. of.secs. 19 and 30, on the W. bdy. of the Tp.,
marked by an iron post 2 ins. diam., set, mkd. and
witnessed as described in the official record.

From the true point for the cor. of secs. 19, 20, 29
and 30, from which its witness cor. bears S. 0° OL1' W.,
5.20 chs. dist., previously described.

N. 0° 04' E., -bet. sees. 19 and 20.

Point for the 1/4 sec. cor. of secs. 19 and 20, falls
on ledges and was not monumented.

The witness cor, of secs, 19 and ‘20, determined by a
mound of stone 15 ft., east of line, as described in
previous surveys. Original witness cor. marks have-
eroded away., This position falls on ledgy W. slope
and cannot be perpetuated. :

North, beginning new measurement.

Point selected for the witness 1/4 sec: cor. of sec,
19 and 20,

Set an iron post 30 ins. long, 2% ins, diam., on solid
sandstone, over an X, in a mound of stone & ft. base,
to top, with brass cap mkd.

T20S R26E
z

A
S19(s20
wiC

1964

Cor, falls on crest of rim, which bears N, and §.
irregular, ‘

The cor. of secs, 17, 18, 19 and- 20, marked by a sand-
stone 6x10x14 ins., plainly mkd., 3 notches on S. and 5
notches on E. face.
At the corner point.
Set an iron posf 30 ins. long, 2% 1ins. diam;, 16 1ins.
in the ground, in a mound of stone 3 ft. base, to top,
with brass cap mkd.

T20S R26E

S18{817

S$19|S20

1964

Place original stone W, of corner,

GPO 845-166
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Dependent Resurvey, Portion, T, 20 S., R. 26 E.

CHAINS

N. 0° 13' E., bet. secs. 17 and 18.

40,06 The 1/4 sec. cor, of secs, 17 and 18, marked by a sand-
stone 3x8x16 ins., plainly mkd. 1/4.

At the corner point

Set an iron post 30 ins. long, 2% ins. diam., 10 ins. in
the ground, in a mound of. stone 4 ft. base, to top, with
brass cap mkd.

T20S R26E

%
s18s17

1964

Place original stone W, of corner.

N. 0° 12' W., beginning new measurement.

40.14 | The cor. of secs, 7, 8, 17 and 18, marked by a sand-
stone 3x12x16 ins., plainly mkd. 4 notches on S. and 5
notches on E, face.

At the corner point
Set an iron post 30 ins. long, 2% ins. diam., on solid

sandstone, over an X, in a mound of stone, with brass
cap mkd.

T20S R26E

S7(s8
518|517
1964

Place original stonevW. of corner,

Reestablishment of the Survey Executed by
Frank E. Baxter, Deputy Surveyor, in 1894,

From the cor. of secs, 17, 18, 19 and 20.
N. 89° 57' W., bet. secs. 18 and 19.

Over broken desert land, covered with scattered juniper;
desc. 170 ft. over broken W. slope.

10.50 | E. crest of canyon, bears N, and S. irregular; desc.
150 ft. over ledges facing W.

"13,50 | Wash in bottom of canyon, dréins N. 10? W.; asc, 170 ft,
over ledgy E. slope.

0180—7 (October 1964) (formerly 4—673b) USDI-~BLM FIELD NOTE PAPER
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26 .30 % Wash in small canyon, drains N.; asc. 130 ft. over
1%&5? E. ﬁiﬁpﬁﬁ

Tt et R e e R e i ol e i oo e R oR T
=
; /

30,50 W. crest of smal]l canyon, bears N. and S. irregular;
| desc. 30 ft. over NW. slope, covered with sagebrush

§ The 1/4 sec. cor. of secs. 18 and 19, marked by a
| sandstone 6x16x20 ins., plainly mkd. 1/4.

MM e R M A S S N A S R RS S T R e e e e

At the corner point

, % Set an iron post 30 ins. long, 2% ins, diam., 10 ins,
| in the ground, in a mound of stone 4 ft. base to top,
% | with brass cap mkd .

T208 RZ6E

E i y 818
| S19

1964

Place original stone N, of corner,

g E West, beginning new measurement.

f Desc, gentle NW, slope.

| Slope changes; desc. 115 ft. over broken SW. slope,

| Wash, 3 ft. deep, 20 lks. wide, drains NW.; asc. NE.
ﬁli}pﬁ:

E Dirt road, bears NW, and SE,, on low rise; desc, 25 ft,
. over gentle W, slope.

. The cor, of secs. 13, 18, 19 and 24, on the W, bdy. of
. the Tp., an iron post 2% ins, diam., set, mkd. and

' witnessed as described in the resurvey of a portion
of the E, bdy* of T. 20 8., R. 25 Eﬂ; in 1963,

. Land, broken,

| Soil, gravelly with exposed sandstone.,
| Timber, scattered juniper.

T , Ba gﬁbﬂmh .

Prom the cor., of secs. ?* 33 17 and 18,
18,
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Dependent Resurvey, Portion, T. 20 S., R. 26 E,

CHAINS

9.30 Wash, 4 ft., deep, 30 1ks. wide, drains SW.; thence along
gentle S. slope. , . .

19.50 Small wash, drains S., about 5 chs..to junction, continug
along S. slope,

22,50 Base of sandstope butte, bears NE. and SW. about 5 chs.;
thence W,; asc. 230 ft, over ledges facing E.; thence by
traverse, topography scaled. . .

28.20 Crest same butte, bears NE. and W.; thence over top of
butte. .

40,02 Point for the 1/4 sec. cor. of secs. 7 and 18, at mid-
point, falls on ledgy S. slope on butte and cannot be
monumented; there is no evidence of original corner,
Continue over butte,

41,00 W. crest of butte, bears N. and curves SE.; desc. 200 ft.
over ledges facing W.

» 43,60 W. base of butte, bears N. and S.

43,70 Point selected for the witness 1/4 sec. cor, of secs, 7
and 18,

Set an iron post 30 ins. long, 2% ins. diam,, 24 ins.
in the ground, in a collar of stone, with brass cap mkd,

T20S R26E

L S7 W
S18 C

1964

Desc, 15 ft. along S. slope, through scattered juniper.
46,70 Small wash, drains S..

51.70 Spur, slopes S.; desc, 36 ft, aiong S. siope.

55.50 Small wash, drains S.; asc. 25 ft. along S. slope.
59.70 Spur, slépes S.; desc. 20 ft. aiong S, slope.

63.00 Small wash, drains SW.

67.50 Small spur, slopes S.; desc, 30 ft, o;er W. élope.

71.50 Wash, 3 ft. deep, 20 lks. wide, drains S¢; asc. 15 ft.
along S. slope. -

80.04 The cor. of secs. 7, 12, 13 and 18, on the W. bdy. of
the Tp.,, an iron post 2% ins. diam,, set, mkd, and wit-
nessed as described in the resurvey of a portion of the
E. bdy. of T. 20 S., R, 25 E., in 1963,

Land, broken.

Soil, sandy gravel with exposed sandstone.
Timber, very scattered juniper.
Undergrowth, sagebrush,

9180—7 (October 1964) (formerly 4—673b) USDI~—BLM FIELD NOTE PAPEF
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6.20

12.50

40.18

23,10

27.80

34,40

39,80

40,02

10

Dependent Resurvey, Portion, T. 20 S,, R. 26 E,

From the cor., of secs, 7, 8, 17 and 18.
North, bet.. secs., 7 and 8.

Over rolling desert land, covered with sagebrush and
scattered juniper; desc. 20 ft, along general W. slope.

Wash, 3 ft, deep, 20 lks. wide, drains SW. from E.; asc.
30 ft. along W. slope,

Low rise, slopes W.; desc. 40 ft, along W, slope. Leave
timber.

The 1/4 sec. cor. of secs. 7 and 8, marked by a sandstone
4x12x18 ins. plainly mkd. 1/4.

At the corner point

Set an iron post 36 ins. long, 1 in, diam., 12 ins. in
the ground, in a mound of stone 4 ft. base, 20 ins, high,
with brass cap mkd,

T20S R26E
L

[
S7|s8
1964

Place original stone W. of corner.,

N. 0° 02' w., beginning new measurement.
Continue along W, slope.

Wash, 2 ft, deep, 20 lks. wide, drains N. 80° W.; desc,
20 ft. along W, slope,

Wash, 5 ft. deep,.30 1ks; wide,‘drains W.

Risé, slopes W.; desc. 60 ft. over NW. slope, into small
hollow,

Wash in small hollow, drains S. 70° W.; asc. 65 ft, aver
S. slope.

N. crest of‘hollow; bears'E. and SW., continue along W.
slope,

The cor. of secs, 5, 6, 7 and 8; marked by a sandstone
6x8x14 ins., plainly mkd. 5 notches on S. and E. faces.

At the corner point

Set an iron post 30 ins; long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.,

T20S R26E

§6(S5
57|88

1964

Place original stone N. of corner.

GPO 845-166
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Dependent Resurvey, Portion, T. 20 S., R. 26 E.

CHAINS

Set steel fence post beside iron post.
Land, rolling.
Soil, gravelly.

Timber, scattered juniper on S. pdrtion.
Undergrowth, sagebrush,

S. 89° 55' W., bet. secs. 6 and 7.

Over desert bench land, on top of small rise.

6.20 Rise, slopes S, from NE.; desc., 130 ft. over W. slope,
into small hollow.

22,90 Wash, 5 ft. deep, 40 lks. wide, drains N. 85° W,; asc.
20 ft. along N. slope of hollow.

30.00 Bladed road on top of small rise, bears NW. and SE.;
desc. 30 ft. over NW, slope, into small hollow.

40.01 Point for the 1/4 sec. cor. of secs. 6 and 7, midpoint;
there is no evidence of original corner.

Set an iron post 30 ins.llong, 2% ins, diam., 24 ins,
in the ground, in a collar of stone, with brass cap mkd.

T20S R26E

ES S6 .
S7
1964

Desc. 10 ft. over gentle NW. slope.

41,80 Small wash, dralns SW.; asc, 10 ft. over gentle SE.
slope.

48.00 Small rise, slopes SW.; desc. 80 ft. over W. slope
of terrace.

59.00 Base of terrace, bears N, and S. irregular; thence over
level land in Colorado River bottom.

80.02 The cor. of secs. 1, 6, 7 and 12, on the W, bdy. of the
Tp., marked by an iron post 2% ins. diam., set, mkd. and
witnessed as described in the resurvey of a portion of
the E. bdy. of T, 20 S., R, 25 E.,  in 1963.

Land, rolling E. portion, level W. portion.

8011, gravelly E, portion, sandy clay W. portion.

Timber, none,

Undergrowth, sagebrush E. portion, greasewood W. portion.

From the cor. of secs. 5, 6, 7 and 8,
N. 0° 03' E., bet. secs., 5 and 6.

Over rolling land, covered with sagebrush; desc. 70 ft.
along W. slope.

9180-7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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17.30

39.76

40.16

44.80

57.00

82.15
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Dependent Resurvey, Portion, T. 20 S.,, R. 26 E.

Wash in small hollow, drains W., continue along W,
slope.

Point selected for the witness 1/4 sec. cor. of secs.
5 and 6. .

Set an iron post 30 ins. long, 2% ins, diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T20S R26E -

%

W G
solss
1964

Raised mound of 'stone 2% ft. base, 2% ft. high W,
of iron post, :

Cor. falls on S. bank of wash, which drains W,

Point for the 1/4 sec. cor. of secs. 5 and 6, at pro-
portionate distance, falls in wash and cannot be per-
petuated; there is no evidence of original corner; asc.
30 ft, along W. slope,

Rise, slopes W.; desc., 105 ft. over NW. slope.

Wash in small ravine, drains W. irregular, continue
along W. slope,

The cor. of secs. 5, 6, 31 and 32, on the N. bdy. of
the Tp., an iron post 2% ins. diam., set, mkd. and
witnessed as described in the resurvey of the S. bdy.
of T. 19 S., R. 26 E., in 1963,

Land, rolling.

Soil, gravelly,

Timber, none. ) .
Undergrowth, sagebrush and shadscale,

From the witness original meander cor. bet. secs. 1 and
6, T. 20 S., Rgs. 25 and 26 E., on the left bank of the
Colorado River, an iron post, set, mkd. and witnessed as
described in the 1963 field notes of the E. bdy., T. 20
S., R. 25 E,

Thence with a8 traverse along the present left bank of
the Colorado River upstream through sec. 6 for informa-

tion purposes only,

N. 42° 30' E., 7.81 chs. Along well defined bank 4 to
6 ft. high.

N. 32° 00' E., 9.90 chs.
N. 26° 00' E., 9.16 chs,
N. 20° 00' E., 4,71 chs.

N. 29° 00' E., 1.55 chs.

GPO 845-166
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Traverse of the Left and Right Banks of the
Colorado River, T. 20 S., R. 26 E.

CHAINS

N. 16° 30' E., 6.72 chs.

N. 17° 45' W., 3.45 chs, To a point N. 89° 52' W.,
0.89 chs, dist. from the
witness meander cor. of
secs, 6 and 31, Tps. 19
and 20 S,, R. 26 E., an
iron post, 2% ins. diam.,
set, mkd. and witnessed
as described in the 1963
field notes of the S. bdy.,
T. 19 s., R, 26 E,

Traverse of the Right Bank, Colorado River,
T. 20 S., R. 26 E,

From a point S. 0° 05' E., 22.87 chs. from the restored
meander cor. bet., secs. 1 and 6, T, 20 S., Rs. 25 and
26 E,

Thence with a traverse along the present right bank of
the Colorado River upstream through sec. 6 for informa-
tion purposes only.

N. 50° 40' E., 3,00 chs,

N. 24° 40' E., 21.70 chs.

N. 12° 39' E., 2,92 chs. Intersect the N. bdy of the
Tp., at a point S, 89° 52'
E., 10,30 chs, dist. from
the restored meander cor.
bet. secs. 6 and 31, Tps.
19 and 20 S.,, R. 26 E,

General Description

The portion of T, 20 S., R. 26 E,, covered by this
survey consists of broken desert land draining westward
to the Colorado River. The East Boundary of the town-
ship is formed by the Utah and Colorado State Boundary
between mile post 139 and 145. The main vegetation on
the township consists of scattered pinon and juniper,
with sagebrush undergrowth., The soil is gravelly with
exposed sandstone rims. No water was noted during the
survey. The elevation varies from about 4,320 to 5,850
ft. above sea level. Access to the township is by hard
surface and dirt road from Fruita, Colorado. There are
no habitations in the township.
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CERTIFICATE OF SURVEY

I, Craig P. Sylvester , HEREBY CERTIFY upon honor that,
in pursuance of special instructions bearing date of the 28 thday of May , 19 64,
and supplemental special instructions dated September 22, 1966

I have retraced a portion of the East Boundary (Utah-Colorado State Boundar

and dependently resurveyed a portion of the subdivisional lines and traver
the present banks of the Colorado River in Sec. 6 of Township 20 South, Ra

26 East

of the Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed by me and under my direction;
and that said survey has been made in strict conformity with said special instructions, the Manual
of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.

7 S
November 22, 1966 /Q{Z - A ///'iq, ,7:
(Date) 4 / /Cadnutra urveyor)

(SUPERVISORY)

(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL

SUckiniice ton e BUREAU OF LAND MANAGEMENT,

Date _g_U_N_&E . 36% I Washington, D. C.

The foregoing field notes of the retracement of a portion of the East Boundary (Uta
Colorado State Boundary), the dependent resurvey of a portion of the subdi
lines and a traverse of the Colorado River in Sec. 6 of Township 20 South,
26 East, Salt Lake Meridian, Utah

executed by Craig P, Sylvester, Supervisory Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

7T
//’1)/2 A o
(Date) (Chief, Division of Engineering)
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Dependent Resurvey of T. 11 N., R, 12 W., Salt Lake Meridian

The west 4 miles of the south boundary of T. 12 N., R.
12 W., were surveyed by G. V. M. Boutelle in 1872, the
east 2 miles of this boundary were surveyed by Joseph
Gorlinski in 1872 and the entire boundary was resurveyed
by H. Fitzhugh in 1883. The south, west and east bound-
aries of T. 11 N., R, 12 W. were surveyed by H. Fitzhugh
in 1883 and the subdivisional lines of T. 11 N., R. 12
W. were surveyed by E. W. Koeber in 1887. The following
field notes are those of a dependent resurvey of the S.
bdy. of T. 12 N., R. 12 W., the dependent resurvey of
the S., W. and E. bdys. and the subdivisional lines of
T. 11 N,, R, 12 W,

The resurvey was initiated on the official request of
the District Manager, Salt Lake District, Bureau of
Land Mangement, because of the multiple use and the
intermingled land pattern.

The survey was executed in accordance with the speci-
fications as set forth in the manual of surveying
instructions 1947, and the special instructions dated
February 20, 1967.

Before restoring the corners, the lines of the original
survey were retraced and a diligent search made for any
evidence of the original corners and any calls of the
original field note record. When duly identified, the
corner positions were remonumented.

The rules of proportionate measurement were applied in
order to ascertain the position of lost corners, after
completing the necessary retracements to connect with
the identified corner locations, but not until exhaust-
ing every reasonable possibility of finding direct
evidence for the control of each particular corner.

The direction of the lines of this survey were determinef

by the solar transit method,
The length of the lines were determined by chaining.

The geographic position for the southeagt corner of

the township is at Latitude 41° 37' =7" N. and AR

R e

line ties made to U,S.G.S. triangulation station Kelton,
at Latitude 41° 41' 44.245" N. and Lopgitude 113° 15'
03.263" W., located N, o £ E., :§§ chs. distance
from the 1/4 sec. cor. of secs. 7 and 8, T. 11 N., R,

12 W,

The magnetic declination was read at a number of sta-
tions throughout the survey and the average of the
several readings was found to be N, 17° 15' E.

Dependent Resurvey of the South
Boundary, T. 11 N., R. 12 W.

Reestablishment of the Survey Executed by
H. Fitzhugh, Deputy Surveyor in 1883,

(%)

ER Y

Longitude 113° 09' ' W., as computed from section R A Bpes ar

T S T
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36.00

40,20

14,00
39.40

40,20

Dependent Resufvey, 8. Bdy., T. 11 N,, R, 13 w.

The cor. of Tps. 10 and 11 N., Rs. 11 and 12 W. monu-
mented with a limestone, 14x8x6 ins., firmly gset in the
ground, and dimly mkd. with 6 notches on all 4 edges,

At the cor. point

Set' an iron post, 30 ins. long, 2% ins, in diam,., 24
ins. in the ground, with brass cap mkd,

T1IN
R12W R11W

$36(S31
51|86
T10N

R12W R1lW

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Bury the original cor, alongside the iron post,
S. 89° 11' W., bet. secs. 1 and 36.

Over nearly level desert land through medium dense
undergrowth,

Powerline, bears S. 2° E. and N. 2° w,

Wash, 12 lks. wide, &4 ft. deep, drains N, 15° E,

The % sec. cor. of secs. 1 and 36, monumented with a
limestone, 9x8x4 ins., firmly set in the ground and mkd.
% on the N. face (record limestone 14x8x6).

At the cor. point

Set an iron post, 30 ins, long, 2% ins. in diam., 24 ins
in the ground with brass cap mkd.

T11N R1l2w

% 536
S1

T10N R12W
© 1967

Set a steel fence post, 6 ft, long; 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.,

S. 88° 49! w., beginning new measurement,

Wash, 10 1ks. wide, 2 ft. deep, drains N. 8° E,
Wash, 14 1ks, wide, 10 ft. deep, drains N, 10° E,
The cor., of secs, 1, 2, 35 and 36, monumented with a
limestone, 13x8x6 ins., firmly set in the ground and

mkd. with 1 notch on the E, and 5 notches on the W,
edges,

e e e
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Dependent Resurvey, §. Bdy., T, 11 N., R. 13 W.
CHAINS ' )

At the cor. point

Set an iron post, 30 ihs. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12w

835836
S$2|51
T1ON R12w

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post,

Bury the original cor., alongside the iron post.

Land, nearly level desert,

Soil, sandy clay.

No timber.

Undergrowth, medium dense greasewood and shadscale.

S. 89° 11' W., bet. secs. 2 and 35.

Over gently rolling desert land through medium dense
undergrowth.

10.70 Wash, 15 lks. wide, 5 ft, deep, drains N. 12° E.

17.70 Wash, 30 lks. wide, 7 ft, deep, drains N. 34° E.

30.50 Wash, 13 lks. wide, 2 ft. deep, drains N. 7° E.

40,06 The % sec. cor. of secs. 2 and 35, monumented with a
limestone, 9x8x4 ins.,, firmly set in the ground and mkd.
% on the N. face (record limestone 12x12x5 ins.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12W

5§35
& S2
T1ON R12wW

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

§. 89° 37' W., beginning new measurement.
11.90 Wash, 25 lks. wide, 7 ft. deep, drains N. 48° E.
19.30 Trail road, bears N. 9° E, and S. 9° W.

38.70 Trail road, bears N. 29° W. and S. 29° E,

B0—7 (October 1964) (formerly 4—673b) USDI~—BLM FIELD NQTE PAPER



CHAINS

40.01

18.65

29.90

38.70

39.97

37.65

Dependent Resurvey, S. Bdy., T. 11 N., R, 12 W,

The cor. of secs, 2, 3, 34 and 35, monumented with a

limestone, 14x10x5 ins., firmly set in the ground and
mM.wﬂh2ndesm1meE.md4nudwsm1mew.
face. - '

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam.,, 24 ins.
in the ground, with brass cap mkd.

TLIN R12W
§34]835
S§3|s2
TI1ON R12W
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post,

Bury the original cor alongside the iron post.

Land, gently rolling desert.

Soil, sandy clay,

No timber. : :

Undergrowth, medium dense, shadscale and sagebrush.

S. 89° 51' W., bet, secs. 3 and 34,
Over desert land, sleping gently to the NE.; asc. 40 ft,

Wash, 8 lks. wide, 2 ft, deep, drains N. 45° E,; asc.
45 ft. over NE,. slope.

Wash, 11 lks. wide, 4 ft. deep, drains N. 70° E.; asc.
100 ft. over NE. slope,

Wash, 8 lks. wide, 4 ft, deep, drains N. 20° E,; asc.
65 ft. over NE, slope,

Wash, 13 1ks, wide, 4 ft. deep, drains N, 42° E.
Point for the % sec. cor. of secs. 3 and 34, at pro-
portionate distance; there is no remaining evidence

of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground, and in a mound of stone, 3 ft. base,

to top, with brass cap mkd.

T1IN R12W
S34
% S3
TION R12W
1967

Bury broken glass around the iron post,

Asc, 130 ft. over NE. slope.

Wash, 12 lks, wide, 4 ft. deep, drains N. 48° E,; asc.
100 ft. over NE, slope. - ’

GPO 845-1
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65,10

68,15

69.75

79.94

Dependent Resurvey, S. Bdy., T. 11 N., R. 12 W.

Spur, projects N. 22° W,; thence across nearly level
top of spur.

Trail road, bears S. 22° E, and N. 22° W.
Dirt road, bears S. 33° E, and N. 33° W.

Point for the cor. of secs. 3, 4, 33 and 34, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins, long, 14 ins. in the ground,
to solid rock and in a mound of stone, 3% ft. base, to
top, with brass cap mkd.

T1IN R12W

S$33(834
S4|83
TION R12W
1967

Land, rolling and desert hills.

Soil, rocky clay.

No timber. . .

Undergrowth, medium dense shadscale, sagebrush, scant
grass,

7.30

13,50

24,30

26.85

39.97

79.94

S. 89° 51' W., bet. secs. 4 and 33.

Over low desert mountains through medium dense under-
growth.

Trail road, bears S. 40° W. and N. 40° E.; asc., 65 ft.
Top of rise; desc. 205 ft. over W. slope.

Abandoned Central Pacific Railroad grade, bears S. 5° W,
and N. 5° E.; thence over gently rolling land.

Trail road, bears S. 10° W. and N. 10° E.

Point for the % sec. cor. of secs. 4 and 33, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron bost, 30 ins. long, 2% ins. in diam., 24
ins, in the ground, with brass cap mkd.

T11N R12W

s33
% sS4
T10ON R12W

1967
Bury broken glass around the iron post.
Point for the cor. of secs., 4, 5, 32 and 33, at pro-

portionate distance; there is no remaining evidence of
the original cor.

T AS

-
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39.97

45,65

78.40

79.94

Deﬁendént Résurvey, S. Bdy., T, 11 N., R, 12 W,

Set an iron post, 30 ins. long, 2% ins. in diam,, 24
ins. in the ground, with brgss cap mkd,

T1IN R12W
$32[533
S5[s4
T1ON R12W
1967

Set a steel fence post, 6 ft. long, 24 ins. in
the ground, alongside the iron post.

Land, nearly level and desert hills.

Soil, sandy clay,

No timber.

Undergrowth, medium dense, shadscale and sagebrush.

- Trail road, bears N. 72° E, and §. 72° W.; asc., 75 ft.

S. 89° 51' W., bet. secs. 5 and 32.

Over nearly level desert land through medium dense
undergrowth,

Point for the % sec. cor. of secs., 5 and 32, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam,, 24
ins. in the ground, with brass cap mkd.

TL1IN R12wW

1 _ 832
* 7 s5
T1ON R12W

1967

Bury broken glass around the iron post.

over gentle E, slope,
Low spur, projects S, 10° E.

The cor. of secs. 5, 6, 31 and 32, monumented with a
trachyte stone, 25x13x7 ins., firmly set in the ground
and mkd. with 5 notches on the E. and 1 notch on the W.
edge, .

At the cor. point

Set an iron post, 30 ins. long, 2% ins., in diam., 12
ins. in the ground to solid rock and in a mound of stone)
3% ft. base, to top, with brass cap mkd.,

T1IN R12wW

831832
56|55
T1ON - R12W

1967

Set a steel fence post, 6 ft. long, 2 ft. in the

ground alongside the iron post.,

GPO 845-1: !
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10.60

39.96

40,73

Dependent Resurvey, S, Bdy., T. 11 N., R, 12 W,

i —

Bury the original cor. in the mound alongside the
iron post.

Land, gently rolling desert,

Soil, sandy and rocky clay,

No timber.

Undergrowth, medium dense shadscale, sagebrush, scant
grass,

S. 88° 21' W., bet. secs. 6 and 31.
Over gently rolling desert land.
Trail road, bears S, 10° E. and N, 10° W.

The % sec. cor. of secs. 6 and 31, monumented with a
trachyte stone, 18x12x6 ins., firmly set in the ground
and mkd. % on the N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12W

S31
% S6
T1O0N R12W

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post,

Bury the original cor. alongside the iron post.
S. 88° 20' W., beginning new measurement.

The cor. of Tps. 10 and 11 N., Rs. 12 and 13 W,, monu-
mented with an iron post, 2% ins. in diam., with a
steel fence post set alongside brass cap mkd.

T11N
R13W R12W

$36/531
S1|s6
T10N
1967

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense shadscale, grass and weeds.

Dependent Resurvey, W, Bdy., T. 11 N., R. 12 W, i

Reestablishment of the Survey Executed by
H. Fitzhugh, Deputy Surveyor in 1883.
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Dependent Resurvey, W. Bdy., T. 11 N., R. 12 W,

CHAINS

From the cor. of Tps. 10 and 11 N., Rs. 12 and 13 W.,
hereinbefore described.

N. 0° 45' W., bet. secs, 31 and 36.
Over nearly level desert land through scant undergrowth.

41.01 Point for the % sec. cor. of secs. 31 and 36, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam,., 24
ins. in the ground, with brass cap mkd. ’

T1IN

R13W R12w
%

Z
$36|s31
1967

Set a steel fence poét, 6 ft. lohg, 2 ft. in the
ground, alongside the iron post,

48.90 | Wash, 25 lks. wide, 4 ft., deep, drains S. 56° E.

54.40 | Wash, 12 lks. wide, 4 ft. deep, drains S. 78° E.

61.00 Wash, 30 lks. wide, 5 ft. deep, drains S. 76° E.

72.60 Wash, 5 lks., wide, 2 ft. deep, drains S, 24° E.

82.02 The cor. of secs. 25, 30, 31 and 36, monumented with a
trachyte stone, 10x8x6 ins., firmly set in the ground
“and mkd. with 1 notch on the $. and 5 notches on the
N, edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam,, 24
ins. in the ground, with brass cap mkd.

T11N
R13W R12W

5251830
$36|531
. 1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

Land, nearly level desert.

Soil, sandy clay,

No timber.

Undergrowth, scant shadscale, grass and weeds.

N. 0°09' E., bet, secs. 25 and 30.

GPO 848-1
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Dependent Resurvey, W, Bdy., T. 11 N., R. 12 W,
CHAINS

Over nearly level desert land through medium dense
undergrowth.

5.90 Trail road, bears N. 56° W. and S. 56° E.

10.90 Wash, 8 lks. wide, 2 ft. deep, drains S. 33° E.; asc.
65 ft. over a SW. slope.

24,60 Rocky point, projects N. 20° W.; desc. 75 ft. over a
NE. slope.

39.37 The % sec. cor. of secs. 25 and 30, monumented with a
trachyte stone, 22x12x7 ins., firmly set in the ground
and mkd. % on the W, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground to solid rock and in a mound of
stone, 3% ft. base, to top, with brass cap mkd.

T11IN
R13W R12W

%
$25/530
1967

Bury the original cor. in the ground and mound
alongside the iron post.

N. 1° 12' W., beginning new measurement.

20.15 Wash, 8 lks. wide, 1 ft. deep, drains S. 89° W.

26.25 Wash, 17 lks, wide, 4 ft. deep, drains S. 33° W,

29.55 Trail road, bears N. 59° W. and S. 59° E.

40.85 The cor. of secs. 19, 24, 25 and 30, monumented with a
trachyte stone, 15x8x7 ins., firmly set in the ground
and mkd. with 2 notches on the S. and 4 notches on the

N. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

" T1IN
R13W R12W

§24(819
§25(830
1967

Set a pine post, 5 ft. long, 5 ins. in diam., alongt
side the iron post.

Bury the original cor. alongside the iron post.

0-7 (October 1964) (formerly 4—673h) USDI——BLM FIELD NOTE PAPER
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CHAINS

7.95

37.00

38.30

39.97

.85

22.60

32,15

39.90

40,15

10

Dependent Resurvey, W. Bdy., T. 11 N., R. 12 W.

Land, gently rolling desert.

Soil, sandy clay.

No timber. :

Undergrowth, medium dense shadscale, grass and weeds.

N. 0° 13' W., bet. secs, 19 and 24.
Over nearly level desert land through scant undergrowth,

Improved dirt road, bears N. 71° E, to Kelton, and S.
71° W. to Rosebud; asc. 50 ft. over gentle S, slope,

Top of rise.

Trail road, bears N. 44° E. and S. 44° W.

The % sec. cor. of secs. 19 and 24, monumented with

a trachyte stone, 15x8x5 ins., firmly set in the ground
and mkd. % on the W. face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11IN
R13W R12W

%
S24|s19
1967

Raise a mound of stone, 3 ft. base, 2% ft. high,
W. of the cor.

Bury the original cor. alongside the iron post,

N. 0° 58' W., beginning new measurement.

Trail road, bears N, 70° W, and S. 70° E.

Trail road, bears N. 88° E, and S. 88° W.

Wash, 4 lks. wide, 2 ft., deep, drains N, 75° W.

Trail road, bears N. 74° E. and S. 74° W;

Point for the cor. of secs. 13, 18, 19 and 24 at pro-
portionate distance; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

TLIN
R13W R12w

S13is18
$24|819

1967

GPO 848-1
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26.20

33.60

40.15

61.60

79.00

80.30

11

VDependent Resurvey, W, Bdy., T, 11 N., R, 12 W,

13

Set a steel fence post, 6 ft. long, 2 ft, in the
ground, alongside the iron post.

Land, gently rolling desert.
Soil, sandy clay.
No timber.

Undergrowth, medium dense shadscale, sagebrush, scant
grass.

- Wash, 6 lks., wide, 2 ft. deep, dratns S, 50° W

' Wash, 18 lks. wide, 6 ft. de.

N, 0° 58' W., bet. secs. 13 and 18.

Over gently rolling desert land through medium dense
undergrowth,

Wash, 11 lks. wide, 4 ft. decp, drains N. 79° W,
Wash, 20 lks, wide, 3 ft. deep, drains N. 89° W.

Point for the % scc. cor. of secs. 13 and 18, at pro-
portionate distance; there is no remaining cvidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN

R13W Rl12w
1

S13.518
1967

Set a steel fence post, 6 fc., long, 2 fet. in the
ground, alongside the iron post,

, drains S, 77° W,; enter
widely scattered timber.

The cor. of secs. 7, 12, 13 and 18, monumented with a
trachyte stone, 16x10x6 ins., firmly sct in the ground
and mkd. with 2 notches on the N, and 4 notches on the
S. edge (record a trachyte 19x12xl} ins.,).

At the cor, point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. {n the ground, with brass cap mkd.

TLIN
R13W R12w

sl2(s7
S13|s18
1967

Raise a mound of stone, 3 ft. base, 2 ft, high,
W, of the cor.

Bury the original cor. alongside the iron post.

)7 (October 149404 (formecly 4—6735) USDI—-—BILLM
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4.20

7.20

18.80

23.70

40.44

12

‘Dependent’ Resurvey, W, Bdy., T. 11 N,, R, 12 W,

Land, rolling desert,

Soil, sandy clay.

Timber, widely scattered juniper the last 1,30 chs,
Undergrowth, medium dense sagebrush, shadscale, scant
grass.,

8.00"

40.30°

N. 0° 09' W., bet, secs. 7 and 12,

Over gently rolling desert land through scattered timber
and medium dense undergrowth.

Wash, 4 lks. wide, 3 ft. deep, drains S. 67° W,
Wash, 8 lks. wide, 2 ft, deep, drains S. 73° W.

The % sec. cor., of secs. 7 and 12, monumented with a
limestone, 24x20x10 ins., firmly set in the ground and
mkd. % on the W. face.

At the cor. point

Set an’'iron post, 30 ins. long, 2% ins. in diam,., 20
ins. in the ground, and in a collar of stone, with brass
cap mkd,

T11N
R13W R12W

%
s12]|s7

1967

Bury the original cor. alongside the iron post,

N. 0° 10' W., beginning new measurement.

Wash, 12 lks. wide, 2 ft, deep, drains N. 76° W.
Wash, 8 lks. wide, 3 ft., deep, drains S. 69° W,

Wash, 3 lks. wide, 3 ft, deep, drains N. 33° W.

The cor. of secs. 1, 6, 7 and 12, monumented with a
limestone, 18x16x7 ins., firmly set in the ground and
mkd. with 1 notch on the N. and 5 notches on the S.
edge. .

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 22
ins. in the ground, with brass cap mkd.

T1IN
'RL3W R12W

51|56
S12(s7
1967

Raise a mound of stone, 2% ft, base, 2 ft, high
W. of the cor.

GPO 845-1
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3.50
14.30
20.40
34.05

40,50

13

Dependent Resurvey, W. Bdy., T. 11 N., R, 12 W,

Bury the original cor. alongside the iron post.

Land, rolling desert.

Soil, sandy clay.,

Timber, widely scattered juniper.

Undergrowth, medium dense shadscale, sagebrush, scant
grass and weeds.

N. 1° 13" W., bet. secs. 1 and 6.

Over folling desert land through medium dense under -
growth,

Wash, 6 lks. wide, 2 ft. deep, drains §. 77° W,
Trail road, bears N. 86° E. and S. 86° W.

Wash, 4 lks. wide, 2 ft. deep, drains N, 79° Ww.
Wash, 4 lks. wide, 1 ft. deep, drains S. 56° W.

The % sec. cor. of secs. 1 and 6, monumented with a
limestone, 20x9x8 ins., firmly set in the ground and
mkd. % on the W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, in diam., 24 ins.
in the ground, with brass cap mkd.

T1IN
R13W R12W
1

3
S1|sé6
1967

Raise a mound of stone; 2 ft, base, 2 ft, high,
W. of the cor.

Bury the original cor. alongside the iron post.

N. 1° 05' E., beginning new measurement.,

Wash, 5 lks. wide, 2 ft. deep, drains N. 66° W.
Wash, 9 1lks. wide, 4 ft. deep, drains N. 68° W.
Trail road, bears N..75° W, and S. 75° E.

Intersect the §. bdy. of sec. 36, T, 12 N., R, 13 W,

Point for the closing cor. of Tp, 11 N., Rs, 12 and 13
W.; there is no remaining evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
"ins. in the ground, with brass cap mkd.

0—~7 (October 1964) (formerly 4—673b) USDI——BLM
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Dependent Resﬁrvey, W. Bdy., T, 11 N., R, 12 W,

T12N R13W
536

81|56

Ci|C

T11N
R13W R12wW

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the 1iron post,

From the point of intersection, the cor. of secs., 31 and
36, T. 12 N., Rs, 12 and 13 W., bears N, 89° 26’ E.,
14,14 chs. distance, monumented with an iron post, 30
ins. long, 2% ins. in diam., set 22 ins. in the ground,
with a steel fence post alongside and brass cap mkd.

T12N
R13W R1ZW

536531

1967

Land, gently rolling desert.

Soil, sandy clay,

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass,

Dependent Resurvey, S. Bdy., T. 12 N,, R, 12 W,

Reestablishment of the Resurvey Executed by
H. Fitzhugh, Deputy Surveyor in 1883,

From the cor. of secs. 31 and 36, Tps. 12 N., Rs, 12
and 13 W., an I.P, 2% ins., diam., 22 ins. in the ground,
set, mkd. and witnessed as described in the field notes
of T. 11 N., R, 13 W., surveyed concurrently under this
same group.

N. 89° 21' E., along the S, bdy. of sec., 31.

Over rolling desert land through medium dense under-
growth. :

Point for the % sec. cor. of sec, 6, T, 11 N., R. 12 W.,
at proportionate distance,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground; with brass cap mkd. '

¥ 86
T1IN R12W
1967

Set a steel fence post, 6 ft., long, 2 ft. in
the ground, alongside the iron post.’

GPO 84:
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Dependent Resurvev, S. Bdy.. T. 12 N. R. 12 W,
CHAINS

31.00 Trail road, bears S, 65° W, and N. 65° E.

40,07 The %.sec. cor. of secs. 6 and 31, monumentéd with a
lava stone, 10x8x6 ins., firmly set in the ground and
mkd. % on the N, face.

This cor. will now function as the % sec. cor. of sec.
31 only.

At the cor. point

Set an iron post, 30 ins. long, 2% ins., in diam., 24
ins. in the ground, with brass cap mkd.

T12N R12W
L 831

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Bury the original cor. alongside the iron post.,

N, 89° 20' E,, beginning new measurement.

5.50 Wash, 10 lks. wide, 3 ft. deep, drains N. 35° W.; asc.
95 ft. along a NW. slope,

37.65 Wash, 12 lks. wide, 4 ft, deep, drains N. 26° W.

40.01 The cor. of secs. 5, 6, 31 and 32, monumented with a
sandstone, 8x8x8 ins., firmly set in the ground and mkd.
with 1 notch on the W. and 5 notches on the E, edge and
witnessed by a small mound of stone, W,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam,, 24
ins. in the ground, with brass cap mkd.

T12N R12W-
§31]832
$6{S5
T11N
1967

Set a steel fence post, 6 ft. long, 2 ft, in the
ground, ‘alongside the iron post.’

Raise a mound of stone, 3 ft. wide, 2 ft, high,
W. of the cor. '

Bury the original cor. alongside the iron post.

Land, rolling desert,

Soil, sandy and rocky clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass,
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14,50

25.00

40.31

1.15

19.40

32,35

33.25

40.13
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Dependent Resurvey, 5. Bdy., T. 12 N,, R, 12 W,

N. 88° 52' E., along the S. bdy. of sec. 32,

Over rolling desert land through medium dense under-
growth.

Wash, 20 lks. wide, 1 ft. deep, drains N. 75° W,; asc,
95 ft. over NW. slope.

Top of rise, then desc. gradually along NE. slope,

The % sec. cor., of secs., 5 and 32, monumented with a
trachyte stone, 17x10x8 ins., firmly set in the ground
and mkd. % on the N. face, witnessed by a small mound
of stone, W.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T12N R12W

1 S$32
" 85

T11N
1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

'S, 86° 57" E., beginning new measurement.

Trail road, bears S. 17° E. and N. 17° W,

Trail road, bears S. 80° E. and N. 80° W.; desc. 65 ft.
along NE. slope.,

Wash, 15 lks. wide, 4 ft. deep, drains N, 52° E,

0ld fence, 3-strand barbed wire, bears N. 21° E. and
S. 21° W,

The cor, of secs, 4, 5, 32 and 33, monumented with a
trachyte stone, 16x9x5 ins., firmly set in the ground
‘and mkd, with 2 notches on the W. and 4 notches on the
E. edge.’

At the cor. point

Set an iron post, 30 ins, long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T12N R12w
S$32(s33
S5(s4
T1IN
1967

GFPO
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Dependent Resurvey, S. Bdy., T. 12 N., R, 12 W.
CHAINS ‘

Set a steel fence post, 6 ft. long, 2 ft. in
the ground, alongside the iron post.

Bury the original cor. alongside the iron post.

Land, rolling desert.

Soil, rocky clay.

No timber. -

Undergrowth, medium dense sagebrush, shadscale, scant
grass.

S. 89° 36' E., along the S. Bdy. of sec. 33.

Over rolling desert land through medium dense under-
growth; desc. along a gentle NE. slope,

8.00 Trail road, bears S, 70° E. and N, 70° W.

13.10 Trail road, bears S. 60° W, and N. 60° E,; desc. 50 ft.
along a NE, slope.

34,45 Wash, 5 1lks. Qide, 5 ft. deep, drains N. 70° E,.
39.89 The % sec. cor. of secs. 4 and 33, monumented with a
limestone, 18x10x5 ins., firmly set in the ground and

mkd. % on the N, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins
in the ground, with brass cap mkd.

T12N R12W

§33
% 54

T11N
1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

N. 89° 54' E., beginning new measurement.
3>

5.60 Wash, 50 lks. wide, 7 ft. deep, drains N. 80° E.
27.50 Wash, 20 lks. wide, 6 ft. deep, drains N. 59° E.
40,35 The cor. of secs. 3, 4, 33 and 34, monumented with a
' lava stone, 19x6x6 ins., firmly set in the ground and
mkd. with 3 notches on the E, and W. edges,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.
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37.80

39.47

17.80

39.53
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Dependent Resurvey, S. Bdy., T. 12 N., R, 12 W,

T12N R12W
533|834
S—JST

T1IN
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

Land, rolling desert.

Soil, rocky clay.

No timber,

Undexrgrowth, dense sagebrush medium shadscale,

N. 89° 06' E., alohg the S. bdy. of sec. 34,
Over-rolling desert land through medium dense undergrowth
Trail road, bears S. 4° W. and N, 4° E,

The % sec. cor. of secs. 3 and 34, monumented with a
lava stone, 16x10x8 ins., firmly set in the ground and
mkd. % on the N, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam,, 24
ins. in the ground, with brass cap mkd.

T12N R12W

y 834
S3
TL1N
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post,

Bury the original cor. alongside the iron post,

N. 88° 06' E., beginning new measurement.

Trail road, bears S. 25° W. and N. 25° E. Fence bears
irregularly E,

The cor. of secs. 2, 3, 34 and 35, monumented with a
trachyte stone, 18x10x7 ins., firmly set in the ground
and mkd. with 4 notches on the W. and 2 notches on the
E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

GPO
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Dependent Resurvey, S. Bdy., T. 12 N., R. 12 w,.

CHAINS
T12N R12W
S$34(835
S$3]s2
T11N
1967
Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.
Bury the original cor. alongside the iron post,
"The above cor. is set in an E-W fence,
Land, rolling desert.
Soil, sandy clay.,
No timber. .
Undergrowth, medium dense sagebrush, shadscale, scant
grass,
N. 88° 00' E., along the S. bdy. of sec. 35,
Over rolling desert land through medium dense undergrowth
along a fence line.
41.57 The % sec. cor. of secs. 2 and 35, monumented with a

wooden post, 4 ft, long, 3 ins. squared, set in a small
mound of earth and stone, and mkd. % on the N. side.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. in diam,.,, 24
ins. in the ground, with brass cap mkd.

T12N R1l2W
3 S35

52
T1IN

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Reset the original cor. alongside the iron post.

S. 89° 46' E., beginning new measurement.

Continue along fence line.

10.50 Wash, 10 lks. wide, 4 ft. deep, drains N. 15° E.

36.00 Trail road, bears S. 23® E. and N. 23° W.

40,17 The cor. of sees. 1, 2, 35 and 36, monumented with a
wood post, 4 ft, long, 3 ins. squared, set in a small
mound of earth and stone, and mkd. with 1 notch on the

E. and 5 notches on the W. Side.‘

At the cor. point
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bependent Resurvey, S. Bdy., T. 12 N,, R. 12 W,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T12N R12W
$35|836
$2|S1
T11N
1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post.

Reset the original cor. alongside the iron post,

Land, gently rolling desert.

Soil, sandy clay.

No timber.

Undergrowth, dense sagebrush, scant shadscale and
grass,

S. 89° 26' E, along the S. bdy. of sec. 36.

Over gently rolling desert land, through medium dense
undergrowth, along a barbed wire fence.

Point for the % sec. cor., of sec. 1, T. 11 N., R, 12 W
at proportionate distance.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

¥ s1
T1IN R12W
1967

Set a steel fence post, 6 ft. long, 2 ft, in the
ground, alongside the iron post,

The % sec. cor. originally set for, the % cor. of secs
land 36, monumented with a limestone, 16x8x7 ins.,
firmly set in the ground and mkd. % on the N. face.

This cor. will now function as the % sec. cor. of sec.
36 only.

At the cor. point

Set an iron post, 30 ins., long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T12N R12W
$36
1967

The above cor. is set in a fence bearing irregularly

E. and W."

N. 89° 13' E., beginning new measurement.

GPO
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Dependent Resurvey, S. Bdy., T. 12 N., R. 12 w,

CHAINS
1.10 Wash, 6 lks. wide, 3 ft. deep, drains N. 75° E.
8.70 Wash, 15 lks. wide, 4 ft. deep, drains S. 1° E.
24,24 The closing cor. of secs. 1 and 6, Tps. 11 N., Rs, 11
and 12 W., monumented with a limestone, 12x8x8 ins,,
firmly set in the ground and mkd, with 6 notches on
the S., Ef and W, edges{
At the cor. point
Set an iron post, 30 ins. long, 2% ins, in diam., 24
ins. in the ground, with brass cap mkd.
T12N R12W
$36
S1]/S6
c'C
TLIN
R12W R11W
1967
Set a steel fence post, 6 ft., long, 2 ft, in the
ground, alongside the iron post,
40.18 The cor. of Tps. 12 N., Rs. 11 and 12 W., monumented

with a limestone, 18x9x6 ins., firmly set in the ground,
mkd. with 6 notches on the E., W. and N, edges,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T12N
R12W R11W

836|531

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor, alongside the iron post,

Land, gently rolling desert.

Soil, sandy clay,

No timber.

Undergrowth, medium dense sagebrush and grass.

Dependent Resurvey, E. Bdy., T. 11 N. R, 12 W,

Reestablishment of the Suxvey Executed by
H. Fitzhugh, Deputy Surveyor in 1883.
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Depeﬁdent Resurvey, E. Bdy., T, 12 N.,, R, 12 W,

From the cor. of Tps., 10 and 11 N., Rs. 11 and 12 W,,
hereinbefore described.

N. 0° 43' W,, bet. secs. 31 and 36.

Over nearly level desert land through medium dense
undergrowth.

Point for the % sec. cor. of secs. 31 and 36, at pro-
portionate distance; there 1is no remaining evidence of
the original cor,

Set an iron post, 30 ins. long, 2% ins, in diam., 18
ins. ‘in the ground, to solid rock and in a collar of
stone, with brass cap mkd.

T11IN
R12W R11W

4
$36|S31

1967

Set a steel fence post, 6 ft. long, 18 ins. in
the ground, alongside the iron post.

The cor. of secs. 25, 30, 31 and 36, monumented with

a wood post, 4 ft. long, 3% ins. square, set in a small
mound of earth and stone, mkd. with 1 notch on the S.
and 5 notches on the N. face.

At the cor., point

Set an iron post, 30 ins. long, 2% ins, in diam., 24
ins. in the ground, with brass cap mkd.

T11IN
R12W R11W

S$25(s30
536|831
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Reset the original cor. alongside the iron post.

Land, nearly level desert,

Soil, sandy clay,

No timber.

Undergrowth, medium dense shadscale, sagebrush, grass
and weeds.

N. 0° 50' W., bet. secs. 25 and 30.

Over nearly level desert land through medium dense
undergrowth,

Trail road, bears S. 60° E, and N. 60° W.

GPO
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Dependent Resurvey, E. Bdy., T. 11 N., R, 12 y.
CHAINS ’ ‘

40.27 Point for the % sec. cor., of secs. 25 and 30 at pro-
portionate distance; there is no remaining evidence of
the original cor,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins., in the ground, with brass cap mkd.

T1IN
R12W R11W

4
$25(s30

1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post.

54,70 Powerline, bears S. 6° 05' W. and N. 6° 05' E.

64.55 Trail road, bears irregularly E, and W.

80.54 The cor. of secs. 19, 24, 25 and 30, monumented with

a wood stake, 22 ins. long, 3 ins. squared, sct in a
small mound of stone; the wood stake is dimly mkd. but
well enough to identify.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN
R12W R11W

$24]s519
$25(530

1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

Land, nearly level desert.

Soil, sandy clay,

No timber,

Undergrowth, medium dense shadscale, greasewood and
weeds,

N, 0° 50' W,, bet., secs. 19 and 24.

Over nearly level desert land through medium dense
undergrowth. :

40,77 The % sec. cor. of secs. 19 and 24, monumented with a
wood stake, 3 ft, long, 3 ins. squared, set in a small
mound of stone, and mkd. % on the W. face.

At the cor. point

0=7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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CHAINS

40.13

12.95

23.45

40.13

24

Dependent Resurvey, E. Bdy., T. 11 N., R. 12 W,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N
R12W R11W

%
S24(519

1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post,

Reset the original cor. alongside the iron post.

N. 0° 36' W., beginning new measurement.

Point for the cor. of secs. 13, 18, 19 and 24, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N
R12W R11W

S13(s18

S24|s19
1967

Set a steel fence post, 6 ft, long, 2 ft., in the
ground, alongside the iron post,

Land, nearly level desert,

Soil, sandy clay.

No timber.

Undergrowth, scant shadscale and grass,

N. 0° 36' W., bet. secs. 13 and 18,

Over nearly level desert land through scant undergrowth,
Bladed dirt road, bears S. 13° W. and N, 13° E.

Wash, 40 lks. wide, 6 ft. deep, drains irregularly E.
The % sec. cor. of secs. 13 and 18, monumented with a
limestone, 14x8x7 ins., firmly set in the ground and

mkd. % on the W, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, in diam., 20

ins. in the ground and in a collar of stone, with brass
cap mkd.

GPO



CHAINS

12,20
19.00
29.40
38.10

39.90

2.65

16.00

25
Dependent Resurvey, E, Bdy., T. 11 N., R. 12 W,

T1IN

R12W R11W
% .
S13|s1
1967

Set a-steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

N. 1° 21' w., beginning new measurement.

Wash, 18 lks. wide, 5 ft. deep, drains N. 65° E.

Wash, 14 lks. wide, 3 ft, deep, drains N. 76° E.
Improved dirt road, bears S. 11° E. and N, 11° W.
Powerline, bears S. 10° 58' E. and N. 10° 58' W.

The cor. of secs. 7, 12, 13 and 18, monumented with

a quartzite stone, 8x8x5 ins., firmly set in the ground
and mkd. with 4 notches on the S. and 2 notches on the
N. edge (record calls for a quartzite 18x10x9 ins.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins.
in the ground, with brass cap mkd.

T11IN
R12W R11W

51287
513|818
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post,

Land, nearly level and gently rolling desert,

Soil, sandy clay,

No timber.

Undergrowth, medium dense sagebrush and greasewood.

N. 0° 45' W., bet. secs. 7 and 12,

Over gently rolling desert land through medium dense
undergrowth.

Wash, 15 lks. wide, 2 ft. deep, drains N. 78° E.

Enter mud flat,

—7 (October 1964) (formerly 4-673b) USDI——BLM
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CHAINS

33.10
38.15

40.03

44,40

55.15

74.00
79.60

80.06

26
Dependent Resurvey, E. Bdy., T. 11 N., R, 12 W,

Leave mud flat.
Improved dirt road, bears N. 40° E. and S. 40° W,

Point for the % sec. cor. of secs. 7 and 12, at pro-
portionate distance; there is no remaining evidence of
the original cor.,

Set an iron post,v30 ins. long, 2% ins. in diam., 12
ins. in the ground to solid rock and in a mound of stone,
3 ft. base, to top, with brass cap mkd.

T11N
R12W R11W
%

S12{s7

1967

Set a steel fence post, 6 ft. long, 2 ft, in the
ground and mound, alongside the iron post.

Wash, 30 lks. wide, 7 ft. deep, drains S. 36° E,

Abandoned Central Pacific Railroad grade, bears N. 39°
E. and S. 39° W,

Wash, 45 lks. wide, 4 ft. deep, drains S. 84° E.
Wash, 15 lks. wide, 1 ft, deep, drains 8. 52° E.

The cor. of secs. 1, 6, 7 and 12, monumented with a
limestone, 14x8x6 ins., firmly set in the ground and
mkd. with 5 notches on the S. and 1 notch on the N.
edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone, with brass
cap mkd.

T11N
R12W R11W

S1[S6
S12(s7
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.,

Land, gently rolling desert,
Soil, rocky and sandy clay.
No timber.

Undergrowth, medium dense sagebrush, shadscale and
weeds,

North, bet. secs. 1 and 6.

Over gently rolling desert land through medium dense
undergrowth,

GPO
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32,20

39.92

19.60

35.85

39.38

39.87

27

!~ .endent Resurvey. E. Bdv.. T. 11 N.. R. 12 W,

Wash, 10 1lks. wide, 4 ft. deep, drains S. 38° E.

The % sec. cor. of secs. 1 and 6, monumented with a
quartzite stone, 14x10x5 ins., firmly set in the ground
and mkd., % on the W. face. '

At the cor. point

Set an iron post, 30 ins. long, 2% ins., in diam., 24
ins. in the ground, with brass cap mkd.

T11N
R12W R11W

%
S1|sé6
1967

Set a steel fence post, 6 ft. long, 2 ft, in the
ground, alongside the iron post.

Bury the original cox. alongside the iron post.

N. 0° 15' W., beginning new measurement.

Improved dirt road, bears N. 54° E. to Kelton and S.
54° W. to Rosebud.

Dirt road, bears irregularly E. and W,

Four strand barbed wire fence, bears N. 86° W. and §S.
86° E.

The closing cor. of secs, 1 and 6,Tps.11 N., Rs. 11 and
12 E., monumented with an iron post, 2% ins, in diam.,
hereinbefore described.

Land, gently rolling desert.,

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, grass and weeds.

Dependent Resurvey of the Subdivisional
Lines of T, 11 N., R. 12 W.

Reestablishment of the Survey Executed By
E. W. Koeber, Deputy Surveyor in 1887.

From the cor. of secs. 1, 2, 35 and‘36, on the S, bdy.
of the Tp.

N. 0° 34' E., bet. secs. 35 and 36.

Over nearly level desert land through scant undergrowth.,

.
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14.60
20.50

39.73

5.60

40.27

40,07

28

Dependent Resurvey, E. Bdy., T. 11 N,, R, 12 W,

Wash, 15 lks. wide, 5 ft. deep, drains N, 25° E,

Wash, 11 lks. wide, 3 ft. deep, drains N, 38° E,

The % sec. cor. of secs. 35 and 36, monumented with a
charred wood stake, 3 ft. long, 3 ins. squared, set in
a mound of earth and stone and mkd. % on the W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N R12W

4
$35|536

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Reset the original cor. alongside the iron post.

N. 1° 39' W., beginning new measurement.
Wash, 12 lks, wide, 4 ft. deep, drains S. 87° E.

Point for the cor. of secs. 25, 26, 35 and 36, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 26
ins. in the ground, with brass cap mkd.

T1IN R12W

$26i{825
S§35(836
1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post.

Land, nearly level desert.

Soil, sandy clay.

No timber,

Undergrowth, scant sagebrush, shadscale, greasewood
and weeds.

\

From the cor. of secs. 25, 30, 31 and 36, on the E. bdy.
of the Tp. '

S. 89° 11' W,, bet. secs, 25 and 36.
Over nearly level desert land through scant undergrowth.

Point for the % sec. cor. of secs. 25 and 36, at pro-

portionate distance; there is no remaining evidence of
the original cor,

GPO
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Dependent Resurvey, T. 11 N., R, 12 W.

CHAINS
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.
T1IN R12W
S25
% S36
1967
Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

75.70 Wash, 14 lks. wide, 2 ft. deep, drains N. 58° E.

80.14 The cor. of secs. 25, 26, 35 and 36.

Land, nearly level desert.

Soil, sandy clay.

No timber,

Undergrowth, scant sagebrush, shadscale and greasewood.

N. 0° 34' W,, bet. secs. 25 and 26,

Over nearly level desert land through scant undergrowth1
5.60 Wash, 10 lks. wide, 3 ft. deep, drains N. 33° E.

17.40 Wash, 13 lks. wide, 2 ft, deep, drains S. 84° E.

29,50 Wash, 8 lks. wide, 3 ft. deep, drains S. 86° E,

40.26 Point for the % sec. cor. of secs. 25 and 36, at pro-
portionate distance; there is no remaining evidence of
the original cor,

Set an iron post, 30 ins. long, ‘. ins. in diam., 24
ins. in the ground, with brass cap mkd.
T11IN R12wW
¥ .
$26|525
1967
Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.,

50.00 Bladed dirt road, bears S. 28° W. and N. 28° E,

80.52 The cor. of secs. 23, 24, 25 and 26, monumented with a
conglomerate sandstone, 24x8x6 ins., firmly set in the
ground, and mkd. with 2 notches on the S. and 1 notch
on the E. edge, witnessed by a mound of stone 3 ft.
base, 2 ft, high, W. of the cor.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

0—7 (October 1964) (tormerly 4—673b) USDI--—BLM FIELD NOTE-PAPER
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39.99

59.30

79.00

79.98

1.90

30
Dependent Resurvey, T. 11 N,, R. 12 W,

T11N R12W

§23]1824
526|825
1967

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
alongside the iron post,

Bury the original cor. alongside the iron post.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagehrush and greasewood.

From the cor. of secs. 19, 24, 25 and 30, on the E. bdy.
of the Tp. .

S. 89° 12' W., bet. secs. 24 and 25.
Over nearly level desert land through scant undergrowth.

Point for the % sec. cor. of secs. 24 and 25 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins., in diam., 24
ins. in the ground; with brass cap mkd.
T11IN R12W

L 524
525

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Asc. 65 ft. over a SE. slope.

Bladed dirt road, bears S. 32° W. and N. 32° E; asc. 60
ft. over a SE. slope.

Wash, 25 lks. wide, 5 ft. deep, drains S. 46° E.
The cor. of secs. 23, 24, 25 and 26.

Land, nearly level and desert hill bench.

Soil, rocky and sandy clay.

No timber.
Undergrowth, medium dense sagebrush and -shadscale.

N. 1° 23' W,, bet. secs. 23 and 24.
Over desert hills through medium dense undergrowth.

Wash, 55 lks. wide, 7 ft. deep, dralns S 38° E.; asc.
65 ft., along a SE. slope.

GPO -
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Dependent Resurvey, T. 11 N., R. 12 W.
CHAINS

5.45 Abandoned Central Pacific Railroad grade, bears S, 38°
50' W. and N, 38° 50' E.; asc. 70 ft. along a SE. slope.

" 16,10 Wash, 15 1lks, wide, 5 ft. deep, drains S. 71° E.; asc.
220 ft. along a SE. slope. '

40.26 Point for the % sec. cor. of secs. 23 and 24, at pro-

portionate distance; there is no remaining evidence of
the original cor, '

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12w

4
S23|s24
1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground alongside the iron post,

Asc, 240 ft. along a SE. slope.

75.00 Spur, projects N. 45° E,; desc. 30 ft. over a NE. slope.
80.52 The cor. of secs. 13, 14, 23 and 24, monumented with a
sandstone, 20x12x6 ins., firmly set in the ground and
mkd. with 1 notch on the E. and 3 notches on the S. edge,

witnessed by a small mound of stone W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12W
8141513
§23|S24

1967

Set a steel fence post, 6 ft, long, 2 ft, in the
ground alongside the iron post,

Bury the original cor. alongside the iron post.

Land, desert hills.

Soil, rocky clay.

No timber,

Undergrowth, scant sagebrush and shadscale.

From the cor. of secs. 13, 18, 19 and 24, on the E. bdy.
of the Tp. '

S. 88° 52' W,, bet. secs, 13 and 24.

Over desert mountain land through scant undergrowth; asc.
40 ft. over a SE. slope.

7.55 Bladed dirt road, bears S. 40° W. and N. 40° E.; asc.
150 ft. over a SE, slope,

0-7 (6ctobcr 1964) (tormerly 4—673b) USDI—-—BLM FIELD NOTE PAPER
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28.10

40.41

46.00

50.10

73.50

16.50

40.25

62,75

80.82

32

Dependent Resurvey, T. 11 N., R. 12 W,

Abandoned Central Pacific Railroad grade, bears irreg-
ularly S. 62° W. and N. 62° E,; asc. 240 ft. over a SE.
slope. '

Point for the % sec. cor. of secs. 13 and 24, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 6 ins.

in the ground to solid rock and in a mound of stone, &
ft. base to top, with brass cap mkd.

TL1IN R12W
1 S13
* T s24

1967

Set a steel fence post, 6 ft., long, 2 ft. in the
ground and mound alongside the iron post.

Asc. 50 ft. over a SE, slope.

Wash, 15 lks. wide, 6 ft. deep, drains S. 20° E.; asc.
30 ft. along a broken SE. slope.

Wash, 45 lks. wide, 7 ft. deep, drains S. 35° E.; asc.
460 ft. over a broken SE, slope.

Spur, projects irregularly N. 45° E.; thence along a
NE. slope.

The cor. of secs., 13, 14, 23 and 24.

Land, desert mountains,

Soil, rocky clay.

No timber.

Undergrowth, scant sagebrush and shadscale,

N, 0° 15' W., bet. secs. 13 and 14.

Over desert mountains through medium dense undergrowth;
desc. 105 ft, over a NE. slope.

Draw, drains N. 40° E.; desc, 35 ft. over a NE. slope.
Point for the % sec. cor. of secs, 13 and 14, at pro-
portionate distance; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

TLIN R12W

%
S1k|s13
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Desc. 90 ft. over a NE. slope.

Wash, 20 1ks. wide, 4 ft, deep, drains N. 78° E.; desc.

GPO
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Dependent Resurvey, T. 11 N., R, 12 W.

CHAINS

45 ft, over a NE. slope,

80.50 Point for the cor. of secs.' 11, 12, 13 and 14, at pro-
portionate distance; there is no remaining evidence of
the original cor. : ‘ )

Set an iron post, 30 ins. long, 2% ins, in diam., 20
ins., in the ground and in a’'collar of stone, with brass
cap mkd. '

T1IN R12w

S11}s12
514813

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Land, desert mountains, and bench land.

Soil, rocky clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass.,

From the cor. of secs. 7, 12, 13 and 18 on the E. bdy.
of the Tp.

S. 89° 09' W., bet. secs. 12 and 13,
Over desert bench land through medium dense undergrowth,

1.10 Improved dirt road, bears S. 18° E. and N. 18° W.; asc,
60 ft. over an E. slope,

12,10 Abandoned Central Pacific Railroad grade, bears S. 26°
E. and N. 26° W,

14.00 Wash, 25 lks. wide, 6 ft. deep, drains N. 64° E.; asc.
75 ft, over a NE, slope.

30.95 Wash, 10 lks. wide, 3 ft, deep, drains N, 70° E,
39.95 Point for the % sec., cor. of secs. 12 and 13 at pro-

portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam,, 22
ins. in the ground, with brass cap mkd.

T11N R12w

S12
S13

1967
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Dwmémxt Resurvey, T, 11 Ney Ro m ﬂm _

CHAINR 4

43.25 Wash, 20 lks., wide, 3 ft. déﬁ?; drains N. 26" E.;: asc.
40 ft. over a NE. slope.

79.90 The cor. of secs, 11, 12, 13 and 14,

s Land, rolling desert bench.
Soil, stony clay,
1 No timber, ﬁ
- Undergrowth, medium dense sagebrush, »

N. 07 43' W,, het, seca, 1] and 12,

Over desert bench land sloping gently to the NE

P 14,70 5 Wash, 10 lks, wide, 3 ft, deep, drains N, 60* B,
24 .80 ; Trail road, bears {rregularly W. and N, 45" E,
40.25 ; Point for the % sec. cor. of secs, 11 ﬁﬂd li &E Frﬁm

portionate distance; there {3 no rema
the original cor,

Set an iron post, 30 ins, long, 2% ins. in diam
ins, in the ground, with brass cap mk

; TIIN RI1 2

%
S11812
! 1967

Set a steel fence post, & fr. lor
ground alongside the {ron post.

2, ¢ ft. in the

AL [T

68.50 Trail road, bears S, 51° W, and N, 51" E,

P D

80.50 | Point for the cor, of secs, 1, 2, 11 and 12 ﬁﬁ.ﬂrﬁﬁ
| portionate distance; there is no rema de
of the original cor.

| Set an iron post, 30 ins. long, 2% ins. i{n diam
| inﬁ.Jin the ground, with brass cap mkd,

TLIN R12W

32181
Si1iS12
1967

Set a steel fence post, 6 ft. lﬁﬁs; % ft. in the
ground, alongside the iron post,

Land, gently sloping bench land.
Soil, sandy clay,

No timber,

Undergrowth, medium dense sagebrush, shadscale, scant
grass,

From the cor., of secs, 1, 6, 7 and 12 on the E. bdy. of
the Tp.
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Dependent Resurvey, T, 11 N., R, 12 W,

CHAINS

S. 89° 27' W., bet. secs. 1 and 12.

Over rolling desert land through medium dense under-
growth,

10.65 | Wash, 65 lks. wide, 4 ft. deep, drains S. 70° E.

24.45 Wash, 10 1lks. wide, 3 ft. deep, drains N. 60° E.

39.85 Point for the % sec. cor. of secs., 1 and 12 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd,

T1IN R12W

S1
512

1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post,

79.70 The cor. of secs. 1, 2, 11 and 12.

Land, gently rolling desert,

Soil, sandy clay,

No timber,

Undergrowth, medium dense sagebrush, shadscale, scant
grass.

N. 10° 44' E,, bet, secs. 1 and 2.

Over gently rolling desert land through dense under-
growth,

2.20 Wash, 12 1ks. wide, 3 ft. deep, drains N. 52° E.

7.60 Improved dirt road, bears N. 55° 30' E. and S. 55° 30'
W. :

22.50 Wash, 45 lks. wide, 5 ft. deep, drains S. 78° E.
41,01 Point for the % sec. cor. of secs. 1 and 2, at pro-
portionate distance; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins, in the ground, with brass cap mkd.

T1IN R12W

%
s2|s1
1967

Set a steel fence post, 6 ft, long, 2 ft, in the
ground alongside the iron post,
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69.05

82.14

2.70

40.23

44,00

80.46

36

Deéendent Resurvey, T. 11 N,, R. 12 W,

Trail road, bears irregularly E.

The cor. of secs. 1, 2, 35 and 36 on the N. bdy of the
Tp., monumented with an iron post, 2% ins. in diam.,
hereinbefore described. . .

Land, gently rolling desert.

Soil, sandy clay.

No timber. : :

Undergrowth, dense sagebrush, shadscale, scant grass.

From the cor. of secs. 2, 3, 34 and 35 on the S. bdy.
of the Tp.

N, 0° 46' W., bet. secs. 34 and 35.
Over nearly level desert land through scant undergrowth,
Trail road, bears N, 37° W. and S. 37° E.

Point for the % sec. cor. of secs. 34 and 35, at pro-
portionate distance; there is no remaining evidence of
the original cor. : :

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12W

L

%
$34835
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Wash, 40 lks, wide, 6 ft. deep, drains S. 89° E,
The cor. of secs. 26, 27, 34 and 35 monumented with a

wood stake, 4 ft. long, 3 ins. squared, set in a mound
‘of earth and stone, plainly mkd. with 1 notch on the S,

and 2 notches on the E, face (record a sandstone 16x10x10

ins.).
At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam,., 20
ins. in the ground and in a collar of stone with brass
cap mkd.
T11N R12W
S§27|S826
834835
1967

Set a steel fence post, 6 ft., long, 2 ft. in the
ground alongside the iron post.

Reset the original cor. alongside the iron post.

GPO
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Dependent Resurvey, T. 11 N., R, 12 W,

e o

CHAINS

Land, gently rolling desert land.

Soil, sandy clay.

No timber.

Undergrowth, scant to medium sagebrush and shadscale.

From the cor. of secs. 25, 26, 35 and 36.
N. 89° 22' W., bet. secs. 26 and 35.

Over rolling desert land sloping gently to the E.;
through medium dense undergrowth,

1.25 Wash, 15 lks. wide, 6 ft. deep, drains N. 15° E.
39.95 The % sec. cor. of secs. 26 and 35, monumented with a

charred wood stake, 3 ft. long, 3 ins. squared, set in
a small mound of earth and stone and mkd. % on the N.

face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12wW

526 |
% 535 |

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post,

Reset the original cor. alongside the iron post.

S. 88° 47' W., beginning new measurement.

1.10 Trail road, bears S. 10° W. and N. 10° E.

5.30 Trail road, bears S. 5° E, and N. 5° W,

29.45 | Wash, 17 lks. wide, 2 ft. deep, drains S. 28° E.

40.37 The cor. of secs. 26, 27, 34 and 35.

Land, rolling desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass,

N. 0° 56' W., bet. secs. 26 and 27.
Over desert land through medium dense undergrowth,

1.60 Bladed dirt road, bears S, 87° W. ad

|
|
|
|
|
|
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7.90 | Trail road, bears S. 73° W. and N. 73° E.; asc. 75 ft.
| over a S. slope.

| Abandoned Central Pacific Railroad grade, bears 5. 88°
| W. and N. 88° E.; asc. 130 ft. over a S. slope.

23,25

38.59 | The ¥ sec, cor. of secs. 26 and 27, monum
cobblestone, 9x8x8 ins., firmly set in the ground and
mkd. ¥ on the W, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam,, 22
ins. in the ground, with brass cap mkd,

T1IN R1W

4
$27|826

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

1 | Bury the original cor. alongside the iron post.

N. 0° 44' W,, beginning new measurement,

Asc, 60 ft, over a S. slope.

10.10 f Wash, 8 lks, wide, 3 ft. deep, drains 8, 8° E.; slope
| changes to 8SW.; asc, 1135 ft.

36,10 | Wash, 12 lks. wide, 4 ft. deep, drains S. 44° W,

40,08 | The cor. of secs. 22, 23, 26 and 27, monumented with a
| limestone, 16x10x6 ins.,, firmly set in the ground and
mkd, with 2 notches on the 8. and E. edges, witnessed

| ' by a mound of stone, 2 ft., wide, 1 ft., high, W. of the
: | cor.

At the cor. point

Set an iron post, 30 ins, long, 2% ins. in diam,, 18
ins, in the ground to solid rock and in a mound of
stone, 3% ft, base to top, with brass cap mke

B L TR LR , e

T11N R12W
8221823
8271826

1967

fron post,
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39

Dependent Resurvey. T, 11 N.. R. 12 W,
CHAINS

From the cor. of secs, 23, 24, 25 and 26.
S. 88° 30' W., bet. secs. 23 and 26, .

Over desert mountain land, through scant undergrowth;
asc, 45 ft, over a SE, slope.

3.60 Abandoned Central Pacific Railroad grade, bears S. 41° W
and N. 41° E.; asc., 230 ft. over a broken SE. slope.

18.50 Wash,'ZO lks. wide, 4 ft. deep, drains S; 28° E.; asc.
180 ft. over a broken SE. slope.

40.33 Point for the % sec. cor. of secs. 23 and 26 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 8 1ins.
in the ground, to solid rock and in a mound of stone, 4
ft. base to top, with brass cap mkd.

T11N R12wW

1§23
“ 526

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground and mound, alongside the iron post.,

Asc., 135 ft. over a SE. slope.

52.40 Spur, projects irregularly S.; desc. 140 ft. over a SW.
slope.

80.66 The cor. of secs. 22, 23, 26 and 27.

Land, desert mountains.

Soil, rocky clay.

No timber,

Undergrowth, scant sagebrush, shadscale and grass.

N. 1° 07' W., bet. secs., 22 and 23.

Over gently rolling desert land through scant undergrowth
15.90 Wash, 8 lks. wide, 3 ft. deep, drains S. 49° W.

31.65 Wash, 14 lks. wide, 5 ft. deep, drains S. 23° W.

40,16 Point for the % sec. cor. of secs. 22 and 23 at pro-
"portionate distance; there is no remaining evidence of

the original cor.

Set an’ iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12W

%
522|s23
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post,
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CHAINS

80.32

11.20

40.19

52.00

72.50

80.38

40

Dependent Resurvey, T. 11 N., R. 12 W,

The cor. of secs. 14, 15, 22 and 23, monumented with a
cobblestone, 8x8x8 ins.,, firmly set in the ground and

mkd. with 2 notches on the E. and 3 notches on the S.

edge witnessed by a mound of stone, 1 ft. high, 2 ft.

wide, W. of the cor,

Set an iron post, 30 ins. long, -2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12wW
S15|814
$22|823

1967

Set a steel fence post, 6 ft., long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

Land, gently rolling desert.,

Soil, rocky and sandy clay.

No timber.

Undergrowth, scant sagebrush, shadscale and grass.

From the cor. of secs., 13, 14, 23 and 24,
S. 89° 03' W., bet. secs, 14 and 23,
Over rolling desert land through scant undergrowth.

Wash, 5 lks. wide, 2 ft. deep, drains N, 30° E; asc.
90 ft. along a NE, slope.

Point for the % sec. cor. of secs. 14 and 23 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12W
X S14 -
$23
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Trail road, bears irregularly N. and 8.
Trail road, bears S. 41° E. and N. 41° W.
The cor. of secs. 14, 15, 22 and 23,
Land, gently rolling desert.

Soil, sandy clay.
No timber,

.Undergrowth, scant to medium dense sagebrush, shadscale

and grass.

GPO



CHAINS

7.40
10.60

40.16

40.26

41

Dependent Resurvey, T. 11 N., R, 12 W.

N. 0° 10' E., bet. secs. 14 and 15.

Over gently rolling desert land through medium dense
undergrowth. :

Trail road, bears S. 82° E. and N. 82° W.

Trail road, bears S. 53° E. and N. 53° W.

The % sec. cor. of secs. 14 and 15 monumented with a
boulder, 26x15x10 ins., firmly set in the ground and
mkd, % on the W. face witnessed by a mound of stone,
2 ft., wide, 1 ft. high, W. of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N R12W
1

4
S15|s14
1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

N. 0° 10' E., beginning new measurement.

Point for the cor. of secs. 10, 11, 14 and 15, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1lIN R12W

S10{s11
S15(s14
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post,

Land, gently rolling desert.

Soil, sandy clay.

No timber,

Undergrowth, medium dense sagebrush, shadscale and
grass,

From the cor. of secs, 11, 12, 13 and 14.
S. 89° OLl' W., bet. secs. 11 and 14.

Over nearly level desert land through medium dense
undergrowth.

163
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CHAINS

8.90

39.96

78.75

79.92

1.25
16.25

26 .60

40,26

42

Debendent Resurvey, T. 11 N., R. 12 W,

Wash, 5 ft. wide, 2 ft. deep, drains N. 30° E.

Point for the % sec. cor. of secs. 11 and 14 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11IN R12W
1 S11
* sS4

1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post.

Trail road, bears S. 64° E. and N. 64° W.
The cor. of seecs, 10, 11, 14 and 15.

Land, gently rolling and nearly level desert.

Soil, sandy clay.

No timber..

Undergrowth, medium dense, shadscale sagebrush, scant
grass.

N. 0° 48' W,, bet. secs. 10 and 11.

Over gently rolling desert land through medium dense
undergrowth.

Trail road, bears S. 65° E. and N. 65° W,
Trail road, bears S. 31° W. and N. 31° E,

Improved dirt road, bears N, 51° 22' E, and §. 51° 22'
W.

The % sec. cor. of secs. 10 and 11, monumented with a
limestone, 18x12x6 ins., firmly set in the ground and
mkd. % on the W, face witnessed by a small mound of
stone west.,

At the cor. point

Set an iron post;, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd,

T11N R12W

%
S10|s11

1967

Set a steel fence post, 6 ft. long, 2 ft, in the
ground, alongside the iron post,

Bury the original cor. alongside the iron post.

N. 0° 29' W., beginning new measurement.

GPO
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Dependent Resurvey, T. 11 N., R. 12 W,

CHAINS

2.50 Wash,. 15 lks. wide, 4 ft, deep, drains N, 68° E.
12.10 Wash, 14 lks. wide, 3 ft. deep, drains N, 75° E.
26.00 Wash, 12 1lks. wide, 4 ft. deep, drains N, 70° E.
38.00 Wash, 6 lks. wide, 2 ft, deep, drains N. 80° E,

40,21 The cor. of secs. 2, 3, 10 and 11, monumented with a

flintstone, 14x9x6 ins., firmly set in the ground and
mkd. with 2 notches on the E. and 5 notches on the §.
edge and witnessed by a mound of stone, 2 ft, base, 1
ft. high, W. of the cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

- T1IN R12wW

s3|s2
S10[s11
1967 .

Set a steel fence post, 6 ft. long, 2 ft, in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

Land, gently rolling desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense shadscale, sagebrush, scant
grass,

From the cor. of secs. 1, 2, 11 and 12,
S. 89° 05' W., bet. secs. 2 and 11.

Over gently rolling desert land through medium dense
undergrowth,

9.85 Improved dirt road, bears N. 51° 22' E. and S. 51° 22°
W. ’

39.93 Point for the % sec. cor. of secs. 2 and 11 at pro-
portionate distance; there is no remaining evidence
of the original cor. ' '

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.
T1IN Rl12w

L 52
S11
1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post.,

56 .60 Wash, 5 lks. wide, 3 ft, deep, drains N. 82° -E.
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76 .50

79.86

7.00
23.40

40.72

24,80

41.29

44

Dépendent Resurvey, T. 11 N., R. 12 W,

Wash, 6 lks. wide, 2 ft. deep, drains N. 80° E,
The cor. of secs. 2, 3, 10 and 11.

Land, gently rolling. desert.

Soil, sandy clay,

No timber. . . .
Undergrowth, medium dense sagebrush, shadscale, scant
grass.,

N. 9° 50' E., bet. secs. 2 and 3,

Over nearly level desert land through medium dense
undergrowth.

Wash, 7 lks. wide, 2 ft. deep, drains N. 65° E,
Wash, 10 lks. wide, 5 ft. deep, drains irregularly E,

The % sec. cor. of secs., 2 and 3, monumented with a
cobblestone, 14x8x6 ins., firmly set in the ground and
mkd. % on the W, face and witnessed by a mound of stone,
2 ft. base, 1 ft, high, W. of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

TLIN R12W
L

A
s3|s2
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.,

N. 8° 58' E., beginning new measurement.,
Trail road, bears irregularly E. and W.

The cor. of secs. 2, 3, 34 and 35 on the N. bdy. of the
Tp., hereinbefore described.

Land, nearly level desert,

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass.,

From the cor, of secs. 3, 4, 33 and 34 on the S. bdy. of
the Tp.

N. 0° 34' W., bet. secs. 33 and 34.
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Dependent Resurvey, T. 11 N., R. 12 w,

CHAINS

Over rolling desert land through scant undergrowth.

16.00 Trail road, bears S. 32° E, and N. 32° W.; desc. 140
ft. over a NE. slope.

39.28 The % sec. cor. of secs. 33 and 34, monumented with a

: sandstone, 12x10x7 ins., firmly set in the ground and
mkd. % on the W. face and witnessed by a mound of stone,
2 ft, wide, 1ft, high, W: of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground, with brass cap mkd.

T1IN R12wW

%
$33/s34

1967
Deposit broken glass around the iron post.

Bury the original cor. alongside the iron post.

N. 0° 48' W., beginning new measurement.

Desc. 120 ft. along a NE. slope.

30.05 Trail road, bears S. 76° E, and N. 76° W.

36,45 Trail road, bears N, 80° E, and S. 80° W.

39.35 Wash, 10 lks. wide, 3 ft. deep, drains S. 87° E.

40,80 The cor. of secs. 27, 28, 33 and 34, monumented with a
trachyte stone, 10x7x4 ins., firmly set in the ground
and mkd. with 1 notch on the S. and 3 notches on the E.
edge (record a trachyte 30x20x10 ins.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N R12W
528|827
S$33|834
1967
Deposit broken glass around the iron post.
Bury the original cor. alongside the iron post.
Land, rolling desert,
Soil, sandy clay.

No timber.
Undergrowth, scant shadscale, sagebrush and grass.

From the cor. of secs. 26, 27, 34 and 35.
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26.10

39.96

53.70

55.80

79.92

11.80

ro
=
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40.05

Dependent Resurvey, T. 11 N., R. 12 W,

S. 89° 32' W., bet. secs. 27 and 34.

Over gently rolling desert land through scant under-
growth.

Improved graded dirt road, bears S. 87° W. and N. 87° E.

Point for the % sec., cor. of secs. 27 and 34 at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground, with brass cap mkd.

TLIN R12W

527
z S34

1967
Deposit broken glass around the iron post.
Wash, 24 lks. wide, 6 ft. deep, drains S. 30° E.
Wash, 20 lks. wide, 7 ft. deep, drains S. 35° E.
The cor. of secs. 27, 28, 33 and 34.
Land, gently rolling desert.
Soil, sandy clay.

No timber.
Undergrowth, scant sagebrush, shadscale and grass.

N. 0° 25' W., bet. secs. 27 and 28,

Over gently rolling desert land through scant under-
growth,

Wash, 12 lks, wide, 4 ft, deep, drains S. 47° E.
Wash, 15 lks. wide, 1 ft. deep, drains S. 62° E.

The % sec. cor. of secs. 27 and 28, monumented with a
lava stone, 12x9x6 ins., firmly set in the ground and
mkd. % on the W. face, witnessed by a mound of stone,
2 ft. wide, 1 ft., high, W. of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins;
in the ground, with brass cap mkd.

T11N R12W

%
s28{s27

1967

Deposit broken glass around the iron post,

Bury the original cor. alongside the iron post.

GrPO
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N. 0° 37' W., beginning new measurement.

12,30 | Abandoned Central Pacific Railroad grade, bears S, 83°
| yi and N« 33# E.

24,15 ffﬂhahﬁ 1) lks., wide, 4 ft. deep, drains 8. 44° E.

37,90 | Wash, 15 lka. wide, 5 ft. deep, drains S, 59° E,

39.88 fé Point for the cor. of secs. 21, 22, 27 and 28, at pro-
1 portionate distance; there 18 no remaining evidence of

the original cor,

Set an iron post, 30 {ns. long, 2% {ns. in diam., 24
ins., in the ground, with brass cap mkd.

TLIN R1 M

1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the {ron post,.

Lﬁﬁﬁ; g@ﬁtly rolling desert.
Soil, sandy clay.
Undergrowth, scant shadscale, grass and weeds.

From the cor, of secs, 22, 23, 26 and 27.

bet, secs, 22 and 27.

N, 89° 32' w,,

Over gently rolling desert land through medium dense
undergrowth; desc. 135 ft. over a SW. slope.

19.30 ? Wash, 30 lks., wide, & ft. deep, drains 8. 40° W.; asc.
. 70 fr. over a SW. slope,

39.69 E Point for the % sec. cor, of secs, 22 and 27 at pro-

portionate distance; there {8 no remaining evidence

of the original cor. |

Set an iron post, 30 ins. long, 2% ins, in diam., 18
ins. in the ground and in a mound of stone, 3 ft. base,

to top, with brass cap mkd,

TIHIN Rl

8§22
. 8§27

1967

Deposit broken glass around the iron post,

47.10 | Wash, 35 lks, wide, 5 ft. deep, drains 8. 17° E.

38 .60 Trail mﬂdg bears 8, 2ﬁ E. and N, 2° W.

66.60 | Trail road, bears 8. 1° E, and N, 1° W,




CHAINS

73.60

79.38

31.60

39.88

48.80
51.00
55.70
68.50
73.30

79.76

48

Deﬁendent Resurvey, T. 11 N., R. 12 W,

Wash, 8 lks. wide, 3 ft. deep, drains S. 10° W.
The cor., of secs. 21, 22, 27 and 28,

Land, gently rolling desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass.,

N. 0° 12' W., bet. secs. 21 and 22.
Over nearly level desert land through scant undergrowth,
Trail road, bears S. 82° W. and N, 82° E.
Point for the % sec. cor. of secs, 21 and 22, at pro-
portionate distance; there is no remaining evidence
of the original cor.
Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins., in the ground to solid rock and in a mound of
stone, 3% ft. base, to top, with brass cap mkd.

T11N R12W

A
S21|s22

1967
Trail road, bears S. 45° W. and N. 45° E,
Wash, 40 lks. wide, 7 ft. deep, drains S. 85° E.
Trail road, bears S. 25° E. and N. 25° W,
Wash, drains E.
Wash, drains SE,
Point for the cor. of secs. 15, 16, 21 and 22 at pro-
portionate distance; there is no remaining evidence of

the original cor,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins, in the ground, with brass cap mkd.

T1IN R12W

S16{S15
S§21(s822
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Land, gently rolling desert,

Soil, sandy clay.

No timber.

Undergrowth, scant shadscale, sagebrush and grass.

From the cor. of secs. 14, 15, 22 and 23.

GP
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Dependent Resurvey, T. 11 N., R. 12 W,

CHAINS

West, bet, secs, 15 and 22.
Over nearly level desert land through scant undergrowth.

39.08 Point for the % sec. cor. of secs. 15 and 22 at pro-
: portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam,, 24
ins. in the ground, with brass cap mkd.
T11N R12wW

S15
‘ 5§22

1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post,

70.65 Trail road, bears S. 22° W, and N. 22° E.
78.16 The cor. of secs. 15, 16, 21 and 22,
Land, nearly level desert,

Soil, sandy clay.

No timber.
Undergrowth, scant shadscale and sagebrush.

N, 0° 48' W., bet. secs. 15 and 16.
Over gently rolling desert land through scant undergrowth]

39.88 The % sec, cor. of sees. 15 and 16, monumented with a
quartzite stone, 6x5x2 ins., firmly set in the ground
and mkd. % on the W. face, witnessed by a mound of stone,
2 ft. base, 1 ft. high, W. of the cor. (record calls for
a quartzite 18x9x6 ins.),

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins.
in the ground, with brass cap mkd.

T1IN Rl2w

4
S16]515

1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post,

Bury the original cor. alongside the iron post.

N. 0° 54' W., beginning new measurement.

6.00 Improved bladed dirt road, bears S. 52° 15' W. and N.
52° 15' E.

9180~7 (October 1964) (formerly 4—673b) USDI[~—BLM FIELD NOTE PAPER



=3
-d
12

CHAINS

39.16

8.25

33.10

35.30

39.83

79.66
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Dependent Resurvey, T. 11 N., R. 12 W,

The cor. of secs. 9, 10, 15 and 16, monumented with a
cobblestone, 12x7x7 ins., firmly set in the ground and
mkd. with 4 notches on the S. and 3 notches on the E.
edge, witnessed by a mound of stone, 1% ft. wide 1 ft.
high, W. of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12W
s9]s10
S16|S15
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense shadscale and sagebrush,

From the cor. of secs. 10, 11, 14 and 15.
S. 89° 02' W., bet. secs. 10 and 15.

Over nearly level desert land through medium dense
undergrowth.

Trail road, bears S. 26° W. and N. 26° E,

Improved bladed dirt rbad, bears N, 51° 30' E, and S.
51° 30' W.

Wash, 10 lks., wide, 4 ft. deep, drains N. 38° E,

Point for the % sec. cor. of secs., 10 and 15, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins., in the ground, with brass cap mkd.

-

T1IN R12W

b4 510
S15
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

The cor. of secs. 9, 10, 15 and 16.
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Dependent Resurvey, T. 11 N., R, 12 W,

CHAINS

Land, gently rolling desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense shadscale and sagebrush.

N. 0° 57' W., bet. secs. 9 and 10.

Over rolling desert land through medium dense under-
growth; asc. 80 ft. over a SE, slope.

22,90 Spur, projects N, 87° E.; desc. 45 ft. over a NE. slope.

40.09 The % sec. cor. of secs. 9 and 10, monumented with a

cobblestone, 9x8x4 ins., firmly set in the ground and
mkd. % on the W. face, witnessed by a small mound of

stone W. of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12w

%
s9|s10

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor, alongside the iron post.,

N. 0° 33' W., beginning new measurement,
Desc, 110 ft. over a gentle NE, slope,

40,22 The cor. of secs. 3, 4, 9 and 10, monumented with a
cobblestone, 18x16x12 ins., firmly set in the ground
and mkd. with 5 notches on the S. and 3 notches on the
E. edge, witnessed by a mound of stone, 2 ft. wide, 1
ft. high, W. of the cor.

At the cor, point
Set an iron post, 30 ins. long, 2% ins. in diam., 12
ins. in the ground, to solid rock and in a mound of
stone, 3% ft. base to top, with brass cap mkd.

T11IN R12W

5483
S9|s10

1967

Set a steel fence post, 30 ins. long, 2 ft, in the
ground, alongside the iron post. )

Bury the original cor. in the mound alongside the
iron post,

91807 (October 1964) (formerly 4-673b) USDI——BLM FIELD NOT’E PAPER
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16.75

39.88

44,95

79.76

40.85

52

Dependent Resurvey, T. 11 N., R. 12 W.

Land, rolling desert,

Soil, stony clay.

No timber.

Undergrowth, medium dense shadscale and sagebrush.

From the cor. of secs. 2, 3, 10 and 11.
S. 88° 54' W,, bet, secs. 3 and 10.

Over rolling desert land through medium dense under-
growth; asc, 45 ft. over a gentle E. slope.

Wash, 7 lks. wide, 2 ft. deep, drains N, 65" E.; asc,
90 ft. over an E, slope.

Point for the % sec. cor, of secs. 3 and 10 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a mound of stone, 3 ft., base
to top, with brass cap mkd.

T11N R1ZW
L S3
S10

1967

Trail road, bears S. 10° E. and N. 10° W.; asc. 140 ft.
over an E. slope.

The cor. of secs. 3, 4, 9 and 10.

Land, rolling desert.

Soil, sandy clay.,.

No timber.

Undergrowth, medium dense shadscale and sagebrush,

N. 10° 00' E., bet. secs. 3 and 4.

Over nearly level desert land through medium dense
undergrowth,

Point for the % sec, cor, of secs. 3 and 4 at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone, with brass
cap mkd.

T1IN Rl12w

%
S4[s3

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

GPO B
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Dependent Resurvey, T. 11 N., R, 12 W,

CHAINS

71.47 Wash, 45 lks. wide, 7 ft. deep, drains N. 44° E.

81.82 The cor. of secs. 3, 4, 33 and 34. on the N. bdy. of
the Tp., hereinbefore described.

" Land, nearly level desert.

Soil, sandy clay.

No timber,

Undergrowth, medium dense shadscale and sagebrush.

From the cor. of secs. 4, 5, 32 and 33 on the S. bdy.
of the Tp.

N. 1° 30' W,, bet. secs. 32 and 33.

Over gently rolling desert land through medium dense
undergrowth.

13.40 Trail road, bears N. 52° E. and S. 52° W.; asc. 105 ft.
over a S, slope.

38.29 The % sec. cor. of secs. 32 and 33, monumented with a
lava stone, 12x9x8 ins., firmly set in the ground and
mound of stone, mkd. % on the W. face.

At the cor., point

Set an iron post, 30 ins. long, 4 ins, in the ground to
solid rock and in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T1IN R12W

Y
$32[s33
1967

Bury the original cor. in the mound alongside the
iron post.,.

The above cor. is set at the foot of a lava slope.

N. 0° 59' W., beginning new measurement.

Asc. 110 ft. over a S, lava slope.

6.50 Top of rise; thence across nearly level land.

40,69 The cor. of secs. 28, 29, 32 and 33, monumented with a
: trachyte stone, 25x15x8 ins., firmly set in the ground

and mkd, with 4 notches on the E. and 1 notch on the

S. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

7180—~7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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Debendent Resurvey, T. 11 N., R. 12 W,

CHAINS

T1IN R12W
5291528 .
§32|s33

1968

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.
Land, rolling and nearly level desert.
Soil, rocky clay,

No timber,
Undergrowth, scant shadscale and sagebrush.

From the cér. of secs, 27, 28, 33 and 34,
S. 89° 02' W., bet. secs. 28 and 33.
Over rolling desert land through scapt undergrowth.
.90 Wash, 10 lks. wide, 3 ft. deep} drains S. 87° E.
40.28 Point for the % sec., cor. of secs. 28 and 33 at pro-
portionate distance; there is no remaining evidence

of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12W

L S$28
s$33
1967

Set a steel fence post, 6 ft. long, 2 ft., in the
ground, alongside the iron post,

49,50 Abandoned Central Pacific Railroad grade, bears S. 12°
W. and N, 12° E,

57.95 Trail road, bears §. 20° E. and N. 20° W,
65.65 Trail road, bears S. 45° W. and N. 45° E.
80.56 The cor. of secs. 28, 29, 32 and 33.
Land, gently rolling desert.
Soil, sandy clay,

No timber,
Undergrowth, scant shadscale, sagebrush and grass.

N. 0° 08' E., bet. secs. 28 and 29,
Over nearly level desert land through scant undergrowth.
11.10 Trail toad, bears S. 42° W. and N. 42° E.’

40,21 Point for the % sec. cor, of secs. 28 and 29 at pro-
portionate distance; there is no remaining evidence of
the original cor.

GPO
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Dependent Resurvey, T. 11 N., R. 12 W,

CHAINS
Set an iron post, 30 ins,., long, 2% ins. in diam., 22
ins. in the ground and in a collar of stone, with brass
cap mkd,

T1IN R12W
I
$29|s28
1967
Set'a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

47.90 Trail road, bears'S. 32° E. and N. 32° W.

65.30 Trail road, bears S. 31° W, and N. 31° E.

80.42 The cor. of secs. 20, 21, 28 and 29, monumented with a
limestone, 12x8x6 ins., firmly set in the ground and
mkd, with 2 notches on the S. and 4 notches on the E.
edge, withessed by a small mound of stone, W,

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 16
ins, in the ground, to solid rock and in a mound of
stone, 3% ft. base to top, with brass cap mkd.
T11N R12wW
$20(s21
529|528
1967
Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post.
Bury the original cor. alongside the iron post.
Land, nearly level desert.
Soil, sandy to stony clay.
No timber. .
Undergrowth, scant shadscape, sagebrush and grass.
From the cor. of secs, 21, 22, 27 and 28.
S. 89° 25' W,, bet. secs. 21 and 28.
Over rolling desert land through medium dense under-
growth,

7.45 .Wash, 18 lks. wide, 4 ft. deep, drains S. 39° E.
14,05 Wash, 15 lks., wide, 5 ft. deep, drains irregularly S.
39.76 Point for the % sec. cor. of secs, 21 and 28, at pro-

portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 16
ins. in the ground, to solid rock and in a mound of
stone, 3% ft, base, to top, with brass cap mkd.

9180-7 (October 1964) (formerly 4—673b) USDI—~~BLM FIELD NOTE PAPER
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Dependent Resurvey, T. 11 N., R, 12 W,

CHAINS

Bury the original cor., in the mound alongside the
iron post.

Land, rolling desert.

Soil, stony to sandy clay.

No timber.

Undergrowth, medium dense shadscale and sagebrush.

From the cor. of secs. 15, 16, 21 and 22.
S. 89° 59' W., bet. secs. 16 and 21.

Over rolling desert land through medium dense under-
growth,

8.25 Wash, 10 lks. wide, 2 ft. deep, drains S. 40° E.

11.95 Wash, 10 lks. wide, 3 ft. deep, drains S. 20° E.

39.06 Point for the % sec. cor. of secs. 16 and 21 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 20

ins. in the ground and in a mound of stone, 3 ft. base
to top, with brass cap mkd,

T11N R12W
, _S16
“ 8§21
1967

56.65 | Improved bladed dirt road, bears S. 50° W. and N. 50°
E.

68.25 Trail road, bears irregularly N. and S.
78.12 The cor. of secs. 16, 17, 20 and 21.
Land, rolling desert.

Soil, stony clay.

No timber.
Undergrowth, medium dense shadscale and sagebrush.

N. 2° 15' W., bet, secs. 16 and 17.

Over rolling desert land through medium dense under-
growth; asc. 195 ft. over a SW, slope.

40.06 Point for the % sec. cor. of secs. 16 and 17 at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground to solid rock and in a mound of
stone, 3% ft. base, to top, with brass cap mkd.

180-7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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42.00

60.00

72.35

80.12

30.90

40.09

58
Dependent Resurvey, T. 11 N., R. 12 W,

T11N R12W

%
S17|s16

1967
Spur, projects S, 10° E.,; thence along an E. slope.
Trail road, bears S. 40° E. and N. 40° W.
Recross trail road, bears N. 45° E. and S. 45° W.
The cor. of secs. 8, 9, 16 and 17, monumented with a
quartzite stone, 16x9x5 ins., firmly set in the ground
and mkd. with 4 notches on the S. and E. edges and
witnessed by a small mound of stone W. of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N R12W
88189
517|816
1967
Deposit broken glass around the iron post.
Bury the original cor. alongside the iron post.
Land, gently rolling desert.
Soil, sandy clay.
No timber.

Undergrowth, medium dense shadscale, sagebrush, scant
grass.

From the cor. of secs. 9, 10, 15 and 16.
N. 89° 14' W., bet. secs. 9 and 16.

Over gently rolling desert land through medium dense
undergrowth.

Trail road, bears S. 20° E. and N. 20° W,

Point for the % sec. cor. of secs. 9 and 16 at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone, with brass
cap mkd.

T11IN R12W
X S9
sS16
1967

Bury broken glass around the iron post,

GPO
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Dependent Resurvey, T. 11 N., R. 12 W.

Ju

44,70
61.20

80.18

15.70

39.00

40,01

41.00
60.00

80.02

CHAINS

Trail road, bears irregularly S. 50° E. and N. 50° W.
Trail road, bears S, 80° W, and N. 80° E.

The cor. of secs, 8, 9, 16 and 17.

Land, gently rolling desert.

Soil, sandy clay.

No timber.
Undergrowth, medium dense shadscale and sagebrush.,

N. 0° 58' W., bet. secs. 8 and 9.

Over low desert hills through scant undergrowth asc.
95 ft. over a SE. slope.

Top of ascent, on E. slope of hill; thence along a
broken E. slope.

Draw, drains irregularly E.

Point for the % sec. cor. of secs. 8 and 9 at pro-

‘portionate distance; there is no remaining evidence

of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 20

ins. in the ground and in a collar of stone, with brass

cap mkd.

T11N R12W

1
A

s8|s9
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.’

Asc. 25 ft. over a S. slope.
Top of S. end of hill.
Top of N. end of hill; desc. 95 ft. over a N. slope.

The cor., of secs. 4, 5, 8 and 9, monumented with a
quartzite stone, 10x10x7 ins., set in a small mound of
earth and stone, mkd, with 5 notches on the S. and &
notches on the E, face.

Set an iron post, 30 ins, long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N R12W

85|84

S8[s9
11967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post, :

9180—7 (October 1964) (formerly 4—673b) USDI-—BLM

FIELD NOTE PAPER



CHAINS

40,22

41.25

47.45

80.44

24,25

35.35

40,62

Dependent Resurvey, T. 11 N., R. 12 W,

Bury the original cor., alongside the iron post.

Land, low desert hills.

Soil, rocky clay.

No timber.

Undergrowth, scant shadscale and sagebrush.

From the cor. of secs. 3, 4, 9 and 10,
N. 89° 28' W., bet. secs. 4 and 9.

Over rolling desert land through medium dense under-
growth.

Point for the % sec. cor. of secs. 4 and 9 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground to solid rock and in a mound of
stone, 3% ft. base to top, with brass cap mkd.

T1IN R12W
sS4

% s9
1967

Wash, 9 lks. wide, 4 ft. deep, drains N. 44° E.; asc.
30 ft. over a NE, slope,

Trail road, bears S. 10° E., and N. 10° W.; asc. 140 ft.
over a NE. slope.

‘The cor., of secs, 4, 5, 8 and 9.

Land, rolling desert.

Soil, rocky and sandy clay.

No timber,

Undergrowth, medium dense shadscale and sagebrush.

N. 10° 18' E., bet. secs. 4 and 5.

Over rolling desert land through medium dense under-
growth; desc. 80 ft. over a NE. slope.

Wash, 14 lks. wide, 4 ft. deep, drains N. 53° E.
Wash, 25 lks. wide, 6 ft. deep, drains N. 78° E.
Point for the % sec. cor. of secs. 4 and 5 at pro-

portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 20

ins. in the ground and in a collar of stone, with brass
cap mkd.

T1IN R12W
%
S5|s4

1967

GPO
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Dependent Resurvey, T, 11 N., R. 12 W,

CHAINS

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

47,00 Wash, 13 1lks. wide, 3 ft, deep, drains S. 33° E,
61.95 Wash, 20 lks. wide, 6 ft. deep, drains N, 74° E,
79.80 Trail road, bears S. 50° E. and N. 50° w,

81.26 The cor. of secs. 4, 5, 32 and 33, on the N. bdy. of
the Tp., hereinbefore described.

Land, rolling desert.

Soil, sandy clay,

No timber. i

Undergrowth, medium dense shadscale, sagebrush, grass
and weeds.

From the cor. of secs. 5, 6, 31 and 32, on the §S. bdy.
of the Tp.

N. 1° 41' W., bet. secs. 31 and 32,

Over nearly level desert land through scant undergrowth,
11.00 Trail road, bears $. 76° W. and N. 76° E.

18.60 Trail road, bears irregularly E. and W.

39.31 Point for the Y scc. cor. of secs, 31 and 32, at pro-
portionate distance; there is no remaining evidence of
the original cor,

Set an iron post, 30 ins. long, 2% ins. in diam,, 24
ins. in the ground, with brass cap mkd.

TLIN R12W
1

S31|s32
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

42,50 Wash, 14 lks. wide, 3 ft. deep, drains §. 47° W.

78.62 The cor. of secs. 29, 30, 31 and 32, monumented with a
trachyte stone, 12x8x6 ins., firmly set in the ground
and mkd. with 1 notch on the S and 5 notches on the E.
edge, witnessed by a mound of stone, 2 ft. base, 1 ft,
high, W. of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12W
$30]s29 .
S31[s32

1967

180-7 (October 1964) (formerly 4—6736) USDI——BLM FIELD NOTE PAPER
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10.40

40.54

40,05

41,07

62

ADependent Resurvey, T. 11 N., R, 12 W.

Set a steel fence post, 6 ft. long, 2 ft., in the
ground alongside the iron post.

Land; nearly level désert.
Soil, sandy clay.
No timber.

Undergrowth, scant, shadscale sagebrush, grass and
weeds,

From the cor. of secs. 28, 29, 32 and 33.

S. 89° 37' W., bet. secs. 29 and 32,

Over nearly level desert land through scant undergrowth.,
Trail road, bears S. 38° W. and N. 38° E.

The % sec. cor, of secs. 29 and 32, monumented with a
trachyte stone, 12x8x8 ins., firmly set in a small mound
of stone and mkd. % on the N. face.

At the cor., point

Set an irom post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd,

T1IN R12W

3 529
S$32

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

S. 89° 27' W., beginning new measurement.
The cor. of secs. 29, 30, 31 and 32.

Land, nearly level desert,

Soil,  sandy clay.

No timber,

Undergrowth, scant shadscale and sagebrush,

S. 89° 42' W., bet, secs. 30 and 31.

Over nearly level desert land through medium dense
undergrowth.

The % sec. cor. of secs. 30 and 31, monumented with a
trachyte stone, 14x9x6 ins., firmly set in the ground
and mkd. % on the N. face, witnessed by a mound of
stone, 2 ft, wide, 1 ft, high, W, of the cor.

At the cor. point
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Dependent Resurvey, T. 11 N., R. 12 W.

CHAINS

Set an iron post, 30 ins. long 2% ins., in diam., 12
ins. in the ground to solid rock and in a mound of
stone, 4 ft. base, to top, with brass cap mkd.

TLIN R12W

S30
E §31

1967

Bury the original cor. in the mound alongside the
iron post.

N. 88° 03' W., beginning new measurement.
22,30 Trail road, bears S. 66° E, and N. 66° W.

38.30 The cor, of secs. 25, 30, 31 and 36, on the W. bdy.
of the Tp., hereinbefore described.

Land, nearly level and gently rolling desert.
Soil, sandy clay,

No timber.

Undergrowth, medium dense shadscale and sagebrush.

From the cor, of secs. 29, 30, 31 and 32.
N. 0° 14' E., bet. secs. 29 and 30.

Over gently rolling and nearly level desert land through
scant undergrowth,

41,26 The % sec. cor. of secs. 29 and 30, monumented with a
charred wood post, 3 ft. long, 3 ins. squared, set in
a small mound of edrth and stone and mkd. % on the W,
face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone with brass
cap mkd,

T1IN R12W
L

A
$30|s29
1967

Reset the original cor. alongside the iron post,

N. 0° 14' E., beginning new measurement.

180—7 (October 1964) (formerly 4-673b6) USDI-—BLM FIELD NOTE PAPER
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39.58

18.15
25.40
34.60

40.20

80.40

64

Dependent Resurvey, T. 11 N,, R, 12 W,

The cor. of secs., 19, 20, 29 and 30, monumented with
a trachyte stone, 12x10x8 ins., firmly set in the
ground and mkd. with 2 notches on the S, and 5 notches
on the E, edge, witnessed by a mound of stone, 2 ft,
base, 1 ft. high, W. of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins, in the ground, with brass cap mkd.

T11N R12W
5191520
$30(s29

1967

‘Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.
Land, nearly level desert.
Soil, sandy clay.

No timber.
Undergrowth, scant shadscale and blackbrush,

From the cor. of secs. 20, 21, 28 and 29.

S. 89° 51' W., bet. secs. 20 and 29.

Over gently rolling desert land through scant undergrowth

Trail road, bears S. 19° E. and N. 19° W.

Trail road, bears S. 65° E. and N. 65° W,

Wash, 9 lks. wide, 3 ft. deep, drains N, 43° W,
Point for the % sec. cor. of secs. 20 and 29 at pro-

portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 6 ins.

in the ground to solid rock and in a mound of stone, 4
ft. base, to top, with brass cap mkd.

TI1IN R12W

o $20
529
1967

The cor. of secs, 19, 20, 29 and 30,

Land, gently rolling and nearly level desert.
Soil, sandy clay.

No timber.

Undergrowth, scant shadscale.

GPO
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Dependent Resurvey, T. 11 N., R. 12 W.

- ~

CHAINS

40.77

50.90

62.40

64.70

80.41

31.20

37.90

40,25

N. 89° 39' W., bet. secs. 19 and 30.

Over nearly level desert land through medium dense
undergrowth. )

Point for the % sec. cor. of secs. 19 and 30 at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. 'in the ground and in a collar of stone, with brass
cap mkd.

T11N R12w

S19
% $30

1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground alongside the iron post

Wash, 13 lks. wide, 7 ft. deep, drains S. 36° W.
Wash, 11 lks. wide, 13 ft. deep, drains S. 45° W.
Wash, 10 lks. wide, 9 ft, deep, drains S. 31° W,

The cor. of secs. 19, 24, 25 and 30, on the W, bdy,. of
the Tp., hereinbefore described.

Land, nearly level desert.

So0il, sandy clay,

No timber.

Undergrowth, medium dense shadscale, sagebrush, grass
and weeds.

From the cor. of secs. 19, 20, 29 and 30.
N. 0° 23' W., bet. secs. 19 and 20.

Over nearly level desert land through scant under-
growth.

Trail road, bears S, 77° E. and N. 77° W.

Improved bladed road, bears N. 69° 50' E. and S. 69°
50' w.

Point for the % sec., cor. of secs. 19 and 20 at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N R12W
L

rA
S19(s20
1967

Bury broken glass around the iron post.

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

180—7 (October 1964) (formerly 4-673b) USDI-—~BLM
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Dependent Resurvey, T. 11 N., R. 12 W,

CHAINS

43.80 Wash, 7 lks. wide, 2 ft. deep, drains S. 18° W.

80.50 Point for the cor. of secs. 17, 18, 19 and 20, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 24
ins, in the ground, with brass cap mkd.v

T11N R12W

S18(s17
§19(s20
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.,

Land, nearly level desert.

Soil, sandy clay,

No timber.

Undergrowth, scant shadscale, grass and weeds.

From the cor. of secs. 16, 17, 20 and 21.
S. 89° 46' W., bet. secs. 17 and 20,

Over gently rolling desert land through medium dense -
undergrowth.

12,50 Wash, 20 lks. wide, 3 ft. deep, drains S. 40° W,

40.89 Point for the % sec, cor. of secs. 17 and 20 at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 16
ins. in the ground to solid rock and in a mound of
stone, 3% ft. base, to top, with brass cap mkd.
T1IN R12W
- 817
g 520
1967

53.75 Wash, 20 lks. wide, 5 ft. deep, drains S, 20° W,
69.45 Wash, 4 lks, wide, 2 ft.'deep, drains S. 20° W,
81.78 The cor. of secs, 17, 18, 19 and 20.
Land, gently rolling and nearly level desert.
Soil, sandy clay.

No timber.
Undergrowth, medium dense sagebrush and shadscale.

N. 89° 59' W., bet. secs., 18 and 19.
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Dependent Resurvey, T, 11 N., R. 12 w,

CHAINS
Over nearly level desert- land through medium dense
undergrowth. : ‘

11.60 . | Wash, 15 lks, wide, 3 ft. deep, -drains S. 21° W,

28.80 Trail road, bears S. 20° W, and N. 20° E.

40,81 Point for the % sec. cor, of secs, 18 and 19 at pro-
portionate distance; there is no remaining evidence
of the original cor.

- Set an iron post, 30 ins. long, 2% ins. in diam., 22
ins. in the ground and in a collar of stone, with brass
cap mkd.

T1IN R12W
y S18
S19
1967
Set a steel fence post, 6 ft. -long, 2 ft. in the
- ground, alongside the iron post.

50.10 Trail road, bears S, 17° W, and N. 17° E.

80.80 The cor. of secs. 13, 18, 19 and 24, on the W. bdy. of
the Tp., hereinbefore described.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush and shadscale.

From the cor. of secs. 17, 18, 19 and 20.

N. 1° 17' W., bet. secs. 17 and 18.

Over nearly level desert land through scant undergrowth,

40.26 Point for the % sec. cor. of secs. 17 and 18 at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 10
ins. in the ground to solid rock and in a mound of stone
4 ft. base, to top, with brass cap mkd.

T1IN R12w

%
S18|s17
1967

Asc. 60 ft. over a gentle S. slope,

53.00 Trail road, bears N. 39° E, and §. 39° W.

56.75 Wash, 25 1lks. wide, 3 ft. deep, drains S, 33° W.; asc.
50 ft. over a SW, slope.

180—7 (October 1964) (formerly 4—673b) USDI-—-BLM FIELD NOTE PAPER



CHAINS

64.70

78.70

80.52

12.00

20.55

40,27

64.70
68.30

80.54

Dependent Resurvey, T, 11 N., R. 12 W,

Trail road, bears N, 56° E. and S. 56° W.; asc. 55 f¢t,
over a SW, slope.

Wash, 15 lks. wide, 5 ft. deep, drains S. 28° W,

Point for the cor. of secs. 7, 8, 17 and 18, at pro-
portionate distance; there is no remaining evidence
of the original cor,

Set an iron post, 30 ins, long, 2% ins., in diam,, 12
ins. in the ground, to solid rock and in a mound of
stone, 4 ft. base, to top, with brass cap mkd.

T1IN R12W
§71S8
S18|s817
1967
Land, nearly level and rolling desert land.
Soil, rocky and sandy clay,

No timber.
Undergrowth, scant shadscale and weeds.

From the cor. of secs, 8, 9, 16 and 17.
N. 89° 54' W,, bet. secs. 8 and 17.

Over rolling desert land through medium dense under-
growth; desc. 105 ft. over a SW. slope.

Trail road, bears S. 68° E. and N. 68° W,; desc. 55 ft.

over a SW. slope.

Trail road, bears S. 84° E. and N. 84° W.; desc. 105
ft. over a SW. slope.

Point for the % sec. cor, of secs. 8 and 17 at pro-
portionate distance; there is no remaining evidence
of the original cor,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12W
S8
1
“ 7s17
1967

Set a steel fence post, 6 ft. long, 24 ins. in
the ground, alongside the iron post.,

Wash, 11 lks. wide, 3 ft. deep, drains S. 37° W.
Trail road, bears S. 24° W. and N, 24° E.

The cor. of secs., 7, 8, 17 and 18.
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Dependent Resurvey, T. 11 N., R, 12 W,

o

CHAINS
Land, rolling desert.
Soil, rocky and sandy clay,
No timber.
Undergrowth, medium dense shadscale, sagebrush, grass
and weeds.
S. 89° 54' W., bet. secs. 7 and 18.
Over rolling desert land through medium dense under-
growth; desc. 90 ft. along a gentle SW. slope.

40,27 Point for the % éec. cor. of secs. 7 and 18 at pro-

portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R12W
s7
B
“ s18
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

72.20 Wash, 15 lks. wide, 6 ft. deep, drains S, 25° y.

80.49 The cor. of secs. .7, 12, 13 and 18, on the W. bdy. of
the Tp., hereinbefore described,

Land, gently rolling desert,

Soil, sandy clay.

No timber,

Undergrowth, medium dense shadscale and sagebrush.

From the cor. of secs. 7, 8, 17 and 18.

N. 0° 15' W., bet, secs. 7 and 8.

Over desert mountain land through widely scattered
scrub timber and medium dense undergrowth; asc, 120
ft. over a S. slope.

18.85 Trail road, bears S. 87° W. and N. 87° E.; asc. 215
ft. over a broken §. slope,

40,25 Point for the % sec., cor. of secs. 7 and 8, at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 12
ins. in the ground to solid rock and in a mound of
stone, 4 ft, base, to top, with brass cap mkd.

T11N R12W

%
S7|s8

1967
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Dependent Resurvey, T. 11 N., R. 12 W,

From the above cor., the U.S5.G.S. triangulation
station Kelton at Latitude 41° 41' 44.245" N, and
Longitude 113° 15' 03.263" W,, bears N, 17° 11' E,,
6.87 chs., distance,

Asc, 130 ft. over a S. slope.

Top of hill, bears irregularly E. and W.; desc. 210 ft.
over a N, slope.

The cor. of secs. 5, 6, 7 and 8, monumented with a
quartzite stone, 16x7x5 ins,, firmly set in the ground
and mkd. with 5 notches on the S. and E. edges and
witnessed by a mound of stone, 2 ft, base, 1 ft, high,
W. of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N R12W

86(55
57|58

1967

Set a steel fence post, 6 ft., long, 2 ft, in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

Land, desert mountains.

Soil, rocky and sandy clay.

Timber, widely scattered scrub juniper.
Undergrowth, medium dense sagebrush and shadscale.

- Set an iron post, 30 ins. long, 2% ins. in diam., 24

From the cor. of secs. 4, 5, 8 and 9.
N. 89° 25' W., bet. secs., 5 andb8.
Over rolliné desert land through medium deﬁse undergrowth
Wash, 30 lks. wide, 3 ft. deep, drains N. 33° W.
Wash, 50 lks. wide, 10 ff. deep, drains N; 23° E.
Trail road, bears .S. 9° W, and N. 9° E.

Trail road, bears S. 67° W, and N. 67° E.

Point for the % sec., cor. of secs. 5 and 8 at pro-

portionate distance; there is no remaining evidence
of the original cor.

ins. in the ground, with brass cap mkd.

T1IN R12W
S5

% S8
1967

GPO . .
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Dependent Resurvey, T. 11 N., R, 12 W,

CHAINS
Set a steel fence post, 6 ft, long, 2 ft. in the
ground, alongside the iron post. '

49,60 Enter widely scattered scrub timber; asc. 110 ft. over

a NE. slope.

76.50 Spur, projects irregularly N,; desc, 60 ft, over a W,
slope,

79.56 The cor. of secs. 5, 6, 7 and 8,

Land, rolling and low desert hills.

Soil, rocky and sandy clay,

Timber, widely scattered scrub juniper.

Undergrowth, medium dense sagebrush, scant grass and
weeds.

N. 89° 56' W,, bet. secs. 6 and 7.

Over desert low hills, through widely. scattered scrub
timber and medium dense undergrowth; desc, 150 ft, along
a N. slope.

40,24 Point for the % sec. cor. of secs. 6 and 7 at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam,, 14
ins. in the ground, to solid rock and in a mound of
stone, 4 ft. base, to top, with brass cap mkd.

T1IN R12W
S
1967
Desc. 155 ft. along a N. slopc.
64,35 Wash, 4 lks. wide, 3 ft. deep, drains N. 38° W.

80.33 The cor. of secs. 1, 6, 7 and 12, on the W. bdy of the
Tp., hereinbefore described.

Land, rolling and low desert hills.

Soil, rocky and sandy clay.

Timber, widely scattered scrub juniper.,
Undergrowth, medium dense shadscale and sagebrush,

From the cor. of secs. 5, 6, 7 and 8.

N. 9° 40' E., bet. secs. 5 and 6.

Over gently rolling desert land through medium dense
undergrowth.

19.50 Trail road, bears N, 80° W. and S. 80° E.
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Dependent Resurvey, T. 11 N., R. 12 W,

Point for the % sec, cor., of secs., 5 and 6 at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar os stone, with brass
cap mkd.

TLIN R12W

%
S6|s5

1967

Set a steel fence post, 6 ft. long, 2 ft, in the
ground, alongside the iron post.

Wash, 10 lks. wide, 3 ft. deep, drains N. 80° W,
Wash, 11 lks. wide, 4 ft. deep, drains N. 26° W,

The cor. of secs. 5, 6, 31 and 32, on the N. bdy. of
the Tp., hereinbefore described.

Land, rolling desert.

Soil, sandy clay.

No timber,

Undergrowth, medium dense shadscale, sagebrush, scant
grass.,

General Description

The general elevation of Township 11 North, Range 12
West, varies from about 4,300 ft, above sea level at
the SE. cor, of the Tp. to about 5,500 ft. above sea
level in the NW, portion of the Tp. The soil is a
sandy clay in the lower elevations which are nearly
level, to a rocky, sandy clay, on the desert hills.

A widely scattered growth of scrub juniper is found’
on the hills in the NW., portion of the Tp. The under-
growth is mainly sagebrush and shadscale with lesser
amounts of greasewood, grass and weeds. There are no
permanent habitations in the township and no water was

noted. The township is accessible from an improved dirt

road, from Kelton to Rosebud which enters the township
about 20.00 chs. S. of the NE. cor. of the township and
leaves the township about 8.00 chs., N. of the cor, of
secs. 19, 24, 25 and 30 on the W, bdy. There are
numerous trail roads throughout the Tp.

GPO I °
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CERTIFICATE OF SURVEY

I, Fred R. Chappell , HEREBY CERTIFY upon honor that,

in pursuance of special instructions bearing date of the 20thday of February ,19 67,
I have dependently resurveyed the South Boundary of Township 12 North, Range

12 West and the South, West and East Boundaries and the subdivisional lines
of Township 11 North, Range 12 West

of the Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed by me and under my direction;
and that said survey has been made in strict conformity with said special instructions, the Manual

of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.

April 26, 1968 7‘/1—61/77 /W

(Date) (Cadastral Sl{rvey or)
SUPERVISORY
(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL

CHRNTTE PPROVAL
SUBN.TTED FOR A?]g% BUREAU OF LAND MANAGEMENT,
Date ‘ SEP 2 Washington, D. C.

The foregoing field notes of the dependent resurvey of the South Boundary of T. 12
R. 12 W., and the South, West and East Boundaries and subdivisional lines ¢
T. 11 N., R, 12 W., Salt Lake Meridian, Utah

executed by Fred R. Chappell, Supervisory Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

N %é.f/n&»wr

(Date)

Chief, Division of Cadastral Survey
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Dependent Resurvey of T. 11 N., R. 13 W., Salt Lake Meridian

CHAINS

fications as set forth in the Manual of Surveying

The south boundary of T, 12 N., R. 13 W. was urveyed
by G.V.M. Boutelle, in 1872 and was resurveyed by H,
Fitzhugh in 1883, The southwest and east boundaries
of T. 11 N., R. 13 W. were surveyed by H. Fitzhugh in
1883, The subdivisional lines of T, 11 N., R. 13 W,
were surveyed by H. Fitzhugh in 1884. The following
field notes are those of a dependent resurvey of the
S. bdy. of T. 12 N., R. 13 W. The S. and W. bdys. and
the subdivisional lines of T, 11 N., R. 13 W, the E.
bdy. of T. 11 N., R. 13 W, are being concurrently re-
surveyed under this same group and its record appears
as the W. bdy. of T. 11 N., R. 12 W,

The survey was initiated on the official request of the
district manager, Salt Lake District, Bureau of Land
Management because of the multiple use and the inter-
mingled land pattern.

The survey was executed in accordance with the speci-

Instructions 1947, and the special instructions dated
February 20, 1967.

Before restoring the corners, the lines of the original
survey were retraced and a diligent search made for any
evidence of the original corners and any calls of the
original field note record. When duly identified, the
corner positions were remonumented,

The rules of proportionate measurement were applied in
order to ascertain the position of lost corners after
completing the necessary retracements to connect with
the identified corner locations, but not until exhaust -
ing every reasonable possibility of finding direct
evidence for the control of each particular corner.

The direction of the lines of this survey were deter-
mined by the solar transit method.

The length of the lines were determined by chaining.

The geographic position for the gggpbeast corner of the
township is at Latitude 41° 37' 43.3" N. and Longitude
113° 16" AF59 W., as computed from section line ties
made to U.S,G.S. triangulation station Kelton, at
Latitude 41° 41' 44.245" N. and Longifude 113° 15'
03.263" W., located N. r7 Ff' E., &8# chs. distance
from the 1/4 sec. cor. of secs. 7 and 8, T, 11 N., R.

12 W,

The mégnetic declination was read at a number of stations
throughout the survey and the average of the several
readings was found to be N. 17° 15' E.

Reestablishment of the Survey Executed
by H. Fitzhugh, Deputy Surveyor in 1883,

N
-
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Dependent Resurvey, S. Bdy., T. 11 N., R. 13 W,

CHAINS

The cor. of Tps. 10 and 11 N., Rs. 12 and 13 W., monu-

mented with a charred post, badly decayed, but with some
scribe marks still visible set in a small mound of earth
and stone. ; ’ ’

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N
R13W R12W

536{S31
S1}s6
T10N
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Reset the original cor. alongside the iron post.
S. 89° 58' W., bet. secs., 1 and 36.

Over nearly level desert land through medium dense
undergrowth.

32.90 Wash, 5 lks. wide, 1 ft. deep, drains N. 15° W.

40.10 Point for the 1/4 sec. cor. of secs. 1 and 36, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.
T1IN R13W

536
S1
T1ON R13W

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

42,10 Wash, 6 lks. @ide, 2 ft; deep, drain; N. 27; W.
59.50 Wash, 15 lks. wide, 4 ft. deep, drains N.-36° Ww.
63.90 Wash, 7 lks. wide, 1% ft. deep, drains N, 47° W.
80.20 The cor. of secs. 1, 2, 35 and 36, monumented with a
sandstone, 12x8x5 ins., firmly set in the ground and

mkd. with 1 notch on the E. and 5 notches on the W.
face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground with brass cap mkd.

Gro
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Dependent.Resurvey, S. Bdy., T. 11 N., R, 13 W.

T1IN R13W
535]|s36
s2]s1
T1ON R13W
1967

Set a steel fence post, 6 ft. long, 1% ft. in the
ground alongside the iron post.

Bury the original cor. alongside the iron post.

Land, nearly level desert.

Soil, clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale and
weeds.

S. 89° 56' W., bet. secs. 2 and 35.

Over nearly level desert land through medium dense
undergrowth,

Wash, 9 lks. wide, 2 ft. deep, drains N. 14° W.
Point for the 1/4 sec., cor. of secs. 2 and 35, at pro-
portionate distance; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground, with brass cap mkd.

T1IN R13W
1/4 S35
S2
TI1ON R13W
1967

Set a steel fence post, 6 ir, long, 18 ins. in
the ground alongside the iron post.

Wash, 10 lks. wide, 4 ft. deep, drains N. 19° E.
Trail road, bears N, 35° E, and S. 35° W.

Wash, 6 lks. wide, 2 ft. deep, drains N. 3° E.

Wash, 9 lks. wide, 2 ft. deep, drains N. 21° E.
Wash, 35 lks. wide, 6 ft. deep, drains N. 37° E.
Point for the cor. of secs. 2, 3, 34 and 35, at pro-

portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 24 ins.

in the ground with brass cap mkd.
T11N R13wW
§34(S35
S3|s2
T1ON R13wW
1967

N
()

7 (October 1964) (formerly 4—673b) USDI-—-BLM

FIELD NOTE PAPER



CHAINS

2.85

26.50

35.15

39.90

40.43

44,08

46.80

71.90

72.20

80.86

Depertdent Resurvey, S. Bdy., T. 11 N., R, 13 W.

Set a steel fence post, 6 ft. long, 24 ins. in
the ground alongside the iron post.

Land, nearly level desert.
Soil, sandy, clay.
No timber.

Undergrowth, medlum dense shadscale, sagebrush and
weeds.

S. 89° 56' W,, bet. secs. 3 and 34.

Over nearly level desert land, sloplng gently to the E.
through scant undergrowth.

Trail road, bears N. 31° W. and S, 31° E.

Trail road, bears N. 33° E. and S. 33° W.

Wash, 1.10 chs. wide, 7 ft. deep, drains N. 67° E.
Trail road, bears N. 63° E. and S. 63° W.

Point for the 1/4 sec. cor. of secs. 3 and 34, at
proportionate distance; there is no remaining evidence

of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N R13W

3 __834
A
T1ON R13W

1967

Set a steel fence post, 6 ft. long, 20 ins. in
the ground alongside the iron post.

Trail road, bears N. 4° E, and S. 4° W

Wash, 6 lks. wide, 2 ft. deep, dralns N. 77° E.; enter
scattered junipers, '

Leave juniper timber.

Trail road, bears N. 23° and S. 23° W.; asc. 50 ft.
along a NE, slope.

The cor, of secs. 3, 4, 33 and 34, monumented with a
limestone, 18x13x7 ins., firmly set in the ground and
mkd. with 3 notches on the E. and W. edges.
At the cor. point.
Set an iron post, 30 ins. long, 2% ins. in diam., 16
ins. in ‘the ground and in a mound of stone, 4 ft. base
to top, with brass cap mkd.
T11N R13W
$33|534
54|83
T10N R13wW
1967

Gr



(g
)
(@]

Dependent Resurvey, S . Bdy., T. 11 N., R, 13 W.

CHAINS

Set steel fence. post,.6 ft. long, 18 ins. in the
ground alongside the iron post.

Land, desert, sloping gently to the NE.

Soil, sandy clay.

Timber, widely scattered juniper.

Undergrowth, scant shadscale, sagebrush and weeds,

S. 89° 04' W., bet. secs. 4 and 33.

Over gently rolling desert land, sloping to the NE.,;
through widely scattered timber and scant undergrowth.

2.20 Wash, 9 lks. wide, 6 ft. deep, drains N. 63° E.; asc.
450 ft., over a NE. slope.

27.00 Spur, projects irregularly N,; desc. 85 ft. over a W.
slope,. .

39.11 Point for the 1/4 sec. cor. of secs. 4 and 33, at pro-
| portionate distance; there is no remaining evidence of
the original cor,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N R13W
$33
% S&
T1ON Ri3w
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.,

Desc. 160 ft. over a W. slope.

78,22 The cor. of secs. 4, 5, 32 and 33, monumented with a
sandstone, 15x10x6 ins., firmly set in the ground, and
mkd. with 2 notches on the W. and 4 notches on the E.
edge. ’

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam,, 15
ins. in the ground, to solid rock and in a mound of
stone, 4 ft. base, to top, with brass cap mkd.

T1IN R13W
532|833
S5|S84
T1ON R13W
1967

Bury the original cor. alongside the iron post.

Land, desert mountains.

Soil, rocky, clay.

Timber, widely scattered juniper.

Undergrowth, scant sagebrush, shadscale and weeds.
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Dependent Resurvey, S. Bdy., T. 11 N., R. 13 W.

CHAINS
S. 89° 06' W., bet. secs. 5 and 32,
Over desert land, through scattered timber and scant
undergrowth.
.95 Wash, 5 lks. wide, 1 ft. deep, drains S. 32° W.

16.50 Wash, 12 lks. wide, 3 ft. deep, drains S. 24° W.

28.20 Wash, 6 lks. wide, 2 ft. deep, drains S. 17° W.

35.60 Wash, 7 lks, wide, 2 ft. deep, drains S. 20° W,

40.13 The 1/4 sec. cor. of secs. 5 and 32, monumented with a
limestone, 20x8x6 ins., firmly set in the ground and mkd
1/4 on the W. face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins..in diam., 20
ins. in the ground, with brass cap mkd.

'T1IN R13W
14532
55
1967

Set a steel fence post, 6 ft, long, 20 ins. in
the ground alongside the iron post.

Bury the original cor. alongside the iron post.
S. 89° 49' W., beginning new measurement.,
Over desert land, sloping gently to the SW.

4.10 Wash, 6 lks. wide, 5 ft. deep, drains S. 27° E.;
thence over a series of small washes draining SE.

8.00 Trail road, bears N. 39° W. and S. 39° E.

36,60 Trail road, bears N. 10° E. and S. 10° W.; slope
changes to NW.

40.04 The cor. of secs. 5, 6, 31 and 32, monumented with a
limestone, 10x8x7 ins., firmly set in the ground, and
mkd. with 1 notch on the W. and 5 notches on the E.
face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 22
ins. in the ground, with brass cap mkd.

T1IN R13W
§31[832
$6{S5
T1ON R13W
1967

Set a steel fence post, 6 ft. long, 18 ins. in
the ground, alongside the iron post.

Bury the original cor. alongside the iron post.
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Dependent Resurvey, S. Bdy., T. 11 N., R. 13 W.

CHAINS

The above cor. is set in a hollow, draining N.
20° W. -

Land, gently rolling desert.

Soil, rocky clay.

Timber, widely scattered juniper.

Undergrowth, scant sagebrush, shadscale, grass
and weeds. :

S. 89° 35' W., bet. secs. 6 and 31.

Over rolling desert land, through scant undergrowth,
along a gentle E. slope.

7.10 Wash, 6 lks. wide, 3 ft. deep, drains N. 9° E.
21.50 Wash, 1.20 lks. wide, 12 ft. deep, drains N. 6° E.
24,60 Wash, 95 lks. wide, 9 ft., deep, drains N. 1° E.

40,49 Point for the 1/4 sec. cor. of secs. 6 and 31, at pro-
" portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 4 ins.
in the ground, to solid rock and in a mound of stone, 4
ft. base, to ‘top, with brass cap mkd.

T11N R13W

2L
TI1ON R13W
1967

Set a steel fence post, 6 ft. long, in the mound
of stone, alongside the iron post.,

Continue over rolling 1and..
61.10 | Trail road, bears N. 1° E. and S. 1° W.
75.65 Trail foad, bears N. 50° E. and S. 50° W. .

79.67 The cor. of Tps. 10 and 11 N., Rs. 13 and 14 W., monu-
mented with a badly decayed wood stake, set in a small
mound of earth and stone with some scribe mks. visible
on the wood stake. A 1 inch iron pipe sets alongside
the original cor.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 22

ins. in the ground, with brass cap mkd.

T11N
R14W R13W

$36[S31
s1(s6
T1ON

RL4W R13W

1967
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Dependent Resurvey, S, Bdy., T. 11 N., R. 13 W.

CHAINS

Set a steel fence post, 6 ft, long, 20 ins. in
the ground, alongside the iron post.

Bury the original cor. alongside the iron post.

Land, rolling desert mountains.

Soil, rocky, clay.

Timber, widely scattered juniper.

Undergrowth, scant shadscale, sagebrush, grass and
weeds.

Dependent Resurvey of the West
Boundary, T. 11 N., R, 13 W.

Reestablishment of the Sﬁrvey Executed by
_ H. Fitzhugh, Deputy Surveyor, in 1883,

From the cor. of Tps. 10 and 11 N,., Rs. 13 and 14 W.
N. 1° 05' W., bet. secs, 31 and 36.

Over gently rolling desert land through scant under-
growth.

21.10 Wash, 5 lks, wide, 1 ft. deep, drains N. 39° W.

30.60 Wash, 7 lks. wide, 1 ft. deep, drains N. 43° W.

35.00 Wash, 10 lks. wide, 2 ft. deep, drains N. 21° W.

40.35 The 1/4 sec. cor. of secs. 31 and 36, monumented with
a sandstone, l4x4x4 ins., firmly set in the ground and
mkd. 1/4 on the W. face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground, with brass cap mkd.

T1IN
R14W R13W

%
$36|831

1967

Set a steel fence post, 6 ft. long, 20 ins. in
the ground, alongside the iron post.

Bury the original cor. alongside the iron post.

N. 1° 18' W., beginning new measurement.

15.10 Wash, 8 lks. wide, 2 ft. deep, drains S. 81° W.



~D

- Dependent Resurvey, W. Bdy., T. 11 N., R. 13 w.

CHAINS

21.50 | Trail road, bears N. 73° W. and S.- 73° E.

30.70 |.Wash, 8 lks, wide, 2 ft. deep, drains N. 50° W.
33.70 | Wash,.50 lks. wide, 8 ft. deep, drains N. 62° W.
36.20 | Improved dirt road, bears N, 32° E. and S. 32° W,
37.80 | Wash, 20 lks. wide, 5 ft. deep, drains S. 83° W.
40.24 | The cor. of secs. 25, 30, 31 and 36, monumented with
.2 sandstone, firmly set in the ground and mkd. with
1 notch on the S. and 5 notches on the N. face.

At the cor. point,

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground, with brass cap mkd.

TI1IN
- R14W R13W

$25]830
836|531
1967

Set a steel fence post, 6 ft. long, 20 ins. in
the ground alongside the iron post.

Bury the original cor. alongside the iron post.

Land, gently .rolling desert.

Soil, .sandy clay.

No timber.

Undergrowth, scant sagebrush, shadscale, grass and
weeds.,

N. 0° 55' W., bet. secs. 25 and 30.

Over nearly level desert land, through medium dense
undergrowth,

21.20 | Wash, 8 lks. wide, 3 ft. deep, drains S. 53° W.
29.20 | Enter widely scattered scrub timber.

40.24 | Point for the 1/4 sec, cor. of secs. 25 and 30, at
proportionate distance; there is no remaining evidence
of the original cor.

Set an iron post 30 ins. long, 2% ins. in diam., 8 ins.
in the ground to solid rock and in a mound of stone, 4
ft, base to top, with brass cap mkd.

T1IN
R14W R13W

%
$25(830

1967

Set a steel fence post, 6 ft. long, in the mound
alongside the iron post.

41.35 | Wash, 5 lks. wide, 1 ft. deep, drains S. 84° W.
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CHAINS

41.35

46.65

58.15

65.00

74.40

78.05

80.48

6.30

34.90

40.11

10

. Dependent Resurvey, W. Bdy., T. 11 N., R. 13 W,

Wash, 5 lks. wide, 1 ft. deep, drains S. 84° W,

‘Wash, 7 lks. wide, 1 ft. deep, drains S. 64° W.

Draw, 90 lks. wide, 9 ft. deep, drains N. 53° W.;
asc, 80 ft. over a SW, slope.

Trail road, bears N. 32° E. and S. 32° W.
Low ridge, bears N. 75° W. and S. 75° E.
Bladed dirt road, bears S. 82° W. and N. 82° E,

The cor. of secs. 19, 24, 25 and 30, monumented with
a limestone, 22x10x9 ins., firmly set in the ground
and mkd. with 2 notches on the S. and 4 notches on
the N, edges.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone, with brass
cap mkd.

T11N
R14W R13W

524519
§25|5830
1967

Set a steel fence post, 6 ft. long, 18 ins. in
the ground, alongside the iron post.

Bury the original cor. alongside the iron post.

Land, nearly level desert.

Soil, sandy clay.

Timber, widely scattered scrub juniper,
Undergrowth, medium dense shadscale, sagebrush,
grass and weeds.

N. 0° 42' W., bet. secs. 19 and 24,

Over gently rolling desert land through widely scattered
timber and medium dense undergrowth.

Leave timber.

Wash, 18 1lks. wide, 4 ft. deep, drains N. 39° E.; enter
widely scattered timber.

The 1/4 sec. cor. of secs. 19 and 24, monumented with
a limestone 14x10x9 ins. (record 14x9x4 ins,) firmly
set in the ground and mkd. 1/4 on the W. face,

At the cor. point,
Set an iron post, 30 ins. long, 2% ins. in diam., 22

ins. in the ground and in a collar of stone with brass
cap mkd.

G



11

Dependent Resurvey, W. Bdy., T. 11 N., R. 13 W.

"\J

CHAINS

27.30
28,00

40,08

14.70
25.45

39.93

T1IN
R14W R13W

%
524s19
1967

Bury the original cor. alongside the iron post,

| N. 0° 26' W., beginniﬁg new measurement.

Wash, 8 lks. wide, 2 ft. deep, drains N. 60° Ww.

" Wash, 9 lks. wide, 5 ft. deep, drains N. 51° 30' w.

The cor., of secs. 13, 18, 19 and 24, monumented with
a limestone, 10x8x7 ins., firmly set in the ground
and mkd. with 3 notches on the N. and S. edges.

At the cor. point,

Set an iron post, 30 ins. long, 2% ins. in diam,, 18
ins. in the ground and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T11N
R14W R13W

S13[s18
524|519
1967

Bury the original cor. alongside the iron post.

Land, gently rolling desert land.

Soil, sandy clay,

Timber, widely scattered juniper,

Undergrowth, medium dense shadscale, sagebrush, grass
and weeds. . .

N. 1° 03' W., bet. secs. 13 and 18.

Over rolling desert land, through widely scattered
timber and medium dense undergrowth,

Wash, 11 lks. wide, 5 ft. deep, drains N. 16° W.
Trail road, bears N. 83° E. and S, .83° W.

The 1/4 sec. cor. of secs. 13 and 18, monumented with
a limestone, 24x14x10 ins., firmly set in the ground
and mkd. 1/4 on the W. face.

At the cor. point,

Set an iron post, 30 ins. long, 2% ins. in diam., 22
ins. in the ground with brass cap mkd.

T11N
R14W R13W
£
S13|s18
1967
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CHAINS

11.28

40.26

34.70

40,36

12

Dependent Resurvey, W. Bdy., T. 11 N., R. 13w, /

Set a steel fence post, 6 ft. long, 20 ins, in
the ground alongside the iron post.

Bury the original cor. alongside the iron post,

N. 0° 53' W., beginning new measurement.
Wash, 6 lks. wide, 2 ft. deep, drains N. 31° E.

The cor., of secs. 7, 12, 13 and 18, monumented with a
limestone 12x10x10 ins. (record 18x8x8 ins.) firmly  set
in the ground and mkd. with 4 notches on the S. and 2
notches on the N. edges. . :

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground and in a mound of stone 3 ft. base
to top, with brass cap mkd, - :

T11N
R14w R13W

S12(s7
S13(s18
1967

Bury the original cor. alongside the iron post.

Land, gently rolling desert.

Soil, sandy clay,

Timber, widely scattered juniper, the first 1/2 mile,
Undergrowth, medium dense sagebrush, shadscale, grass
and weeds.

N. 0° 10' W., bet. secs, 7 and 12.

Over gently rolling desert land through medium dense
undergrowth,

Wash, 11 lks. wide, 3 ft. deep, drains N. 35° Ww.

The 1/4 sec. cor. of secs. 7 and 12, monumented with a
quartzite stone, 16x6x4 ins. (record 26x7x5 ins.,)
firmly set in the graund and mkd. 1/4 on the W. face.

At the cor. point. .

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN
R14W R13W

%
s12|s7

1967

Raise a mound of stone, 3% ft. base, 3 ft. high,
W. of the cor.

Bury the original cor. alongside the iron post.

Gro i’
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Dependent Resurvey, W, Bdy., T. 11 N., R, 13 W.

CHAINS

N. 0° 37' W., beginning new measurement.

40,26 The cor. of secs. 1, 6, 7 and 12, monumented with a
limestene, 18x8x8 ins. (record 25x12x12 ins.), firmly
set in the ground and mkd. with 5 notches on the 8.
and 1 notch on the N. edge,

At the cor. point,

Set an iron post, 30 ins. long, 2% ins. in diam., 22
ins, in the ground and in a collar of stone with brass
cap mkd.

T11N
R14W R13wW

S1(S6
S12|s7
1967

Set steel fence post, 6 ft. long, 20 ins. in
the ground alongside the iron post.

Bury the original cor. alongside the iron post.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense shadscale, sagebrush, grass
and weeds.

N. 1° 18' E., bet. secs. 1 and 6.

Over nearly level desert land through medium dense
undergrowth.

39.82 Point for the 1/4 sec. cor. at proportionate distance;
there is no remaining evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N
R14W R13W
%
S1|s6

1967

Set steel fence post, 6 ft. long; 20 ins. in the
ground alongside the iron post.

53.60 Wash, 80 lks. wide, 6 ft. deep, drains N. 60° E.

60.10 Cor. of fences, bears E. and N. 1° 18' E.; thence
along fence line.

62.90 Wash, 18 1ks. wide, 5 ft. deep, drains N. 63° E.

77.23 The closing cor. of T. 11 N., Rs. 13 and 14 W., monu-
mented with a partially decayed wooden stake, some
scribe mks. visible. Cor is set in fence line bearing
N, 1° E. and S, 1° W.
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CHAINS

14

Dependent Resurvey, W. Bdy., T. 11 N., R, 13 W,

At the cor. point.

Set an iron post, 30 ins. 1oﬁg, 2% ins, in diam., 24
ins. in the ground with brass cap mkd.

T12N RL4W

536
S1(s6
clc

T11IN
R14W R13W

1967

Bury the remains of the original cor. alongside
the iron post.

From the above cor., the cor. of T, 12 N., Rs. 13 and
14 W., bears N. 89° 20' E., 12.70 chs. dist,, monumented
with an iron post, 2% ins. in diam., hereinafter des-

4cribed.

Land, nearly level desert.

Soil, sandy clay.

No timber. ]

Undergrowth, medium dense sagebrush, shadscale, scant
grass and weeds.

Dependent Resurvey, §. Bdy., T. 12 N., R, 13 W.

Reestablishment of the Survey Executed by G.V.M.
Boutelle in 1872 and Resurveyed by H. Fitzhugh,
Deputy Surveyor in 1883,

The cor. of T. 12 N,, Rs, 12 and 13 W., monumented with
a trachite stone, 22x15x7 ins. (record 30x15x9 ins.),
firmly set in the ground and mkd. with 6 notches on 4
edges.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 22
ins. in the ground and in a collar of stone with brass
cap mkd.

T12N
R13W R12w

$36]s31

1967

Set a steel fence post, 6 ft. long, 20 ins. in
the ground alongside the iron post,

Bury the original cor. alongside the iron post.

S. 89° 26' W., along the S. bdy. of sec. 36.

Gro



CHAINS

17.90

40.13

70.15

80.26

40,13

38.60

15

‘Dependent -Resurvey, S. Bdy., T. 12 N., R, 13 W.

Over nearly level desert land through medium dense
undergrowth.,

Trail road, bears N. 41° E, and S. 41° W.
Wash, 22 lks. wide, 6 ft. deep, drains S. 34° W.
Point for the 1/4 sec. cor. of sec. 36 at proportionate

distance; there is no remaining evidence of the original
cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 20
ins. in the ground, with brass cap mkd.

T12N R13W
1/4 $36
1967

Set steel fence post, 6 ft. long, 20 ins. in the
ground alongside the iron post.

Wash, 24 lks. wide, 4 ft. deep, drains §..15° Ww.

‘Point for the cor. of secs., 35 and 36, at proportionate

distance; there is no remaining evidence of the original
cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground with brass cap mkd.

T12N R13wW

535[536

1967

Set steel fence post, 7 ft. long, 20 ins. in the ground
alongside the iron post.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale,
scattered greasewood, grass and weeds.

S. 89° 26' W,, along the §S. bdy. of sec., 35.

Over nearly level desert land through medium dense
undergrowth.

The 1/4 sec. cor. of sec. 35, monumented with a part-
ially decayed wood stake, set in a small mound of earth
and stone.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 22
ins. in the ground with brass cap mkd.

21
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27.88

40.14

11.30

39.92
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Dependent Resurvey, S. bdy., T. 12 N., R, 13 W.

T12N R13wW

1/4 S35
1967

Set a steel fence post, 6 ft. long, 20 ins. in the
. ground alongside the iron post. .

Bury, the original cor. alongside the iron post.

S. 88°.37' W., beginning new measurement,
Trail road, bears N, 21° E. and S. 21° W.
The cor. of secs. 34 and 35, monumented with a wood

stake, dimly mkd. and set in a small mound of earth
and stomne,

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T12N R13W -

834835

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Bury the original cor. alongside the iron post.

Land, nearly level desert.

Soil, sandy clay.

No timber. .

Undergrowth, medium dense, shadscale and sagebrush,
scant grass and weeds.

S. 89° 21' W., along the S. bdy. of sec. 34.

Over nearly level desert land through medium dense
undergrowth.

Improved dirt road, bears N. and S.

Point for the 1/4 sec. cor. of sec. 34, at proportionate

distance; there is no remaining evidence of the original
cor.

Set an iron post, 30 ins. 1ohg, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.
T12N RI3W

3 534
1967

Set a steel fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post,
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i Dependent Resurvey, §, Bdy., T. 12 N., R, 13 W.
CHAINS

53.60 | 0ld dirt road, bears irregularly E. and W,

61.60 Wash, 6 lks. wide, 2 ft. deep, drains S. 22° W.

79.84 Point for the cor. of secs. 33 and 34, at proportionate
distance; there is no remaining evidence of the original
cor,

Set an iron post, 30 ins. long, 2% ins, in diam., 24
ins. 'in the ground with brass cap mkd.

T12N R13W

S33[SB4

1967

Set a steel fence post, 6 ft. long, 2 ft. in
the ground alongside the iron post.

Land, nearly level desert.

Soil, sandy clay,

No timber,

Undergrowth, medium dense sagebrush, shadscale, scant
grass and weeds,

S. 89° 21' W., along the S. bdy. of sec. 33.

Over nearlg level desert land through medium dense
undergrowth.

3.34 0ld fence line, bears irregularly N. and S.

39.92 Point for the 1/4 sec. cor. of sec. 33 at proportionate
distance; there is no remaining evidence of the original
cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T12N R13wW

1/4 833

1967

Set a steel fence post, 6 ft, long, 2 ft. in
the ground alongside the iron post.

79.84 Point for the cor. of secs. 32 and 33, at proportionate
distance; there is no remaining evidence of the original
cor,
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10.07

14.26

39.97

51.33

72,60

79.94

Dependént Résurvey, S. Bdy., T. 12 N., R. 13 W,

Set an iron post, 30 ins. long 2% ins. in diam., 24
ins. in the ground with brass cap mkd. :

T12N R13W

§32]833

1967

Set a steel fence post, 6 ft. long, 2 ft, in
the ground alongside the iron post.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass and weeds.

S. 89° 21' W., along the S. bdy. of sec, 32.

Over nearly level desert land through dense
undergrowth.

Trail road, bears irregularly NW. and SE.

Barbed wire fence, bears S. and N., 31 lks. to cor.;
thence irregularly W,

Point for the 1/4 sec. cor. of sec. 32 at proportionate
distance; there is no remaining evidence of the original
cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T12N R13w
1/4_ 832
1967
Set a wood fence post, 6 ft. long, 4 ins. in

diam., 2 ft. in the ground alongside the iron
post.

Trail road, bears N. 40° W, and S. 40° E.
Wash, 19 lks. wide, 5 ft. deep, drains S. 70° E.

Point for the cor. of secs. 31 and 32 at proportionate
distance; there is no remaining evidence of the original
cor., : : :

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.




CHAINS

5.73

32,76

39,97

41.30

44,38

45.86

53.66

79.94

[

W,

Dependent Resurvey, §. bdy., T, 12 N., R. 13

T12N R13W

S31 832.

1967

Set a steel fence post, 6 ft. long, 2 ft. in the ground

alongside the iron post.

Land, level desert,
Soil, sandy clay.
No timber.

Undergrowth, dense sagebrush, shadscale, scant grass

and weeds.,

S. 89° 21' W., along the S. bdy. of sec. 31.

Over nearly level desert land through dense under-

growth.
Wash, 22 lks. wide, 3 ft. deep, drains N, 56° E,

Along the N. side of old stable and corral.

Point for the 1/4 sec. cor, of sec. 31 at proportionate
distance; there is no remaining evidence of the original

cor.

Set an iron post, 30 ins. long, 2% ins. in diam.,
ins. in the ground with brass cap mkd.

T12N R13W
1/4 831
1967

Set a steel fence post, 6 ft. long, 2 ft, in
the ground alongside the iron post.

Wash, 25 lks. wide, 5 ft. deep, drains S. 61° W.
Wash, 28 lks., wide, 5 ft. deep, drains S. 81° E.
Wash, 26 1lks. wide, 5 ft. deep, drains S. 22° E,

Wash, 40 lks, wide, 15 ft, deep, ‘drains S, 48° E,

The cor. of T. 12 N., Rs. 13 and 14 W., monumented with

a wood post, 4 ft, long, 3 ins, squared, set in a

mound of earth and stone; some scribe mks. visible on

the cor,

24
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Dependent Resurvey, S. Bdy., T. 12 N., R. 13 W.

CHAINS

40.20

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam.,
24 ins. in the ground with brass cap mkd.

T12N
R14W R13W

836|831

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
aground alongside the iron post.

Reset the original cor. inverted and alongside
the iron post.

Land, nearly level desert.

Soil, sandy clay.

No timber,

Undergrowth, dense shadscale, sagebrush, scant
grass.

Dependent Resurvey of the Subdivisional
Lines, T. 11 N., R, 13 W.

Reestablishment of the Survey Executed by
H. Fitzhugh, Deputy Surveyor in 1884.

From the cor. of secs. 1, 2, 35 and 36, on the S, bdy.
of the Tp.

N. 17 36' W., bet. secs. 35 and 36.

Over gently rolling desert land through medium
dense undergrowth.

The 1/4 sec. cor. of secs. 35 and 36, monumented by a

charred cedar post, 3 ft. long, 3 ins. squared, plainly
mkd. and firmly set in a small mound of earth and stone.

At the cor. point.
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Dependent Resurvey, s, Bdy., T. 12 N., R, 13 w.
CHAINS

Set an iron post, 30 ins. long, 2% ins. in dian,, 22
ins. in the ground with brass cap mkd. :

TL1IN R13W
4
$35[836
1967

Set a steel fence post, 6 ft. long, 20 ins. in
the ground alongside the iron post.

Reset the original cor. inverted alongside the
iron post,

N. 0° 22! E,, beginning new measurement.

23,60 Trail road, bears N. 38° E. and 5. 38° w,

24,20 Wash, 25 1ks. wide, 6 ft, deep, drains N, 31° E,
29,20 Wash, 13 lks. wide, .2 f¢. deep, drains N, 58° g,
31.20 Wash, 48 1lks. wide, 7 ft. deep, drains N. 89° E,

39.94 The cor. of secs, 25, 26, 35 and 36, monumented with
a charred post, 4 ft. long, 3 ins. squared, firmly set
in a small mound of earth and stone and plainly mkd,

At the cor. post,.30 ins. long, 2% ins. in diam,, 23
ins. in the ground with brass cap mkd.

TLIN R13wW

$26|s25
$35(s36
1967

Set a steel fence post, 6 ft. long, 22 ins. in
the ground alongside the iron post.

Reset the original cor. inverted alongside the
iron post,

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, dense shadscale, sagebrush, scant grass,
dense weeds.
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Looan

CHAINS

17.50
19.70
30.50

40.41

21.40
34,70

39.61

3.00

40.32

Dependent Resurvey, T. 11 N., R. 13 W,

From the cor., of secs. 25, 30, 31 and 36, on the E.
bdy. of the Tp., monumented with an iron post, 2% ins.
in diam., as described in the field notes of the re-
survey of the W. bdy. of T, 11 N,, R. 12 W,
S. 88° 55' W., bet. secs. 25 and 36.
Over level desert land through medium dense undergrowth.
Wash, 13 lks. wide, 4 ft. deep, drains S. 43° E.
Wash, 14 lks. wide, 5 ft. deep, drains S. 29° E,
Wash, 4 lks. wide, 2 ft. deep, drains S. 50° E.
The 1/4 sec, cors. of secs. 25 and 36, monumented with
a charred post, 3 ins. squared, 3 ft. long,.plainly mkd.
and set in a small mound of earth and stone.
At the cor. point.’
Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground and in a mound of stone, 3 ft. base
to top with brass cap mkd.

T1IN R13W

1/4 525

S36
1967

Reset the original cor. inverted alongside the
iron post.

S. 88° 15' W., beginning new measurement.

Trail road, bears N. 38° E. and S. 38° W.

Wash, 3 lks, wide, 2 ft. deep, drains N. 31° E.
The cor. of secs. 25, 26, 35 and 36.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense shadscale, weeds and scant
grass.,

N. 1° 08' W., bet. secs. 25 and 26.
Over level desert land through medium dense undergrowth,

Wash, 30 lks. wide, 4 ft, deep, drains 78° E.

Point for the 1/4 sec., cor. of secs. 25 and 26, at
proportionate distance; there is no remaining evidence
of the original cor.




N
N

23

Dependent Resurvey, T. 11 N., R. 13 W.

CHAINS

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN RI3W

%
526 |s25

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

From the above cor. Dove Creek Well bears N. 5° 41' W,
62.10 Improved dirt road, bears N. 78° E. and S. 78° W.
70.10 Wash, 8 lks., wide, 3 ft. deep, dfains S. 50°AE.

80.64 Poinf for thé cor. Bf secg. 23, 24, 25 and 26, at
pProportionate distance; there is no remaining evidence

of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13W

§23[S24
5265825
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Land, level desert.

Soil, sandy clay,

No timber.. . .

Undergrowth, medium dense shadscale, sagebrush and
weeds.

From the'cor. of secs. 19, 24, 25 and 30, on the E. bdy.
of the Tp., monumented with an iron post, 2% ins. in
diam., as described in the field notes of the resurvey
of the W. bdy. of T. 11 N., R. 12 W.

S. 88° 25' W., bet. secs. 24 and 25.

Over nearly level desert land through medium dense
undergrowth.

20,90 Improved dirt road, bears N. 78° E. and S. 78° W.
32.90 Wash, 6 lks. wide, 3 ft. deep, drains S. 58° W.

40,61 The 1/4 sec. cor. of secs. 24 and 25, monumented with
a lava rock, 22x10x10 ins., firmly set in the ground

and mkd. 1/4 on the N. face,

At the cor. point.
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CHAINS

23.35

26.70

40.27

40.31

41,65

64.00

80.62

g

Dependent Resurvey, T. 11 N., R. 13 W.

Set an ‘iron post, 30 'ins. long, 2% ins. in diam., 12
ins. in -the ground, to solid rock and in a mound of
stone, 4 ft. base to top, with brass cap mkd.

T1IN R13W

1/4_824
S25

1967

Bury the original cor. in the mound alongside the
iron post,

S. 89° 19' W., beginning new measurement.

Trail road, bears S. 26° E., and N, 26° W.

Wash, 20 lks. wide, 6 ft. deep, drains S. 32° E.
The cor. of secs. 23, 24, 25 and 26.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, grass
and weeds.

N. 0° 17' W., bet. secs. 23 and 24.

Over nearly level desert land through medium dense
undergrowth. :

Point for the 1/4 sec. cor. of secs. 23 and 24, at pro-
portionate distance; there is no remaining evidence of
the original cor. .

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd,

T11N R13w

:
S23|s24

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Wash 50 lks. wide, 3 ft. deep, S. 8° E.

Trail road, bears N. 11° W, and S. 11° E.

The cor. of secs. 13, 14, 23 and 24, monumented with a
trachyte rock, 25x10x7 ins,, firmly set in the ground
and mkd. with 3 notches on the S. and 1 notch on the
E. edge.

At the cor. point.

Gro i
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Dependent Resurvey, T. 11 N., R. 13 w,

CHAINS

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13W

S$14:s13
§23]s24
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Bury the original cor. alongside the iron post.

Land, nearly level desert.

Soil, stony clay,

No timber.

Undergrowth, medium dense shadscale, sagebrush and
weeds,

From the cor. of secs. 13, 18, 19 and 24, on the E. bdy.
of the Tp., monumented with an iron post, 2% ins. in
diam., as described in the field notes of the resurvey
of the W. bdy. of T, 11 N., R. 12 w,

S. 89° 17' W., bet. secs. 13 and 24.

Over gently rolling desert land through medium dense
undergrowth.

12.00 Trail road, bears N. 4° 30' E. and S. 4° 30' W.
40.20 Point for the 1/4 sec. cor. of secs. 13 and 24, at
proportionate distance; there is no remaining evidence

of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam,, 24
ins. in the ground with brass cap mkd.

T11N R13W
1/4 S13
524
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

46,30 Trail road, bears irregularly N, ande.; asc, 45 ft,
over an E, slope.

51.80 Top of rise; desc. 155 ft. over a W, slope.
80.40 The cor. of secs. 13, 14, 23 and 24.

Land, rolling desert hills.

Soil, stony clay.

No timber.

Undergrowth, medium dense shadscale, sagebrush, scant
grass.
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CHAINS

10.10
24,55

40.34

40.67

26

Dependent Resurvey, T. 11 N., R. 13 W.

N. 0° 03' E., bet. secs. 13 and l4.

Over rolling desert land through dense undergrowth.
Trail road, bears N. 11° E, and S. 11° W.

Wash, 5 lks. wide, 2 ft. deep, drains N. 45° W,

The 1/4 sec. cor. of secs. 13 and 14, monumented with

a lava stone, 19x10x9 ins. (record 26x12x8 ins.) firmly
set in the ground and mkd. 1/4 on the W. face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd,

T1IN R13W

%
S14[s13
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Bury the original cor. alongside the iron post,

N. 0° 03' E., beginning new measurement.

The cor. of secs. 11, 12, 13 and 14, monumented with a
trachyte rock, 26x12x8 ins., firmly set in the ground
and mkd. with 4 notches on the §. and 1 notch on the
E. face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in' the ground with brass cap mkd.

T11N R13W
S11(si2
514|813

1967

Bury the original cor. alongside the irom post.

The above cor, is set at the cor. of barbed wire fence
bearing N. and S. 45° W,

Land, gently rolling desert.

Soil, sandy clay.

No timber.- : :

Undergrowth, dense sagebrush, shadscale, scant grass.

From the cor. of secs. 7, 12, 13 and 18, on the E. bdy.
of the Tp., monumented with an iron post, 2% ins. in
diam., as described in the field notes of the resurvey
of the W. bdy. of T. 11 N., R, 12 W.




- Dependent Resurvey, T. 11 N., R. 13 W,

CHAINS

17.30
22.20

39.49

51.70

78.98

5.80

39,71

S. 89° 49' W., bet. secs. 12 and 13,

Over gently rolling desert land through medium dense
undergrowth.

Wash, 12 1ks. wide, 4 ft. deep, drains S. 22" g,
Trail road, bears irregularly NE. and SWw.

Point for the 1/4 sec. cor. of secs. 12 and 13, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an fron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13w

1/4 —512
S13

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Wash, 5 lks. wide, 2 ft. deep, drains S, 64 W,
The cor., of secs. 11, 12, 13 and 14.

Land, gently rolling desert.

Soil, sandy clay.

No timber.

Undergrowth, dense sagebrush, shadscale, scant grass
and weeds.

N. 0° 48' W., bet. secs. 11 and 12,
Over nearly level desert land through dc:i. . undergrowth,
Wash, 5 lks. wide, 2 ft. deep, drains S. 40 W.

The 1/4 sec. cor. of secs. 11 and 12, monumented with

a trachyte stone, 22x10x6 ins., firmly set in the ground

and mkd. 1/4 on the W. face.
At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13W

L
Silis12

1967
Bury the original cor. alongside the iron post.

The above cor. is set in a barbed wire fence, bearing
N. 80° E, and S. 80° w,

i
+
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CHAINS

40.16

4.70

21.58

39.03

28

Dependent Resurvey, T. 11 N., R. 13 W,

N. 1° 04' W., beginning new .measurement.

The cor. of secs. 1, 2, 11 and 12, monumented with a
trachyte stone, 18x10x4 ins. (record 22x10x8 ins.)
firmly set in the ground and mkd. with 5 notches on
the S. and 1 notch on the E. edge.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N R13W

S2]|51

S11s12
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Bury the original cor. alongside the iron post.

Land, gently rolling desert.

Soil, sandy clay.

No timber. . .
Undergrowth, dense sagebrush, shadscale, scant grass,

From the cor. of secs. 1, 6, 7 and 12 on the E. bdy.
of the Tp., monumented with an iron post, 2% ins. in
diam., as described in the field notes of the resurvey
of the W. bdy. of T. 11 N., R. 12 W.

S. 89° 38' W., bet. secs. 1 and 12.

Over rolling desert hills sloping gently to the W.
through medium dense undergrowth.

Wash, 6 lks. wide, 3 ft. deep, drains S. 84° W.
Wash, 4 lks. wide, 2 ft. deep, drains S. 19° W.

The 1/4 sec. cor. of secs. 1 énd 12, monumented with
a limestone, 16x12x10 ins., firmly set in the ground
and mkd, 1/4 on the N. face.

At the cor. point,

Set an iron post, 30 ins. long, 2% ins. in diam., 22
ins. in the ground with brass cap mkd.
T1IN R13W

1/481
S12

1967

Set a steel fence post, 6 ft. long, 20 ins. in
the ground alongside the iron post.

Bury the original cor. alongside the iron post.

Gro




(]
o
(o

Dependent Resurvey, T, 11 N., R. 13 w,

CHAINS

S. 88° 39' W., beginning new measurement,

13.90 Wash, 5 lks. wide, 2 ft. deep, drains S. 25° Ww.
25.42 Draw, drains S, 40° W,

28.00 Wash, 5 lks. wide, 4 ft. déep, drains S. 10° Ww.

41.05 The cor. of secs. 1, 2, 11 and 12,

Land, gently rolling desert.

Soil, sandy clay.

No timber,

Undergrowth, dense sagebrush, shadscale, scant grass.,

N. 0° 21' W., bet. secs. 1 and 2.

Over gently rollingldesert land through dense under-
growth.

32.50 Wash, 15 lks. wide, 6 ft, deep, drains S. 45° E.
35.10 Wash, 20 lks. wide, 8 ft., deep, drains S. 70° E.

40.06 The 1/4 sec. cor. of secs. 1 and 2, monumented with a
trachyte stone, 16x8x6 ins., firmly set in the ground
and mkd. 1/4 on the W. face,

At the cor. point

Set an iron post, 30 ins. ‘long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11IN R13W

4
S2|s1

1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground alongside the iron post.

Bury the original cor. alongside the iron post,

N. 0° 19' W., beginning new measurement,

39.59 The closing cor. nf sec. 1 and 2, on the N. bdy. of the
Tp., monumented with a trachyte stone, 20x10x8 ins.,
firmly set in the ground and mkd. with 6 notches and CC
on the 8. face and 1 notch on the E. and 5 notches on
the W. edges.,

At the cor. point,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T12N R13wW
$35
s2[s1
clc
T1IN R13wW
1967

‘Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.
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CHAINS

9.40
26 .40
36.30

40.09

44,50

30

Deéen&ent Resurvey, T. 11 N., R. 13 W,

Bury the original cor. alongside the iron post.

From the above cor., the cor. of secs, 35 and 36, T.
12 N., R. 13 W., hereinbefore 'described, bears N. 89°
26' E., 14.29 chs, distance.

Land, gently rolling desert.

Soil, sandy clay. ’

No timber. .

Undergrowth, dense sagebrush, shadscale, scant grass.

Point for the N. 1/4 sec. cor, of sec. 1 at midpoint
between closing cors.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

% S1-
T1IN R13W
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

From the above cor., the 1/4 sec. cor. of sec. 36, T.
12 N., R, 13 W., hereinbefore described, bears N. 89°
26' E., 14.215 chs. dist,

From the cor. of secs. 2, 3, 34 and 35, on the S, bdy.
of the Tp.

N. 0° 12' E., bet. secs, 34 and 35.

Over nearly level desert land through dense undergrowth.

Wash, 8 lks. wide, 5 ft. deep, drains N. 39° E.
Wash, 11 lks. wide, &4 ft. deep, drains N, 68° E.
Wash, 14 lks. wide, 6 ft. deep, drains N. 39° E.
Point for the 1/4 sec. cor., of secs. 34 and 35, at pro-
portionate distance; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 24
ins. in the ground with brass cap mkd.

T11IN R13W

%
$34|535

1967

Set a steel fence post, 6 ft. long, 2 ft, in the
ground alongside the iron post,

Trail road, bears N. 10° E. and S, 10° W.

GPO |



CHAINS

46,90
59.80
69.00
79.00

80.18

2.00

5.30

13.10

40.20

31

.Dependent Resurvey, T, 11 N., R. 13 W.

Wash, 18 1lks. wide, 5 ft. deep, drains N, 52° E,
Wash, 9 lks. wide, 5 f¢t. deep, drains N, 77° E,
Wash, '10 1ks. wide, 5 ft. deep, drains easterly.
Wash, 13 1lks. wide, 6 ft, deep, drains S. 83° E.

The cor. of secs, 26, 27, 34 and 35, monumented with
a limestone, 14x12x6 ins., firmly set in the ground
and mkd. with 1 notch on the S. and 2 notches on the
E. edges.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins, in the ground with brass cap mkd.

T11IN RI13W
S271526
834835

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post,

Bury the original cor. alongside the iron post.
Land, nearly level desert.

Soil, sandy clay.
No timber,

" Undergrowth, dense sagebrush, shadscale, scant grass.

10.10

From the cor. of secs. 25, 26, 35 and 36.
N. 89° 15' W., bet. secs. 26 and 35.

Over gently rolling desert land through medium dense
undergrowth.

Wash, 25 lks. wide, 6 ft, deep, drains S. 18° E.
Wash, 25 lks. wide, 8 ft. deep, drains S, 42° E,

Wash, 16 lks. wide, 8 ft. deep, drains S, 64° E.

Wash, 12 1ks, wide, 4 ft. deep, drains S. 23° E,

The 1/4 sec. cor. of secs. 26 and 35, monumented with
a limestone, 12x8x6 ins., firmly set in the ground and
mkd. 1/4 on the N. face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins, in diam., 24
ins. in the ground with brass cap mkd.

7 (October 1964) (formerly 4—673b) USDI——BLM
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CHAINS

9.00

23.90

39.39

15.35

40.41

32
Dependent Resurvey, T. 11 N., R. 13 W.

T11N R13W

526
1/4 §35°

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Bury the original cor. alongside the iron post.,

S. 89° 10' W., beginning new measurement.

Wash, 12 1lks. wide, 4 ft. deep, drains S. 76° E.
Trail road, bears N. 8° E. and S. 8° W.

The cor. of secs. 26, 27, 34 and 35.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass.

N. 1° 04' W., bet. secs. 26 and 27.

Over gently rolling desert land through medium dense
undergrowth.

Wash, 7 lks. wide, 2 ft. deep, drains S. 76° E.
Point for the 1/4 sec. cor. of secs. 26 and 27, at pro-
portionate distance; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13W
%
S27(s26

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Improved dirt road, bears N, 73° E. and S. 73° W
Wash, 6 lks. wide, 2 ft. deep, drains N. 40° E

Trail road, bears N. 67° E. and S. 67° W,

The cor. of secs. 22, 23, 26 and 27, monumented with
a limestone, 14x10x8 ins., firmly set in the ground

and mkd. with 2 notches on the S. and E. edges.

At the cor. point,

ero
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Dependent Resurvey, T. 11 N., R. 13 W.

CHAINS

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground and in a collar of stone with brass
cap mkd.

- T1IN R13W
522|523
527[526

1967

Set a steel fence post, 6 ft, long, 18 ins. in
the ground alongside the iron post.

Bury the original cor. alongside the iron post.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass.

22.28

36.10

39.72

79.44

From the cor. of secs. 23, 24, 25 and 26.
N. 89° 58' W., bet. secs. 23 and 26.

Over gently rolling desert land through dense under -

" growth.

Wash, 6 lks. wide, 2 ft, deep, drains S. 82° E.

‘Wash, 8 lks. wide, &4 ft. deep, drains N. 22° E.

Point for the 1/4 sec. cor. of secs. 23 and 26, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13W

523
1/4 326

1967

Set a steel fence post, 6 ft. long, 2 ft. in
the ground alongside the iron post.

The cor. of secs. 22, 23, 26 and 27.

Land, gently rolling desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense, sagebrush, shadscale, scant
grass and weeds. '

N. 1° 00' W., bet. secs. 22 and 23.

-7 (October 1964)
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CHAINS

57.10
73.00
76 .80

80.82

34

Dependent Resurvey, T. 11 N., R. 13 W.

Over géntly rolling &esert land through dense under-
growth,

Wash, 10 lks. wide, 3 ft. deep, drains N. 65° E.

Top of small rise.

Wash, 5 lks. wide, 2 ft. deep, S. 80° E.

Wash, 6 lks, wide, 3 ft. deep, drains N. 54° E.

Point for the 1/4 sec. cor. of secs. 22 and 23, at pro-
portionate distance; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 24
ins. in the ground with brass cap mkd.

T11IN R13w

1
s22]s23
1967

Set a steel fence post, 6 ft. long, 2 ft., in the
ground alongside the iron post. ’

Wash, 5 lks. wide, 2 ft. deep, drains N. 42° E.

Trail road, bears N. 32° E. and S. 32° W.

Wash, 8 lks. wide, 4 ft. deep, drains N. 47° E.

The cor. of sees. 14, 15, 22 and 23, monumented with
a charred wood post, 4 ft, long, 3 ins. squared, set
in a small mound of earth and stone, and dimly mkd,

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13W

S15/s14
S22(s23
1967

Set steel fence post, 6 ft, long, 2 ft. in the
ground alongside the iron post.

Reset the original cor. alongside the iron post.

Land, rolling desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass and weeds,

From the cor. of secs. 13, 14, 23 and 24,

N. 89° 44' W., bet. secs. 14 and 23.

Gro




CHAINS

.95
12.40

39.68

12.80
18.10
23.00

40.74

6.40
10.80
22,10
33.80

40.36

35

Depéendent Resurvey, T. 11 N., R. 13 W.

Over nearly level desert land through medium dense
undergrowth.

Dirt road, bears N. 28° W, and S. 28° E., irregularly.
Wash, 35 lks. wide, 9 ft. deep, drains S. 18° E.

The 1/4 sec. cor. of secs. 14 and 23, monumented with a
charred wood post, partially decayed and dimly mkd.,
set in a small mound of earth and stone.

At the cor. point,

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground, and in a collar of stone with brass

cap mkd.

T11N R13wW

S14
1/4———
/ §$23

1967

Reset the original cor. alongside the iron post.

N. 89° 51' W., beginning new measurement.

Wash, 30 lks. wide, 6 ft. deep, drains S. 45° E.
Wash, 15 lks. wide, 3 ft. deep, drains S. 75° E.
Trail road, bears N. 44° E, and S. 44° W.

Wash, 6. 1ks. wide, 3 ft. deep, drains S. 69° E.
Thé cor. éf secs; 14, 15, 22 and 23.

Land, nearly level Aesert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense shadscale, sagebrush, grease-
wood, scant grass.

N. 0° 41' E., bet. secs. 14 and 15.

Over gently rolling. desert land through medium dense
undergrowth.

Wash,v3 1ks..wide, 2 ft, déep, drains N. 59° E,

Wash, 9 lks. wide, 4 ft. deep, drains irregularly E.
Wash, 11 lks. wide, 4 ft. deép, drains N. 68° E,

Wash, 25 lks. wide, 5 ft. deep, drains S. 64° E.

Point for the 1/4 sec. cor. of secs. 14 and 15, at pro-

portionate distance; there is no remaining evidence of
the original cor,
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69.70

71.80

80.72

18.40

39.78

36

Dependent Resurvey, T. 11 N., R. 13 W.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13W
L

A
S15|s14
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post,

Wash, 1.80 chs. wide, 14 ins. deep, drains irregularly
E.

Trail road, bears N. 85° E. and S. 85° W.

The cor. of secs, 10, 11, 14 and 15, monumented with

a trachyte stone, 16x10x4 ins., firmly set in the ground
and mkd. with 4 notches on the S. and 2 notches on the
E. edge.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins, in the ground with brass cap mkd.

T11N R13W.
S10]S11
S15(S14

1967

Bury the original cor. alongside the iron post.

The above cor. is set at the, cor. of fences bear-
ing N. 20° E., N. 45° W, and S. 45° E.

Land, nearly level desert.

Soil, sandy clay.

No timber. .

Undergrowth, dense sagebrush, shadscale, scant grass.

From the cor. of secs. 11, 12, 13 and 14.

Over nearly level desert land through dense. undergrowth.
West bet. secs. 11 and 14.

Dirt road, bears N. 56° W. and S. 56° E.

Point for the 1/4 sec., cor. of secs. 11 and 14 at pro-
portionate distance; there is no remaining evidence.of
the original cor,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.
T1LN R13W

811
‘S14

1967

1/4

Gro
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" Dependent Resurvey, T, 11 N., R. 13 w,

CHAINS

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

50,40 01d corral.

62.50 Wash, 8 lks. wide, 4 ft. deep, drains S. 68° E.
78.37 Barbed wire fence, bears N. 87° W. and S. 87° E.
79.56 The cor. of secs. 10, 11, 14 and 15.

Land, gently rolling desert.

Soil, sandy clay.

No timber.
Undergrowth, dense greasewood, sagebrush, scant grass.

N. 0° 50' W., bet. secs. 10 and 11.

Over gently rolling desert land through dense under-
growth.

22.80 Barbed wire fence, bears N. 66° W. and S. 66° E,

38.00 | Trail road, bears N. 58° W. and S. 60° E.
39,88 The 1/4 sec. cor. of secs. 10 and 11, monumented with
a cedar post, 6 ft., long & ins. squared, (record a
trachyte stone 18x8x4 ins.). This post is believed
by local land owners to be the original cor. position.

At the cor. point.

Set an iron post, 30 ins, long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N R13wW
1

4
s10]s11
1967

Reset the cedar post alongside the iron post.

N. 0° 25' W., beginning new measurement.

6.00 Rail, over wire fence, bears N. 83° W. and S. 83° E.
6.40 Trail road, bears N. 86° W. and S. 86° E.

13.00 Swale, 1.20 chs. wide, 8 ft. deep, drains S. 67° E.-
39.90 The cor. of secs. 2, 3, 10 and 11, monumented with a
trachyte stone, 20x10x7 ins., firmly set in the ground
and mkd. with 5 notches on the S. and 2 notches on the

E. edges.

At the cor. point,
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CHAINS

39.20

1.50
4.40

39.79

Dependent Resurvey, T. 11 N., R. 13 W.

‘Set an iron-post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

TLIN RL3W

s3|s2
S10[S11
1967

Bury-the original cor. alongside the iron post:

The above cor. is set at the cor. of fences bearing S.
17° E. and S. 73° W.

Land, gently rolling desert.

Soil, sandy clay.

No timber.

Undergrowth, dense sagebrush, rabbitbrush, scant
grass. :

From the cor. of secs. 1, 2, 11 and 12.

N. 89° 48' W., bet. secs. 2 and 11.

Over nearly level desert land through dense undergrowth.
The 1/4 sec. cor. of secs. 2 and 11, monumented with a
limestone, 14x10x7 ins. (record 20x8x8 ins.) firmly set
in the ground and mkd. 1/4 on the N. face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N R13W
S2

/4 Sl
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Bury the original cor. alongside the iron post,

§. 89° 45' W., beginning new measurement.

Wash, 3 lks. wide, 1 ft. deep, drains §. 32° E.
Wash, 5 lks. wide, 2 ft. deep, drains S, 34° E.
The cor. of secs.IZ, 3, 10-and 11,

Land, gently rolling desert.

Soil, sandy clay.

No timber.
Undergrowth, dense sagebrush, shadscale and greasewood.




Dependent Resurvey, T. 11 N., R. 13 W.

CHAINS

N. 1° 46' W., bet. secs. 2 and 3.

Over gently rolling desert land through medium dense
undergrowth. '

19.20 Trail road, bears N, 8° E. and §. 8° W,
24,60 Improved dirt road, bears N. 11° E. and S. 11° W.

40,05 The 1/4 sec. cor. of secs. 2 and 3, monumented with a
trachyte rock,. 16x8x6 ins., firmly set in the ground
and mkd. 1/4 on the W. face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13W

%

S3|s2
1967

Set steel fence post, 6 ft, long, 2 ft. in the
ground alongside the iron post.

Bury the original cor. alongside the iron post.
N. 1° 16' W., beginning new measurement,

37.05 Trail road, bears N. 78° E. and S. 78° W.
38.20 Intersect the N. bdy. of the Tp.

Point for the closing cor. of secs., 2 and 3 at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T12N R13wW
834
S3(82
CiC
T11N R13wW
1967
Set a steel fence post, 6 ft, long, 2 ft. in

the ground alongside the iron post.

From the above cor., the cor. of secs. 34 and 35, T.
12 N., R. 13 W., hereinbefore described, bears N. 89°
21' E., 14.58 chs. distance.
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Debendent Resurvey, T. 11 N. R. 13 W,

CHAINS

13.00

21.60

31.20

40.19

Land, gently rolling desert,

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, greasewood,
shadscale and scant grass,

Point for the N. 1/4 sec. cor. of sec. 2 at midpoint
bet. closing cors.

Set an iron post, 30 ins. long, 2% ins. in diam,, 22
ins. in the ground with brass cap mkd.

1/4 82
TLIN R13W

1967

Set a steel fence post, 6 ft. long, 2 ft. in
the ground alongside the iron post.

From the above cor., the 1/4 sec. cor. of sec. 35, T.
12 N., R. 13 W., hereinbefore described, bears N. 88°
37" E., 14.44 chs, dist.

From the cor. of secs, 3, 4, 33 and 34 on the S. bdy.
of the Tp.

N. 0° 28' E., bet. secs. 33 and 34.

Over rolling desert hills, through widely scattered
scrub timber and medium dense undergrowth; desc. 25
ft. along a NE. slope.

Wash, & lks. wide, 1 ft. deep, drains S. 35° E.
Trail road, bears N. 29° W, and S. 29° E.
Wash, 8 1lks. wide, 3 ft. deep, drains N. 86° E.

The 1/4 sec. cor. of secs. 33 and 34, monumented with
a limestone, 14x8x6 ins., firmly set in the ground and
mkd. 1/4 on the W. face.

At the cor. point,




Dependent Resurvey, T. 11 N., R, 13 W.

CHAINS

Set an iron post, 30 ins, long, 2% ins. in diam., 20
ins, in the ground, and in a mound of stone, 3 ft. base
to top, with brass cap mkd.,

T1IN R13W

%
S33|s34

1967

Bury the original cor. alongside the iron post,

N. 0° 52' W,, beginning new measurement.
1.50 Enter grove of juniper,

18.80 Wash, 10 lks. wide, 2 ft. deep, drains N. 75° E.;
timber becomes scattered.

33.30 (| Wash, 11 1lks. wide, 2 ft. deep, drains N, 73° 30' E.

39.81 The cor. of secs. 27, 28, 33 and 34, monumented with
a sandstone, 14x7x5 ins. (record limestone, 17x10x6
ins.), firmly set in the ground and mkd. with 1 notch
on the S. and 3 notches on the E, edges.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins, in diam,, 24
ins. in the ground with brass cap mkd.

T1IN R13w

§28[s827
$33(834
1967

Set a steel fence post, 6 ft. long, 22 ins, in
the ground alongside the iron post,

Bury the original cor. alongside the iron post.

Land, rolling desert hills.

Soil, rocky clay.

Timber, scattered scrub juniper.

Undergrowth, medium dense sagebrush, shadscale and
grass,

From the cor. of secs. 26, 27, 34 and 35,

S. 89° 47' W., bet. secs. 27 and 34.

Over rolling desert land through medium dense under-
growth,
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7.40

40.68

44,55

81.36

5.00

25.00

30.60

37.26

Dependent Resurvey, T, 11 N., R. 13 W.

Wash, 7 lks. wide, 3 ft. deep, drains S.-59° E.

Point for the 1/4 sec. cor. of secs. 27 and 34 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 16
ins. in the ground and in a mound of stone, 3 ft. base,
to top, with brass cap mkd.

T1IN R13W

527
1/4—S527_
I —s3%

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground and mound alongside the iron post,

Trail road, bears N, 17° W. and S. 17° E.

The cor. of secs. 27, 28, 33 and 34.

Land, rolling desert,

Soil, sandy clay.

No timber.,

Undergrowth, medium dense sagebrush, shadscale and
grass, ‘

N. 0° 02' W., bet. secs., 27 and 28.

Over nearly level desert land through medium dense
undergrowth.

Wash; 5 lks. wide, 2 ft. deep, drains N. 45° E.
Wash, 6 lks. wide; 3 ft, deep, drains S. 67° E.

Wash, 18 lks. wide, 6 ft. deep, drains N. 70° E.

The 1/4 sec. cor. of secs. 27 and 28, monumented with
a cabblestone, 12x10x6 ins., firmly set in the ground,
and mkd. 1/4 on the W, face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in-a collar of stone with brass
cap mkd.

GPO
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Dependent Resurvey, T. 11 N., R. 13 W.

[ )

CHAINS

7.45
12.20
21.64

40.39

10.00

40.15

48.55

T1IN R13W

%
528|527
1967

Bury the original cor. alongside the iron post.

N. 0° 18' W., beginning new measurement.

Wash, 30 lks. wide, 8 ft. deep, drains N. 83° E.

Wash, 27 lks. wide, 9 ft. deep, drains S. 68° E.
Improved dirt road, bears E. and W.

Point for the cor. of secs. 21, 22, 27 and 28, at pro-
portionate distance; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam,, 24
ins. in the ground with brass cap mkd.

TL1IN R13W

S§21(822
528827
© 1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Land, gently rolling desert.

Soil, sandy clay. '

No timber.

Undergrowth, dense éagebrush, shadscale,‘scant grass.

From the cor. of secs. 22, 23, 26 and 27.

5. 87° 36' W., bet. secs. 22 and 27.

‘Over low rolling desert hills through widely scattered

scrub timber and medium dense undergrowth,
Wash, 12 1lks. wide, 3 ft. deep, drains N. 32° E.

Point  for the 1/4 sec. cor. of sets. 22 and 27, at pro-
portionate distance; there is no remaining evidence of
the original cor. '

Set an iron post, 30 ins. long, 2% ins. in diam., 12
ins. in the ground, to solid rock and in a mound of
stone, 3 ft. base, to top, with brass cap mkd.

T1IN R13w
522
1/4 527
1967.

Set a steel fence post, 6 ft. long, 2 ft. in the
ground and mound alongside the iron post.

Trail road, bears N, 12° W, and S, 12° E.
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56.55

80.30

9.20

12.20

17.92

32.92

40.39

10.80

35.05

40,55

Dependent Resurvey, T. 11 N.. R, 13 w.

Wash, 7 lks., wide, 3 ft, deep, drains S. 68° E.
The cor. of secs, 21, 22, 27 and 28.

Land, rolling desert,

Soil, rocky clay. -

Timber, widely scattered scrub juniper in the last
one half mile,

Undergrowth, medium dense sagebrush, shadscale and
grass., ' ‘

N, 0° 40' W., bet. secs, 21 and 22.
Over low rolling desert hills through widely scattered
scrub timber and medium dense undergrowth; asc, 65 ft.

over a S. slope.

Trail road, bears N. 86° W. and S. 86° E.; asc. 40 ft.
over a S. slope.

Spur, projects E.; desc. 50 ft. over a NE. slope.

Trail road, bears N. 34° W, and S. 34° E.; same road
as above mentioned; desc. 70 ft. over a NE. slope.

Trail road, bears N, 63° E. and S. 63° W.

The 1/4 sec. cor. of secs., 21 and 22, monumented with a
limestone, 16x10x8 ins., firmly set in the ground and
mkd. 1/4 on the W. face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

TLIN R13W
5

A
s21|s22
1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground alongside the iron post.

Bury the original cor. alongside the iron post,
N. 1° 16' W., beginning new measurement.
Wash, 11 lks. wide, 3 ft, deep, drains N. 84° E.
Wash, 8 lks. wide, 2 ft. deep, drains N. 68° E,
Point for the cor. of secs. 15, 16, 21 and 22, at
proportionate distance; there is no remaining evidence
of the original cor.
Set an iron post, 30 ins. long, 2% ins, in diam., 10

ins. in the ground, to solid rock and in a mound of
stone, 4 ft. base, to top, with brass cap mkd.

GPro
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Dependent Resurvey, T. 11 N., R, 13 W,

CHAINS

T11N R13W

S16[S15
S21|s822

1967

Land, rolling desert hills.

Soil, stony, clay.

Timber, widely scattered scrub juniper the first one
half mile.

Undergrowth, medium dense sagebrush, scant grass.

From the cor. of secs. 14, 15, 22 and 23.
S. 87° 29' W., bet..secs. 15 and 22.

Over nearly level desert land through medium dense
undergrowth,

40.14 Point for the 1/4 sec., cor. of secs. 15 and 22 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N R13w

1/4__S15
522

1967

Set steel fence post, 6 ft. long 2 ft. in the
ground alongside the iron post.

67.07 Trail road, bears N. 59° W, and S. 59° E.
8028 The cor. of secs., 15, 16, 21 and 22.
Land, nearly level desert.

Soil,  sandy clay,

No timber,
Undergrowth, dense shadscale, sagebrush, scant grass,

N. 0° 17' W., bet. secs. 15 and 16.
Over nearly level desert land through dense undergrowth.

40.55 Point for the 1/4 sec. cor. of secs., 15 and 16 at
porportionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins., in diam., 24
ins. in the ground with brass cap mkd.

T11N R13w

%
816/s15

1967
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49.15

57.65

67.85

81.10

41.47

7.60

Dependent Resurvey, T. 11 N., R. 13 W.

Set a steel fence post, 6 ft. long, 24 ins. in
the ground alongside the iron post.

Wash, 8 lks. widey 5 ft. deep, drains S. 88° E.

Wash, 6 lks. wide, 3 ft, déep, drains S. 41° E,

Trail road, bears N. 54° E, and S.‘54° W

Point for the cor. of secs. 9, 10, 15 and 16, at pro-
portionate distance; there is no remaining evidence

of the original cor.

Set an iron post, 30 ins. long,.2% ins. in.diam., 24
ins. in the ground with brass cap mkd.

T11N R13W .

S$9(S10
816815
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, dense sagebrush, shadscale, scant grass.

From the cor. of secs. 10, 11, 14 and 15.
S. 86° 12' W., bet. secs. 10 and 15.
Over rolling desert land through dense undergrowth.

The 1/4 sec. cor. of secs. 10 and 15, monumented with
a charred wood post, 3 ft, long, 3 ins. squared, set
in a small mound of earth and stone, some scribe mks,
visible.

At the cor. point,

Set an iron post, 30 ins. long, 2% ins, in diam., 22
ins. in the ground, and in a collar of stone, with
brass cap mkd.

T1IN R13W

1/4 S10
S15

1967

Reset the original cor. inverted alongside the
iron post.

S. 89° 16' W., beginning new measurement.

Wash, 6 lks. wide, 3 ft, deep, drains N. 23° E.

GPO
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Dependent Resurvey, T. 11 N., R. 13 W.

N

Fre

40.12

14.35
15.04
40,24

40.55

54.32
73.63
79.91

81.10

CHAINS

The cor. of secs. 9, 10, 15 and 16.

Land, rolling desert,

S0il, sandy clay.

No timber.

Undergrowth, dense sagebrush, shadscale, scant grass.

N. 0° 20' E., bet. secs. 9 and 10.

Over nearly level desert land through dense undergrowth.
Wash, 6 lks. wide, 2 ft. deep, drains N. 35° E.

Trail road, bears N. 37° E. and S. 37° W.

Trail road, bears N. 54° E, and S. 54° W.

Point for the 1/4 sec. cor. of secs. 9 and 10 at pro-
portionate distance; there is no remaining evidence

of the original cor,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N R13W

%
S9|s10

1967

Set a steel fence post, 6 ft, long, 2 ft. in the
ground alongside the iron post,

Wash, 11 lks. wide, 3 ft. deep, drains N. 48° E.
Wire fence, bears N, 57° W, and S. 57° E. .

Wire fence, bears N. 47° W, and S. 47° E.

Point for the cor. of secs. 3, 4, 9 and 10, at pro-
portionate distance; there is no remaining evidence

of the original cor.

Set an iron post, 30 ins. long, 2% ins., in diam., 24
ins. in the ground with brass cap mkd.

T11N R13wW

S4(S3
S9|s10
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
groundvalongside the iron post.

Land, rolling desert.

Soil, sandy clay.

No timber.

Undergrowth, dense shadscale, sagebrush, scant grass.
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15.30

22.60

26.00

36.70

39.11

2,40

9.90

28.65

40.88

7.00

8.64

Dependent Resurvey, T. 11 N., R. 13 W,

From the cor. of secs, 2, 3, 10 and 11.

N. 89° 52' W., bet. secs. 3 and 10,

Over nearly level desert land through dense undergrowth.,
Improved dirt road, bears N. 9° E. and S. 9° W.

Wash, 6 lks. wide, 2 ft. deep, drains S, 4?° w.

Wash, 8 lks. wide, 2 ft. deep, drains S. 42° E.

Wash, 6 lks. wide, 2 ft. deep, S. 21° E.

The 1/4 sec. cor. of secs. 3 and 10, monumented with

a limestone, 14x8x6 ins., firmly set in the ground and
mkd., 1/4 on the N. face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N R13wW

S3
1/46—33_
/ S10

1967

Bury the original cor. alongside the iron post.

The above cor. is set 7 lks. S. of a wire fence bearing
N. 83° W. and S. 83° E,.

S. 87° 18'. w., beginning new measurement.

Wash, 7 lks. wide, 2 ft, deep, drains S.

Trail road, bears N. 70° W, and S. 70° E.

Wash, 7 lks. wide, 3 ft. deep, drains S. 34° E.
The cor. of secs. 3, 4, 9 and 10.

Land, nearly level desert.

Soil, sandy clay,

No timber,

Undergrowth, dense sagebrush, greasewood, shadscale,
scant grass.

N, 1° 07' W,, bet., secs. 3 and 4.
Over nearly level desert land through dense undergrowth,

Swale, drains irregularly SE,

Wire fence, bears S, 8° W, and N. 8° E.

GPO:
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Dependent Resurvey, T. 11 N., R, 13 W,

CHAINS

12.90 Trail road, bears N. 79° W, and S. 79° E.

40,55 Point for the 1/4 sec. cor. of secs. 3 and 4, at pro-
portionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 24
ins. in the ground with brass cap mkd.

TLIN R13W
%
S4|s3

1967

Set a wood post, 6 ft. long, 6 ins. in diam., 2
ft. in the ground alongside the iron post.

79.18 Intersect the N. bdy. of the Tp.

Point for the closing cor. of secs. 3 and 4; there is
no remaining evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam,, 24
ins. in the ground with brass cap mkd.

T12N R13W

533
8483

cic
T1IN R13wW
1967

Set a wood post, 7 ft. long, 5 ins. in diam.,,
2 ft. in the ground alongside the iron post.

From the above cor., the cor. of secs. 33 and 34, T,
12 N., R, 13 W., hereinbefore described, bears N. 89°
21" E., 14,32 chs. dist. ‘

Land, nearly level desert.

Soil, sandy clay,

No timber,

Undergrowth, dense sagebrush, shadscale, scant grass.

Point for the N, 1/4 sec. cor. of sec. 3 at midpoint
bet, closing cors.,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

——— e

P 53
T1IN R13W
1967

Bury broken glass around the iron post,

BO—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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25.00
27.80

40,52

56,20

64.70

74.90

81.04
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Dependent Resurvey, T. 11 N., R. 13 W,

From the above cor., the 1/4 sec., cor. of sec. 34, T,
12 N., R, 13 W., hereinbefore described, bears N. 89°
21' E., 14.45 chs. distance.

From the cor., of secs. 4, 5, 32 and 33, on the S. bdy.
of the Tp. ’

N, 1° 45' W., bet. secs. 32 and 33.
Over desert mountain land through widely scattered
timber and medium dense undergrowth; asc. 80 ft. along

a SW, slope.

Low spur, projects S. 50° W.; asc. 140 ft. along a SW.
slope.

Spur, projects S. 55° W.; desc. 50 ft. over a NW. slope.
Draw, drains N. 69° W.; asc. 20 ft. along a SW. slope.
Point for the 1/4 sec. cor. of secs. 32 and 33 at
proportionate distance; there is no remaining evidence

of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13w

%
$32|s33

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.,

Asc. 135 ft, along a SW. slope,

Ridge, bears N. 45° W. and S, 45° E,; desc. 80 ft. over
a NE. slope. '

Draw, drains N. 72° E.; desc. 75 ft. along an E. slope.

Low, spur projects N. 45° E,; desc. 30 ft. along a NE,
slope,

The cor. of secs., 28 s 29, 32 and 33, monumented with
a conglomerate stone, 18x6x4 ins., firmly set in the

ground and mkd. with 1 notch on the S. and & notches

on the'E. edge. ’

At the cor. point.

Set an iron post, 30 ins. long, 2% ins, in diam,, 24
ins. in the ground with brass cap mkd.

T11N R13W

§$291528
832|833

1967

GPO
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Dependent Resurvey, T. 11 N., R, 13 wW.

CHAINS
Bury the original cor. alongside the iron post,

Land, desert mountains.

Soil, rocky clay. .

Timber, widely scattered scrub juniper.

Undergrowth, medium dense sagebrush, shadscale, scant
grass. :

From the cor. of secs, 27, 28, 33 and 34.

Over low desert hills through widely scattered scrub
timber, medium dense undergrowth; asc. 25 ft. over a
NE. slope.

5. 89° 46' W., bet. secs. 28 and 33.

4,50 Wash, 5 lks. wide, 2 ft. deep, drains N. 44° E.; asc,
95 ft. over a NE. slope.

19.65 | Trail road, bears N. 24° W. and S. 24° E,; asc, 60 ft,
over a NE. slope.

28,20 Wash, 9 lks. wide, 2 ft. deep, drains N. 46° E.

40.14 True point for the 1/4 séc. cor. of secs. 28 and 33 at
proportionate distance; there is no remaining evidence
of the original cor.

Point for cor, falls in a wash, 9 lks. wide, 3 ft,
deep, draining NE., where the cor. cannot be perpetuated

40.52 Point selected for the witness 1/4 sec. cor, of secs.
28 and 33.

Set an iron post, 30 imns., long, 2% ins. in diam., 22
ins. in the ground with brass cap mkd.

T11N R13w

S28 W
1/4—222s
/ 833 ¢C

1967

Set a steel fence post, 6 ft. long, 20 ins. in
the ground alongside the iron post.

Asc. 210 ft. over a NE. slope.
80.28 The cor. of secs. 28, 29, 32 and 33,

Land, low desert hills.

Soil, rocky clay.

Timber, widely scattered scrub juniper,

Undergrowth, medium dense shadscale, sagebrush, scant
grass,

N. 0° 24' W,, bet. secs., 28 and 29.

Over desert hills, 'through widely scattered timber and
medium dense undergrowth; desc. 70 ft. over a NE.
slope. ) ’

80--7 (October 1964) (formerly 4—673b) USDI-—BLM FIELD NOTE PAPER
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30.40

40,17

46.95

77.45

80.34

4.75
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Dependent Resurvey, T, 11 N., R, 13 W,

Wash, 10 lks. wide, 2 ft. deep, drains N, 76° E.; desc.
20 ft., over a NE. slope.

Wash, 4 lks. wide, 1 ft. deep, drains N. 32° E,

Point for the 1/4 sec, cor. of secs., 28 and 29 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13W

%
S29|s28

1967

Set a steel fence post, 6 ft. long, 2 ft, in
the ground alongside the iron post.

Desc., 25 ft. over a NE. slope.

Trail road, bears N, 69° E. and S. 69° W.; desc. 105
ft, over a NE, slope.

Improved dirt road, bears N. 64° W, and S. 64° E.

Point for the cor. of secs. 20, 21, 28 and 29, at
proportionate distance; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N R13W

$20(s21
529|528
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post,

Land, low desert hills.

Soil, rocky clay.

Timber, widely scattered scrub juniper.

Undergrowth, medium dense sagebrush, shadscale, scant
grass,

From the cor. of secs, 21, 22, 27 and 28.
N. 88° 10' W., bet. secs. 21 and 28.

Over gently rolling desert land through medium dense
undergrowth.,

Wash, 10 1ks. wide, 3 ft. deep, drains S. 45° W,

Trail road, bears N, 32° E. and S. 32° W,
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Dependent Resurvey, T. 11 N., R, 13 W.

(@3]

o

CHAINS

40.29

42.60
49.70
56.80
61.10

80.58

9.25
14.55
30.15

40,17

43.35

61.75

Point for the 1/4 sec. cor., of secs. 21 and 28 at pro-
portionate distance; there is no remaining evidence of
the original cor.. .

Set an iron post, 30 ins. long, 2% ins,. in diam., 20
ins. in the ground and in a collar of stone with brass

cap mkd.

TLIN R13W

1/4 S21
528
1967

Set a steel fence post, 6 ft, long, 20 ins. in
the ground alongside the iron post,

Trail road; bears N, 54° E. and S. 54° W,

Wash, 8 lks. wide, 4 ft. deep, drains N. 26° W.
Wash, 7 lks. wide, 2 ft. deep, drains N. 44° W.
Wash, 9 lks. wide, 3 ft. deep, drains N. 34° W,
The cor. of secs. 20, 21, 28 and 29.

Land, gently rolling desert.

Soil, sandy clay.

No timber.
Undergrowth, dense sagebrush, shadscale, scant grass,

N. 0° 23' W,, bet. secs., 20 and 21.

Over desert land, sloping gently to the N.

Wash, 3 lks. wide, 2 ft. deep, drains N. 52° E.

Wash, 3 lks. wide, 2 ft., deep, drains N. 70° E.

Wash, 5 lks. wide, 2 ft, deep, drains N. 47° E.

Point for the 1/4 sec., cor. of secs. 20 and 21 at pro-
portionate distance; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13w

:
s20(s21
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Wash, 18 1ks. wide, 4 ft. deep, drains N, 22° E.

Trail rdad, bears N, 56° E., and S. 56° W.

807 (October 1964) (formerly 4—~673b) USDI~-~BLM
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80.34

36.00

39.82

40.90

49.10

58.50

79.65%
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Dependent Resurvey, T, 11 N., R. 13 W,

Point for the cor. of secs. 16, 17, 20 and 21, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 22
ins. in the ground and in a collar of stone with brass
cap mkd.

T1IN R13wW

S517(S16
520|s21
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post,

Land, nearly level desert,

Soil, sandy clay.

No timber.

Undergrowth, dense shadscale, sagebrush, scant grass,

From the cor. of secs. 15, 16, 21 and 22.

N. 88° 35' W,, bet. secs. 16 and 21.

Over rolling desert land, sloping gently to the N,
through widely scattered timber, medium dense under-
growth,

Leave scattered timber.

Point for the 1/4 sec. cor. of secs. 16 and 21 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Sct an iron post, 30 ins. long, 2% ins. in diam., 12
ins. in the ground to solid rock and in a mound of
stone, 3% ft. base, to top, with brass cap mkd.

TLIN RIL3W

516
1/4 321

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground and mound alongside the iron post.

Wash, 15 lks. wide, 4 ft. deep, drains N. 6° E.
Wash, 30 lks. wide, 6 ft. deep, drains N. 29° E.

Trail road, bears N, 2° 30' E, and S. 2° 30' W,

: The cor. of secs. 16, 17, 20 and 21,

Land, rolling to nearly level desert.

Soil, sandy clay.

Timber, widely scattered scrub juniper the first one
half mile,

Undergrowth, medium dense sagebrush, shadscale, scant
grass,

[-L2-2
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Dependent Resurvey, T, 11 N., R, 13 W.
CHAINS '

N. 0° 54' W., bet, secs. 16 and 17.

Over rolling desert land through medium dense under-
growth; asc. 100 ft, over a gentle S. slope.

36.60 Top of low hill; desc. 10 ft. over a NW. slope.

40,17 Point for the 1/4 sec. cor. of secs. 16 and 17 at pro-
portionate distance; there is no remaining evidence of
the original cor, i

Set an 1iron post, 30 ins., long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

TLIN R13W
)

S17]s16
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the {iron post.

Desc. 100 ft. over a NW. slope.
70.60 Trail road, bears N. 62° E, and S. 62 W,

80.34 The cor. of sccs. 8, 9, 16 and 17, monumented with a
limestone, 12x6x5 ins. (rccord 18x8x5 ins,) firmly sct
in the ground and mkd. with 4 notches on the S, and E,
edges,

At the cor, point.

Sct an iron post, 30 ins. long, 2% ins. in diam,, 18
ins. in the ground and in a mound of stone, 3 ft, base
to top, with brass cap mkd.

TI1IN R13W

s8!s9
_+__

S17S16
1967

Bury the original cor. alongside the iron post,

Set a steel fence post, 6 ft, long 2 ft. in the
ground and mound alongside the iron post.

Land, rolling desert land,

Soil, stony clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass,

From the cor. of secs. 9, 10, 15 and 16,
N, 89° 46' W,, bet. secs., 9 and 16.

Over gently rolling desert land through dense undergrowth

180-7 (October 1904) (formerly 4-673h) USDI--BBLM FIELD NOTE PAPER
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39.96

27.35

40.39

31.30

40.09
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Dependent Resurvey, T. 11 N., R. 13 W,

The 1/4 sec. cor. of secs. 9 and 16, monumented with a
partially decayed wood stake, set in a small mound of
earth and stone, some scribe mks. still visible on the
wood stake., '

At the cor. point,

Set an iron post, 30 ins. long 2% ins. in diam., 18
ins. in the ground, to solid rock and in a mound of
stone, 3 ft. base to top, with brass cap mkd.

T11IN R13W

y—S9
L/ 516

1967

Reset the wood stake inverted and alonside the
iron post.

N. 88° 29' W., beginning new measurement.
Trail road, bears N, 38° E. and S. 38° W.
The cor. of secs. 8, 9, 16 and 17.

Land, rolling desert.

Soil, rocky clay.

No timber.
Undergrowth, dense sagebrush, shadscale, scant grass,

N. 0° 58' W,., bet. secs. 8 and 9.

Over desert land, sloping gently to the E. through dense

undergrowth; desc. 90 ft. along an E. slope,
Wash, 20 lks, wide, 8 ft, deep, drains N. 74° E.
The 1/4 sec. cor. of secs. 8 and 9, monumented with a

limestone, 16x8x7 ins., firmly set in the ground and
mkd. 1/4 on the W. face.

_ At the cor, point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N R13W
5

(A
s8(s9
1967

Set a steel fence post, 6 ft. long, 2 ft, in the
ground alongside the iron post.

Bury the original cor. alongside the iron post.

N. 0° 15' E., beginning new measurement.

GPO |
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Dependent Resurvey, T. 11 N,, R. 13 W.

CHAINS

5.80 Trail road, bears N, 63° E, and S. 63° W.; land becomes
nearly level,

40.16 The cor. of secs. 4, 5, 8 and 9, monumented with a
limestone, 20x12x8 .ins., firmly set in the ground and
mkd, with 5 notches on the S. and 4 notches on the E,
edge. . -

At the cor. point.

Set an iron post, 30 ins. long, 2% ins, in diam,, 20
ins. in the ground, and in a collar of stone, with
brass cap mkd.

T1IN R13W

S5|s4
S8]|59

1967

Set a steel fence post, 6 ft. long, 20 ins. in
the ground alongside the iron post.

Bury the original cor. alonggside the iron post.

Land, gently rolling and nearly level desert.

Soil, stony clay,

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass.

From the cor. of secs. 3, 4, 9 and 10.

N. 88° 57' W., bet. secs. 4 and 9.

Over nearly level desert land through dense undergrowth.
2,53 O0ld fence bears N. and S,

27.90 Wash, 1.80 chs. wide, 6 ft. deep, drains N. 31° E.

40,95 The 1/4 sec. cor. of secs. 4 and 9, monumented with a

quartzyte stone, 18x6x6 ins., firmly set in the ground

and mkd, 1/4 on the N, face.

At the cor. point,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T1IN R13w
sS4

1/4 39
1967

Set a wood post, 10 ft, 1ong; 4 ins, in diam.,
2 ft, in the ground alongside the iron post.

Bﬁry the original cor, alongside the iron post.

S. 89° 31' w., beginning new measurement.

B0—7 (October 1964) (formerly 4—673b) USDI—-—-BLM FIELD NOTE PAPER
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40.26

32.69
34.25

38.53

8.20
17.80
21.50

39.25

58

Dépendent Resurvey, T. 11 N,, R. 13 W.

The cor. of secs. 4, 5, 8 and 9.

Land, nearly level desert.

Soil, sandy clay.

No timber. .

Undergrowth, medium dense sagebrush, shadscale, scant
grass.

N. 0° 36' W., bet. secs. 4 and .5.

Over nearly level desert land through dense undergrowth.
Barbed wire fence, bears N, 63° E. and S. 63° W.

Wash, 5 lks. wide, 2 ft. deep, drains N. 17° E.

The 1/4 sec. cor. of secs. 4 and 5, monumented with a
wood stake, 3 ft. long, 2% ins. squared, set in a small

mound of earth and stone, some scribe mkd. visible on
wood stake.

At the cor. point.

Set an iron post, 30 ins. long, 2%.ins. in diam., 24
ins. in the ground, with brass cap mkd.

TLIN R13W
%
S5(s4
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Reset the wood stake inverted and alongside the
iron post.

N. 0° 36' E., beginning new measurement.

Wash, 10 lks. wide, 2 ft. deep, drains N, 65° E.

Trail road, bears N. 86° E. and S, 86° W.

Cor. of fences, bearing irregularly N,, S., E., and W.

The closing cor. of secs. 4 and 5, on the N. bdy. of
the Tp., monumented with the remains of a wood stake,
4 ft. long, 3 ins. squared, some scribe mks. still

visible, an unmarked sandstone 18x8x5 ins. alongside.

At the cor. point,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T12N R13wW
§32
S§5|84
cic
T1IN R13W

1967

GPO
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Dependent Resurvey, T. 11 N., R. 13 W,

CHAINS
. Reset the wood stake and the sandstone rock
alongside the iron post.
The above cor. is set in a barbed wire fence
bearing irregularly S. and N. 0.31 chs,, then
w.
From the above cor., the cor. of secs. 32 and 33, T.
12 N., R. 13 W., hereinbefore described, bears N, 89°
21' E., 14,26 chs, distance.
Land, nearly level desert.
So0il, sandy clay.
No timber.
Undergrowth, dense sagebrush, shadscale, scant grass.
Point for the N. 1/4 sec. cor. of sec. 4 at midpoint
bet. closing cors,
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.
¥ sS4
T1IN R13W
1967
Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.
From the above cor., the 1/4 sec. cor. of sec, 33, T.
12 N., R. 13 W., hereinbefore described, bears N. 89°
21' E., 14.29 chs. distance.
From the cor. of secs, 5, 6, 31 and 32, on the §. bdy.
of the Tp.
N. 1° 46' W., bet. secs. 31 and 32.
Over low rolling desert hills through medium dense
undergrowth.

24,00 Trail road, bears N. 51° W, and S. 51° E.

40.03 Point for the 1/4 sec. cor. of secs. 31 and 32 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 24
ins. in the ground with brass cap mkd.
T11N R13w
%
$31]s32
1967
Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post,

807 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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51.50
69.00
76.20

80.06

13.00
31.00

40.10

Dependent Resurvey, T. 11 N., R. 13 W,

Wash, 5 lks. wide, 2 ft. deep, drains S. 66° W.
Wash, 3 lks. wide, 2 ft. deep, drains S. 72° W.
Wash, 4 lks. wide, 2 ft., deep, drains N. 88° W.

The cor., of secs. 29, 30, 31 and 32, monumented with
a cedar post, 4 ft. long, 4 ins. squared, set in a
small mound of earth and stone and mkd. with 1 notch
on the S, and 5 notches on the E. face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam,, 18
ins, in the ground and in a mound of stone, 3 ft. base
to top, with brass cap mkd.

T11N R13wW

$30/829
$31(s32
1967

Set a steel fence post, 6 ft. long, 2 ft. in
the ground and mound alongside the iron post.

Reset the cedar post alongside the iron post.

Land, rolling desert.

Soil, sandy clay.

No timber.

Undergrowth, medium dense sagebrush, shadscale, scant
grass,

From the cor. of secs. 28, 29, 32 and 33.
S. 88° 51' W., bet. secs. 29 and 32.

Over desert hills through scattered timber and medium
dense undergrowth.

Wash, 10 lks. wide, 4 ft. deep, drains N. 12° E.; asc.
265 ft. over a NE. slope.

Ridge, bears N. 50° W. and S. 50° E.; desc. 60 ft. over
a SW. slope.

Point for the 1/4 sec. cor. of secs. 29 and 32, at
proportionate distance; there is no remaining evidence
of the original cor.

Set ah'iron post, 30 ins. lbng, 2% ins. in diam., 20
ins. in the ground and in a collar of stone with brass
cap mkd.

T1IN R13W

S$29
$32

1967

1/4

GPO



N
CH
[

61

Dependent Resurvey, T. 11 N., R, 13 W,

CHAINS

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

41.20 | Wash,‘6 lks. wide, 3 ft, deep,,dréins S.

55.05 | Wash, 5 lks. wide, 2 ft. deep, drains S. 25° W.
80.20 | The cor. of secs. 29, 30, 31 and 32.

Land, desert hills.

Soil, rocky clay. )

Timber, widely scattered scrub juniper.

Undergrowth, medium dense sagebrush, shadscale, scant
grass.,

S. 89° 57' W., bet. secs. 30 and 31.

Over rolling desert land through widely scattered timber
and dense undergrowth; desc. 120 ft. over a W. slope.

21.15 Trail road, bears N, 28° W, and S. 28° E.
23.00 Leave timber.
23.25 Wash, 5 lks. wide, 2 ft. deep, drains S. 24° W.

39.94 Point for the 1/4 sec. cor. of secs. 30 and 31 at pro-
portionate distance; there is no remaining evidence of
the original cor. ’ i

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N R13W
1/4 530

§31
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

66.00 Improved dirt road, bears N. 56° E. and S. 56° W.
70.70 Wash, 30 1lks. wide, 7 ft. deep, drains S. 31° W.

78.88 The cor. of secs. 25, 30, 31 and 36, on the W. bdy. of
the Tp.

Land, rolling desert.

Soil, rocky clay,

Timber, widely scattered scrub juniper the first 23.00
chs., no timber the balance.

Undergrowth, medium dense sagebrush, shadscale, scant
grass,

From the cor. of secs. 29, 30, 31 and 32.

N. 0° 28' W., bet. sees. 29 and 30.

80—7 (October 1964) (formerly 4—673b) USDI—-—BLM FIELD NOTE PAPER
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Dependent Resurvey, T. 11 N., R. 13 W,

CHAINS

Land, low desert hills.

Soil, rocky clay. ° '

Timber, widely scattered scrub juniper.

Undergrowth, medium dense sagebrush, shadscale, scant
grass.

From the cor. of secs. 20, 21, 28 and 29.
S, 88° 32' W., bet. secs. 20 and 29.

Over low desert hills, through widely scattered timber
and medium dense undergrowth,

13.90 Wash, 4 lks. wide, 3 ft. deep, drains N. 22° E.

26.70 | Wash, 10 lks. wide, 4 ft. deep, drains N. 29° E.

32.20 Improved dirt road,Abears N. 79° W. and S. 79° E.

36.00 Trail road, bears N. 73° W, and S. 73° E.

40,27 Point for the 1/4 sec. cor. of secs. 20 and 29 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground to solid rock and in a mound of stone

3 ft. base to top, with brass cap mkd.

T1IN R13W

1/4__820
529
1967

Set a steel fence post, 2 ft. in the ground and
mound, alongside the iron post.

65.45 Improved dirt road bears N. 20° E, and S. 20° W.
74.05 Wash; 30 lks. wide, 3 ft. deep, drains N. 18° E.
74.90 Trail road, bears N. 11° E. and S. 11° W,

80.54 The cor. of secs. 19, 20, 29 and 30.

Land, desert hills.

Soil, rocky clay.

Timber, widely scattered scrub juniper.
Undergrowth, medium dense sagebrush, scant grass.

N, 89° 39' W., bet. secs. 19 and 30.

Over low desert hills through widely scattered timber
and medium dense undergrowth; asc. 25 ft. over an E.
slope.

7.20 Wash, 7 lks. wide, 3 ft. deep, drains N. 37° E.; asc.
65 ft. over an E. slope.

18.00 Low fidge, bears irregularly N, and S.; desc. 35 ft.
over a NW. slope. . .
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Point for the 1/4 sec. cor. of secs. 19 and 30 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

T11N R1W

1/4 S19
S30

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post,

Wash, 5 lks. wide, 2 ft, deep, drains N. 39° W,
Dirt road, bears N. 20° W, and S. 20° E.

The cor. of secs. 19, 24, 25 and 30, on the W. bdy. of
the Tp.

Land, low desert hills.

Soil, rocky clay.

Timber, widely scattered scrub juniper,

Undergrowth, medium dense sagebrush, shadscale, scant
grass.

From the cor. of secs. 19, 20, 29 and 30.
N. 0°06" W., bet, secs. 19 and 20.

Over desert hills through scattered timber and medium
dense undergrowth, asc. 45 ft, along an E. slope.

Low spur projects E.

Wash, 10 lks. wide, 6 ft. deep, drains N, 48° E.: asc.
100 ft. over a SE, slope.

Point for the 1/4 sec. cor. of secs. 19 and 20 at pro-

portionate distance, there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 4 ins,.
in the ground to solid rock and in a mound of stone, 5 |
ft. base to top, with brass cap mkd.

T1IN R1W

49 . I




Dependent Resurvey, T. 11 N., R, 13 w.

CHAINS

75.90 Wash, 5 lks. wide, 2 ft, deep, drains N, 50° E.; desc.
30 ft. over a NE, slope.

81.00 The cor., of secs. 17, 18, 19 and 20, monumented with a

conglomerate rock, 18x16x7 ins., firmly set in the
8round and mkd., with 3 notches on the S, and 5 notches
on the E. edge.

At the cor., point.

Set an iron post, 30 ins. long, 2% ins. in diam., 6 ins,.
in the ground to solid rock and in a mound of stone, 3%
ft. base to top, with brass cap mkd.

T1IN R13W

Si8(s17
519|520
1967

Bury the original cor. in the mound alongside the
iron post.

Land, desert hills.

Soil, rocky clay.

Timber, widely scattered juniper,

Undergrowth, medium dense sagebrush, shadscale, scant
grass. :

From the cor. of secs. 16, 17, 20 and 21.
S. 89° 00' W., bet. secs. 17 and 20.

Over rolling deéert land through medium dense under-
growth; asc. 125 ft. over gentle E, slope,

40.06 Point for the 1/4 sec. cor. of secs. 17 and 20 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground to solid rock and in a mound of
stone, 3 ft. base to top, with brass cap mkd.

T11N R13W

__ 817
1/4 320
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground and mound alongside the iron post.

43.60 Trail road, bears N. 17° E, and S. 17° W.

47.28 Bladed dirt road, bears N. 23° W. and S. 23° E.; asc.
40 ft. over gentle E, slope.

54,70 Enter widely scattered timber; asc. 35 ft. over E.
slope.

72.35 Wash, 7 lks. wide, 3 ft. deep, drains N. 2° E.

80.12 The cor. of secs. 17, 18, 19 and 20.
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Dependent Resurvey T. 11 N., R, 13 W.

Land, gently rolling desert.

Soil, sandy clay. ’

Timber, widely scattered juniper the last one half
mile, ' '

Undergrowth, medium dense sagebrush, shadscale, scant
grass,

S. 89° 48' w., bet.‘secs. 18 and 19.

Over low desert hills through widely scattered timber
and dense undergrowth; asc. 35 ft. over NE. slope.

Wash, 7 lks. wide, 3 ft. deep, drains N. 9° E.; asc,
80 ft. over NE. slope.

Wash, 5 lks. wide, 2 ft. deep, drains N. 17° E.; asc.
30 ft. over NE. slope.

Point for the 1/4 sec. cor. of sec. 18 and 19 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. 1dng, 2% ins. in diam., 18
ins. in the ground and in a collar of stone, with brass
cap mkd.

T1IN R13w
S18

1/4—=—=—

/ S19
1967

Set a steel fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

Asc. 65 ft. over NE. slope.

Low ridge, bears irregularly N. 45° W, and S. 45° E.;
desc. 60 ft. over SW. slope.

Bladed dirt road, bears N. 18° E. and S. 18° W.; desc,
20 ft. over W. slope. ’

Wash, 20 lks. wide, 6 ft, deep, drains N, 30° W.

The cor. of secs. 13, 18, 19 and 24 on the W. bdy. of
the Tp.

Land, desert hills.
Soil, rocky, clay.

- Timber, widely scattered scrub juniper.
- Undergrowth, medium dense sagebrush, schadscale, scant

grass,

From the cor., of secs, 17, 18, 19 and 20.

N. 1° 24' W., bet., secs, 17 and 18.

Gro i
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67

Dependent Resurvey, T, 11 N., R. 13 w.

Over desert land, sloping gently to the N.; through
widely scattered timber and dense undergrowth; desc.
25 ft.

Leave timber; desc. 65 ft. over N. slope.

Bladed dirt road, bears N, 68° W. and S. 68" E.; dcesc.
30 ft. over N, slope.

Trail road, bears N. 58° E. and S. 58 W.; dusc. 35 f¢.
over N. slope.

Point for the 1/4 sec, cor. of secs. 17 and 18 at pro-
portionate distance; there is no remaining cvidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins, in diam., 20
ins. in the ground with brass cap mkd.

T1IN RI3W
L

S18{s17
1967

Set a steel fence post, 6 ft. long, 20 ins. in the
ground alongside the iron post.

Wash, 4 lks. wide, 2 ft. deep, drains N. 347 E.. asc.
80 ft. over a S, slope.

Top of low hill; desc. 45 ft. over NW. slope.

The cor. of secs. 7, 8, 17 and 18, monumented with a
limestone, 12x7x5 ins., firmly set in the ground and
mkd. with 4 notches on the S. and 5 notches on the k.
edge.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stonc with brass
cap mkd.

T1IN R13wW
$7/s8
5181517

1967
Bury the original cor. alongside the iron post.

Land, rolling desert.

Soil, sandy clay.

Timber, scattered scrub juniper, the first 18.00 chs.,,
none the balance.

Undergrowth, dense sagebrush, schadscale, scant grass.

From the cor. of secs. 8, 9, 16 and 17.

S. 86" 51' W, bet. secs. 8 and 17.

7 (October 1904}
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3.05
24.80

40.83

1.05

32.50

40.04

15.80

35.20

Dependent Resurvey, T. 11 N., R. 13 W.

Over nearly level desert land through dense undergrowth.
Wash, 10 lks. wide, 4 ft. deep, drains N. 61° E.

Wash, 7 1ks. wide, 3 ft. deep, drains N. 34° K.

The 1/4 sec. cor. of secs. 8 and 17 monumented with a
limestone, 19x15x8 ins., firmly set in the ground and
wkd. 1/4 on the N, face.’ ' ’

At the cor. point,

Set an ir». ~-.t, 30 ins. long, 2% ins. in diam., 18

ins. in the ground to solid rock and in a mound of
stone, 3 ft. base to top, with brass cap mkd.

T1IN R13W

1/488_
517

1967

Bury the original cor. alongside the iron post.

N. 89° 52!' W., beginning new measurement.

Wash, 4 lks. wide, 3 ft. deep, drains N. 50° E.; asc.
80 ft. over an E. slope.

Top of hill; desc. 55 ft. over W. slope.
The cor. of secs. 7, 8, 17 and 18.

Land, nearly level and low desert hills.
Soil, sandy clay.

No timber. :
Undergrowth, dense sagebrush, shadscale, scant grass.

N. 89" 44' W., bet. secs. 7 and 18.
Over rolling desert land through medium dense undergrowth
Wash, 5 lks. wide, 3 ft. deep, drains N, 26° E.

Wash, 9 lks. wide, 5 ft, deep, drains N. 22° E.

Trail road, bears N. 18° E, and S. 18° W.

Point for the 1/4 sec. cor. of secs. 7 and 18, at pro-
portionate distance; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

TLIN R13W

1/4_87 _
518

1967

@r0
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Dependent Resurvey, T. 11 N., R, 13 W,

CHAINS

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post,

79.32 | The cor. of secs. 7, 12, 13 and 18 on the W. bdy. of
the Tp.

Land, rolling and nearly level desert.

Soil, sandy clay,

No timber.

Undergrowth, dense sagebrush, shadscale, scant grass.

From the cor. of secs. 7, 8, 17 and 18.
N. 0° 06' E., bet. secs. 7 and 8.

Over desert land, sloping gently to the N. through dense
undergrowth; desc., 110 ft.

40.44 | Point for the 1/4 sec. cor. of secs. 7 and 8, at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins., in the ground with brass cap mkd.

T11N R13W

4
S7]s8

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

49.30 | Wash, 21 lks. wide, 5 ft. deep, drains N, 83° E,
56.05 | Trail road, bears N. 47° E. and S. 47° W.

80.88 The cor. of secs. 5, 6, 7 and 8, mrnumented with a
limestone, 20x12x6 ins,, firmly sct in the ground and
mkd. with 5 notches on the S. and E. edges.

At the cor. point,

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins, in the ground with brass cap mkd.

T1IN R13W
S6(S5
S7|s8

1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, dense sagebrush, shadscale, scant grass.
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o EREA!

CHAINS

34,10

40.26

2,90
12.80

39.88

11.40
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» ~+_udent Resurvev. T, 11 N.. R. 13 W

" From the cor. of secs. 4, 5, 8 and 9.

S. 88° 48' W., bet. secs. 5 and 8.

Over nearly level desert land through ‘dense under-
growth.,

Wash, 9 lks. wide, 3 ft. deep, drains N. 23° E.

The 1/4 sec. cor. of secs., 5 and 8, monumented with a
limestone, 20x10x7 ins., firmly set in the ground, mkd.
1/4 on the N. face,

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam,, 24
ins. in the ground, with brass cap mkd.

TLIN R13W
/632
58
1967

Bury the original cor. alongside the_iron post.

S. 89° 11' W., beginning new measurement.
Trail road, bears N, 23° W. and S. 23° E.
Wash, 8 lks. wide, 4 ft. deep, drains N. 5° W.
The cor, 6f secs. 5, 6, 7 and 8.

Land; nearly level desert,

Soil, sandy. clay.

No timber. .
Undergrowth, dense sagebrush, shadscale, scant grass.

N. 89° 59' W., bet. secs. 6.and 7.

Over nearly level desert land through dense undergrowth.
Wash, 14 lks., wide, 3 ft. deep, drains N. 12° E.

Wash, 5 lks. wide, 2 ft. deep, drains N. 8° E.

The 1/4 sec. cor. of secs. 6 and 7, monumented with a
limestone, 17x10x8 ins.,, firmly set in the ground and
mkd, 1/4 on the N. face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T1IN R13W

/56
1 57

1967
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Dependent Resurvey, T, 11 N., R. 13 W,

CHAINS

Bury the original cor. alongside the iron post.

N. 89° 55' W., beginning new measurement,
1.70 Wash, 4 lks. wide, 2 ft. deep, drains N, 28° E.

39.24 The cor. of.secs. 1, 6, 7 and 12, on the W. bdy. of the
Tp.

Land, nearly level desert.

Soil, sandy clay.

No timber.

Undergrowth, dense sagebrush, shadscale, scant grass.

From the cor. of secs, 5, 6, 7 and 8.

N. 0° 46' W., bet. secs. 5 and 6.

Over nearly level desert land through dense undergrowth,
37.40 Wash, 4 lks. wide, 2 ft. deep, drains N. §5° E.

40.46 The 1/4 sec. cor. of secs. 5 and 6, monumented with a
charred wood stake, 3 ft, long, 2% ins. squared, set

in a mound of earth and mkd. 1/4 on the W, face.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.

T11N R13W

:
S6|ss

1967

Reset the wood stake alongside the iron post,

N. 1° 14' E., beginning new measurement,

11.70 Wash, 80 lks. wide, 6 ft. deep, drains N. 77° E.
19.70 Old fence, bears N, 84° E. and S. 84° W,

27.50 Wash, 7 lks. wide, 3 ft. deep, drains S. 56° E.

33.60 Wash, 20 lks. wide, 7 ft, deep, drains irregularly E,.

37.82 Intersect the N. bdy. of the township,

Point for the closing cor. of secs. 5 and 6 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.
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Dependent Resurvey, T. 11 N., R. 13 W,

T12N R13wW
S31
86|85
Ccj|C
T1IN R13W
1967
Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.
From the above cor., the cor. of secs. 31 and 32, T. 12
N., R. 13 W., hereinbefore described, bears N, 89° 21'
E., 14,16 chs. distance.
Land, nearly level desert.
Soil, sandy clay.
No timber.
Undergrowth, dense sagebrush.
Point for the N. 1/4 sec. cor. of sec. 5 at midpoint bet|
closing cors.
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground, with brass cap mkd.
% S5
T11N R13W
1967
Set a wood post, 7 ft. long, 5 ins. in diam., 2
ft. in the ground alongside the iron post.
From the above cor., the 1/4 sec. cor. of sec. 32, T.
12 N., R. 13 W., hereinbefore described, bears N. 89°
21" E., 14.21 chs. distance. )
—

Point for the N. 1/4 sec. cor. of sec. 6 at proport-
ionate distance; between closing cor.s

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground with brass cap mkd.

% 56
T1IN R13W
1967

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

From the above cor., the 1/4 sec. cor. of sec. 31, T.
12 N., R. 13 W., hereinbefore described, bears N. 89°
21" E., 14.28 chs, distance.

Gro It
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Dependent Resurvey, T, 11 N., R. 13 W,

CHAINS

General Description

The general elevation of Township 11 N., R. 13 W.,
varies from about 5,600 ft. above sea level on the

hills in the SW. portion of the township to about

4,800 ft, above sea level in the nearly level land

in the SE. and northern portion of the township. The
soil is mostly a sandy clay in the lower elevations,

to a rocky clay on the desert hills., A widely scattered
growth of scrub juniper is found in the higher eleva-
tions. The undergrowth is mainly sagebrush and shads-
cale with lesser amounts of greasewood, grass and weeds,
There are no permanent habitations in the township and
no water was noted. The township is accessible from an
improved dirt road, from Kelton to Rosebud, which enters
the township near the cor. of secs. 19, 24, 25 and 30,
on the E. bdy., and leaves the township near the cor.

of secs., 25, 30, 31 and 36, on the W. bdy., and by
numerous trail roads.
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CERTIFICATE OF SURVEY

I, Fred R. Chappell , HEREBY CERTIFY upon honor that,

in pursuance of special instructions bearing date of the 20 day of February , 1967 ,

I have dependently resurveyed the South Boundary of Township 12 North, Range
13 West and dependently resurveyed the South and West Boundaries and the
subdivisional lines of Township 11 North, Range 13 West.

of the Salt Lake Meridian, in the State of Utah , which
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of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.
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Dependent Resurvey of a Portion of
the East Boundary, T. 33 S., R. 3 W.
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4.80

16 .00

39.97

51.10

58.30

59.40

62.70

72.30

75.60

79.94

T338
R3W R2W

-813/818
824|819
1967

Deposit the original stone and glass alongside the
iron post.

N. 0% 21' E., bet. secs. 13 and 18.
Desc. gradually through heavy undergrowth of sagebrush.

Wash, 4 ft. deep, 20 lks. wide, drains N. 70° E.; thence
over gently rolling land.

Leave sagebrush; enter reseeded area.

Point for the 1/4 sec. cor. of secs. 13 and 18 at pro-
portionate distance; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground and in a mound of stone, 3 ft. base to
brass cap mkd.

T33S

R3W RW
1

s13[s18
1967

Continue over gently rolling land.

Wash, 10 ft. decep, 30 lks. wide, drains S. S0° E.
Wash, 4 ft. decp, 6 lks. wide, drains E.

Trail road, bears E. and W.; leave cleared area; enter
dense juniper and pinon; begin ascent over broken SE.
slope; asc. 85 ft.

Small draw, drains E,

Small draw, drains S. 70° E.

Small draw, drains S. 35° E.

The cor. of secs. 7, 12, 13 and 18, a trachyte stone,
12x6x5 ins. (record 16x10x8 ins.), firmly set and plainly
mkd. with 4 notches on the S., and 2 notches on the N.
edge with scattered mound of stone alongside.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground and in a mound of stone, 3 ft. base to

brass cap mkd.

T33s
R3W R2w

S12(s87
S13|s18

1967

GPO B45.1686
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Township 33 South, Range 3 West

CHAINS

The east boundary, a portion of the south boundary and

a portion of the subdivisional lines were surveyed by

T. C. Bailey and J. G. Burrill in 1876. The east bound-
ary of section 1 was retraced by E. Bunbury in 1913,

The following field notes are those of the resurvey of
a portion of the east boundary and a portion of the
subdivisional lines and of the survey of a portion of
the north boundary and a portion of the subdivisional
1ines of Township 33 South, Range'g West.

Before restoring the lost corners, the lines were
retraced and a diligent search was made for any
evidence of the original corners and other, calls of
the field note record. After completing the necessary
retracements, rules of proportionate measurement were
applied in order to ascertain the position of the lost
corners.

. . i v
The directions of the lines were determined by solar
observations and carried forward by sustained angula-
tion.

The lengths of the lines were determined by chaining
where the lines were accessible; inaccessible lines

were run by traverse or triangulation methods. Dist-
ances to topography on lines run by traverse or tri-
angulation methods are approximate as scaled from U.

S. Forest Service Planimetric Map Adams Head 1. The
details of such traverse and triangulations have been
thoroughly checked and verified and in order to simplify
the record, the diagrams and reductions are omitted from
these field notes.

The geographic position of the southeast corner of
section 13 is at Latitude 37° 55' 42" N. and Longitude
112° 03' 25" W., as scaled from U. S. Forest Service
Planimetric Map, Adams' Head 1, Utah.

Dependent Resurvey of a Portion of the
East Boundary, T. 33 S., R. 3 W.

Reestablishment of the Survey Executed
by Bailey and Burrill in 1876.

Beginning at the cor. of secs. 13, 18, 19 and 24 on the
E. bdy. of the Tp., which is a trachyte stone, 12x8x6
ins. (record 13x9x6 ins.), firmly set and dimly mkd.

as described in the official record. i

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground and in a mound of stone to brass cap mkd.

Form 9180—7 (October 1964) (formerly 4—673b) USDI—-—BLM FIELD NOTE P.
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. the East Boundary of T. 33 S., R. 3 W,
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21,00
23.65

35.30

38.30

40.32

28.20

No other suitable bearing trees available.

Deposit the original stone alongside the iron post.

N. 0° 38"W., beginning new measurement.,

Desc. 55 ft. over broken N. slope through scattered
juniper and pinon and heavy sagebrush undergrowth,

Dirt road, bears E. and W.; enter sagebrush flat,
Cottonwood Cfeek, 3" deep, 5 lks. wide, course E.

Enter dense juniper and pinon; bears E. and W.; begin
ascent over broken S. slope; asc. 95 ft.

Small draw, drains S. 45° E.

The cor. of secs. 1, 6, 7 and 12, a trachyte stone,
10x8x6 ins., (record 14x10x6 ins.), firmly set and
plainly mkd. with 5 notches on the S. and 1 notch on
the N. edge, with a scattered mound of stone alongside.

At the cor. point

Set an iron pdst, 30 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.

T33s
R3W R2W

S1]S6

S12|s7
1967

From which

A juniper, 3 ins. diam., bears N, 10° E., 34 lks.
dist., mkd. T33S R2W S6 BT,

A pinon, 8 ins. diam., bears S. 57° E., 22 lks.
dist., mkd. T33S R2W S7 BT.

A juniper, 7 ins. diam., bears S. 25° W., 16 lks.
dist., mkd. T33S R3W S12 BT,

No other suitable bearing trees available.

Deposit the original stone alongside the iron post,
Land, rolling and broken.
Soil, sandy and rocky.

Timber, scattered to dense juniper and pinon.
Undergrowth, heavy sagebrush.

N. 0° 07' E., bet. secs, 1 and 6.

Asc. 450 ft. over broken S. slope through dense juniper
and pingn.

Ridge, bears E. and W.; desc. 35 ft. over N. slope.
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Dependent Resurvey of a Portion of
the East Boundary, T. 33 S., R, 3 W,
CHAINS
From which
A juniper, 4 ins. diam., bears N. 5° E., 44 lks.
dist., mkd. T33S RZW S7 BT.
A pinon, 3 ins. diam., bears S. 65° E., 48 lks.
dist., mkd. T33S R2W S18 BT.- ‘
A pinon, 6 ins. diam., bears ‘S. 15° W., 36 lks.
dist., mkd. T33S R3W S13 BT.
A pinon, 6 ins.: diam., bears N. 21° W., 28 1lks.
dist., mkd. T33S R3W S12 BT.
Deposit the original stone alongside the iron post.
Land, gently rolling on 8. 60 chs.; broken on N. 20 chs.
Soil, sandy and rocky.
Timber, dense juniper and pinon on N. 20 chs.
Undergrowth, medium to dense sagebrush.
N. 0° 16' E., bet. secs. 7 and 12.
Asc. 40 ft. over broken SE. slope, -changing to S. slope,
through dense juniper and pinon.
3.30 Top of ascent, bears E. and W.; desc. gradually over
broken plateau.
4,18 Fence, 4 strand, barbed wire, bears S. 89° 50' E., and
N. 89° 50' W.
9.80 Small draw, drains E.

15.00 Small draw, drains E.

15.50 Trail road, bears N. 80° E. and S. 80° W.

18.20 Leave dense timber, bears E. and W.; continue through
scattered timber.

39.98 The 1/4 sec. cor. of secs. 7 and 12; a trachyte stone,
12x8x6 ins. (record 18x10x7 ins.), firmly set and plainly
mkd., "1/4," with scattered mound of stone alongside.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground and in a mound of stone, 3 ft. base to
brass cap mkd.

T33S
R3W R2W
%
s12]s7
1967
From which
A juniper, 7 ins. diam., bears N. 54° E., 32 lks.
dist., mkd. % S7 BT,
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31.00

39.00

40.13

49.90

539.00

68.20

80.26

Survey of a Portion of the North
undary of T, 33 8., R, 3 V.

cor. of Tpa. 32 and 33 8., Rs, 2 and 3 W..

Over mountainous land through dense juniper and pinon;
asc. approximately 500 ft. over broken E. slope.

%? ¢§1&1ﬁT

ﬁgﬁtginnguiatiﬁn; continue ascent over E, slope;

iiﬁ%

MR , bears S . ésﬁ E. and N » eﬂﬁ W. ’ desc, graduﬁ 1 Iy
Oy W « B 1@?& #

Head of ravine, drains S,; asc. gradually along SE,
slope,

Point for the 1/4 sec. cor, of secs. | and 36,

Set an iron post, 30 ins. long, 24 ins. diam., 6 ins.
in the ground to bedrock and in a mound of stone, 4 ft.

~base to brass cap mkd.

T328 RW

174336
S1

T338
1967

paring trees available.

No suitable b

This cor. (s located at the base of a conglomerate

ledge, 5 ft. high, bearing N, and S,

Continue ascent over broken SE. slope; asc, 90 ft,

Same vidge as at 31,00 chs, on this line, bears N. 45°
W, and 8, 45" E.; desc. gradually over HH slope,

Head of ravine, drains N, 60° E.; asc. gradually over
SE. ﬁlﬂm *

Ridge, bears N, 45" E. and 8. 45" w.;: thence asc.
graduslly along N. slope,

Intersect W, bdy, of sec. 1, hereinafter described;
point for the cor. of secs. 1, 2, 35 and 36, as set
forth in the special {nstructions,.

Set an {ron post, 30 inas., long, 2k ins, diam., 6 ins,

in the ground to bedrock and {n a mound of stone to
brass cap mkd,

T328 RW

535!335

82181
Ti3S
1967

Land, mountainous.
Soil, sandy. and rocky.
TM@:, mﬂtﬁmd to dense juniper and pinon.

‘Undergrowth, medium to dense sagebrush,

Dependent Resurvey of a Portion of
the Subdivisional Line, T. 33 8, R, 3 W,

3¥ﬁ3ﬁﬂbliﬂﬁﬂ%ﬁﬁ ﬁf th& Survay
Executed hy T. C. Bailﬁy in 1876,

28.



Dependent Resurvey of a Portion of
‘the East Boundary, T. 33 S., R. 3 W.

CHAINS

36.00 Ravine, drains E. 5.00 chs.; thence S. 45° E.; asc.
60 ft. over S. slope.

40.08 Point for the 1/4 sec. cor. of secs. 1 and 6 at pro-
portionate dist.; there is no remaining evidence of

the original cor.
Set an iron post, 30 ins. long, 2% ins. diam., 3 ins.

in the ground to bedrock and in a mound of stone, 4 ft.
base to brass cap mkd.
T33S
R3W R2W
%
S1|sé
1967

There were no suitable bearing trees available,

41.00 Slope changes from S. to E.; asc. 70 ft.
53.10 Begin descent, continuing along E. slope; desc. 50 ft.

58.70 Ridge spur, projects E. from S. 45° W.; begin steep
descent over NW. slope; desc, 230 ft.

76.10 Bottom of canyon, drains N, 45° E.; asc. 40 ft. over S.
slope.

76 .75 Trail road, bears N. 45° E. and S. 45° W.

80.16 The cor. of Tps. 32 and 33 S., Rs. 2 and 3 W,, which is
an iron post, 3 ins, diam., firmly set, with brass cap
mkd . )
T328
R23W R2W

S36|S31
S1|S6
T33S
1913

This cor. being erroneously marked, I change the marks
to read: '
T328
R3W R2W

$36/s31
S1|sé6
T338
1913
1967

From which, the original bearing trees

A juniper, 14 ins. diam., bears N. 13° 55' E., 160
lks. dist., mkd. T32S R2W S31 BT.

A pinon, 18 ins. diam., bears N, 45° 30' W., 121
lks. dist., mkd. T32SR24W S36 BT (I change these
marks to read T32S R3W S$36 BT.)

No other suitable bearing trees available.

Land, broken and mountainous.

Soil, sandy and rocky.

Timber, scattered to dense juniper and pinon.
Undergrowth, medium to heavy sagebrush.

Survey of a Portion of the North
Boundary of T. 33 S., R, 3 W.
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Survey of a Portion of the Sub-
Divisional Lines, T. 33 S., R, 3 W.

CHAINS

From the cor. of secs. 13, 14, 23 and 24, previously
described.

N. 0° O1' W., bet. secs. 13 and 14.

Over mountainous land through dense juniper and pinon;
desc. approx. 50 ft. over N. slope; by triangulation.

8.00 Approximate dist. to creek, 2 ins. deep, 2 lks. wide,
course S. 35° E.; asc. 320 ft. over broken S. slope.

40.00 Point for the 1/4 sec. cor. of secs. 13.and 1l4.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock and in a mound of stone, 4 ft,
base to brass cap mkd. ’

T33S R3W

%
S14|s13

1967
From which

A juniper, 5 ins. diam., bears N. 15° 50' E., 85
lks. dist., mkd. 1/4 S13 BT.

A juniper, 6 ins. diam., bears N. 23° 45' W,, 45
lks. dist., mkd. 1/4 S14 BT.

Continue ascent over broken S. slope through medium to
dense juniper and pinon; asc., 230 ft.

54,71 Ridge, bears E. and W.; desc. approximately 500 ft. over
steep N. slope.

70.00 Bottom of canyon, drains E.; asc. 350 ft. over broken
S. slope.

80.00 Point for the cor. of secs. 11, 12, 13 and 14.
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock and in a mound of stone, 4 ft,
base to brass cap mkd.

T33S R3W

S11iS12

S14|S13

1967

There were no suitable bearing trees available.

This cor. is located on top of a small spur, projects
S. 30° E. :

Land, mountainous.
Soil, rocky clay.
Timber, medium to dense juniper and pinon.
Undergrowth, scattered to heavy sagebrush,
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Dependent Resurvey of a Portion of the
Subdivisional Lines, T. 33 S., R. 3 W,
CHAINS

From the cor. of secs. 13, 18, 19 and 24 on the E. bdy.,
previously described.

N. 89° 40' W., with the dependent résurvey, bet. secs.,
13 and 24.

Over broken land through scattered juniper and pinon
and heavy undergrowth of sagebrush; asc._approximately
350 ft. over NE, slope. )

By triangulation.

36.00 End of triangulation; top of ascent, bears N. 45° W.,
and S. 45° E.; thence along broken SW. slope through.
medium to dense juniper and pinon.

39,94 The 1/4 sec. cor. of secs. 13 and 24, a trachyte stone,
12x9x7 ins., firmly set and plainly mkd. "1/4".

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground and in a mound of stone, 3 ft, base to
brass cap mkd.

T33S R3W
1/4 S13
S24
1967

Deposit the original stone alongside the iron post.

No suitable bearing trees available.

West, on record bearing, beginning new measurement.
Continue along broken SW. slope; asc. gradually.

16.15 Begin steep descent over SW. slope; desc. 30 ft.

17.25 Bottom of descent; asc. 30 ft. along bottom of wide
draw.,

26.75 Wash in bottom of draw, 3 ft, deep, 10 lks. wide, drains
S. 1.0 ch. to confluence with main draw.

27.55 Creek,AZ ins. deep, 2 lks. wide, course S. 35° E.; asc.
55 ft. over NE. slope.

40,15 Point for the cor. of secs. 13, 14, 23 and 24 at record
bearing and distance from the 1/4 sec. cor., of secs. 13
and 24 as set forth in the special instructions; there
is no remaining evidence of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground and in a mound of stone, 3 ft. base to
brass cap mkd.

T33S R3W

s14[s13

$23(524
1967

There were no suitable bearing trees available.

Land, broken and rolling
Soil, sandy and rocky.

Timber, medium to dense juniper and pinon.
Undergrowth, heavy sagebrush.
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Survey of a Portion of the Sub-
divisional Lines, T33S., R3W.

283

CHAINS

3.45

5.70

6.75

26.00

30.50
36.50

40.00

48.80

50.00

80.00

N. 0° 01' W., bet. secs. 11 and 12.

Over mountainous land through dense juniper and pinon;
asc. 165 ft. over broken S. slope. .

Ledge, 50 ft., high, bears E. and W. .
Ledge, 50 ft. high, bears E. and W.

Ridge, bears N. 60° E. and S. 60° W.; desc. 475 ft.
over broken NW. slope; timber becomes scattered.

Enter dense mahogany, bears S. 60° W, and N. 60° E.

Small ravine, drains N. 60° E.; leave mahogany; asc.
20 ft. over SE. slope.

Spur, projects N, 60° E.; desc. 80 ft. over N. slope
through scattered juniper and pinon.

Point for the 1/4 sec. cor. of secs. 11 and 12.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins,
in the ground and in a mound of stone, 3 ft. base to
brass cap mkd.

T33S R3W

%
S11]s12

1967
There were no suitable bearing trees available.
Continue descent over N. slope; desc. 100 ft.
Road, dirt, bears E. and W.
Cottonwood Creek, 3 ins. deep, 5 lks. wide, course E.;
thence by triangulation; asc. about 300 ft. over broken
SW. slope through dense juniper and pinon.
Point for the cor. of secs. 1, 2, 11 and 12.
Set an iron post, 30 ins. long, 2% ins. diam,., 14 ins.
in the ground and in a mound of stone, 4 ft. base to
brass cap mkd.
T335 R3W
S$2]|s1
S11s12
1967
There were no suitable bearing trees available.
Land, mountainous.
Soil, sandy, rocky clay,

Timber, scattered to dense juniper and pinon.
Undergrowth, medium to heavy sagebrush.
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Dependent Resurvey of a Portion of the
Subdivisional Lines, T. 33 8., R. 3 W,

Reestablishment of the Survey
Executed by T. C. Bailey in 1876..

From the cor. of secs. 7, 12, 13 and 18 on the E. bdy.
of the Tp., previously described.

West bet. secs. 12 and 13.

Over mountainous land through dense juniper and pinoﬁ
and heavy undergrowth of sagebrush; asc. 120 ft. along
broken S. slope. .

Top of low ridge, bears N, 80° E. and S. 80° W.; desc.
gradually over NW. slope.

Point for the 1/4 sec. cor. of secs. 12 and 13 at record
bearing and distance, as set forth in the special in-
structions; there is no remaining evidence of the ori-
ginal cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground and in a mound of stone, 3 ft. base to
brass cap mkd.

T33S R3W
S13
1967

There were no suitable bearing trees available.

Survey of a Portion of the Sub-
divisional Lines, T. 33 S., R. 3 W,

From the 1/4 sec. cor, of secs., 12 and 13, previously
described.

N. 89° 40' W. bet..secs. 12 and 13.

Over mountainous land through dense juniper and pinon;
by triangulation; asc. approximately 400 ft. over broken
SE. slope of mountain across numerous small draws and
spurs.

Main draw, drains S. 45° E.
Main draw, drains S. 45° E,

The cor. of secs, 11, 12, 13 and 14, previously
described.

Land, mountainous,

Soil, rocky clay.

Timber, dense juniper and pinon.
Undergrowth, heavy sagebrush.

emeely 4=, USDI——HBLM FIELD NOTE P.
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Dependent Resurvey of a Portion of
‘the Sybdivisional Lines, T.335., R3W.

CHAINS

Reestablishment of the Survey
Executed by T. C. Bailey in 1876

From the cor. of secs. 1, 6; 7 and 12 on the E. bdy. of
the Tp., previously described.

N. 89° 59' W., bet. secs. 1 and 12.

Over mountainous land through very dense juniper and
pinon; asc. along broken S. slope; by traverse.

28 ,50- Draw, drains S. 10° E.
40.09 End of traverse; the 1/4‘sec; cor. of secs. 1 and 12, a

trachyte stone, 13x9x6 ins., firmly set and mkd. "1/4",
with scattered mound of stone alongside.

At the cor, point
Set an iron poét, 30 ins. long, 2% ins, diam., 12 ins.
in the ground and in a mound of stone, 4 ft, base to

brass cap mkd.

T33S R3W

S1
1/4———
/ 512
1967

Deposit the original stone alongside the iron post.

There were no suitable bearing trees available.

Survey of a Portion of the Sub-
divisional Lines, T. 33 S., R. 3 W.

_From_the }/é_seg,<cox.,of,segsﬂ,lmapd‘124 previously
described.

N. 89° 50' W., bet. secs. 1 and 12.

OQer mountainous land through dense juniper and pinon;
asc. over broken S. slope, changing to SE. slope.

By-triahgulation.

4.00 Draw, drains S.

10.00 Spur, projects S,

15.00 Draw, drains S.

18.00 Spur, projects S.

23.00 Draw, drains S.

28.00 ;High spur, pfojects S. 20° W.

32.00 Draw, drains S. 45° W.

80~7 (October 1964) (formerly 4~673b) USDI——BLM FIELD NOTE PAPER
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40.13

11.90

33.20

40.00

56 .00

76.30

79.84

12

Dependent Resurvey of a Portlon of the
Subdivisional Lines, T. 33 S., R. 3 W.

The cor. of secs. 1, 2, 11 and 12, previously described.

Land, mountainous.

Soil, sandy and rocky.

Timber, dense juniper and pinon. . ,
Undergrowth, scattered sagebrush.

N. 0° Ol' W., with the survey bet. secs. 1 and 2.

Over mountainous land through dense juniper and pinon;
asc. 180 ft. over SW. slope.

Base of ledge, 15 ft. high, bears E. and W.; slope
changes to S.; asc. 100 ft.

End of triangulation; top of ridge, bears E. and W.;
desc. gradually over N, slope through scattered juniper
and pinon and heavy undergrowth of sagebrush.

Point for the 1/4 sec. cor. of secs. 1 and 2.

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground and in a mound of stone, 3 ft. base to
brass cap mkd.

T33S R3W
%
s2|s1

1967
There were no suitable bearing trees available.
Thence, by triangulation.

Desc. about 500 ft. over N. slope through scattered
juniper and pinon.

Cow Creek, 2 ins. deep, 2 lks. wide, course E.; asc.
about 500 ft. over S. slope through medium to dense
juniper and pinon.

End of triangulation; top of ridge, bears W. and N.
60° E.; leave timber; desc. 40 ft. over N. slope.

The cor. of secs. 1, 2, 35 and 36 on the N. bdy. of the
Tp., previously described.

Land, mountainous.

Soil, sandy and rocky.
Timber, juniper and pinon.
Undergrowth, sagebrush.

Description

The portion of Township 33 South, Range 3 West contained
in these field notes is generally mountainous. The soil
is a sandy clay and rocky in the higher elevations. A

GPO
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Dependent Resurvey of a Portion of the
Subdivisional Lines, T, 33 S., R. 3 W.

scattered to dense growth of juniper and pinon covers
most of the area. Cow Creek crosses through the
northern part of sec. 1 and Cottonwood Creek crosses
through the central portion of sec. 12. Drainage is
generally in an easterly direction.

180-7 (October 1964) (formerly 4—673b) USDI~—BLM FIELD NOTE PAPER
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Dependenthesﬁrvey,,Township 11 Sbuth, Range 5 West

301

CHAINS

The North Boundary (Second Standard Parallel South) was
surveyed by Joseph Gorlinski in 1872 and a portion was
retraced by John R. Stewart and Robert E. Clark in 1913
and a portion was retraced by Howard W. Miller and Isaac
Hayes in 1915. The East Boundary was surveyed by Joseph
Gorlinski in 1874. The South Boundary was surveyed by
Joseph Gorlinski in 1872 and a portion retraced by John
R. Stewart and Robert E. Clark in 1913. The West Bound-
ary was surveyed by Joseph Gorlinski in 1872 and con-
currently resurveyed by Gerald W. Hochstrasser in 1966.
Portions of the subdivision were surveyed by Joseph
Gorlinski in 1872 and 1874. 1In 1913, John R. Stewart
and Robert E. Clark surveyed a portion of the sub-
division and retraced or resurveyed a portion. The
following field notes are those of the dependent resurvey
of a portion of the Second Standard Parallel South (South
Boundary, Township 10 South, Range 5 West), the depend-
ent resurvey of'a portion of the South Boundary, Town-
ship 11 South, Range 5 West, and the dependent resurvey
and retracement of a portion of the subdivisional lines
of Township 11 South, Range 5 West.

The survey was conducted in accordance with the speci-
fications as set forth in the Manual of Surveying
Instructions, 1947, and special instructions dated
May 18, 1965.

Before restoring the corners the lines of the original
survey were retraced and diligent search made for any
evidence of the original corners, bearing trees or other
calls of the original field note record.

The rules of proportionate measurement were applied to
ascertain the position of the lost corners, but not until
exhausting every reasonable possibility of finding direct
evidence for the control of each particular corner.

The direction of the lines of this survey were deter-
mined by reference to true meridians c¢stablished on line
by hour angle observations on Polaris. The lines were
carried forward by sustained angulation being supple-
mented by other hour angle observations on Polaris.

The geographic position for the southeast corner of
section 31 is at Latitude 39° 49' 00" N. and Longitude
112° 26' 27" W., as computed from the southeast corner
of Township 11 South, Range 6 West.

The magnetic declination was read at several stations

‘throughout the township and the average of these read-

ings was found to be 16° 30' East.

Dependent Resurvey of a Portion of the Second Standard
Parallel South (S. Bdy., T. 10 S., R. 5 W.).

: 7 (October 1964)

Reestablishment of the Survey Executed by Joseph
Gorlinski in 1872 and the Retracement Executed by
Howard W. Miller and Isaac Hayes in 1915.

(formerly 4—673b) USDI-—-BLM -~
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Dependent Resurvey of a Portion of the Second Standard
Parallel South (S. Bdy., T. 10 8. R. 5W.)

CHAINS

Beginning at the original standard cor. of secs. 31 and
32, T. 10 5., R. 5 W., which was remarked to bean angle
point only in the 1915 retracement, monumented with a
limestone, 24x12x8 ins., firmly set and plainly mkd. SC
on N, face and AP on top.

Thence,

N. 89° 57' W., along the S. bdy. of sec. 3l.

Over mountainous land through sagebrush undergrowth;
desc., 30 ft. over W. slope.

2.65 The closing cor. of secs. 5 and 6, T, 11 S., R. 5 W,,
monumented with an iron post, 2 ins. diam., set, mkd.
and witnessed as described in the official record of
the 1913 survey of T, 11 S., R, 5 W.

Desc. 735 ft. over steep W. slope.

\
39.76 The standard 1/4 sec. cor. of sec. 31, monumented with
a limestone, 18x8x8 ins., firmly set and plainly mkd.
1/4 on N. face, and witnessed by a mound of stone to N.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

SC
T10S R5W

% 831
1966

Bury original stone cor. alongside iron post.

Rebuild mound of stone, 2 ft. base, 1% ft. high,
N. of cor,

S. 89° 33' W., beginning new measurement.
Desc. 5 ft. over W. slope.

1.56 Point for the N. 1/4 sec. cor. of sec. 6, T. 11 S., R,

5 W., at proportionate dist., bet. the cor. of Tps. 10
and 11 8., Rs. 5 and 6 W., and the closing cor. of secs.
5 and 6. : :

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T105 R5W

% S6
T11S R5W
.1966

Raise a mound of stone, 3 ft. base, 2 ft. high,
S. of cor.

2.15 Creek, with small stream of water, 2 lks. wide, 3 ins.

deep, flows S. 20° W.; asc. 125 ft. over SE. slope.
Enter dense timber,




Dependent Resurvey of a Portion of the Second

e

Standard Parallel South (S. Bdy., T. 10 S., R. 5 W.)

TN

CHAINS

3.35
12,05

22,25

30.95

38.50

40.23

1.40
3.00
6.00
20.00
21.50
27.00
34.50

1 40.28
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Trail road, bears S. 20° W. and N. 20° E.
Spur, slopes S.; desc. 25 ft. over SW. slope.

Base of descent, slopes S.; asc. 110 ft. over SE.
slope.

Spur, slopes S. 45° W.; desc. 165 ft. over steep W.
slope.

Small draw, drains S. 70° W.; asc. 15 ft, over SE.
slope.

The Standard Cor. of Tps. 10 and 11 S., Rs. 5 and 6 W.,

. monumented with an iron post, 2% ins. diam., set, mkd.

and witnessed as described in the 1966 field notes of
T. 11 S., R. 6 W.

Land, mountainous.

Soil, rocky loam.

Timber, dense juniper W. 1/2 mile; no timber E. 1/2
mile,

Undergrowth, sagebrush.

Dependent Resurvey of a Portion of the South
Boundary, Township 11 South, Range 5 West.

Reestablishment of the Survey Executed
by Joseph Gorlinski in 1872,

From the cor. of secs. 5, 6, 31 and 32, Tps. 11 and 12
S., R. 5 W., monumented with an iron post, 2 ins. diam.,
set, mkd. and witnessed as described in the off1c1al
record of the 1913 survey.

5. 89° 35' W,, bet. secs. 6 and 31.

Over xolling land through dense juniper timber; asc. 25
ft. over E. slope.

Spur, slopes S.; desc. 25 ft. over W. slope.

Small draw, drains S.; asc. 25 ft. over E. slope.
Spur, slopes S.; desc. 30 ft., over SW. slope.

Trail road, bears S. 10° E. and N. 10° W.

Draw, drains S. 10° E.; asc. 25 ft. over NE. slope.
Spur, slopes S, 45° E.; desc. 30 ft. over SW. slope.
Draw, drains S, 40° E.; asc. 20 ft. over E. slope.
Point for the 1/4 sec. cor. of secs. 6 and 31 at

proportionate dist.; there is no remaining evidence
of the original cor.

N -~
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CHAINS

42,05

74.50

80.56

14.85

30.15

40.00

Dependent Resurvey of a Portion of the South
Boundary, Township 11 South, Range 5 West

Set an iron post, 30 ins. long, 2% ins. diam., 24 1ns.
in the ground, with brass cap mkd.

T11S R5W

P S31
S6
T12S
1966

Asc. 15 ft. over NE. slope.

Ridge, bears N. 40° W. and S. 40° E.; desc. 80 ft. over
SW. slope.

Base of descent; thence over nearly level land. Leave
timber.

The cor. of Tps. 11 and 12 S., Rs. 5 and 6 W., monu-
mented with an iron post, 2% ins. diam., set, mkd. and
witnessed as described in the 1966 field notes of T.
11 S., R. 6 W,

Land, rolling.

Soil, clay loam.

Timber, dense juniper E. portion; no timber W. portion.
Undergrowth, sagebrush and shadscale.

Dependent Resurvey of a Portion of the Sub-
division, Township 11 South, Range 5 West,

Reestablishment of the Survey Executed
by Joseph Gorlinski in 1872,

From the cor. of secs. 29, 30, 31 and 32, monumented
with an iron post, 2 ins, diam., set, mkd. and witnessed
as described in the official record of the 1913 survey.

N. 89° 44' W., bet. secs. 30 and 31.

Over mountainous land, through dense timber; asc. 145
ft. over SE. slope.

Ridge, bears N, and S.; desc. 90 ft. over SW. slope.
Draw, drains S.; asc. 90 ft. over E. slope.
Ridge, bears N. and S.; desc. 160 ft. over W. slope.

Point for the 1/4 sec. cor. of secs. 30 and 31 at pro-

portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T11S RSW
$30

£ S31
1966
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Dependent Resurvey of a Portion of the Sub-
division, Township 11 South, Range 5 West

CHAINS

Desc. 150 ft. over W. slope.
72,75 | Wash, 30 lks. wide, 5 ft. deep, in draw, drains S.; asc,
) © 135 ft. over SE. slope., ’

80.56 | The cor. of secs. 25, 30, 31 and 36, on the W. bdy. of
the Tp., monumented with an iron post, 2% ins, diam.,
set, mkd. and witnessed as described in the 1966 field
notes of T, 11 S., R. 6 W. '

Land, mountainous.

Soil, rocky clay loam.
Timber, dense juniper.
Undergrowth, sagebrush.

From the cor. of secs. 19, 20, 29 and 30, monumented with
an iron post, 2 ins. diam., set and properly mkd. as des-
cribed in the official record of the 1913 survey.

N. 89° 54' W., bet. secs, 19 and 30.

Over mountainous land, through dense timber; desc. 50 ft.
over NW, slope.

13.15 | Draw, drains N. 40° W., leave timber, bears NE. and SW.,
enter shadscale flat.

19.95 Enter dense timber, bears NE, and SW.; desc. 45 ft. over
NW. slope.

39.76 | Point for the 1/4 sec. cor. of secs. 19 and 30 at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 26 ins.
in the ground, and in a collar of stone, with brass cap
mkd .

T11S RSW
1 _S19
* 7830

1966

Desc, 70 ft. over rolling NW. slope.

41.75 | Trail road, bears N, 45° E, and S. 45° W. Enter
scattered timber,

60.45 | Trail road, in draw, drains S. 45° W., road bears N,
45° W. and S. 45° E.; desc. 15 ft. over gently rolling
land.

78.50 | Trail road, in draw, draining SW.

80.16 | The cor. of secs. 19, 24, 25 and 30, on the W. bdy. of
the Tp., monumented with an iron post, 2% ins. diam,,
set, mkd. and witnessed as described in the 1966 field
notes of T. 11 S., R. 6 W. ‘

1180~7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER:



CHAINS

1.05

8.75"

11.75
14.75
21.00
29.80
35.80

39.79

45.80
55.80

79.77

Dependent Resurvey of a Portion of the Sub-
division, ‘Township 11 South, ‘Range 5 West

Land, mountainous 'E. portion; rolling W. portion.

Soil, clay loam.
Timber, dense juniper E. portionj scattered W. portion.

Undergrowth, sagebrush and shadscale.

From the cor. of secs. 17, 18, 19 and 20, monumented
with an iron post, 2 ins. didm., set and properly mkd.
as described in the official record of the 1913 survey.

N. 89° 45' W., bet. secs. 18 and 19.

Over mountainous land through dense timbet; asc, 5 ft.
over E. slope.

Spur, slopes S.; desc. 40 ft. over W. slope.
Draw, drains S.; asc. 15 ft. over SE. slope.

Low spur, slopes S.; desc, 15 ft, over SW. glope.
Draw, drains S.; asc. 35 ft. over E. slope.

Spur, slopes SW.; desc. 50 ft. over NW. slope.

' Draw, drains S. 20° W.; asc. 40 ft. over SE. slope.

Spur, slopes S.; desc. 40 ft. over W. slope.

Point for the 1/4 sec. cor. of secs. 18 and 19 at pro-
portionate dist.; there is no remaining evidence of the
original cor. : ‘

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd, :

T11S R5W
b 518
S19

1966

Desc, 30 ft, over W. slope,
Draw, drains S.; asc., 80 ft. over E. slope,
Spur, slopes S, 40° W.; desc. 100 ft. over NW. slope.

The cor. of secs. 13, 18, 19 and 24, on the W. bdy. of
the Tp., monumented with an iron post, 2% ins. diam.,
set, mkd. and witnessed as described in the 1966 field
notes of T, ll S., R. 6 W,

Land, mountainous.
Soil, rocky loam.
Timber, dense juniper.
Undergrowth, sagebrush.

From the cor. of secs. 7, 8, 17 and 18, monumented with
an iron post, 2 ins, diam., set and properly mkd. as
described in the official record of the 1913 survey.




Dependent Resurvey of a Portion of the Sub-
division, Township 11 South, Range 5 West

CHAINS

10.00

16.50

20.50

25.60

32,00

36.80

41.00
69.00

79.29

39.45

N. 89° 26' W., bet. secs. 7 and 18.

Over mountainous land, through dense timber; asc. 115
ft. over W. slope.

Ridge, bears N. 15° E. and S. 30° W.; desc. 70 ft. over
NW. slope.

Draw, drains S, 65° W.; asc. 15 ft. over gentle SE.
slope.

Low spur, slopes S. 50° W.; desc. 45 ft. over NW.
slope.

Draw, drains S, 40° W.; asc. 10 ft. over gentle SE.
slope.

Spur, slopes S.; desc. 80 ft. over W. slope.
Draw, drains S§. 15° W.; asc. 25 ft. over E. slope.

Point for the 1/4 sec. cor. of secs. 7 and 18 at pro-
portionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T11S R5W
S7
S18
1966

Asc. 30 ft. over E. slope.
Spur, slopes S. 20° W.; desc. 100 ft. over NW. slope.
Draw, drains S. 40° W.; asc. 20 ft. over SE. slope.

The cor. of secs. 7, 12, 13 and 18 on the W. bdy. of
the Tp., monumented with an iron post, 2% ins. diam.,
set, mkd. and witnessed as described in the 1966 field
notes of T. 11 S., R, 6 W.

Land, mountainous.
Soil, clay loam.
Timber, dense juniper.
Undergrowth, sagebrush.

Retracement of a Portion of the Subdivi-
sion, Township 11 South, Range 5 West

Retracement of the Survey Executed by Joseph
Gorlinski in 1872, and the Resurvey Executed
by John R. Stewart and Robert E. Clark in 1913,

9180—7 (October 1964) (formerly 4—673b) USDI——BLM .
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CHAINS

30.00

40.58

17.40

30.90

39.40

40.58

Dependent Resurvey of.a Portion of the Sub
division, Township 11 South, Range 5 West

From the cor. of secs. 7, 8, 17 and 18, hereinbefore
described.

N. 0° 11' E., bet. secs. 7 and 8.

Over mountainous land, through dense timber; desc. 30
ft. along E. slope.

Wash, 15 lks. wide, 3 ft. deep, drains S. 10° W.; asc.
over SE. slope.

Base of ridge, bears N. 45° E. and S. 45° W.; asc. 400
ft. over SE. slope.

Timber becomes scattered.
The 1/4 sec. cor. of secs. 7 and 8, monumented with an

iron post, 1 in., diam., set and properly mkd. as des-
cribed in the official record of the 1913 survey.

N, 0° 20' E., beginning new measurement.

Asc. 400 ft. over SE. slope,

Ridge, bears N. 10° E, and S. 10° W.; desc, 3000 ft.
over NW. slope.

Draw, drains S. 30° W.; asc., 250 ft. over SE. slope.

Ridge, bears N. 40° E. and S. 40° W.; desc. 50 ft.
over NW. slope. . : :

The cor. of secs. 5, 6, 7 and 8, monumented with an
iron post, 2 ins., diam., set and properly mkd. as .
described in the official record of the 1913 survey.

Land, mountainous.

Soil, clay loam.

Timber, dense juniper S, portion; scattered N. portion.
Undergrowth, sagebrush. .

Dependent Resurvey of a Portion of the
Subdivision, Township 11 S., Range 5 West

Reestablishment of the Survey Executed
by Joseph Gorlinski in 1872.

From the cor. of secs. 5, 6, 7 and 8.

S. 89° 54' W., bet, secs. 6 and 7.

Gro



Dependent resurvey of a Portion of the Sub-
division, Township 11 South, Range 5 West

CHAINS

Over mountainous land, through scattered timber; desc.
150 ft. over NW. sldpe, along fencé line.

9.10 Dray, drains S. 4Q° W., with tra11 road in bottom; asc,
40 ft, over SE. slope.

20.60 Spur, slopes S.; desc. 30 ft. over W. slope.

25.70 Draw, drains S. 30° E.; asc. 75 ft. over NE. slope.
29,00 Spur, slopes S.; desc. 80 ft., over W. slope.

35.60 ‘Small draw, drains S.; asc. 40 ft, over E. slope.
37.80 Small spur, slopes S.; desc. 30 ft. over W. slope,
38.75 Point for the 1/4 sec. cor. of secs. 6 and 7 at pro-
portionate dist.; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in & collar of stone, with brass cap

mkd.
T11S RSW
1 S6
%
S7
1966

Desc, 55 ft. over W.. slope. Gontinue along fence line.
42,00 Draw, drains S.; asc. 55 ft. over E. slope.

48,00 Trail road, bears N. 45° E.. and S. 45° W.

65.25 Spur, slopes S.; desc. 30 ft.‘over gentle NW. slope.
68.35 Trail road, bears N. 20° W. and S. 20° E,

72.35 Slope changes; desc. 140 ft. over W. slope,

78.17 The cor, of secs. 1, 6, 7 and 12, on the W. bdy. of the
Tp., monumented with an iron post, 2% ins. diam., set,
mkd. and witnessed as described in the 1966 field notes
of T. 11 S., R. 6 W.

Land, mountainous.

Soil, clay loam.

Timber, scattered juniper E. portion; dense juniper

W. portion,
Undergrowth, sagebrush.

Retracement of a Portion of the Sub-
division, Township 11 South, Range 5 West

Retracement of the Survey Executed by Joseph
Gorlinski in 1872 and the Resurvey Executed by
Stewart and Clark in 1913,

From the cor. of secs. 5, 6, 7 and 8.

9180--7 (October 1964) (formerly 4-673b) USDI~—BLM FIELD NOTE PAPER
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312,70

41.67
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Retracement of a Portion of the Sub-
division, Township 11 South, Range 5 West

North, bet. secs. 5 and 6.

Over mountainous land, through scattered timber, and
along fence line; desc. 65 ft. over NW. slope. )

Trail road, in draw, bears nearly E. and W.; draw,
drains N. 85° W.; asc. 315 ft. over S. slope,

Point of spur, slopes S.; asc. 205 ft. along spur,
The 1/4 sec. cor. of secs. 5 and 6, monumented with an

iron post, 1 in,. diam., set, and properly mkd. as
described in the official record of the 1913 survey.

North, beginning new measurement.
Continue along fence line; asc., 265 ft. along spur.
Leave scattered timber.

Top of ascent, slopes W.; desc. 30 ft. over gentle
NW, slope.

Base of wentle descent; desc., 55 ft. over NW. slope.

Draw, drains S. 40° W; asc., 60 ft, over SW. slope.

The closing cor. of secs.. 5 and 6, on the N, bdy. of
the Tp., monumented with an iron post, 2 ins. diam.,
hereinbefore described.

Land, mountainous.

Soil, clay loam.

Timber, scattered juniper.
Undergrowth, sagebrush.

General Description

That portion of the township surveyed at this time is
mountainous land covered with a dense growth of juniper
timber with sagebrush undergrowth, The area is drained
in a southwesterly direction by numerous small draws and
The soil is mostly clay loam., Two trail roads
were noted, one is in sections 19 and 30 and one in
sections 6 and 7. The elevation varies from about

5,500 ft. in the southwest corner to about 6,700 ft.
above sca level in the north portion. A small stream

of water was noted in the northwest portion of section

washes.

i).
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Dependent Resurvey, Township 42 South, Range 16 West

CHAINS

The east 2 miles of the south boundary, the south 3%
miles of the east boundary, the west 4 miles of the
north boundary, the north 1 mile of the west boundary
and a portionm of the subdivisional lines were surveyed
by Joseph Gorlinski in 1870, The east 2 miles of the
north boundary were surveyed by Julian Bausman in 1870.
The north 2% miles of the east boundary were surveyed
and a portion resurveyed by T, C, Bailey and J. G.
Burrill in 1877, The east 2 miles of the south boundary
were resurveyed and the west 4 miles surveyed by Washing -
ton Jenkins and Joseph A. West in 1897. 1In 1900, Mayhew
H. Dalley resurveyed the south boundary, the east bound-
ary (Pine Valley Guide Meridian), the north boundary,

the north 1 mile of the west boundary, and a portion of
the subdivisional lines, and surveyed the south 5 miles
of the west boundary and completed the survey of the
subdivisional lines. The west boundary was retraced by
J. H. Winwood and H, L. Chamberlain in 1909. The nor th
boundary was retraced by Ralph Gentry in 1912. The
following field notes are those of the dependent resurvey
of the north and west boundaries, a portion of the south
and east boundaries and a portion of the subdivisional
lines of Township 42 South, Range 16 West.

Before restoring the corners, the lines of the original
survey were retraced and diligent search made for any
evidence of the original corners or other calls of the
original field note record.

The rules of proportionate measurement were applied to
ascertain the position of the lost corners, but not until]
exhausting every reasonable possibility of finding direcd
evidence for the control of each particular corner,

The lines of this survey were determined by reference to
true meridians established on line by hour angle observaA
tions on Polaris. The lines were carried forward by susH
tained angulation being supplemented by other hour angle
observations on Polaris taken throughi:t the progress of
the survey.

The lines of this survey were run by direct method where
the lines were accessible; lines inaccessible were run
by triangulation method. The details of such triangula-
tions were thoroughly checked and verified and in order
to simplify the record the details of such triangulations
are omitted from these field notes. Topography on lines
run by triangulation methods are scaled from U.S.G.S.
topographic quadrangle '"St. George, Utah,"

The geographic position at the % sec. cor. of secs, 1
and 36 on the south boundary of the township is at Lati-
tude 37° 04' 51.73" N. and Longitude 113° 35' 41.17" W.
as computed from U.S.C. & G.S. triangulation station

"St. George Airport," Latitude 37° 05' 26.126" N.,
Longitude 113° 35' 25,419" W., located N. 20° 08' 55" E.,
56.15 chs, dist,

The magnetic declination was read at several stations
throughout the township and the average of these read-
ings was found to be 15° 45' East.

Dependent Resurvey of a Portion of the §. Bdy.,
T, 42 S,, R. 16 W,

9180--7 (October 1964) (formerly 4—673b) USDI-—-—BLM FIELD NOTE PAPER
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Dependent Resurvey, Township 42 South, Range 16 West

Reestablishment of the Survey Executed by Joseph
Gorlinski in 1870 and the Resurveys Executed by
Washington Jenkins and Joseph A. West in 1897 and
Mayhew H. Dalley in 1900.

Beginning at the % sec. cor. of secs. 1 and 36, on the
S. bdy. of the Tp., monumented with a lava stone, 30x24x
12 ins., firmly set and plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins., diam., 4 ins.
in the ground to bedrock, and in a mound of stone, 5 ft,.
base to top, with brass cap mkd.

T42S R16W

e S36
S1

T43S R16W
1968

Bury original stone cor. in mound of stone alongsidsg
iron post.

From this cor., U.S.C. & G.S. triangulation station '"St.
George Airport," bears N. 20° 08' 55" E., 56.15 chs.
dist., in Latitude 37° 05' 26.126" N., Longitude 113° 35
25.419" W,

Thence
S. 89° 13' W., bet, sec. 1 and 36.

Over mountainous land through blackbrush and cacti
undergrowth; desc. 80 ft. over SW, slope.

Improved gravel road to St. George, bears N. 15° W. and
S. 15° E., curving SE.; thence over nearly level land.

St. George Canal, 10 lks. wide, 3 ft. deep, flows S,
40° E.; enter farm land.

Santa Clara River, 20 lks, wide, 2 ft, deep, flows S.
30° E., continue over farm land.

Point for the cor. of secs. 1, 2, 35 and 36 at pro-
portionate bearing and dist,, falls on cultivated land
and is not monumented. There is no remaining evidence
of the original cor.

Point selected for the witness cor. of secs. 1, 2, 35
and 36, bears S. 1° O01' E., 422 chs, dist.
182

Sct an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
W C

S35%S36

$2|S1

T435 R16W
1968

GPO :



Dependent Resurvey of a Portion of the S. Bdy., T. 42 S., R. 16 W,

CHAINS'

Land, mountainous E, portion; nearly level farm W.
portion. .

Soil, rocky E. portion; sandy W. portion.

No timber.

Undergrowth, blackbrush and cacti in uncultivated area.

10.75

l6.15

17.18

29.10

40,22

26 .95

38.16

S. 89° 21' W., bet. secs. 2 and 35.

Over nearl& level farm land.

Leave farm land, bears S. 60° E. and N. 60° W.
Improved dirt road, bears N, and S. curving S. 54° E,
Fence, bears N. and S. 1.15 chs.; thence S, 54° E.,
enter blackbrush and cacti undergrowth; asc. 25 ft.

over gentle NE, slope.

Low spur, slopes N, 10° E.; desc. 15 ft. over gentle
NW. slope.

The % sec. cor, of secs. 2 and 35, monumented with a
sandstone, 12x6x5 ins., firmly set and plainly mkd. %
on N, face,

At the cor. point

Set an iron post, 30 ins. long, 2% 24 ins.

in the ground, with brass cap mkd.

ins., diam.,

T425 R16W

A S35
S2
T43S R16W

1968
Bury original stone cor. alongside iron post.

Raise a mound of stone, 2 ft. base, 1% ft. high,
N. of cor. : ‘

N. 89° 46' W., beginning new measurement.
Asc. 45 ft. over gentle NE. slope,

Wash, 25 lks. wide, 3 ft. deep, drains N. 19° E,; asc.
80 ft. over NE. slope.

The cor. of secs. 2, 3, 34 and 35, monumented with a
lava stone, 12x8x6 ins., firmly set and plainly mkd.
2 notches on E. and 4 on W. edges, and witnessed by
a small mound of stone to W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T425 R16W
8341835
S$3|s82
T43S R16W
1968
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.Deﬁendent Reéurvey of a Portion of the S. Bdy., T. 42 8., R, 16 W.

CHAINS

Bury original stone coT. alongside iron post.

Rebuild mound of stone, 2% ft.. base, 1% ft. high,
W, of cor.

Land, gently rolling.

Soil, clay.

No timber.. . ‘ .
Undergrowth, blackbrush and cacti.

Reesfablishﬁent of the Survey Executed by Washington
Jenkins and Joseph A. West in 1897 and the Resurvey.
Executed by Mayhew H. Dalley in 1900.

N. 89° 49' W., bet. secs. 3 and 34.

Over rolling land through blackbrush and cacti under-
growth; asc., 20 ft. over NE. slope.

8.70 Spur, slopes N, 65° E.;.desc.’75 ff. over NW. slope;
12.45 Draw, drains N. 10° W.; asc. 30 ft. over SE. slope.
16.75 Spur, slopes N. 10° E.; desc. 15 ft. over NW, slope.
19.75 Trail foad, bears N. 49° E. and S. 49° W.

22.90 Draw, drains N. 65° E.; asc. 40 ft. over SE. slope.
25.90 Spur, slopes N. 60° E,; desc., 10 ft. over NW. slope.
29.75 Draw, drains N, 60° E.; asc. 40 ft. over SE. slope.
34.95 Spur, slopes N. 60° E.; asc, 25 ft, over NE. slope.
40.04 The % sec., cor. of secs. 3 and 34, monumented with a
sandstone, 12x6x6 ins,, firmly set in a mound of stone,
2 ft. base, 1 ft. high and plainly mkd. % on N, face,
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 5 ft. base to top,

with brass cap mkd.

T42S R16W

534
% S3

T43S R16W
1968

Bury original stone cor., in mound of stone alongside
iron post.

N. 89° 41' W., beginning new measurement.

Asc. 100 ft. over NE. slope.

4.10 Draw, drains N. 52° E.; continue ascent over NE, slope.

12.30 Trail road, bears irregularly N. 45° E. and §. 45° V.



Dependent Resurvey of a Portion of the S. Bdy., T. 42 5., R. 16 W,

THAINS

16.20 Spur, slopes N. 45° E.; desc. 45 ft. over NW. slope.
20,70 Draw, drains N. 43° E.; asc. 95 ft. over NE. slope.
35.70. Draw, drains N. 43- E.; asc. 65 ft. over NE. slope,

40,59 The cor. of secs. 3, 4, 33 and 34, monumented with a
sandstone, 14x10x8 ins., set in a mound of stone, 2 ft,.
base, 1 ft, high, and plainly mkd. 3 notches on E. and
W. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 3% ft, base to top,
with brass cap mkd.

T42S R16W
$33(S834
54083
T43S R16W
1968

Bury original stone cor. in mound of stone along-
side the iron post.

Land, rolling.

Soil, shallow clay.

No timber,

Undergrowth, blackbrush and cacti.

N. 89° 53' W., bet. secs. 4 and 33.

Over rolling bench land through blackbrush undergrowth;
asc, 15 ft, over NE. slope.

3.70 Spur, slopes N. 50° E.; desc. 10 ft. over NW. slope.
8.80 Draw, drains N. 53° E.; asc. 55 ft, over SE. slope.
13.85 Spur, slopes N. 50° E.; desc. 5 ft. over NW. slope.

15.95 Rim of Gap Canyon, bears N. 5° E., and S. 10° W.;
thence by triangulation desc, about 160 ft. over steep
and rocky NW. slope.

17.50 Base of steep descent, bears N, 15° E. and S. 15° W.;
desc, about 40 ft., over gentle NW. slope.

39,44 The % sec; cor. of secs. 4 and 33, monumented with a
sandstone, 14x10x6 ins., firmly set and plainly mkd.
% on N. face. End triangulation.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T42S R16W

% S33
sS4
T43S R16W

1968
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Dependent Resurvey of a Portion of the S. Bdy., T. 42 5.. R. 16 W.

CHAINS

2.70

30.30

39.10

40.10

1.55

7.85

10.75

16.10

21.00

27.15

Bury original stone cor. alongside iron post..

Raise a mound of stone, 2% ft. base, 1% ft. high,
N. of cor.

N. 89° 46' W., beginning new measurement.

Head of Gap Canyon, 15 lks. wide, .3 ft. deep, drains N.

35° E.; asc., 90 ft. over gentle SE. slope.

'Spur,'slopes S.; desc., 35 ft. over SW. slope.

Wash, 5 lks, wide, 2 ft. deep, drains S.

The cor. of secs. 4, 5, 32 and 33, monumented with a
sandstone, 18x6x6 ins.,, firmly set and plainly mkd. 4
notches on E. and 2 on W. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
§32{s33
S$5{54
T438 R16W
1968

Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high,
W. of cor. . .

Land, rolling.

Soil, clay.

No timber.

Undergrowth, blackbrush and cacti.

N. 89° 51' W., bet. secs, 5 and 32.

Over rolling land through blackbrush undergrowth; asc.
10 ft. over NE. slope.

Spur, slopes S. 50° E.; desc. 15 ft. over SW. slope.

Wash, 10 lks. wide, 1 ft. deep, drains §. 50° E.; asc.
5 ft. over NE. slope.

Spur, slopes S, 50° E.; desc. 15 ft. over NW. slope.

Wash, 20 lks. wide, 3 ft, deep, drains S. 47° E.; asc.
20 ft. over NE. slope. ‘

Spur, slopes S, 30° E.; desc. 20 ft. over SW. slope.

Wash, 10 lks. wide, 4 ft. deep, drains S. 50° E.; asc.
50 ft. over NE. slope.

GPO



Dependent Resurvey of a Portion of the S. Bdy., T. 42 S., R. 16 W.

CHAINS

39.87 The % sec. cor. of secs. 5 and 32, monumented with a
sandstone, 16x8x4 ins., firmly set and plainly mkd., %
on N. face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T42S R16W
§32
5 S5
T43S R16W

1968
Bury original stone cor. alongside iron post,

Raise a mound of stone, 2% ft. base, 1% ft. high, N.
of cor.

N, 89° 53' W., beginning new measurement.
Asc. 10 ft, ovef NE. slope.
5,75 Spur, slopes S. 50° E.; desc. 15 ft. over SW. slope.

9.85 Wash, 10 lks., wide, 2 ft. deep, drains S. 45° E.; asc.
35 ft. over NE, slope.

19.30 Spur, slopes S. 55° E.; desc, 50 ft. over SW. slope.

25,00 Wash, 30 lks. wide, 15 ft. deep, drains S. 7.00 chs.;
thence S. 55° E., asc. 30 ft. over NE. slope.

27.85 Spur, slopes S, 45° E.; desc. 25 ft. over SW. slope.

29.65 Wash, 15 lks. wide, 3 ft, deep, drains S. 50° E.; asc.
20 ft. over gentle NE. slope.

39.97 The cor. of secs. 5, 6, 31 and 32, monumented with a
limestone, 14x12x4 ins., firmly set and plainly mkd.

5 notches on E. and 1 on W. edges, and witnessed by a
mound of gypsum, 2 ft. base, 1 ft. high, W. of cor., and
original pits in NW., NE. and SE. quadrants, 18 ins.
square, 1 ft. deep, 5 ft. dist.

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T42S R16W
$31)832
S$6|S5
T43S R16W
1968

Bury original stone cor. alongside iron post.

From this cor., a sandstone, 24x10x4 ins., firmly
set and plainly mkd. 5 notches on E. and 1 on W.
edges, bears N. 87° 08' W., 7.03 chs. dist. This
appears to be the original cor. set by Jenkins and

9180—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER



bepehdent Resurvey of a Portion of the S. Bdy., T. 42 8., R, 16 W.

CHAINS

0.22

1.80

4,25
6.60
8.00

13.10

15.40

18.90

23.90

27.40

30.00

31.70

33.80

35.00

37.00
39.00

40.02

West in 1897, but is not harmoniously related with
existing original cors. set by Dalley in 1900 when
he surveyed the subdivisional lines of T, 42 S.,

R. 16 W., and by Jenkins and West when they sur-
veyed the subdivisional lines of T. 43 S., R. 16 W.
I therefore do not accept this as being the true
cor. point.

Land, rolling.

Soil, clay.

No timber.

Undergrowth, blackbrush, cacti and shadscale,

N. 89° 50' W., bet. secs. 6 and 31.

Over rolling land through blackbrush and shadscale
undergrowth.

Wash, 10 lks, wide, 5 ft. deep, drains N.; asc. 15 ft.
over SE, slope.

Spur, slopes N, 45° E,; desc. 15 ft, over SW. slope.

Wash, 15 lks, wide, 3 ft. deep, drains N. 70° E.; asc,
25 ft. over SE. slope.

Spur, slopes N. 45° E. from S.; desc. 10 ft. over W.
slope. :

Base of descent, bears N. and S.; asc. 30 ft, over E.
slope.

Spur, slopes N.; desc. 30 ft. over W. slope.

Wash, 20 lks. wide, 5 ft., deep, drains N. 31° E.; asc.
20 ft. over SE, slope.

Spur, slopes N. 20° E.; desc. 40 ft. over NW. slope.

Wash, 10 lks. wide, 3 ft, deep, draine N. 27° E.; asc.
30 ft. over SE. slope.

Spur, slopes N. 30° E,; desc. 25 ft. over NW. slope.

Wash, 10 lks, wide, 3 ft. deep, drains N. 30° E.; asc.
30 ft. over SE. slope.

Spur, slopes N. 20° E.; desc, 30 ft. over NW. slope.

Wash, 15 lks. wide, 2 ft. deep, drains N, 20° E. from
§. 70° W.; asc, 20 ft, over SE. slope.

Point for spur, slopes S.; desc. 20 ft. over SW. slope.

Same wash, drains S. 40° E, from N. 40° W,; asc. 10 ft.
over NE. slope.

Point of low spur, slopes N.; desc, 5 ft. over NW.
slope.

-The % sec., cor. of sees. 6 and 31, monumented with a

limestone, 14x10x6 ins., flrmly set and plainly mkd. %
on N. face.




Dependent Resurvey of a Portion of the S. Bdy., T. 42 S., R. 16 W.

CHAINS

At the cor. point

Set an iron'post; 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
. 831
% S6

T43S R16W

1968
Bury original stone cor. alongside iron post,

Raise a mound of stone, 2 ft. base, 1} ft. high,
N. of cor.

From this cor., a sandstone, 18x16x5 ins., firmly
set and plainly mkd. % on N. face, and witnessed by
4 mounds of stone, 2 ft. base, 1 ft. high, N., S.,
E. and W. of cor., 2 ft, dist., bears N. 88° 49' W.
7.31 chs. dist, This appears to be the % sec. cor,
set by Dalley in 1900, but not harmoniously related
with existing original cors., and I do not accept
it as being the true cor. point.

N. 89° 50' W., beginning new measurement.

1.50 Wash, 15 lks. wide, 2 ft. deep, drains N. 60° E. from
S., 60° W.; asc. 30 ft. over SE. slope.

10.70 Top of ascent, bears S. 15° W. and N. 60° E.; asc. 65
' ft. over general E. slope,

38.69 The cor. of T, 43 S., Rs., 16 and 17 W., monumented with
a limestone, 16x10x4 ins., firmly set and plainly mkd.
6 notches on E., W, and S. edges, and 43S on SW, face,
and witnessed by a mound of stone, 2% ft. base, 1% ft.
high, S. of cor,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins.
in the ground, with brass cap mkd.

T42S R16W
S31
S1{s6

R17W|R16W
T43S
1968

Bury original stone cor. alongside iron post.

S. 89° 54' wW., beginning new measurement.
Asc. 15 ft. over E,. slope.

8.50 Top of ascent, bears N. 30° W. and S. 30° E.; desc.
10 ft. over SW. ‘'slope.

9180-7 (October 1964) (formerly 4—673b) USDI-—BLM FIELD NOTE PAPER
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Dependent Resurvey o

CHAINS

14.12

10

The closing cor. of T, 42 S., Rs. 16 and 17 W., monu-

‘mented with a limestone, 30x18x2 ins,, firmly set and

plainly mkd. 6 notches on N., E. and W. edges and CC on
N. face, and witnessed by a mound of stone, 2 ft. base,
1 ft. high, N. of cor.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S
RL7W R16W

c|C-
5$36|S31

-S1
T43S R17W
1968

Bury original stone cor, alongside iron post.

From this cor., the S. % sec. cor. of sec. 36, T. 42 S.,
R. 17 W., bears S. 89° 54' W,

Land, rolling.

Soil, gravelly clay.

No timber.

Undergrowth, blackbrush, shadscale and cacti.

Dependent Resurvey of a Portion of the E. Bdy. (Pine
Valley Guide Meridian), T. 42 S., R. 16 W.

Reestablishment of the Survey'Executed by Joseph Gor-
linski in 1870 and the Resurveys Exeucted by T. C.
Bailey and J. G. Burrill in 1877 and Mayhew H, Dalley
in 1900,

From the cor. of secs. 13, 18, 19 and 24, on the E. bdy.
of the Tp., monumented with a sandstone, 24x16x4 ins.,
firmly set and plainly mkd. 3 notches on N. and S. edges
and witnessed by a mound of stone to W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, &4
ft. base to top, with brass cap mkd.

T425
R16W R15W

513|518 .
$24(S19
1968

Bury original stone cor. in mound of stone alohg-
side iron post, '

f a Portion of the S. Bdy., T. 42 S., R. 16 W,
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Dependent Resurvey of a Portion of the E. Bdy.
(Pine Valley Guide Meridian), T. 42 S., R. 16 W.

'CHAINS

Thence
N. 0° 48' W., bet. secs. 13 and 18.

Over mountainous land through blackbrush and cacti
undergrowth; asc. 10 ft, along W, slope.

10,00 Spur, slopes N. 40° W.; desc. 180 ft. over NW. slope.
26,66 Transmission line, bears E, and W.

30.84 Fence, bears E. and W.

34,25 Draw, drains W.; asc. 10 ft, over S. slope.

34,95 Spur, slopes W.; desc. 20 ft. over NW. slope.

36.65 City Creek, drains S. 55° W.; asc. 50 ft. over SE.
slope.

40.44 The % sec. cor. of secs. 13 and 18, monumented with a
sandstone, 18x18x12 ins., firmly set and dimly mkd. %
on W, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground 'to bedrock, and in a mound of stone, 3%
ft. base to top, with brass cap mkd.

T428
R16W R15W
L

%
S13|s18
1968

Bury original stone cor. in mound of stone along-
side iron post.

Reestablishment of the Survey Executed by T. C. Bailey
and J. G, Burrill in 1877 and the Resurvey Executed by
Mayhew H. Dalley in 1900,

N, 0° 04' E., beginning new measurement.

Asc. 55 ft. over SE. slope.

14,05 Slope changes; asc. 20 ft. along E. slope.

24,65 Spur, slopes N. 45° E,.; desc. 45 ft, over NE. slope.
30.75 Draw, drains E.; asc., 60 ft. over SW. slope.

34,75 Ledgy rim, bears E. and N. 45° W.; asc. 30 ft. over S.
slope.

40.44 The cor. of seecs, 7, 12, 13 and 18, monumented with a
sandstone, 20x14x6 ins., firmly set in mound of stone
and plainly mkd. 4 notches on S. and 2 on N. edges.

9180_.7 (October 1964) (formerly 4—673b) USDI—-—BLM F'ELD NOTE PAPER
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Dependent Resurvey of a Portion of the E. Bdy. -
(Pine Valley Guide Meridian), T. 42 8., R 16-We

At the corner point

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins,
in the ground to bedrock, and in a mound of stone, 3%
fr. base to top, with brass cap mkd.

T42S
R16W R1SW

S12)S7
S13|S518
1968

Bury original stone cor. in mound of stone along-
side iron post.

Land, mountainous.
Soil, rocky loam,

No timber.
Undergrowth, blackbrush and shadscale.

N. 0° O1' W., bet, secs. 7 and 12.

Over broken bench land through blackbrush and shadscale
undergrowth; asc, 5 ft. over S, slope.

Broken sandstone spur, slopes W.; desc. 40 ft. over NW.
slope.

Top of ledge, bears E. and W.; desc. abruptly 80 ft.

over sandstone ledges facing N.
Base of descent; thence along bottom of draw.

Draw, drains E.; asc, 40 ft. over S. slope.

Rim of sandstone shelf, bears E, and N. 45° W,; desc, 45§

ft. over gentle N, slope.

The % sec. cor., of secs. 7 and 12, monumented with a

sandstone, 20x14x4 ins.,, firmly set and plainly mkd. %
on W, face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T428
R16W R15W

4
§12{87

1968

Bury original stone cor. alongside iron post.

N. 0° 04' E., beginning new measurement

Desc. 30 ft. over N. slope.

L WV R L o A

Lol g
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Dependent Resurvey of a Portion of the E. Bdy.
(Pine Valley Guide Meridian), T. 42 S., R, 16 W.

CHAINS

11.35 Small draw, drains E.; asc. 20 ft. over S. slope.
19.95 Low spur, slopes E.; desc. 20 ft. over N. slope.

22.35 Wash, 20 lks. wide, 2 ft. deep, in small draw, drains
S. 45° E.; asc. 130 ft. over SW. slope.

34.95 Spur, slopes S. 25° E.; desc. 25 ft, over NE. changing
to E. slope.

30.36 The cor. of secs. 1, 6, 7 and 12, monumented with a
sandstone, 30x18x8 ins., firmly set and plainly mkd.
5 notches on S. and 1 on N, edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T42S
R16W R1S5W

S1{S6
S12|s7
©1968

Bury original stone cor. in mound of stone along-
side iron post.

Land, broken bench land.

Soil, shallow sandy loam.

No timber.

Undergrowth, blackbrush and shadscale.

N. 0° 04' W., bet. secs., 1 and 6.

Over broken bench land through blackbrush undergrowth;
asc. 30 ft., along E. slope.

4,15 Rocky spur, slopes E.; desc., 60 ft. over N. slope.
6.45 Deep draw, drains E.; asc, 40 ft. over S. slope,

9.45 Point of spur, slopes S.; thence along E. slope.
13.05 Spur, slopes E.; desc. 35 ft. over NE. slope.

18.35 Draw, drains E.; asc, 10 ft. along E. slope.

9180—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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20.95

37.55

40.34

25,25

38.54

14
[
Dependent Resurvey of a Portion of the E, Bdy.

(Pine Valley Guide Meridian), T. 42 S., R, 16 W.

Wash, drains S. 10° E.; asc. 60 ft, over S. slope.

Spur, slopes W.; desc. 5 ft. along a W. changing to N.
slope.

The % sec. cor. of secs. 1 and 6, monumented with a
sandstone, 30x20x6 ins., set in a mound of stone, and
plainly mkd. % on W. face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on
solid sandstone, and in a mound of stone, 4 ft. base
to top, with brass cap mkd.

T428

T16W R15W

)

4
S1|s6
1968

Bury original stone cor. in mound of stone along-
side iron post.

N. 0° 08' W., beginning new measurement.
Desc. 30 ft. over N, slope.
Slope changes; desc. 55 ft. over gentle NW. slope.

Twist Hollow, drains S. 20° W. from S. 80° E.; asc.
280 ft. over SW. slope.

Spur, slopes S. 40° E.; desc., 80 ft. over NE. slope.

The closing cor. of Tps. 41 and 42 S,.,, Rs, 15 and 16 W,,
monumented with a trachyte stone, 20x10x6 ins., firmly

set and plainly mkd. 6 notches on W. edge and T42S,
R16W on N, face.

At the cor, point

Set an iron post, 30 ins. long, 2% ins., diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd.
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Dependent Resurvey of a Portion of the E. Bdy.
(Pine Valley Guide Meridian), T. 42 S., R, 16 W.

CHAINS

41,75

43.25

T418

R15W | T428
C S31|R15W
C si|sé

T428

R16W

1968

Bury original stone cor. in mound of stone along-
side iron post.

Head of draw, drains S, 45° E.; asc. 80 ft. over rocky
SE. slope.

The NW. cor..of T. 42 S., R, 15 W., monumented with
an iron post, 3 ins, diam., 12 ins. above ground, with
brass cap mkd.

T41S
R15W

$31

|s6
R1SW
T42S

1909

Land, mountainous.

Soil, rocky clay loam.

No timber.

Undergrowth, blackbrush and scattered cacti and
shadscale.

Dependent Resurvey of the W. Bdy., T. 42 S,, R. 16 W,

Reestablishment of the Survey Executed by Joseph
Gorlinski in 1870 and the Resurvey Executed by Mayhew
H. Dalley in 1900 and the Retracement Executed by J.
H. Winwood and H. L. Chamberlain in 1909,

From the cor, of Tps. 41 and 42 S., Rs. 16 and 17 W.,
monumented with an iron pipe, 2% ins. diam., 36 ins.
long, without cap, set in a mound of stone, 3 ft. base,
25 ft. high. This point was shown to me by R. B, Plate,
long time surveyor in the area, and is recognized by the
local residents of Ivins as being a perpetuation of the
original cor. point. It is accepted as the best avail-
able evidence of the position of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground, and in a mound of stone, 4 ft, base to
top, with brass cap mkd,

9180—7 (October 1964) (formerly 4-673h) USDI--~BLM
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34,00

40,56
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Dependent Resurvey of a Portion of the E. Bdy.
(Pine Valley Guide Meridian), T. 42 S,.,, R. 16 W,

T418
R17W R16W

§36(s31
S1|sé6
T428

1968

Thence,
S, 0° 28' E., bet. secs. 1 and 6.

Over gently rolling land through scattered shadscale.

Cor. of fences, bears E., 25 lks. dist., with fences
bearing S. and E.; thence along W. side of fence,

Rim of cove, bears N, 5° W, and S. 5° E., curving S.;
desc. 15 ft. over SW. slope.

Bottom of descent, slopes W.; asc., 10 ft. over NW.
slope.

Same rim, bears S. 50° W. and curves N.; desc., 25 ft.
over general S. slope.

Telephone line, bears E, and W.

Highway right-of-way, fence and transmission line, bears

N. 46° 15' W., and curves E.

U. S. Highway No. 91, bears N. 46° 15' W., and curves
E.

Highway right-of-way fence, parallel to highway.

Point for the % sec. cor, of secs. 1 and 6 at pro-
portionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S
R17W R16W
%

S1{s6

1968

Raise a mound of stone, 4 ft, base, 3 ft. high,
W. of cor.

GPO
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Dependent Resurvey of the W, Bdy., T. 42 S., R. 16 W,

CHAINS

Cor. is located 30 1ks, W. of N. and §. fence
line.

43,65 Small wash, drains E.; asc. 100 ft. over N. slope.
Continue along W. side of fence.

64,65 Spur, slopes E.; asc. 45 ft. over NE. slope.
80.65 Spur, slopes E,; desc. 5 ft. over SE. slope.

81l.14 The cor. of secs. 1, 6, 7 and 12, monumented with a
sandstone, 18x12x6 ins., firmly set and plainly mkd.
1 notch on N. and 5 on S. edges,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S
R17W R16W
S1,S6
S12/s87
1968

Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft, base, 1% ft. high,
W. of cor.

Cor. located at cor. of fences bearing N. and N. 89°
00' E.

Land, gently rolling.

Soil, loam,

No timber.

Undergrowth, shadscale and cacti,

Reestablishment of the Survey Executed by Mayhew H.
Dalley in 1900 and the Retracement Executed by J. H.
Winwood and H. L. Chamberlain in 1909.

S. 0° 01' E., along the W, bdy. of sec. 7.

Over rolling land through blackbrush, shadscale and
cacti undergrowth; desc., 15 ft. over SE. slope.

2.00 Small draw, drains N. 40° E.; asc. 10 ft. over NW.
slope.
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Dependent Resurvey of the W. Bdy., T. 42 S., R, 16 W,

Small spur, slopes N, 45° E.; desc. 15 ft, over SE.
slope.

Small draw, drains N. 20° E.; asc. 125 ft, over NW.
slope.

Spur, slopes E.; desc., 25 ft, over S. slope.
Small draw, drains E.; asc, 110 ft. over N. slope.
Spur, slopes N, 45{ E.; thence along E. slope.

The % sec. cor. of sec. 7, monumented with a sandstone,
10x5x4 ins., firmly set and plainly mkd. % on W. face,
and witnessed by a small mound of stone to W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T42S
R17W R16W
%

57
1968
Bury original stone cor..alongsi&e iron post.

Raise a mound of stone, 3 ft. base, l% ft. high,
E. of cor,

S. 0° 01' W., beginning new measurement.

Asc. 65 ft. over gentle NE, slope.

Rim of Santa Clara River, bears N, 45° W, and S. 45° E
top of ledge, 10 ft. high; desc, 450 ft. over steep,
rocky SW. slope,

i

Base of steep descent; thence along river bottom, enter
tamarack and willows and scattered cotton wood timber.

Santa Clara River, 15 lks, wide, 3 ft., deep, flows
irregularly E. about 2,00 chs.; thence S.: asc. 20
ft. over N, slope.

The cor. of secs, 7 and 18, monumented with a sandstone,
12x7x6 ins., loosely set, with no visible markings.

This agrees with the description and tie from the clos-
ing cor. of secs. 12 and 13, T. 42 S,, R, 17 W., and is
accepted as the original cor.

At the cor. point

GFPO
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Dependent Resurvey of the W. Bdy., T. 42 S., R. 16 W.

CHAINS

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd., - : :

T42S
R17W R16W

s7
512 18
1968

Bury original stone cor. alongside iron post.

Land, rolling bench land N. portion; broken S. portion,
Soil, rocky loam. .

Timber, scattered cottonwood along river.

Undergrowth, blackbrush and cacti with tamarack and
willows along river.

S. 0° 15' E., along the W. bdy. of sec. 18.

Over broken land through scattered cottonwood timber
and tamarack and willow undergrowth.

3.19 The closing cor. of secs. 12 and 13, T. 42 S., R. 17 W.,
monumented with an iron post, 2 ins. diam., 10 ins.
above ground, with brass cap mkd.

T42S
R16W

Ss12
S13 ce
1909

Leave cottonwood and tamarack and willows.

7.80 Wash, 80 lks. wide, 15 ft. deep, drains E.; asc. 55 ft.
over N, slope. .

9.00 Spur, slopes E.; desc. 25 ft. over S. slope.
18.72 O0ld telephone line, bears E, and W.

19.70 Wash, 30 lks. wide, 6 ft, deep, drains N. 80° E,; asc.
75 ft. over NW. slope. :

39.83 The % sec., cor. of sec. 18, monumented with a sandstone,
14x8x5 ins., firmly set and plainly mkd. % on W. face.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam,, 10 ins.
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T42S
R17W R16W .

3
S18
1968

Bury original stone cor. in mound of stone along-
slde iron post.
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Dependent Resurvey of the W. Bdy., T. 42 S., R. 16 W.

S. 0° 25' W., beginning new measurement.
Asc. 110 ft. over broken NW. slope.

Top of ascent, slopes W.; desc. 165 ft. over broken SW.
slope.

Wash, 30 lks. wide, 3 ft. deep, drains N. 70° W.; asc.
50 ft. over NW. slope.

The cor. of secs, 18 and 19, monumented with a sandstone,
18x10x7 ins., firmly set and plainly mkd. 3 notches on
N. and S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T428
R17W R16W

S13|s18
S19

1968
Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high,
E. of cor.

Land, broken.

Soil, rocky clay.

No timber.

Undergrowth, blackbrush and shadscale.

14.00

S. 0° 02' W., along the W, bdy.. of sec. 19.
Over broken land through blackbrush and shadscale under-
growth, By triangulation asc, about 440 ft. over broken

NW. slope.

Ridge, bears E, and curves SW; desc. about 120 ft. over
broken SE. slope.

Head of draw, drains E.; asc., about 200 ft. over NE,
slope.

Spur, slopes N, 60° E.; desc. about 80 ft., over SE.
slope.

Draw, drains N. 60° E,; asc. 10 ft. over NW. slope.
The % sec. cor. of sec. 19, monumented with a sandstone,
30x10x6 ins., firmly set in a small mound of stone and

plainly mkd. % on W, face, End triangulation.

At the cor. point
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Dependent Resurvey of the W. Bdy., T. 42 S., R, 16 W.

CHAINS
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd,

T42S

R17W R16W
%

S19
1968

Bury original stone cor. alongside iron post.,
S. 0° 03' W., beginning new measurement.,
Asc. 100 ft. over NW. slope.
6.00 Ridge, bears nearly E. and W.; thence by triangulation,

desc. about 360 ft. over steep and broken S. slope.

16,00 Wash, drains S. 50° E.; asc. about 30 ft. over NE.
slope.

20.00 Small spur, slopes S. 50° E.; desc., about 30 ft. over
SW,. slope.

33.80 Cove Wash, 50 lks. wide, 5 ft. deep, drains irregularly
N. 45° E.; asc. about 20 ft. over NW. slope.

40.31 The cor. of secs. 19 and 30, monumented with a sandstone,
20x12x6 ins., firmly set in mound of stone, and plainly
mkd. 4 notches on N. and 2 on S. edges. End triangula-
tion,

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T428
R17W R16W

sza}-&

1968
Bury original stone cor, alongside iron post.

Raise a mound of stone, 2 ft. base, 1 ft. high,
E. of cor. i

From this cor., U,S5.C. & G.S. triangulation station
"Santa Clara,' bears N. 66° 19' W., 46.32 chs. dist,

Land, broken.

Soil, rocky clay,

No timber. - : :
Undergrowth, blackbrush, shadscale and cacti.

8. 0° 01' E., along the W, bdy. of sec. 30.
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Dependent Resurvey of the W. Bdy., T. 42 S., R. 16 W.

Over rolling land through shadscale and cacti under-
growth.

The closing cor. of secs. 24 and 25, T. 42 S., R. 17 W.,
monumented with an iron post, 2 ins. diam., 12 ins.
above ground, with brass cap mkd.

T42S
R17W

S24
Ccc
S25
1909

Asc. 150 ft. over NW, slope of Boomer Hill.

Top of ascent, slopes W.; desc. 130 ft, over SW. slope
of Boomer Hill,

Wash, drains S. 50° W.; asc. 30 ft. over NW. slope.
Small spur, slopes W.; desc, 50 ft., over SW. slope{

The % sec. cor. of sec., 30, monumented with a sandstone,
30x12x8 ins., firmly set and plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. '

T42S
R17W R16W
%

S30
1968

Bury original stone cor., alongside iron post.

S. 0° 09' W., beginning new measurement.

Asc. 10 ft. over NE, slope.

Spur, slopes S. 30° E.; desc. 20 ft. over SW. slope.
Wash, drains S. 50° E.; asc. 15 ft. over NE. slope.

Spur, slopes S. 30° E.; desc. 30 ft, over SW. slope.
Wash, drains E.; asc. 20 ft, over N, slope.

Spur, slopes E.; desc. 15 ft. over S. slope.

Box Canyon Wash, 10 lks. wide, 2 ft, deep, drains S.
70° E.; asc. 10 ft, over N. slope.

The cor, »f secs. 30 and 31, monumented with a limestone,

18x14x4 ins., firmly set and plainly mkd. 5 notches on N,
and 1 notch on S. edges.

orPO
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Dependent Resurvey of the W. Bdy., T. 42 S., R, 16 W,

" CHAINS

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T428
R17W R16W

S30
525 S31
1968

Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high,
E. of cor.

Land, rolling.

Soil, clay.

No timber.

Undergrowth, shadscale and cacti.

S. 0° 04' W., along the W, bdy. of sec. 31,

Over gently rolling land through shadscale and cacti
undergrowth,

13.40 Spur, slopes N. 75° E. from N. 85° W.; desc. 35 ft.
over S. slope.

15.90 Wash, 50 lks. wide, 2 ft, deep, drains N. 75° E,; asc,
65 ft, over N. slope.

22.85 Spur, slopes N, 58° E.; desc., 30 ft. over SE. slope.

26,50 Wash, 5 lks. wide, 1 ft. deep, drain- N. 47° E.; asc.
25 ft, over NW. slope.

36,12 Fence, barb wire, bears N. 62° E. and S. 62° W,
37.90 Spur, slopes N, 30° E.; desc. 20 ft, over SE. slope.

40,31 Tﬁe % sec. cor. of sec. 31, monumented with a limestone,
20x15x5 ins., firmly set and plainly mkd. % on W. face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S
R17W R16W

%
S$31
1968

Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high,
E. of cor,
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' Dependent’ Resurvey of the W. Bdy., T. 42 8., R, 16 W,

s, 0° 02' W,, beginning new measurement.

Wash, drains N. 83° E.; asc. 25 ft. over NW. slope,
Trail road, bears N, 80° E, and S, 80° W,

Spur, slopes N. 70° E.; desc. 35 ft. over SE. slope.

Wash, 10 lks. wide, 2 ft. deep, drains N. 40° E.; asc.
75 ft. over NW, slope.

Spur, slopes N. 38° E.; desc. 60 ft. over SE. slope.

Wash, 15 lks, wide, 1 ft. deep, drains N, 44° E.; asc.
45 ft. over NW, slope.

Top of ascent, bears N. 80° E. and S, 80° W.; desc, 10
ft. over S. slope, .

The closing cor. of T. 42 S., Rs, 16 and 17 W., herein-
before described.

Land, rolling.

Soil, clay.

No timber. :
Undergrowth, shadscale and cacti.

Dependent Resurvey of the N, Bdy., T. 42 S,, R. 16 W.

Reestablishment of the Survey Executed by Joseph Gor-
linski in 1870 and the Resurvey Executed by Mayhew H.

.Dalley in 1900 and the Retracement Executed by Ralph

Gentry in 1912,

From. the cor. of Tps. 41 and 42 S., Rs, 16 and 17 W.,
hereinbefore described.

N. 89° 16' E., along the N. bdy. of sec. 6.

Over nearly level land along center of right of way
lane,

Santa Clara Bench Canal, 10 lks. wide, 2 ft. deep,

.drains S8. 20 lks,; thence E., also, fall 35 lks. N.

of fence cor., with fences bearing $. and N. 89° 15' E.,
continue along lane.

Fall 35 lks. N. of cor. of fences, bearing N, 89° 16' E.

and S, 89° 16' W. and S.

Intersection of road from S. and N. 89° 16' E., with
fences 35 lks, dist. from centerline of roads; thence
along improved roadway.

Fall 35 lks. N. of cor. of fences, bearing S. 89° 16' W,

and S.

GPO |
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Dependent Resurvey of the W. Bdy., T. 42 S., R. 16 W.
CHAINS ' : ) '

40.44 Point for the N. % sec. cor. of sec. 6 at intersection
of road from the south. This is the position for the

- % sec, cor. according to local residents and surveyors
who stated the roads were constructed through the cor.
point; roads bear south, S. 89° 16' W, and N. 89° 17' E.;
it is accepted as the best available evidence of the
position of the original cor.

- At the cor. point

Set an iron post; 30 ins. long; 2% ins. diam., 12 ins.
below the surface of the road, with brass cap mkd.

T41S R16W

% Ss6
T42S R16W

1968

From which,

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a reference monument, bears
S. 45° E., 44.2 ft. dist., with brass cap mkd. T.
42 3., R16W % S6 RM 1968 44,2 FT and an arrow pointy
ing to the true cor.

T

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a reference monument, bears
S. 45° W., 40.0 ft. dist., with brass cap mkd. T42S
R16W % S6 RM 1968 40.0 FT and an arrow pointing to
the true cor.

N. 89° 17' E., beginning new measurement.
Continue along improved dirt road.

0.35 Fall 40 lks. N. of fences, bearing S. and N. 89° 17' E.

19.93 Fall 40 lks. N, of fences, bearing S. and S. 89° 17' W.

20,46 Intersection of roads, bearing S. 89° 17' W., N. 89°
17' E. and S.; enter the townsite of Ivins, Utah,

21.00 Fall 40 lks. N. of fences, bearing N. 80° 17' E. and S.

23,00 Fall 40 1lks. N, of'beginning of transmission line, bear-
ing nearly E.

30.60 Beginning of oiled road, continue along road.
40,40 Intersection of roads, from N., S, and E.
40,52 Point for the cor. of secs. 5 and 6, monumented with a

% in. bolt set flush with surface of road. This is the

position of the sec, cor. according to local residents
and surveyors who stated the road was constructed
through the cor. position; road bears S. 89° 17' W. and
N. 89° 30' E.; it is accepted as the best available
evidence of the original cor. point.
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-Depen&ent‘Resufvey of the N, Bdy., T. 42 S., R. 16 W.

From whigh,

An iron post, 30 ins. long, 2% ins. diam., set 24
ins, in the ground, for a reference monument, bears
S. 45° E., 73.2 ft, dist,, with brass cap mkd. T42S
R16W S5 RM 1968 73,2FT and an arrow pointing to the
true cor.

An iron post, 30 ins. long, 2% ins. diam., set 24
ins, in the ground, for a reference monument, bears
S. 45° W,, 66 ft, dist,, with brass cap mkd. T42S
R16W S6RM 1968 66.0 FT and an arrow pointing to the
true cor.

Land, nearly level farm land.

Soil, sandy.

No timber,

Undergrowth, scattered patches of blackbrush,

N. 89° 10' E., along the N. bdy. of sec. 5.
Along oiled highway through Ivins townsite.

Intersection of roads from N., S., S. 89° 30' W. and N.
89° 30' E.

Intersection of roads from N., S., S. 89° 30' W, and N.
89° 30' E. Leave Ivins. :

Point for the N. % sec. cor, of sec. 5, monumented with
a % in. steel bolt, set flush with the surface of road.
This is the position of the % sec. cor. according to
local residents and surveyors who stated the road had
been constructed through the cor. position; road bears
S. 89° 30' W. and N. 89° 30' E.; it is accepted as the
best available evidence of the position of the original
cor, :

From which,

An-iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a reference monument, bears
S. 52°43' E., 48.8 ft, dist., with brass cap mkd.
T428 R16W % S5 RM 1968 48.8 FT and an arrow point-
ing to the true cor.

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a reference monument, bears
S. 45° W., 35.6 ft, dist., ‘with brass cap mkd. T42S
R16W % S5 RM 1968 35.6 FT and an arrow pointing to
the true cor. '

N. 88° 53' E., beginning new measurement.

Continue along oiled road.
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Dependent Resurvey of the N, Bdy., T, 42 S., R, l6 w.

‘CHAINS

38.85 Point for the cor. of secs. 4 and 5, on N. edge of road,
monumented with a wooden' stake, 2 ins. square, 12 ins.
long, set flush with ground.: This is the position of
the sec. cor. according to statements from local sur-
veyors in the area; it is accepted as the best available
evidence of the position of the original cor. point,

At the cor. point

Set an iron post, 12 ins. long, 1 in. diam., 10 ins.
below ground, with brass cap mkd.

T41S R16W

S$5(584

T42S R16W
1968

From which,

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a reference monument, bears
S. 45° E., 52.1 ft, dist., with brass cap mkd. T42S
R16W S4 RM 1968 52.1 FT and an arrow pointing to the
true cor.

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a reference monument, bears
S. 45° W., 53.1 ft, dist., with brass cap mkd. T42S
R16W S5 RM 1968 53.1 FT and an arrow pointing to thel
true cor,

Land, nearly level farm land.

Soil, sandy.

No timber,

Undergrowth, blackbrush and cacti E. portion.

N. 89° 57' E., along the N. bdy. of sec, 4.
Over nearly level land and along oiled highway.

32.00 Leave road, bears S. 89° 00' W. and curves N. 30° E.;
enter dense blackbrush.

32,83 Fence, parallel to road; asc. 20 ft. over W. slope.

36.50 Top of ascent, bears N. and S.; thence over nearly level
land,

40,17 Point for the N. % sec. cor. of sec. 4 at proportionate

bearing and dist. bet. the cor. of secs. 4 and 5, and
the closing cor. of secs. 3 and 4; there is no remaining
evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T41S R16W

¥ s4
T42S R16W

1968
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Dependent Resurvey of the N, Bdy., T. 42 S., R, 16 W,

Cor. falls on S. edge of trail road, bears W. and
E. 5.00 chs., thence N.

| Desc. 25 ft. over gentle E. slope.

Wash, 10 lks. wide, 5 ft. deep, drains S. 45° E.; enter
lava bed.

Small draw, 10 ft. deep, drains S.; asc. 15 ft., over SW.
slope,

The original cor. of secs. 3, 4, 33 and 34, Tps. 41 and
42 S., R, 16 W., which was mkd., WP in the 1912 retrace-
ment, monumented with a lava stone, 24x14x8 ins., firmly
set in a mound of stone, 3 ft. base, 2 ft. high, and
plainly mkd. WP on S, face, 3 notches on E. W. edges.
This will now function as an angle point only.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
stone, and in a mound of stone, 4 ft. base to top, with
brass cap mkd.

AP
T41S R16W
$33
S4
T42S R16W

1968

Bury original stone cor, alongside iron post in
mound of stone,

S. 89° 57' E., beginning new measurement.,

The closing cor. of secs, 33 and 34, T. 41 S., R. 16 W.,
monumented with an iron post, 2 ins. diam., set in a
mound of stone, 3 ft. base to top, with brass cap mkd.

T41S R16W

S$33[S34
54|83

1915

The closing cor. of secs. 3 and 4, monumented with a
lava stone, 20x12x10 ins., firmly set and plainly mkd.
| 3 notches on E. and W. edges and CC on S. face, and

| witnessed by a mound of stone, 2% ft. base, 2 ft, high,
i S. of cor,

* At the cor. point

E Set an iron post, 30 ins, long, 2% ins. diam., on solid
stone, and in a mound of stone, 4 ft. base to top, with
! brass cap mkd,

T41S R16W
S$34

8483

ccC
T42S R16W

1968

GPO
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L : -ndent Resurvev of the N. Bdy. T. 42 S, R. 16 W,
CHAINS

Bury original stone cor, in mound of stone along-
side 1iron post.

Land, nearly level W, portion; gently rolling E. portion.
Soil, sandy W. portion; lava bed E. portion,

No timber.

Undergrowth, blackbrush, shadscale and cactl.

S. 89° 57' E., along the N. bdy. of sec. 3.

Over broken lava bed; asc. 25 ft. over gentle W, slope,

11.20 Top of ascent, bears N, and S.; thence along S. slope.

25.50 Rim of Sand Hollow, lava ledge, 10 ft. high, bears N.
and curves S. 30° W.; desc, abruptly 60 ft. over rocky E,
slope.

27.80 Sand Hollow Wash, 40 lks, wide, 3 ft. deep, drains S.
curving S. 30° W.; leave lava bed; asc. 60 ft. over W.
slope.

38.58 | The % sec. cor. of scc. 34, T. 41 S., R. 16 W., monu-
mented with a sandstone, 12x8x4 ins., firmly sct and
plainly mkd. % on N. facc. This cor, will now function
as an angle point onlv,

At the cor, point

Sct an {ron post, 30 ins. long, 24 {ns. diam., 24 ins,
i{n the ground, with brass cap mkd,

AP
T41S R16W
S34
S3
T42S R16W
1968

Bury original stone cor. alongside iron post.

S. 89° 59' E., beglnning new measurement.

0.45 Point for the S. % scc. cor. of secc, 34, T, 41 S., R. 16
W., at midpoint bet. the closing cor. of sccs. 33 and 34
and the cor. of secs, 34 and 35.

Set an iron post, 30 ins. long, 2% ins. diam,, 24 1ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T41S R16W
S$34
T42S R16W

1968
2,29 Point for the N. % sec. cor. of sec. 3, at midpoint bet.

the closing cor. of secs. 3 and 4 and the closing cor. of
secs, 2 and 3.

m Y180-T7 (October 19045 ((ormeety 4-6731) USDI——BLM FIELD NOTE PAPER
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7.00

11.00

30.20

32.60

37.00

38.00

40.61

30

Dependent Resurvey of the N. Bdy., T. 42 S., R. 16 W,

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, and in a mound of stone, 3%
ft. base to top, with brass cap mkd,

T41S R16W

Y 83
T42S R16W

1968

Thence by triangulation; asc. about 60 ft. over rocky
SW. slope.

Spur, slopes S.; desc. about 70 ft., over rocky SE.
slope.

Rocky draw, drains S. 65° W, from N.; asc. abruptly
about 440 ft. over broken and ledgy W. slope.

Rim of high flat spur, slopes S.; end triangulation,
thence over broken spur.

Rim of spur, bears N. and S.; thence by triangulation,
desc. about 120 ft. over broken sandstone ledges on E.
slope.

Deep ledgy draw, drains 8. 30° E.; asc. about 75 ft.
over broken sandstone ledges on SW. slope.

Top of ledge, 30 ft. high, bears N, 30° W. and $. 30° E.;
thence over exposed sandstone. End triangulation.

The cor. of secs. 34 and 35, T. 41 S., R. 16 W., monu-
mented with a sandstone, 24x10x6 ins., firmly set at
base of sandstone boulder, and plainly mkd. 4 notches
on W. and 2 on E. edges, and witnessed by a mound of
stone to W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T41S R16W

§34]835

S3
T42S R16W

1968
Bury original stone cor. alongside iron post,

Raise a mound of stone, 2% ft. base, 1% ft. high,
N. of cor.

S. 897 52' E., beginning new measurement.
Desc, 20 ft, over solid sandstone on SE. slope.

Head of sandstone draw, drains S. 45° W.; asc. 20 ft.
over E. slope.

The closing cor. of secs. 2 and 3, monumented with a

sandstone, 20x14x3 ins., firmly set in a mound of stone,

GPO A
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2,725

3.55
15.35

r 17.90

g 20,60

! 33.80

| 39.82

1.70

3,22

Reestablishment of the Survey Executed by Julian Bausman

in 1870 and the Resurvey Executed by Mayhew H, Dalley in |
1900 and the Retracement Executed by Ralph Gentry in 1% 2¢

S. 89° 55' E., beginning new measurement.,
Desc. 30 ft. over gentle E., slope.

Point for the N. % sec. cor. of sec. 2 at midpoint bet,
the closing cor., of secs. 2 and 3 and the closing cor.
of secs. 1 and 2.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 3%
ft. base to top, with brass cap mkd.

T41S R16W

m

¥ 52
T42S R16W
1968

Small draw, drains S. 45° W,; asc. 60 ft, over W, slope.
Spar, slopes 8. 10° W,; desc. 45 ft. over SE. slope.
Telephone line, bears N, 30° 52' W. and S. 30° 52' E.

Draw, drains S.; asc. 140 ft, over SW. slope.

- Spur, slopes S.; desc. 160 ft. over E, slope.

The cor. of secs. 35 and 36, T. 41 S., R. 16 W,, monu-
mented with a mound of ‘stone. This is harmoniously
related with existing original cors.'and is accepted
as the best available evidence of the original cor.

At the cor. point

Set an iron post, 30 ins. long, ‘2% ins, diam., on solid
sandstone, and in a mound of stone, 4 ft, base to top,
with brass cap mkd.

T41S R16W

35[33&

52
T428 R16W

1968

S. 89° 51' E., beginning new measurement.

Desc. 30 ft. over steep E. slope.

Buckskin Hollow, drains S.; asc. 15 ft. over W, slope.

The ﬁmg ing cor. of secs. 1 and 2, monumented with a

tone, 30xl0x6 ine., firmly mt and plainly mkd, 5
notches on W. and 1 on E, edges and CC on 8, face, and
witnessed by a mound of stone, 2 ft. base, 1 ft. high,
S. of cor,

______________________
.........................................




CHAINS

3.46

8.30

39.03

41.00

44.14

10.50

34

Dependent Resurvey of the N, Bdy., T. 42 S., R. 16 W.

Point for the N. % sec. cor. of sec. 1 at midpoint bet,
the closing cor. of secs. 1 and 2 and the closing cor.
of Tps. 41 and 42 S,, Rs. 15 and 16 W.

Set an iron post, 30 ins. long, 2% ins. diam,, 8 ins. in
the ground to bedrock, and in a mound of stone, 4 ft. bas
to top, with brass cap mkd.

T41S R16W

Y si1
T42S R16W
1968

Asc, 80 ft. over W. slope.

Ridge, bears N, and S.; desc. 25 ft. over gentle E.
slope.

The closing cor. of T. 41 S., Rs., 15 and 16 W., monu-
mented with an iron post, 3 ins., diam., 12 ins. above
ground, with brass cap mkd.

T41S
R16W R15W

$36|S31
cliC
1909

Rim, bears N, curving NE., and S. curving SE.; desc, 80
ft. over steep E. slope.

The closing cor. of Tps. 41 and 42 S., Rs. 15 and 16 W,,
hereinbefore described.

Land, broken and rolling bench land.

Sotl, rocky sand and clay,

No timber,

Undergrowth, blackbrush, mesquite and cacti.

L1

Dependent Resurvey of a Portion of the Sub-
division, Township 42 South, Range 16 West

Reegtablishment of the Survey Executed by
Joseph Gorlinski in 1870,

From the cor. of secs. 13, 18, 19 and 24, on the E., bdy.
of the Tp., hereinbefore described.

S. 89° 39' W., bet., secs. 13 and 24,

Over mountainous land through black brush undergrowth;
asc, 240 ft. over steep E. slope.

Spur, slopes N. 10° W.; thence by triangulation, desc.
about 280 ft. over broken W. slope. '

GPO B845-166
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Dependent Resurvey of the N. Bdv. T. 42 S., R. 16 W,

CHAINS

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. :
T41S R16W

836
52|81

Cc'C
T425 R16W

1968
Bury original stone cor. alongside iron post.

Rebuild mound of stone, 3 ft. base, 1% ft, high,
S. of cor.

Land, broken, rolling bench land.

Soil, shallow rocky sand and clay.

No timber. )

Undergrowth, blackbrush, mesquite and cacti.

S. 89° 51' E., along the N, bdy. of sec. 1.

Over broken and rolling bench land through blackbrush
and mesquite undergrowth; asc. 255 ft. over rocky W.
slope.

16,60 Slope changes; asc, 20 ft. over NW. slope.

19.30 Slope changes; asc. 20 ft, along N. slope.

28.50 Spur, slopes N.; desc. 40 ft, over NE. slope.

34.70 Draw, drains N. 45° W.; asc. 30 ft. over W. slope,
37.22 The 8. % sec. cor. of sec, 36, T. 41 S., R. 16 W.,
monumented with a sandstone, 30x16x4 ins., firmly set
and plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T41S R16W

% 836
T42S R16W

1968

Bury original stone cor. in mound of stone along-
side iron post.

N. 89° 55' E., beginning new measurement.,

Asc. 55 ft. over W. slope.

Form 01807 (October 1904) (formerly 4-673b) USDI——BLM FIELD NOTE -
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6.44

20.40

27.10

40,23

2,80

10.80

28.15

36.00

40.53

36

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W.

Through drive-in. theater parking lot,

Fence, bears nearly E., and W.; leave threater parking
lot, enter blackbrush and mesquite undergrowth.

Wash, drains S. 65° W.; asc. 80 ft. over gentle SW,
slope.

Improved dirt road, bears E. curving SE. and W, curving
NW.,

The % sec. cor. of secs. 13 and 14, monumented with a
lava stone, 18x14x6 ins., firmly set and plainly mkd.
Y on W, face, and witnessed by a small mound of stone
to W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground, and in a mound of stone, 3% ft. base to
top, with brass cap mkd.

T42S R16W
1y

S14(S813
1968

Bury original stone cor. in mound of stone along-
side iron post.

Cor, located in fence, bears E. and W, and N.

Reestablishment of the Survey Executed
by Mayhew H, Dalley in 1900,

N. 0° 08' W., beginning new measurement.

Asc. 10 ft. over Sw. slope, and along fence line.

Top of ascent, slopes W.; desc. 35 ft. over NW. slope.
Wash, 15 lks, wide, 5 ft. deep, drains S. 88° W.; a
small seep, bears S. 88> W., 65 lks. dist.; asc. 100 f¢t.

over §, slope.

Trail road, bears N, 60° W., curving N. and N. 70° E.
curving N,

b

Spur, slopes S. 20° E.; desc. 30 ft. over NE. slope.

The cor. of secs. 11, 12, 13 and 14, monumented with a
sandstone, 20x8x4 ins., firmly set at end of fence line,
and plainly mkd. 4 notches on S. and 1 on E. edges.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.

in the ground to bedrock, and in a mound of stone, 3
ft, base to top, with brass cap mkd.

GPO 845-166



35

Dependent Resurvey of the N. Bdy., T. 42 S., R. 16 W.

CHAINS

29.50 Bottom of descent, slopes N.; asc., about 40 ft., over
NE. slope.

37.70 .| Spur, slopes N,; desc., about 60 ft. over broken W.
slope.

40;50 The % sec. cor. of secs, 13 and 24, monumented with a

red sandstone, 16x12x10 ins., f1rm1y set and plainly
mkd. % on N. face. End triangulation.

At the cor. point

Set an irom post, 30 ins. long, 2% ins, diam., 15 ins.
in the ground to bedrock, and in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T42S R16W

S13
S24

1968

Bury original stone cor., alongside iron post.

S. 89° 34' W,, beginning new measurement.
By triangulationj desc, about 50 ft. over W. slope.

7.55 Gravel road, bears N, 10° E. and S. to St. George;
thence over gently rolling land, enter St. George Golf
Course.

18,55 City Creek, 20 lks. wide, 5 ft. deep, drains S. 65° W.
Leave Golf Course.

19.07 Utah State Highway No, 18, bears N, 20° W. and S. 20° E
about 10.00 chs. to junction with U. S. Highway No. 91.

36.00 Enter drive-in theater,.

40.57° Point for the cor. of secs. 13, 14, 23 and 24 in drive-in
theater parking lot, monumented w1th a brass tablet, set
4 ins. below ground, and in a concrete block, 6 ins.
diam. This point was shown to me by Ralph B, Platt,

long time surveyor in this area, and recognized by local
residents ‘as the cor. point; it is accepted as the best
available evidence of the position of the original cor.
point. End triangulation.

Land, mountainous E. portion; gently rolling W, portion.
Soil, rocky clay.

No timber,

Undergrowth, blackbrush E. portion.

Reestablishment of the Survey Executed by Joseph
Gorlinski in 1870 and the Retracement Executed by
Mayhew H. Dalley in 1900,

N. 0° 39' W., bet. secs. 13 and 14.

Form 9180—7 (October 1964) (formerly 4—673b) USDI—~—BLM ' FIELD NOTE
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15.45

22.33

36.00

40.26

13.65
22.45
38.10

40.47

38 3

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

The cor. of secs. 11, 12, 13 and 14.

Land, mountainous,

Soil, rocky sand.

No timber.

Undergrowth, blackbrush, mesquite and cacti.

N, 0° 04' W,, bet. secs. 11 and 12.

Over rolling and broken bench land through blackbrush
and mesquite undergrowth; asc. 75 ft. over SW. slope.

Spur, slopes S, 45° W.; desc. 25 ft. over NW. slope.
Draw, drains W,; asc. 30 ft., over SW. slope.

Utah State Highway No. 18, bears N. 18° W. and S. 18° E.
desc. 10 ft. over gentle NW, slope.

Wash, 10 lks. wide, 2 ft. deep, drains S. 22° W,; asc.
95 ft. over SW. slope.

The ¥ sec., cor. of secs. 11 and 12, monumented with a
lava stone, 18x12x6 ins., set in a mound of stone and
plainly mkd. % on W, face.

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam., on solid
stonv, and in a mound of stone, 5 ft. basc to top, with
brass cap mkd.

T42S R16W
1
S11ls12
1968

Bury original stone cor. in mound of stone along-
side iron post.

N. 0° 06' W., beginning new measurement.
Asc. 10 ft. over SW. slope.
Spur, slopes S. 40° E.; desc, 35 ft, over NE. slope.

Wash, 15 lks. wide, 1 ft. deep, drains S. 47° E.; asc.
45 ft, over SW. slope.

Spur, slopes S. 10° E.; desc. 10 ft. over NE. slope,
Head of draw, drains E.; asc. 50 ft. over S. slope.
Utah State Highway No., 18, bears N. 44° E, and S. 44° W
The cor. of secs. 1, 2, 11 and 12, monumented with a

lava stone, 18x12x8 ins., firmly set and plainly mkd.
5 notches on S. and 1 on E. edges and witnessed by a

mound of stone to W.

GPO 845-166



RO Re 37
Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

CHAINS

T42S R16W

S11|s12

S14[s13
11968

Bury original stone cor. alongside iron post.

Land, gently rolling,

Soil, rocky loam,

No timber.

Undergrowth, blackbrush, mesquite and cacti,

From the cor. of secs. 7, 12, 13 and 18 on the E, bdy.
of the Tp., hereinbefore described. .

S. 89° 37' W., bet. secs. 12 and 13.

Over mountainous land through blackbrush and mesquite
undergrowth; desc. 105 ft, over SW. slope.

8.65 Draw, drains S. 30° E.; asc. 260 ft. over broken E.
slope.

22,00 Spur, slopes N,; desc. 110 ft. over NW. slope.
29.60 Draw, drains N. 12° W.; asc. 80 ft. over NE. slope.
34.80 Spur, slopes N.; desc. 85 ft, over NW. slope.

40.39 The % sec. cor. of secs. 12 and 13, monumented with a
sandstone, 20x12x4 ins,, set in a small mound of stone
and plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T42S R16W

1 S12
* 7513

1968

Bury original stone cor. in mound of stone along-
side iron post,

S. 89° 08' W., beginning new measurement,

Desc, 230 ft, over broken NW.‘slope. |

Li.SS Draw, drains S. 10° W.; asc. 80 ft. over E. slope,
17.85 Spur, slapes N.; desc. 75 ft. over NW. slope.

25,55 | Draw, drains S. 20° W,; asc. 20 ft. over SE. slope.

30.20 Telephone line, bears N. 07° W. and S. 7° E.

33.60 Utah State Highway No. 18, beéars N. 18° W. and S, 18°
E.; asc, 25 ft. over SE. slope.

Fore 180T (October 1903 emerts 4=aTin USDI——BLM FIELD NOTE :
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40.33

40 3

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

Desc. 105 ft. over W, slope.

Draw, drains N. 30° W.; asc. 45 ft. over NE. slope,
Spur, slopes N. 5° E.; desc. 40 ft., over NW. slope.
Head of draw, drains N.; asc., 40 ft. over NE. slope.
Spur, slopes N.; desc. 50 ft. over NW. slope,

Utah State Highway No. 18, bears N. 27° E. and S. 27° W
thence along N. slope.

The cor. of secs, 1, 2, 11 and 12.

Land, broken bench land.

Soil, rocky sand.

No timber,

Undergrowth, blackbrush and mesquite,

o5

N. 0° 04' W., bet. secs. 1 and 2.

Over broken bench land .through hlackbrush and mesquite
undergrowth; desc. 120 ft. over N. slope.

Twist Hollow, drains N. 80° W.; asc., 50 ft. over SW.
slope.

Point of spur, slopes W.; desc. 40 ft. over NW. slope.

Buckskin Hollow, drains S. 30° W.; asc. 120 ft. over
SE. slope.

Top of ascent, slopes E.; desc, 50 ft. over NE. slope.

Buckskin Hollow, drains S. 78° E.; asc. 55 ft. over
gentle SW. slope,

Utah State Highway No. 18, bears S. 68° E. and N. 68° W.

Telephone line, bears N. 30° 52' W. and S. 30° 52' E.

The % sec. cor. of secs. 1 and 2, monumented with a
sandstone, 18x12x4 ins., firmly set and plainly mkd.

¥ on W. face,

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S8 R16W

L

%
s2|s1
1968

Bury original stone cor. alongside iron post.

'Raise a mound of stone, 2% ft., base, 1% ft. high,
W. of cor.

GPO B845-166



Ar‘f‘

'
v*-*

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

CHAINS

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 18 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

. T425 R16W
S2]s1
S11}s12
1968
Bury original stone cor. alongside iron post.

Rebuild mound of stone, 2% ft. base, 1% ft. high,
W. of cor.

Land, rolling and broken bench land.
Soil, rocky sand.

No timber,

Undergrowth, blackbrush and mesquite.

From the cor. of secs. 1, 6, 7 and 12, on the E. bdy.
of the Tp., hereinbefore described.

S. 89° 31' W., bet. secs. 1 and 12,

Over broken bench land through blackbrush and mesquite
undergrowth; asc, 80 ft, over SE, slope.

14.85 Ridge, bears N, 45° E. and S. 45° W. curving S.; desc.
15 ft. over NW. slope.

21.90 Head of draw, drains N.; asc. 30 ft. over NE. slope.
30.85 Spur, slopes N, 5° E.; desc., 40 ft. over W. slope.

40.67 The % sec. cor., of secs. 1 and 12, monumented with a
sandstone, 20x12x6 ins., set in a mound of stone, 2 ft.
base, and plainly mkd. % on N, face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 4 ft, base to top,
with brass cap mkd.

T428 R16W

L Sl
S12
1968

Bury original stone cor. in mound of stone along-
side iron post.

S. 89° 14' W., beginning new measurement.

Forrm 9180-7 (October 1904 (formerly 4=673b) USDI—-—BLM FIELD NOTE !
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Dependent Resurvey of a Portion of the
Subdivisiong T. 42 S., R. 16 W.

CHAINS

N. 0° 06' W., beginning new measurement.
Asc. 220 ft. over S, slope.

20.75 Top of rocky knoll; desc. 230 ft. over broken NW.
slope.

33.10 Buckskin Hollow, drains S. 57° W. from N. 57° E.

36.10 Buckskin Hollow, drains S. 35° E. from N. 10° W,; asc.
40 ft. over SW. slope.

39.41 The closing cor. of secs, 1 and 2, on the N. bdy. of the
Tp., hereinbefore described.

Land, broken benchland.

Soil, rocky, shallow sand.

No timber.

Undergrowth, blackbrush and mesquite.

Reestablishment of the Survey Executed
by Joseph Gorlinski in 1870,

From the % sec. cor. of secs. 22 and 23, monumented
with a lava stone, 12x10x6 ins., firmly set and plainly
mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S8 R16W

%
522|523

1968
Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high,
W. of cor.

Cor. located 10 lks, W. of fences, bears N, and E.
Thence,
N. 0° 49' W,, bet. secs. 22 and 23.

Over gently rolling land through biackbrush and mesquite
undergrowth, along W. side of fence.

16.70 Halfway Wash, 30 lks, wide, 6 ft. deep, drains S. 50° W.

29,12 Highway right-of-way fence, bears S. 87° 36' E., and N.
87° 36' W, End of N, and S. fence line.

rm 9180~7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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29.94

30.16

30.83

40.19

42

Dependent Resurvey of a Portion of the
Suibdivision, T. 42 S., R. 16 W,

U. S. Highway No. 91, bears S. 87° 36' E. and N, 87°
36" W.

Telephone line, parallel to highway.

Highway right-of-way fence, parallel to highway; also
improved gravel road, bears N. 1° W., thence along road.

Point for the cor. of secs. 14, 15, 22 and 23, falls on
E. edge of gravel road, monumented with a wooden stake,
2 ins, square, 12 ins. long, set 3 ins. below ground.
This point was shown to me by R. B, Platt, long time
surveyor in this area, and is recognized by local
residents as beirng a perpetuation of the original cor.
point; it is accepted as the best available evidence of
the original cor. point.

At the cor. point

Set an iron post, 10 ins. long, 1 in. diam., 12 ins.
below surface of road, with brass cap mkd.

T42S R16W

S15|S14
522823
1968

From which,

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a reference monument, bears
N. 45° E., 40 ft. dist., with brass cap mkd. T42S
R16W S14 RM 40 FT and an arrow pointing to the true
cor.

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a reference monument, bears
N. 45° W., 40 ft. dist,, with brass cap mkd. T42S
R16W S15 RM 40 FT and an arrow pointing to the true
cor,

Land, gently rolling.

Soil, sandy loam.

No timber. :
Undergrowth, blackbrush and mesquite.

|
|
|
|
|
|

Reestablishment of the Survey Executed by Joseph
Gorlinski in 1870 and the Retracement Executed by
Mayhew H. Dalley in 1900.

From the cor. of secs. 13, 14, 23 and 24.
S. 89° 30' W., bet. secs, 14 and 23.

Through drive-in theater parking lot.

GPoO :
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W,

CHAINS

2,41 Fence, bears nearly N, and S.; leave drive-in theater,
4.45 Improved gravel road, bears N. and S§. to Highway No. 91.
7.05 Oiled road, bears N. and S. to Highway No. 91; enter
mesquite, blackbrush and cacti undergrowth; over gently

rolling land.

17.96 Fence, bears N, and S.; asc. 15 ft. over gentle E.
slope. :

23.80 Low spur, slopes S.; desc. 70 ft. over SW. slope.

29.70 Wash, in small draw, drains S. 20° W.; asc. 30 ft,
over SE, slope.

36.70 Low spur, slopes §. 60° W.; desc. 20 ft. over SW.
slope.

40,52 The % sec. cor. of secs. 14 and 23, monumented with a
trachyte stone, 12x6x4 ins., firmly set and plainly mkd.
% on N. face.

At the cor. point
Set an {iron post, 30 ins. long, 2% ins. diam., 14 ins.

in the ground to bedrock, and in a mound of stone, 3%
ft. base to top, with brass cap mkd.

T42S R16W

1 Sl4
s$23

1968

Bury original stone cor. alongside iron post.

S. 89° 29' W., beginning new measurement.,
Over gently rolling land,
3.65 Wash, 40 lks, wide, 3 ft. decp, drains S. 45° W.
8.65 Small wash, drains S. 30° W.
21.50 Halfway Wash, drains S, 35° W,
40.37 The cor. of secs. 14, 15, 22 and 23.
Land, gently rolling.
Soil, clay loam.

No timber.
Undergrowth, black sage, cacti and mesquite,

N. 0° 08' W., bet. secs. 14 and 15.

Along E. edge of improved gravel road; asc. 70 ft. over
gently rolling SW. slope through blackbrush, cacti and
mesquite undergrowth,

rm 9180--7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER



300

CHAINS

1.14

9.60
22,58
23.90
31.95
33.00
36.95

40,41

13.70
26.30

40.49
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Dependent Resurvey of a Portion of the
‘Subdivision, T. 42 S., R. 16 W.

Telephone line, bears N. 75° E. and 8. 75° W.

Wash, drains W.

Transmission line, bears N, 73° 45' E. and S. 73° 45' W.
Wash, 20 lks. wide, 3 ft. deep, drains S. 45° W,

Wash, 20 1lks. wide, 4 ft. deeb, drains S. 45° W.

Leave road, bears N. 25° E,

Wash, 20 lks. wide, 5 ft. deep, drains S. 45° W.

The % sec. cor. of secs, 14 and 15, ﬁonumented with a
white sandstone, 17x10x4 ins., firmly set and plainly
mkd. % on W. face.

At the cor. point

Set an iron post,'30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
b

%
S15|s14
1968

Bury original stone cor., alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high,
W. of cor.

Reestablishment of the Survey Executed
by Mayhew H. Dalley in 1900.

N. 0° 09' W., beginning new measurement.

Asc. 55 ft. over gently rolling SW. slope.

Wash, 30 lks. wide, 1 ft. deep, drains S, 45° W.

Wash, 20 lks. wide, 1 ft, deep, drains S, 45° W.

The cor, of secs. 10, 11, 14 and 15, monumented with a
sandstone, 18x6x5 ins., firmly set in a mound of stone,

and plainly mkd. 4 notches on S. and 2 on E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

"T42S R16W

S10(s11

S15|S14
1968

GPO |
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

CHAINS

Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft, base, 1% ft. high,
W. of cor.

Land, gently rolling.

Soil, sandy loam.

No timber.

Undergrowth, blackbrush, cacti and mesquite.

From the cor. of secs, 11, 12, 13 and 1l4.
S. 89° 40' W., bet. secs. 11 and 14,

Over rolling land through blackbrush, cacti and mesquite
undergrowth; desc. 60 ft. over W. slope along fence line.

3.85 Trail road, bears irregularly N. 30° W. and S. 30° E.;
desc. 60 ft. over SW. slope.

11.70 Head of spring, in draw, drains S. 45° W.
21.90 Improved dirt road, bears N. 5° W, and S. 5° E.

27.50 Halfway Wash, drains S. 10° E.; asc. 50 ft. over E.
slope.

40,31 The % sec. cor. of secs, 11 and 14, monumented with a
sandstone, 18x10x4 ins., firmly set at cor. of fences
bearing N, 89° 40' E. and S.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground, and in a mound of stone, 4 ft, base to
top, with brass cap mkd.

T42S R16W

L S1L
514
1968

Bury original stone cor. in mound of stone along-
side iron post,

S. 89° 29' W., beginning new measurement.,
Asc. 145 ft. over E. slope.
5.35 Spur, slopes S. 5° W,; desc. 140 ft. over W. slope.

10,00 Base of spur, bears N. and S.; desc. 105 ft. over géntly
rolling SW. slope.

26.05 Trail road, bears N, 20° W. and S. 20° E,
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40.32

8.35
19.95
29.05
38.10

40.36

10.70

25.20
26.00

40,39

46

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

The cor. of secs, 10, 11, 14 and 15,

Land, rolling.

Soil, sandy loam.

No timber.

Undergrowth, blackbrush, cacti and mesquite.

N. 0° 04' W., bet. secs., 10 and 11.

Over gently rolling land through blackbrush, mesquite
and cacti undergrowth asc. 50 ft. over gently rolling
SW. slope.

Wash, 20 1lks, wide, 3 ft. deep, drains S. 45° W.
Improved dirt road, bears E. and W.
Trail road, bears N. 20> W. and S. 20° E
Wash, 30 lks. wide, 1 ft. deep, drains S. 45° W,
The % sec. cor, of secs., 10 and 11, monumented with a
lava stone, firmly set in scattered mound of stone, and
mkd. % on W. face.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins,
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T428 R16W

%
s10|s11

1968

Bury original stone cor. alongside iron post.

N. 0° 33' W., beginning new measurement.
Asc. 20 ft. over gently rolling SW. slope.

Base of bluff, bears N. 45° W, and S. 45° E.; asc. 160
ft. over broken SW. slope.

Fence, bears E. and W.

Spur, slopes S. 45° W,; thence along rocky W, slope.
Point for the cor. of secs. 2, 3, 10 and 11 at pro-
portionate dist.; there is no remalnlng evidence of-
the original cor,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stone, with brass cap
mkd.,

GPO
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W.

CHAINS
T42S R16W
$3(82
S10{S11
1968
Land, gently rolling S. portion; broken N. portion.
So0il, sandy clay.
No timber. .
Undergrowth, blackbrush, cacti and mesquite.
From the cor. of secs. 1, 2, 11 and 12,
S. 89° 33' W,, bet, secs. 2 and 11,
Over broken bench land through blackbrush, mesquite and
cacti undergrowth; desc., 10 ft. over gentle NW. slope.
8.35 Rim of Twist Canyon, bears N. 38° E. and S. 38° W.;
desc., 125 ft. over ledgy NW. slope.
13.60 Twist Canyon, drains S. 70° W.; asc. 110 ft. over ledgy
SE. slope.
18.70 Point of ledgy spur, slopes S.; desc. 135 ft. over SW.
slope.
25.80 Halfway Wash, drains S. 20° W.; asc. 55 ft. over SE.
slope.
28.10 Point of spur, slopes S. 20° W.; desc. 55 ft. over NW.
slope. .
31.20 Draw, drains S. 40° E.; asc. 40 ft. over NE, slope.
35.45 Spur, slopes S. 60° E,; desc., 10 ft. over SW. slope.
36.55 Draw, drains S. 60° E.; asc. 35 ft. over NE, slope.
40.35 The % sec. cor. of secs. 2 and 11, monumented with a
sandstone, 18x8x5 ins., firmly set in a small mound of
stone, and plainly mkd., % on N. face.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.
T42S R16W
S2
% S11
1968
Bury original stone cor. alongside iron post,
S. 89° 42' W., beginning new measurement.
Asc. 100 ft. over NE. slope.
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14.90

24,70

35.05

40.55

20.40

32.80

35.60

40.39

31.95

36.75

48

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

Ridge, bears N, 20° W, and S. 20° E.; desc., 35 ft. over
SW. slope.

Draw, drains S. 43° E,; asc. 60 ft. over NE, slope.

Ridge, bears N. 5- E. and S. 5° W.; desc., 175 ft. over
rocky W. slope,

The cor. of secs. 2, 3, 10 and 11.

Land, broken bench land.

Soil, rocky clay loam.

No timber. . . .
Undergrowth, blackbrush, cacti and mesquite.

N. 0° 06' E., bet., secs., 2 and 3,

Over broken land through blackbrush and mesquite under-
growth. By triangulation; asc., about 150 ft. along .rocky
W. slope. .

’SIOpe changes; asc. about 200 ft. over broken and ledgy

SW. slope.

Rim of bluff, hears S. 45° E. and curves W. End tri-
angulation; asc. 15 ft. over gentle S. .slope.

Spur, slopes W. from N.; thence along gently rolling
spur top. .

The % sec. cor, of secs. 2 and 3, monumented with a .red
sandstone, 12x10x4 ins., firmly set and plainly mkd. %
on W, face and witnessed by a mound of stone to W.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins,
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.
T42S R16W
%
s3|s2
1968

Bury original stone cor. alongside iron post,

N. 0° 03' W., beginning new measurement.

Continue along gently rolling spur top.

Base of ledgy spur, bears S. 20° E, and N. 20° W,; draw
drains S. 20° E.; asc. abruptly 150 ft. over ledgy SW.

slope.

Ledgy spur, slopes W.; desc, 40 ft., over ledgy N. slope.

GPO



49

w
(ep)
(@]

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

CHAINS

39.94 The closing' cor, of secs. 2 and 3 on the N. bdy. of the
Tp., hereinbefore described.

Land, broken.

Soil, rocky.

No timber.

Undergrowth, blackbrush and mesquite.

From the SW. cor. of sec. 22, monumented with a lava
stone, 13x10x8 ins., firmly set and plainly mkd, 2
notches on S. and 3 on E. edges, and witnessed by a
mound of stone to W.

At the cor, point

Set an iron post, 30 ins. long, 24 ins. in the ground,
with brass cap mkd.

T42S R16W

522
528
1968
Thence,

N. 0° 54' W,, bet. secs. 22 and 28.

Over rolling land through shadscale and blackbrush
undergrowth,

0.24 Cor. of fence, bears west 8 lks. dist., with fences
bearing N. 86° 30' W., S. 22° 30' E. and N. 47° E.

0.78 The closing cor. of secs. 21 and 28, hereinafter des-
cribed; thence bet., secs, 21 and 22.

Desc. 40 ft. over NE. slope.

3.25 Draw, drains E.; asc, 40 ft. over S. slope,

7.25 Point of spur, slopes E.; desc. 50 ft. over NE. slope.
8.85 Draw, drains S. 30° E.; asc. 50 ft. over SW. slope.
14.65 Spur, slopes S, 50° E.; desc. 90 ft. over NE. slope.
22.55 Draw, drains S, 45" E.; asc. 90 ft., over SE. slope,
30.05 Point of spur, slopes E.; desc. 95 ft., over NE, slope.
38.00 Fence, bears N, 47° W, and S, 47° E,

38.45 Santa Clara-St. George Canal, 10 lks. wide, 3 ft. deep,
drains S, 47° E., enter cultivated land.

40.18 Cement ditch, drains E., leave cultivated land.
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40.24

58.65
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64.75

69.15
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50

Dependent Resurvey of a Portion of the
‘Subdivision, T. 42 S., R. 16 W.

Point for the % sec. cor. of secs., 21 and 22 at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T42S R16W
L

%
s21|s22
1968

Raise a mound of stone, 2% ft, base, 1% ft. high,
W. of cor. :

Fence, bears E, and W. about 2.00 chs.; thence S. 48° E,
Asc. 25 ft. over SE. slope; leave cultivated lands.

Top of ascent, slopes E.; Aesc. 30 ft. over NE, slope.
Enter dense willows and tamarack, bears NW. and SE,.

Santa Clara River, 30 lks, wide, 2 ft. deep, flows S.
41° E.

Leave willows and tamarack, enter cultivated land.
Cement ditch, 5 lks, wide, 2 ft. deep, flows S. 46° E.

Point for the cor. of secs. 15, 16, 21 and 22, monumented
with a steel fence post. This position is harmoniously
related .to existing original cors. and is recognized as
the cor. by adjacent .land owners and is accepted as the
best available evidence of the position of the original
cor., :

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

. T428 R16W

S16(s15
'§21|822
1968 .

Land, rolling.

Soil, sandy clay.

No timber. . .
Undergrowth, shadscale and blackbrush with willows and
tamarack along Santa Clara River.

From the cor. of secs. 14, 15, 22 and 23.

S. 89° 24' W,, bet. secs. 15 and 22.

GPO *
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S,, R. 16 W,

CHAINS
Over gently rolling land through blackbrush and shadscalg
undergrowth.

0.10 Center of gravel road, bears nearly N, and S.

4,20 Telephone line, bears N. 75° E. and S. 75° W,
9.00 Small wash, drains N. 80° W,

28,68 Highway right-of-way fence and telephone line, bears
N. 70° 06' W. and S, 70° 06' E,

31.34 U. S. Highway No. 91, bears N. 70° 06' W. and S. 70°
06' E.

33.65 Sand Hollow Wash, 30 lks., wide, 2 ft. deep, drains
irregularly S, 30° E, '

33.93 Fence, bears N. and S. Enter cultivated land.
37.58 Fence, bears N, and S. Leave cultivated land.
39.78 Cement ditch, flows S.

40.63 Point for the % sec., cor. of secs. 15 and 22, monumented
with a broken cedar post, 6 ins. diam., 6 ins. above
ground. This point is harmoniously related with exist-
ing original cors. and is recognized by adjacent land
owners as the cor. point and is accepted as the best
available evidence for the position of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W

S15
E 522

1968

From this cor., a water well and pump, bears South
56% lks., dist.

5. 89° 27' W., beginning new measurement.

Continue over gently rolling land.

1.10 N. edge of small pond is 50 lks. S. of line.

3.75 Enter lava bed, bears N, and S.

14,55 Leave lava bed, bears N. 20° E, and S. 20° W.

15.62 Improved gravel road, bears N, 22° E. and S. 22° W,
20,72 | Dirt road, bears N. 45° W, and S. 45° E,

21.17 Fence, parallel to farm road, enter cultivated land.
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23.67
36.77
36.97
37.17

40.67

18.20

25.00
32.90
37.20

40,70

52

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

NW. cor. of corral,

Fence, bears N, 45° W, and S. 45° E,

Farm road, bears N. 45° W. and S. 45° E.
Fence, bears N. 45° W. and S. 45° E.
The cor. of secs, 15, 16, 21 and 22.

Land, gently rolling.

Soil, sandy loam.

No timber.

Undergrowth, blackbrush and shadscale in uncultivated
areas,

N. 0° 39' W., bet, secs. 15 and 16,

By triangulation, over cultivated land along E. edge of
Santa Clara.

Fence, bears S. 45° E, and N. 45° W,, curving N.
Farm road, parallel to fence.
Fence, parallel to farm road.

Beginning of gravel road, bears about S. 60° E. Leave
cultivated land.

Y. S. Highway No. 91, bears S. 70° 06' E. and curves
about N. 60° W,

Telephone line, bears about N. 54° W, and S. 54° E.

End triangulation; asc. 30 ft. over gentle S. slope.
Transmission line, bears N, 61° 11' W. and S, 61° 11' E.
The % sec, cor. of secs., 15 and 16, monumented with a
lava stone, 18x14x8 ins., firmly set and plainly mkd. %
on W, face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. ’

T428 R16W
1

A
S16|S15
1968

Bury original stone cor. alongside iron post.,

Santa Clara Reservoir, bears S. 85° E, about 18.00 chs.
dist,

GPO
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26.25

30.25

40,03

15.90
24,70

35.60

37.34

CHAINS

53

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W.

N. 0° 15' W., beginning new measurement.,
Over gently rolling bench land.

Trail road, bears irregularly E, and W.

Trail road, bears irregularly E. and W.

Rim of draw, bears N. 45° W, and S. 45° E.; desc. 30 ft.
over NE. slope.

Santa Clara Bench Canal, drains E. about 4.00 chs,;
thence S. 40° E.; asc. 30 ft. over §. slope,

Rim of draw, bears E., and W.; enter lava bed.

The cor. of secs. 9, 10, 15 and 16, monumented with a
lava stone, 24x12x8 ins., firmly set in a mound of stone
and plainly mkd. 4 notches on S. and 3 on E. edges,

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
stone, and in a mound of stonc, 3% ft. base to top, with
brass cap mkd.

T425 R16W

$9(s10
S16[S15

1968

Bury original stone cor. in mound of stone along-
side iron post.

Land, gently rolling.

Soil, sandy clay.

No timber.

Undergrowth, blackbrush and mesquite,

369

Reestablishment of the Survey Executed
by Mayhew H. Dalley in 1900.

From the cor. of secs. 10, 11, 14 and 15.
S. 89° 20' W., bet, secs. LO and 15.

Over rolling land through blackbrush and mesquite under-
growth; desc. 50 ft, over gently rolling SW. slope.

Wash, 20 lks. wide, 1 ft. deep, drains S. 45° W,
Wash, 40 lks. wide, 4 ft. deep, drains S. 50° W.

Sand Hollow Wash, 50 lks. wide, 5 ft. deep, drains
irregularly S.; asc. 20 ft. over NE, slope,

Fence, bears N, and S., enter lava bed.
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Dependent-Resurvey of a Portion of the

Subdivision, T. 42 S., R. 16 W.

CHAINS

40.69 The % sec. cor. of secs. 10 and 15, monumerited with a
trachyte stone, 20x12x8 ins., firmly set and plainly
mkd. % on N, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

: T42S R16W
< S10

% 515
1968

Bury original stone cor. alongside iron post,

Raise a mound of stone, 2% ft. base, 1% ft. high,
N. of cor. -

S. 89° 18' W., beginning new measurement,
Asc, 45 ft., over NE, slope.

: 7.60 Top of ascent, slopes S.; thence along gently rolling
§ S. slope.

11.70 Fence, bears N. 45° W. and S. 45° E,
13,70 Underground pipeline, bears N, 45° E. and S. 45° W,

21.60 Fence, bears N. and S.

41.08 The cor. of secs. 9, 10, 15 and 16.

Land, gently rolling.

Soil, rocky shallow sand.

No timber.

Undergrowth, blackbrush and mesquite.

N. 0° 03' W., bet. secs. 9 and 10.

Over gently rolling land of lava bed through blackbrush
and mesquite undergrowth.

40,58 The % sec. cor. of secs. 9 and 10, monumented with a
lava stone, 15x12x8 ins., firmly set in a mound of

stone and plainly mkd. % on W, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
stone, and in a mound of stone, 4 ft. base to top, with
brass cap mkd.

T42S R16W

4
S9|s10

1968
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

CHAINS

Bury original stone cor. in mound of stone along-
side iron post,

N. 07 19' W., beginning new measurement.
Continue over gently rolling lava bed.

40.69 The cor. of secs. 3, 4, 9 and 10, monumented with a lava
stone, 24x15x5 ins., firmly set in a mound of stone and
plainly mkd. 5 notches on S. and 3 on E. edges,

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
stone, and in a mound of stone, 3% ft. base to top, with
brass cap mkd.

T42S R16W

S$4{53
§9{S10
1968

Bury original stone cor. in mound of stone along-
side iron post.

Land, gently rolling lava bed,

Soil, rocky shallow sand.

No timber,

Undergrowth, blackbrush and mesquite.

From the cor. of secs. 2, 3, 10 and 11.
S. 89° 33' W,, bet, secs. 3 and 10.

Over rolling land through blackbrush and mesquite under-
growth; desc. 95 ft. over broken W. slope.

3.00 Base of steep descent, bears N, and S.; desc., 40 ft. over
gently rolling land.

22.70 Wash, 10 lks. wide, 1 ft. deep, drains S.
36.10 Wash, 20 lks., wide, 3 ft. deep, drains S,

40.76 The % sec, cor. of secs., 3 and 10, monumented with a
sandstone, 20x12x8 ins., firmly set and plainly mkd. %
on N. face.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T42S R16W

S3
S10

1968

Bury original stone cor. alongside iron post,

Raise a mound of stone, 25 ft. base, 1% ft. high,
N. of cor.
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9.65

17.70
19.75
26.60

37.25

% 40.90

5.31

9.90

16.30

20.90

40.31

40,55

56

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

S, 89° 40' W., beginning pew measurement.
Wash, 20 lks, wide, 2 ft, deep, drains S.

Wash, 30 lks. wide, 3 ft. deep, drains S. 45° E,; asc.
60 ft. over NE. slope.

Trail road, bears irregularly N. and S.

Spur, slopes S. 45° E.; asc. 20 ft, along S. slope.
Top of ascent, slbpes S.; desc. 50 ft. over SW, slope.
Sand Hollow Wash, 30 1lks. wide, 3 ft., deep, drains S.
45° E.; asc. 40 ft. qver broken NE. slope, enter lava
bed.

The cor. of seecs., 3, 4, 9 and 10,

Land, rolling.

Soil, rocky loam,

No timber.
Undergrowth, blackbrush and mesquite.

North, bet, secs. 3 and 4.

Over gently rolling lava bed through blackbrush and
mesquite undergrowth; desc. 10 ft. over NE. slope.

Cor. of fences bearing N. and E.; thence along fence
line,

Base of descent; asc. 40 ft, along E. slope.
Slope changes; asc. 10 ft. over SE. slope.

Low spur, slopes S. 45° W,.; desc., 40 ft. over NW.
slope.

The % sec. cor. of secs. 3 and 4, monumented with a
trachyte stone, 12x10x6 ins., firmly set at cor. of
fences bearing S. and E., and plainly mkd. % on W.
face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
%
S4|s3
1968

Bury original stone cor. alongside iron post.

N. 0° 02' W,, beginning new measurement.
Asc. 40 ft. over gently rolling S. slope of lava bed.

The closing cor. of secs., 3 and 4, on the N, bdy. of the

1 Tp., hereinbefore described.

GPO : ¢
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

CHAINS

Land, gently rolling.

Soil, rocky, shallow loam.

No timber. .

Undergrowth, blackbrush and mesquite.,

Reestablishment of the Survey Executed by Joseph
Gorlinski in 1870 and the Resurvey Executed by
.Mayhew . H. Dalley in 1900,

From the cor. of secs..15, 16, 21 and 22,

S. 89° 34' W., bet, secs. 16 and 21.

Over cultivated land by triangulation.

'0.16 ACemenE ditch, 5 lks; wide, 2 ft. deep, drains S.

10,00 Leave cultivated land, enter dense willows and tamarack
undergrowth.

20.00 Telephone line, bears nearly N. and S.

22,00 Santa Clara River, 30 lks. wide, 2 ft. deep, flows S.
30° E.; asc. about 120 ft. over NE. slope.

24,00 Santa Clara-St. George Canal, drains S. 20° E.

25,00 Leave dense willows and tamarack, enter blackbrush and
' mesquite undergrowth.

40.06 The % sec. cor. of secs. 16 and 21, monumented with a
cobblestone, 12x10x8 ins., firmly set at cor. of fences
bearing N. and irregularly W., and plainly mkd. % on N.
face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T428 R16W

1__S16
“Ts21

1968

Bury original stone cor. alongside iron post,

S. 89° 27' W., beginning new measurement.

Asc: 20 ft. over NE,. slope along fence line, bears
irregularly W,

2,60 Spur, slopes N.; desc. 20 ft, over W. slope.

4,30 Draw, drains N.; asc. 80 ft. over E. slope.
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CHAINS

10.30
21.10

32.99

37.90

40.62

2,21

6.00
12.65
16.65
35.57
36.05
36.50

40,17

18

Dependent. Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W.

Spur, slopes N.; desc. 110 ft. over NW. slope.
Draw, drains N. 45° E.; asc, 70 ft. over SE. slope.

The closing cor. of secs. 20 and 21, hereinafter
described; asc. 24 ft. over NE. slope.

Spur, slopes N.; desc. 25 ft., along.N. slope.

The SW. cor. of sec. 16, monumented with a sandstone,
28x18x12 ins., firmly set in a mound of stone, in fence
line, and plainly mkd..3 notches on S. and 4 on E,
edges.,

At the cor., point

Set an iron post, 30 ins., long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd,

T42S R16W

S16
520

1968

Bury original stone cor., in mound of stone along-
s$ide iron post. ' '

Land, nearly level farm land E., portion; rolling W.
portion. '

Soil, sandy clay.

No timber.

Undergrowth, blackbrush and mesquite with willows and
tamarack along Santa Clara River.

N. 0° 45' W., bet. secs. 16 and 20,

Over rolling land through blackbrush undergrowth; desc.
5 ft. over gentle N. slope.

The closing cor. of secs., 17 and 20, hereinafter des-
cribed; thence, bet, secs. 16 and 17, desc. 10 ft, over
gentle N, slope.,

Spur, slopes N, 45° E,; desc. 65 ft., over NW. slope.
Draw, drains N. 45° E.; asc., 20 ft. over SE. slope,
Spur, slopes E.; desc. 120 ft. over N, slope.

Fence, bears irregularly N. 20° E, and S, 20° W.

Farm road, bears N, 20° E, and S. 20° W.

Fence, parallellto farm road;'enter cultivated lan&.
Point for the % sec. cor. of secs. 16 and 17, monu-

mented with an iron post, 1 in,., diam., 18 ins. above
ground, mkd.

T42S R16W

%
S17|s16
1967

GPO T
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

CHAINS

This point is harmoniously related with existing original
cors, and was shown to me by Crayton Leavitt, adjacent
land owner, and is recognized as a perpetuation of the J
original cor. point; it is accepted as the best availabl
evidence of the position of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins.
in the ground, with brass cap mkd.

T42S R16W
1

A
S17|s16
1968

Set 1 in. iron post along side iron post.

N. 0° 46' W., beginning new measurement.

By triangulation, continue over cultivated land and
buildings of Santa Clara.

0.15 Fence, bears W. and E. about 1.00 ch.; thence S. 20° W.

2,20 Santa Clara River, 20 lks. wide, 3 ft. deep, flows S.
50° E.; leave cultivated land.

7.20 U. S. Highway No. 91, bears E. and W.; asc. about 80
ft. over S. slope.

15.75 Rim of bench, bears E. and W. End triangulation; thence
over nearly level bench land.

19.80 Trail road, bears irregularly E. and W.

20,10 Fence, bears E. and W. 25 lks. to cor.; thence N., also,
transmission line is 15 1ks, E, of line bearing N. and §,.
45° E,

40,20 The cor. of secs. 8, 9, 16 and 17, monumented with a

sandstone, 16x10x8 ins., firmly set and plainly mkd.
4 notches on S, and E. edges.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone, with brass cap
mkd .
T42S R16W
58189
S17|s16
1968

Bury original stone cor. alongside iron post.
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13.50

20.90

36.45

40.62

20.00

27.50
33.27
35.15
40,45

40.52

60

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W,

Land, farm land S. portion; gently rollipg bench land
N. portion. .

Soil, sandy.

No timber.

Undergrowth, blackbrush and mesquite.

From the cor. of secs. 9, 10, 15 and 16.
S, 89° 12' W., bet., secs. 9 and 16.

Over gently rolling land of lava bed through blackbrush
and mesquite undergrowth; desc. 35 ft, over SW,. slope,

Leave lava bed, bears N. 85° W. and S. 45° E.

'Santa Clara Bench Canal, drains S. 45° E.; asc, 65 ft.

over gently rolling NE. slope,

Trail road, bears N. 45° W. and S, 45° E.; thence over
nearly level land.

The % sec. cor. of secs. 9 and 16, monumented with a
red sandstone, 14x10x6 ins., firmly set and plainly mkd.
L on N. face.

At the cor. point

Set an iron posf, 30 ins, long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T42S R16W

;‘; 59
516
1968

Bury original stone cor. alongside iron post.

S. 89° 14' W., beginning new measurement.
Asc. 55 ft, over gentlé’E. slope.

Fences, bearing N., S. and W.; thence along S. side of
fence,

Top of ascent, bears N, and S.; thence over level land.
Telephone line, bears N. 54° W. and S. 54° E.
Transmission line, bears N. 61° W, and S. 61° E.
Transmission line, bears N, and S.

The cor. of secs. 8, 9, 16 and 17,

Land, gently rolling.

Soil, sandy.

No timber.

Undergrowth, blackbrush and mesquite,

N, 1° 13' W., bet. secs. 8 and 9.

GPO
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

CHAINS

Over nearly level land through blackbrush, rabbitbrush,
and mesquite undergrowth along W. side of transmission
line, '

0.18 Fence, bears E. and W,

0.25 Trail road, bears E. and curves N. 45° W,

3.37 Transmission line, bears N, 61° W. and S. 61° E

6.40 Telephone line, bears N. 54° W, and S. 54° E.

18.72 N. and S. transmission line turns N, 56° 05' W.

38.00 Trail road, bears irregularly N. 45° W. and S. 45° E.
41,57 The % sec. cor. of secs. 8 and 9, monumented with a
sandstone, 30x20x6 ins., loosely set and dimly mkd., %
on one face, This is the only rock in the area and is
accepted as the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
%
$8|s9
1968
Bury original stone cor. alongside iron post.

Set a cedar post, 4 ins. diam., 5 ft. long, 2 ft.
in the ground, SW. of cor,

N. 0° 35' W., beginning new measurement.

0.92 Fence, bears E. and W. 30 lks. to cor.; thence N.;
thence along E, side of fence.

17.90 Santa Clara Bench Canal, 15 lks. wide, 4 ft. deep,
drains S. 50° E,

22.80 Fence, bears E. and W, to intersection with N. and S.
fence line,

40.66 Point for the cor. of secs. 4, 5, 8 and 9 at pro-
portionate dist.; there is no remaining evidence of
the original cor,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W

S$5(84
s$8(s9

1968

Cor, is located on old E. and W. fence line and
22. lks, E. of old fence line to S.
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Land, nearly level bench land

Soil, sandy.

No tiMhﬁr:

Undergrowth, blackbrush, rabbitbrush and mes

Reestablishment of the Survey Exe
by Mayhew H. Dalley in 1900.

From the cor. of secs. 3; 4, 9 and 1*01

N. 39*‘37"w5; bet. secs. 4 and 9.

Over rolling lava beJtthraugh bladﬁhruahaandfmaaquita
undexrgrowth.
. 41.,7h | The % sec, cor. of secs. 4 and 9, monumented with a red :
i sandstone, 20x12x6 ins., firmly set and plainly mkd. %
| on N. face.
i
| At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, and in a mound of stone, 3%
ft. base to top, with brass cap mkd.
T42S R16W
} S4
‘ S9
| 1968
Z | Bury original stone cor. in mound of stone along-
i side iron post.
|
|
| ! Reestablishment of the Survey Executed by Joseph
| Gorlinski in 1870 and the Resurvey Executed by
| Mayhew H. Dalley in 1900,
% é S. 89° 20' w., beginning new measurement,
4 Over gently rolling lava bed.
| 1.75 | Leave lava bed, bears N. and S.

20,35 5 Wash, drains §.

ot e e LT e T T

21.00 | Trail road, bears N. and S.

38.90 | Wash, 20 lks. wide, 3 ft. deep, drains irregularly S.
40,133 § The cor, of secs, 4, 5, 8 and 9.

Land, gently rolling.
sﬂ i 1 | mﬂﬂ? L

---------------------------------------------------------
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Dependent Resurvey of a Portion of the
Subdivision, T, 42 S., R, 16 W.

CHAINS

20.69

39.50

40.69

19.70

39.71

40.09

40.29

0.28

6.25

N. 0° 41' W,, bet, secs. 4 and 5.

Over gently rolling land through blackbrush and mesquite
undexgrowth. .

Fence, bears E, and W, 28 1lks. to cor.;.thence N.; thencd
along E. side of fence.

Wash, drains E.

The % sec. cor, of secs. 4 and 5, monumented with a
slate stone, 20xl4x4 ins., firmly set and plainly mkd.
¥ on W. face.

At the cor., point
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.

in the ground, and in a collar of stone, with brass cap
mkd.

T425 R16W

5
S5|s4

1968

Bury original stone cor. alongside iron post.

Cor. is 20 lks. E. of N. and S. fence line.

N. 0° 55' W., beginning new measurement.

Continue over gently rolling land along E, side of
fence.

Wash, 20 lks. wide, 4 ft. deep, drains S. 45° E.
Fence, bears E, and W.
Oiled highway, bears E., and W. to Ivins.

The cor. of secs. 4 and 5, on the N, bdy. of the Tp.,
hereinbefore described.

Land, gently rolling.

Soil, sandy.

No timber.

Undergrowth, blackbrush and mesquite.

From the cor. of secs, 8, 9, 16 and 17, hereinbefore
described,

N. 89° 42' W,., bet. secs. 8 and 17.

Over nearly level bench land through blackbrush and
mesquite undergrowth.

Fence, bears S. and N, 18 lks. to intersection with E.
and W. fence line; thence along S. side of fence.

Rim of bench, bears S. and curves NW.; desc., 110 ft.
over steep SW. slope.
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40.59

40.73

64

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

Base of descent, bears S, and curves NW.; end of fence
line.

U. S. Highway No. 91, -bears N, 81° 30' W, and S, 81°
30' E.

Desc. 80 ft. over SW. slope.

Trail road, bears S. 45° E. to Santa Clara and N. 1,00
ch. to Santa Clara garbage dump,.

Graveyard Wash, with small stream-of water, 2 lks, wide,

3 ins. deep, flows S. 45° E.; asc. 30 ft. over NE,.
slope.

Fence, bears N. and S.

The % sec. cor. of secs. 8 and 17, monumented with a
red sandstone, 16x8x6 ins., firmly set and plainly mkd.
Y on W, face and witnessed by a small mound of stone to
N.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T42S R16W
S8

% s17
1968

Bury original stone cor. alongside iron post.

Rebuild mound of stone, 2% ft, base, 1% ft. high,
N. of cor. ‘

S. 88° 43' W., beginning new measurement.,
Asc. 15 ft. over NE. slope.
Top of ascent, slopes N.; desc. 15 ft. over NW. slope.

Wash, drains N, 80° E. from irregularly W.; asc. 10
ft. along wash.

Wash, drains irregularly E. from SW.; asc., 80 ft. over
NE. slope.

Rim of bench, bears §, 60° E. and curves N,; thence
over nearly level land.

The closing cor. of secs, 17 and 18, hereinafter
described.

The SW, cor. of sec, 8, monumented with a glate stone,
12x10x% ins., firmly set in a mound of stone, and
plainly mkd. 5 notches on E, edge.

PO
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Dependent Resurvey of a Portion of the
Subdivision, T, 42 S., R, 16 W.

CHAINS
At the cor. point
Set an iron post, 30 ins. long, 2% ims. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 3%
ft. base to top, with brass cap mkd.
T42S R16W
S8
S18
1968
Bury original stone cor. in mound of stone along-
side iron post.
Land, rolling bench land.
Soil, rocky clay loam.
No timber.
Undergrowth, blackbrush and mesquite.
N. 0° 47' W., bet. secs. 8 and 18.
Over rolling land through blackbrush undergrowth; asc.
20 ft. over gentle S. slope.
3.35 The closing cor. of secs. 7 and 18, hereinafter des-

cribed.
Thence, bet. secs. 7 and 8 over S. slope.

9.90 Top of ascent, bears E. and W.; desc. 60 ft. over NE.
slope.

37.20 Wash, drains E.; asc. 15 ft. over SW. slope.
40.60 The % sec. cor, of secs. 7 and 8, monumcnted with a

slate stone, 15x10x3 ins., firmly set and plainly mkd.
% on W. face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
L
(A
S7|s8
1968

Bury original stone cor. alongside iron post.

Cor. is located on an E, and W. fence line.

N. 0° 40' W., beginning new measurement.

Asc. 35 ft. over SW. slope.
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7.81

12.65

14,46

19.00

24,23

24,53

25.50

30.71

36.23

36.30

40.40

40,56

66

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

Spur, slopes S. 45° E.; desc, 50 ft. over NE. slope.

Graveyard Wash, with small stream of water, flows
irregularly S. 45° E.; asc. 65 ft. over SW. slope.

Fence, bears irregularly N, 45° W. and S. 45° E.

Top of ascent, bears N. 45° W, and S. 45° E,; thence
over nearly level land.

Highway right-of-way fence, bears N. 45° 55' W, and
S. 45° 55' E.

U. S. Highway No. 91, bears N, 45° 55' W. and 8. 45°
55' E.

Transmission line, bears N. 45° 55' W, and S. 45° 55' E.
desc. 15 ft. over gentle NE, slope:

Santa Clara Bench Canal, drains S. 60° E.; asc. 15 ft,
over gentle SW. slope.

Telephone line, bears N, 49° 33' W, and S. 49° 33' E.
Spur, slopes S. 45° E.; desc., 10 ft, over N, slope.

Ditch, 10 lks, wide, 2 ft, deep, drains E.; also cor.
of fences bears E. 40 lks, dist. with fences bearing
E. and S. to canal, thence SE.

Point for the cor. of secs, 5, 6, 7 and 8, at inter-
section of lane from N, with E. and W. lane. This

point is harmoniously related to existing original-
cors., as is recognized as the cor. point by the local
residents of Ivins and is accepted as the best available
evidence for the position of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T428 R16W

5685
$7(s8

1968

Land, gently rolling.

Soil, sandy.

No timber,

Undergrowth, blackbrush and scattered mesquite.

Reestablishment of the Survey Executed
by Joseph Gorlinski in 1870,

From the cor. of secs. 4, 5, 8 and 9.

S. 88° 04' W., bet. secs. 5 and 8.

GPO
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

CHAINS

Over gently rolling land through blackbrush undergrowth
and along old fence line.

2.37 Cor. of fehces, beafing S. 6° E. and S. 87° 30 We;
thence along N. side of fence.

22,10 Wash, 20 lks. wide, 4 ft., deep, drains S. 45° E.

38.00 Enter tamarack grove,

39.86 Fence, bears N, and S.; also 37 lks. S. fence bearé N.
87° 30' E.

40,23 Point for the % sec. cor. of secs. 5 and 8, at inter-
section of right-of-way lanes. This point is harmon-
iously related with existing original cors. and is
accepted by local residents and surveyors as the cor.
point; it is accepted as the best available evidence
of the position of the original cor,

At the cor. point

Set an iron post, 20 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
S5
b5
1968

Set a steel fence post alongside iron post.

S. 89° 25' W., beginning new measurement.

0.37 Cor. of fences, bears N. 37 lks., dist., with fences
bearing N, and W., and cor. fences bear S. 37 lks.

dist., with fences bearing S. and W.; thence along

right-of-way lane, enter cultivated land.

0.40 Santa Clara Bench Canal, drains S, 67° E.
19.92 Fences, bear N. and S.
20,32 Oiled road to Ivins, bears N, and S.

20,72 Fences, transmission line, bear N. and S., continue
along right-of-way lane.

40.52 The cor., of secs. 5, 6, 7 and 8.

Land, gently rolling.

Soil, sandy.

No timber.

Undergrowth, blackbrush and scattered patches of
tamarack.

Reestablishment of the Survey Executed by Joseph
Gorlinski in 1870 and the Resurvey Executed by Mayhew
H. Dalley in 1900,

orm 9180—7 (October 1964) (formerty 4—673b) USDI——BLM FIELD NOTE PAPER



CHAINS

6.67

10.65

17.26

18.46

19.70

33.10

39.15

40,92

1.00

20.00

38.50

40.68

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

S. 89° 51' W., bet. secs. 6 and 7,

Over gently rolling land through blackbrush and shad-
scale undergrowth along S. side of right-of-way fence,

Telephone line, bears N. 49° 33' W, and S, 49° 33' E.

Santa Clara Bench Canal, 10 lks. wide, 4 ft. deep,
drains S. 50° E, .

Transmission line, bears N. 53° 42' W. and S. 53° 42' E,

U. S. Highway No. 91, bears N. 53° 42' W. and S. 53°
42' E.

Right-of-way fence, bears N, 53° 42' W, and S. 53° 42'
E.; thence along old fence bearing nearly W.

Desc., 20 ft. over SW. slope.

Graveyard Wash, 10 lks, wide, 3 ft, deep, drains S.
45° E,

Point for the % sec, cor. of secs. 6 and 7 at inter-
section of property line fences bearing N. and S. and
E. This point is harmoniously related with existing
original cors, and is accepted as the best available
evidence of the position of the original cor.

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd.,

T42S R16W

y S6
S7
1968

S. 89° 02' W,, beginning new measurement.

By triangulation; asc. about 160 ft. over NE, slope.
Earthen dam of stock pond, 1.00 ch. long.

Fence, bears nearly W.; thence along fence line.
Wash, drains NE,

The cor, of secs. 1, 6, 7 and 12 on the W. bdy. of the
Tp., hereinbefore describzd. End triangulation.

Land, gently rolling.

Soil, sandy.

No timber.

Undergrowth, blackbrush and cacti.

Reestablishment of the Survey Executed
by Joseph Gorlinski in 1870.
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W,

CHAINS

From the cor. of secs. 5, 6, 7 and 8.
N. 0° 52' W., bet. secs. 5 and 6.

Over gently rolling farm land along right-of-way lane
by triangulation.

40.03 Fence, bears E, and W.; also 37 1lks. E. and W., fences
bear nearly S. End triangulation.

40,40 Point for the % sec. cor. of secs. 5 and 6 at inter-
section of dirt roads from E., W, and N., and lane from
S. This point is harmoniously related with existing
original cors., and according to local residents and
surveyors, the roads were constructed through the cor.;
it is accepted as the best available evidence of the
position of the original cor.

At the cor. point

Set an {ron post, 30 ins. long, 2% ins. diam., 6 ins,.
below surface of road, with brass cap mkd,

T42S R16W
!

$6:S5
1968

From which,

An iron post, 30 ins. long, 2% ins. diam., set 24
ins, in the ground, at fence cor., for a reference
monument, bears N. 46° 25' E., 35 ft, dist., with
brass cap mkd, T42S R16WYS5RM 35FT 1968, and an
arrow pointing to the true cor.

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, at fence cor., for a reference
monument, bears N, 47° 50' W., > ft. dist., with
brass cap mkd. T42S R16WYS6RM 35FT 1968, and an
arrow pointing to thc¢ true cor,

N. 1° 00' W., beginning new measurement.,
By triangulation, along dirt road through farm land.

40,98 The cor. of secs. 5 and 6, on the N, bdy. of the Tp.,
herceinbefore described,

Land, nearly level farm land,

Soil, sandy.

No timber,

Undergrowth, scattered patches of blackbrush.,

Reestablishment of the Survey Executed by Joseph
Gorlinski in 1870 and the Resurvey Executed by Mayhew
H. Dalley in 1900.

From the true point for the cor. of secs, 1, 2, 35 and
36, on the S. bdy. of the Tp.
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15.00

20.60

22.70

39.86

53.80

54.16

79.72

15.10

21.45

70

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

N. 1° 01' W., bet. secs. 35 and 36.
By triangulation, over nearly level farm land.

Leave cultivated land, enter willows and tamarack, bears
N. 45° W, and S. 45° E.

Santa Clara River, 20 lks. wide, 4 ft. deep, flows S.
50° E.

Enter cultivated land, bears N. 50° W. and S. 50° E,

Point for the % sec. cor, of secs. 35 and 36 at pro-
portionate dist., falls on private cultivated land and
is not monumented. There is no remaining evidence of
the original cor.

Continue over cultivated land by triangulation.

Oiled road, bears nearly E. and W, with fence on N, side;
leave cultivated land; asc. about 300 ft. over rocky SW.
slope.

Fence, bears E. and W.

The cor. of secs. 26 and 35, monumented with a lava
stone, set in mound of stone, and dimly mkd. 1 notch
on S. and E, edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
stone, and ‘in a mound of stone, 3 ft. base to top, with
brass cap mkd. :

T42S R16W

826 5134
835

1968

Bury original stone cor. in mound of stone along-
side iron post.

Land, nearly level farm land S. portion; mountainous N.
portion.

Soil, sandy loam S. portion; rocky N. portion,

No timber.

Undergrowth, blackbrush and mesquite N. portion.

From the cor. of secs. 2, 3, 34 and 35 on the S, bdy. of
the Tp.

N. 4° 33' W., bet. secs. 34 and 35.

Over rolling land through blackbrush and shadscale
undergrowth; desc. 85 ft, over N. slope.

Trail road, bears irregularly E. and W,

Gap Wash, 1.00 ch. wide, 12 ft. deep, drains S. 80° E.;
asc. 105 ft. over S, slope.

GRO !
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W.

CHAINS

36.60 Spur, slopes.S. 80° E.; thence along E. slope.

40.33 | The % sec. cor. of secs. 34 and 35, monumented with a
sandstone, 12x10x6 ins., firmly set and plainly mkd. %
on W, face.

At the cor. point.

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T425 R16W
L

%
$34|s35
1968

Bury original stone cor. alongside iron post,

Raise a mound of stone, 2% ft. base, 1% ft, high,
W. of cor.

N, 0° 32' W., beginning new measurement.

Desc. 5 ft. over NE. slope.

1.30 [ Wash, 10 lks, wide, 2 ft, deep, drains S, 70° E.; asc.
25 ft. over SW. slope.

1.37 | Fence, bears irregularly N. 80° W, and S. 80° E.
4.40 | Top of ascent; thence over geﬁtly rolling bench land.

18.20 Enter culfivated'land, bears S, 45° E. and curves S;
45° W,

29.85 | Trail road, bears S. 46° E. and N. 46° W.; leave
cultivated land; desc. 85 ft, over NE. slope.

36.80 | Draw, drains S. 85° E.; asc. 60 ft. over SW. slope.
40.37 | The cor. of secs. 26, 27, 34 and 35, monumented with
a limestone, 30x24x24 ins., firmly set and plainly mkd.
2 notches on 5, and E. edges.
At the cor., point
Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.
T42S R16W
S$271526
834|835
' 1968
Bury original stone cor. alongside iron post.
Land, rolling.
Soil, clay.

No timber.
Undexrgrowth, blackbrush and shadscale.
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Dependent, Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

_From the cor. of secs. 26 and 35,

N. 89° 37' W., bet. secs. 26 and 35.

By triangulation, over broken mountainous land through
blackbrush, cacti and mesquite undergrowth; desc. about
300 ft. over rocky W. slope.

Oiled road, bears about N, 15° W, and S. 15° E,; thence
over nearly level land,

Santa Clara River, 20 lks. wide, 4 ft. deep, flows S.
20° E.

Point for the % sec. cor. of secs. 26 and 35, at pro-
portionate dist., falls on fence line, bears N, and
irregularly S. 20° E.; there is no remaining evidence
of the original cor. End triangulation.

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone with brass cap
mkd.

T42S R16W

S26
% S35
1968

Thence, over cultivated land.,

Santa Clara-St. George Canal, drains S. 35° E.; leave
cultivated land.

Fence, bears S. 45° E. and N. 30° W.

Improved dirt road, bears N, 45° W, and S. 45° E.; asc.
115 ft., over E, slope.

Spur, slopes S.; desc, 15 ft, over SW. slope.
The cor. of secs. 26, 27, 34 and 35.

Land, mountainous E. portion; gently rolling W.
portion,

Soil, sandy. :

Timber, scattered cottonwood along Santa Clara River.
Undergrowth, blackbrush and shadscale,

Reestablishment of the Survey Executed
by Mayhew H. Dalley in 1900.

From the cor. of secs. 3, 4, 33 and 34, on the S. bdy.
of the Tp.

N, 0° 08' E., bet. secs. 33 and 34.

GPO ¢



73

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

CHAINS
Over rolling land through blackbrush and shadscale
.undergrowth; desc. 50 ft. over NW. slope.

7.75 Draw, drains N, 33° E,; asc. 15 ft. over SE. slope.

9.10 Spur, slopes N. 30° E.; desc. 45 ft. over NW. slope.
17.95 Draw, drains N. 30° E.; asc. 15 ft. over SE. slope.
20.35 Spur, slopes N. 20° E.; desc. 55 ft. over NW. slope.
28.85 Rim of Gap Canyon, bears N, 70° E. and S. 70° W.; desc.

abruptly 145 ft, over NW. slope.

33.15 Gap Wash, drains N. 70° E.; asc. abruptly 120 ft. over
SE. slope.

35.65 Rim of Gap Canyon, bears N, 80° E. and S. 80° W.; desc.
15 ft. over NE. slope.

40.34 The % sec. cor. of secs. 33 and 34, monumented with a
sandstone, 25x12x4 ins., set in a mound of stone, and
plainly mkd. % on W. face.

At the cor. point
Set an iron post, 30 ins, long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 3 ft, base to top,
with brass cap mkd.
T42S R16W
%
$33|s34
1968
Bury original stone cor. in mound of stone along-
side iron post.
North, beginning new measurement,
Desc. 80 ft, over NE, slope.

9.20 Draw, drains N. 30° E.; asc. 15 ft. over SE. slope.
15.10 Spur, slopes N. 30° E.; desc. 45 ft. over NW. slope.,
21,05 Draw, drains N, 32° E.; asc. 15 ft. over SE. slope.
23.10 Spur, slopes N. 30° E.; desc, 30 ft. over N. slope,
31.90 Draw, drains irregularly E.; asc. 55 ft. over SE. slope.
38.70 Spur, slopes N. 25° E.; desc, 15 ft. over NE. slope.
40.36 The cor. of secs. 27, 28, 33 and 34, monumented with a

sandstone, 24x14x4 ins., firmly set and plainly mkd. 3
notches on E. and 1 on S. edges.
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.Dependent .Resurvey of a Portion of the
Subdivision, T. 42 S,, R. 16 W.

At the cort point

Set an iron post, 30 ins. long, 2% ins. diam,, 6 ins.
in the ground to bedrock, and in a mound of stone, 3
ft., base to top,. with brass cap mkd,

T42S R16W

§$28[s27
" 833834
1968

Bury original stone cor. in mound of stone alongside
iron post.

Land, rolling.

Soil, sandy clay.

No timber.

Undergrowth, blackbrush and shadscale.

From the cor. of secs., 26, 27, 34 and 35.
N, 89° 18' W., bet. secs. 27 and 34.

Over rolling land through blackbrush and shadscale
undergrowth; desc, 45 ft. over SW. slope.

Draw, drains S. 45° E.; asc, 75 ft. over NE. slope.

Rim of bench, bears N. 45° W. and S. 45° E.; thence
over nearly level cultivated land.

Leave cultivated land, bears N, 20° W. and S, 20° E.;
desc. 25 ft., over SW. slope.

The % sec. cor, of secs. 27 and 34, monumented with a
black lava stone, firmly set and plainly mkd. % on N,
face. This cor, will now function as the N, % sec. cor.
of sec, 34 only.

At the cor. 'point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, with brass cap mkd.

T428 R16W

L s34
1968

Bury original stone cor.‘alongside iron post.

‘Raise a mound of stone, 2% ft. base, 1% ft, high,
S. of cor.

N. 89° 51 W., beginning new measurement,
Desc. 65 ft. over SW. slope.

Point for the 8. % sec, cor. of sec., 27 at proportionate
dist,

GPO !
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

CHAINS
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

" T42S R16W
_ % 8§27
1968
Raise a mound of stone, 4 ft. base, 3 ft. high,
N. of cor. '
6.32 Fence, bears N, 7° W. and §. 7° E.

20.00 Wash, 20 lks. wide, 3 ft. deep, drains S. 50° E.; asc.
80 ft, over E. slope.

39.45 Spur, slopes N. 25° E.; asc, 5 ft. over NE. slope.

40.34 The cor. of secs. 27, 28, 33 and 34.

Land, rolling.
Soil, clay.
No timber.
Undergrowth, blackbrush and shadscale,
N. 0° 04' E.,, bet, secs, 27 and 28.
Over rolling land through blackbrush and shadscale
undergrowth; desc. 20 ft. over NE, slope.
1.30 Wash, drains N, 45° E,; desc. 95 ft. over N. slope.

19.85 Trail road, bears irregularly N. and S.

35,50 Same trail road, bears irregularly N, and S.

37.00 Same trail road, bears irregularly S, from N. 40° W.

40,28 The % sec. cor., of secs, 27 and 28, monumented with a
lava stone, 15x12x12 ins., firmly set and plainly mkd.
% on W. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T42S R16W
%
528|527
1968
Bury original stone cor. alongside iron post,
Raise a mound of stone, 2% ft. base, 1% ft. high,
W. of cor,
N. 0° 02' W., beginning new measurement.
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Dependent Resurvey of a Portion of the
Sybdivision, T. 42 S., R. 16 W.

Wash, drains N. 10° E.; asc. 10 ft. over SE. slope.
Spur, slopes N, 15° E.; desc. 50 ft. over N, slope.
Trail road, bears N. 57° E. and S. 57° W.

Draw, drains N, 25° E,

Box Canyon Wash, 150 lks, wide, 7 ft. deep, drains S.
85° E.; asc. 60 ft, over S. slope.

Top of ascent, bears E. and W.; thence over gently "’
rolling land.

Cor. of fences, bearing N. 88% E. and N, 22° 33' W,

The closing cor., of secs., 27 and 28, monumented with

a sandstone, 18x10x6 ins., firmly set and plainly mkd.
2 notches on S. and 3 on E. edges, CC on SE. face, and
witnessed by a mound of stone to S.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T428 R16W

522
528827

clic
1968

Bury original stone cor. alongside iron post.

Rebuild mound of stone, 3 ft, base, 2 ft. high,
S. of cor.

' From this cor., the SW. cor. of sec. 22, bears S. 89°

33' W., 5.03 chs. dist., monumented w1th an iron post,
2% ins, diam., herernbefore described.

Land, rolling.
Soil, clay.
No timber.

Undergrowth, blackbrush and shadscale.

From the cor. of secs. 4, 5, 32 and 33, on the S. bdy.
of the Tp., hereinbefore descrlbed

N. 0° 08' W., bet. secs. 32 and 33.
Over gently rolling land through blackbrush and shad-

scale undergrowth; asc. 120 ft. over gently rolling SW.
slope.

Draw, drains S. 45° W.; asc. 30 ft. over SE, slope.

The % sec. cor. of secs. 32 and 33, monumented with a

sandstone, 18x12x8 ins., firmly set and plainly mkd. %
on W. face.

GPO
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S,, R. 16 W,

CHAINS

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.
T42S R16W
L
$32|s33
1968

Bury original stone cor. alongside iron post,

N. 0° 04' E., beginning new measurement.
Asc. abruptly 155 ft. over broken SE. slope.

3.95 Rim of mesa, bears N. 55° E. and S. 55° W.; desc. 50 f¢t.
over NW. slope.

13.95 Head of rocky draw, drains N. 50° E,; asc. 25 ft. over
SE. slope.

14.75 Spur, slopes N. 45° E.; desc. 115 ft. over rolling NE.
slope.

40,33 The cor. of secs. 28, 29, 32 and 33, monumented with a
sandstone, 24x12x6 ins., firmly set and plainly mkd. 4
notches on E. and 1 on S. edges, and witnessed by a mound
of stone to W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins,
in the ground, with brass cap mkd.

T42S R16W
5295828
$32|833
1968
Bury original stone cor. alongside iron post.

Rebuild mound of stone, 4 ft. base, 2% ft. high,
W, of cor.

Land, gently rolling S. portion; broken mesa N. portion.
Soil, sandy.

No timber.

Undergrowth, blackbrush and shadscale.

From the cor. of secs., 27, 28, 33 and 34.

N. 89° 50' W., bet. secs. 28 and 33.
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37.10
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39.80

10.00

23,50

29,80

35.00

40.13

‘Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W,

Over gently rolling bench land through blackbrush and
shadscale undergrowth; asc.. 110 ft. over gently rolling
NE. slope. .

Trail road, bears irregularly N. 20° E. and S. 20° W.

The % sec. cor., of secs. 28 and 33, monumented with a
sandstone, 16x16x8 ins., firmly set and plainly mkd. %
on N, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins., diam., 10 ins,
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd..

T425 R16W

528
s 833

1968

Bury original stone cor. in mound of stone along-
side iron post.

N. 89° 49' W., beginning new measurement.
Asc. 100 ft. over rolling NE. slope.

Top of ascent, bears N. 51° E. and S. 1° W.; desc. 15
ft. over NW. slope.

The cor. of secs. 28, 29, 32 and 33.

Land, rolling bench land.

Soil, sandy clay.

No timber.

Undergrowth, blackbrush and shadscale.

N. 0° 05' E., bet. secs. 28 and 29,

Over rolling bench land through blackbrush and shadscale
undergrowth, along W. slope.

Slope changes; desc. 40 ft. over gentle NE, slope.

S. rim of Box Canyon, bears N, 70° E. and S. 70° W
desc. abruptly 260 ft. over broken NW. slope.,

Box Canyon, 50 lks. wide, 3 ft. deep, drains N. 70° E
asc. abruptly 215 ft. over broken S. slope.

N. rim of Box Canyon, bears N, 70° E. and W.; desc, 20
ft. over NE. slope,

The % sec., cor. of secs. 28 and 29, monumented with a
sandstone, 24x10x6 ins., firmly set in small mound of
stone, and plainly mkd. % on W. face.

GPO . *



79

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W.

CHAINS

At the cor. point
Set an iron post, 30 ins. long, 2% ins., diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 3%

ft. base to top, with brass cap mkd.

T425 R16W

%
S29|s28
1968

Bury original stone cor. in mound of stone along-
side iron post.

N. 0° 03' E., beginning new measurement.

Desc. 120 ft. over rolling NE. slope.

14,25 Wash, 10 lks. wide, 2 ft, deep, drains N. 40° E.; asc.
20 ft. over SE. slope.

20.15 Spur, slopes N. 45° E.; desc, 140 ft. over rolling NE,
slope.

37.20 Wash, 15 lks. wide, 2 ft. deep, drains E.; asc. 65 ft,
over S, slope.

40.30 The cor. of secs. 20, 21, 28 and 29, monumented with a
sandstone, 24x8x6 ins., firmly set in a small mound of
stone, and plainly mkd. 4 notches on E, and 2 on S.
edges,

At the cor., point

Set an iron post, 30 ins., long, 2% ins., diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 3
ft., base to top, with brass cap mkd.

T42S R16W

$20(S21
529528
1968

Bury original stone cor. in mound of stone along-
side iron post,

Land, rolling bench land.

Soil, sandy.

No timber.

Undergrowth, blackbrush and shadscale.

S. 89° 56' E., bet. secs. 21 and 28.

Over rolling land through blackbrush and shadscale
undergrowth; desc. 130 ft, over NE. slope.

10.80 Wash, 30 lks. wide," 3 ft, deep, drains N. 40° E.; asc.
35 ft. over NW. slope.
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

Spur, slopes N. 45° E.; desc. 105 ft. over NE. slope.

Cove Wash, 30 lks. wide, 3 ft. deep, drains S. 30° E.;
asc., 15 ft., over SW. slope.

Point for the S. % sec. cor. of sec. 21 at proportionate
dist.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W

¥ 821
1968

Raise a mound of stone, 2% ft. base, 1% ft. high,
N. of cor.

Desc. 25 ft. over SE, slope.

Cove Wash, drains N, 55° E.; asc. 20 ft. over NW,. slope.
The % sec. cor. of secs. 21 and 28, monumented with a
gray sandstone, 24x12x3 ins., firmly set and plainly
mkd. % on N. face. This cor. will now function as the
N. % sec. cor., of sec. 28 only.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
% s28
1968

Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft, high,
S. of cor.

S. 89° 36' E., beginning new measurement.,

Desc. 30 ft., over E, slope.

Cove Wash, drains S.; asc. 95 ft. over SW. slope.
Top of ascent, slopes S,; thence along S. slope.

Fence, bears S. and N, 15 lks. to cor.; thence S, 86°
30" E.; desc. 85 ft. over NE. slope.

Fence, bears N, 86° 30' W, and S. 86° 30' E.

The closing cor. of secs., 21 and 28, monumented with a

sandstone, 18x10x4 ins., firmly set and plainly mkd. 2

notches on S. and 3 on E. faces, and CC on W. face, and
witnessed by a mound of stone to W,

GPRO -
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

CHAINS
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
C 821|
C s28
1968
Bury original stone cor. alongside iron post.
Raise a mound of stone, 3 ft. base, 1% ft, high,
W. of cor.
From this cor., the SW. cor. of sec. 22, bears S, 0°
54' E., 78 lks. dist., hereinbefore described,
Land, rolling.
Soil, clay loam.
No timber,
Undergrowth, blackbrush and shadscale.
From the cor. of secs. 20, 21, 28 and 29,
N. 0° 02' E., bet. secs. 20 and 21.
Over rolling land through blackbrush and shadscale
undergrowth; asc. 10 ft. over §. slope.

6.00 Spur, slopes S, 60° E.; desc. 110 ft. over NE. slope.
19.35 Trail road, bears irregularly N, 40° E, and S. 40° W.
20.40 Cove Wash, 70 lks. wide, 3 ft. deep, drains S. 63° E.;

asc. 60 ft. over S. slope.

28,20 Spur, slopes S. 45° E.; desc., 20 ft. over NE. slope.

33.95 Telephone line, bears N, 63° E. and S. 63° W.

36.60 Head of draw, drains S. 50° E.; asc. 115 ft. over §.
slope.

40.00 Spur, slopes S. 45° W.; thence along W. slope.

40,26 The % sec. cor. of secs. 20 and 21, monumented with a
sandstone, 20x8x6 ins., firmly set and plainly mkd. %
on W, face,

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd,
T42S R16W
%
§20|s21
1968
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high,
W. of cor.

North, beginning new measurement,
Desc. 60 ft. over NW. slope.

Head of draw, drains N. 85° W,; asc. 45 ft, over SW.
slope.

Point of spur, slopes W,.; desc., 130 ft, over NW. slope.
Draw, drains N. 35° E.; asc. 80 ft. over SE. slope.

The closing cor. of secs. 20 and 21, monumented with a
sandstone, 12x10x6 ins., firmly set and plainly mkd. 4
notches on E. and 2 on W. edges, and CC on S. face, and
witnessed by a mound of stone to S,

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T425 R16W

S16
$20(s21

c'c
1968

Bury original stone cor. alongside iron post. -

Rebuild mound of stone, 3% ft., base, 2% ft. high,
S. of cor. . .

Land, rolling.

Soil, rocky loam.

No timber,

Undergrowth, blackbrush and shadscale.

From the cor. of secs,.5, 6, 31 and 32, on the S. bdy. off
the Tp., hereinbefore described.

N. 0° 09' E., bet. secs. 31 and 32.

Over rolling land through shadscale and black brush
undergrowth; desc. 20 ft. over gently rolling NE. slope.,

Wash, drains N. 70° .E,
Wash, 15 lks. wide, 5 ft. deep, drains S. 80° E.

Wash, 30 lks. wide, 10 ft. deep, drains S. 65° E.; asc.
65 ft. over SW, slope.

Top of gypsum ledges, 25 ft. high, bears N. 65° W. and
S. 65° E,
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Dependent Resurvey of a Portion of the
Subdivision, T, 42 S., R, 16 W.

Spur, slopes E.; desc. 30 ft. over NW. slope,

The % sec., cor. of secs, 31 and 32, monumented with a
sandstone, 20x12x4 ins.,, firmly set and plainly mkd. %
on W, face, and witnessed by a mound of stone to W,

At the cor. pdint

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
%

s31|s32
1968

Bury original stone cor. alongside iron post.

Rebuild mound of stone, 3 ft. base, 2 ft. high, W
of cor.

N. 0° 05' E., beginning new measurement.

Over gently rolling land.

Wash, 25 lks. wide, 7 ft. deep, drains N. 60° E.

Wash, 30 lks. wide, 5 ft. deep, drains N. 50° E.

The cor. of secs. 29, 30, 31 and 32, monumented with a
limestone, 20x10x4 ins., firmly set and plainly mkd. 5
notches on E. and 1 on S. edges.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
$30(S29
S31(832
1968
Bury original stone cor., alongside iron post.

Raise a mound of stone, 2 ft. base, 1 ft. high,
W. of cor,

Land, rolling,
Soil, clay,

" No timber.,

Undergrowth, shadscale and blackbrush,

From the cor., of secs. 28, 29, 32 and 33.

N. 89° 57' W., bet. sec. 29 and 32.

339
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Depemrdent Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W,

Over rolling bench land through blackbrush and shadscale
undergrowth. : .

Rim of mesa, bears S. 20° W. and curves N. 45° W.; desc.
abruptly 160 ft. over W. slope.

Base of mesa, bears N. 45° W. and S. 30° W.; thence over
gently rolling land.

The % sec. cor. of secs. 29 and 32, monumented with a
sandstone, 20x20x6 ins., firmly set and plainly mkd. %
on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
29
3 529
$32

1968
Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high,
N. of cor, '

N. 89° 46' W., beginning nevw measurement.,
Wash, 20 lks. wide, 3 ft., deep, drains N, 20° E.
The cor. of secs. 29, 30, 31 and 32.

Land, rolling bench E, portion; gently rolling W,
portion.

Soil, clay.

No timber.

Undergrowth, shadscale and blackbrush.

N. 89° 54' W., bet. secs. 30 and 31.

Over gently rolling land through blackbrush and shad-
scale undergrowth,

Wash, 30 lks., wide, 1 ft. deep, drains N. 70° E.
Trail road, bears irregularly N, 37° E. and S. 37° W.
Wash, 15 lks. wide, 2 ft. deep, drains N. 80° E.
Fence, bears N, 62° E, and S. 62° W,

Box Canyon Wash, 40 lks. wide, 5 ft, deep, drains N.
70° E. from N, 50° W,

GPO
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

CHAINS

40.33 Point for the % sec. cor. of secs. 30 and 31 at pro-
- portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T42S R16W

L _ 830
$31

1968
57.50 Wash, 15 lks. wide, 1 ft. deep, drains N, 79° E,

85.25 Wash, 30 lks. wide, 4 ft. deep, drains N. 75° E,.

92.90 - The cor. of secs. 30 and 31, on the W. bdy. of the Tp.,
hereinbefore described.

Land, gently rolling.

Soil, clay.

No timber.

Undergrowth, -shadscale and blackbrush.

From the cor. of secs. 29, 30, 31 and 32,
N. 0° 07' W., bet. secs. 29 and 30.

Over gently rolling land through shadscale and black
brush undergrowth.

4,25 Wash, 70 lks. wide, 3 ft. deep, drains S. 52° E.
9.75 Wash, 15 lks, wide, 5 ft. deep, drains N, 55° E,

21.70 Fence, bears S, 65° W. and N. 65° E. 1.00 ch.; thence
N. 30° E. '

22.50 Stucki Spring water trough, bears East 97 lks., dist.
23,50 Box Canyon Wash, drains N. 70° E.

27.90 Trail road, bears S. 10° W. and N. 10° E.

30.45 Same trail road, bears S. 10° E. and N. 32° E.

38.30 Wash, 15 lks. wide, 4 ft. deep, drains S. 80° E.

40.33 The % sec. cor. of secs. 29 and 30, monumented with a
sandstone, 16x10x8 ins., firmly set and plainly mkd. %
on W, face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd. '

T42S R16W
5

A
530|529
1968
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9.40
28.00
33.38
34.55
38.35

40.44

4.00

39.83

86

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

Bury original stone cor, alongside iron post.

Raise a mound of stone, Z%Ift. base, 1% ft. high,
W, of cor.

N, 0° 03' E., beginning new measurement,
Wash, 10 lks. wide, 1 ft. deep, drains S. 73° E.
Wash, 15 lks., wide, 2 ft. deep, drains S. 70° E.
Wash, 15 lks. wide, 2 ft. deep, drains S, 43° E.
Telephone line, bears N, 63° 15' E. and S. 63° 15' W,
Wash, 20 lks. wide, 2 ft., deep, drains N, 80° E.
Wash, 30 lks. wide, 3 ft. deep, drains S. 65° E.
The cor. of secs., 19, 20, 29 and 30, monumented with a
sandstone, 20x12x6 ins., firmly set and plainly mkd, 5
notches on E. and 2 on S. edges.
At the cor, point
Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T42S R16W

§19(s20

S30{829

1968
Bury original stone cor. alongside iron post,

Land, gently rolling.
Soil, clay.

No timber.
Undergrowth, shadscale and blackbrush.

From the cor. of secs. 20, 21, 28 and 29.
N. 89° 30' W., bet. secs. 20 and 29.

Over rolling land through blackbrush and shadscale’
undergrowth; desc. 40 ft, over SW. slope.

Wash, 50 lks. wide, 2 'ft, deep, drains S. 50° E.; asc.
50 ft. over NE, slope.

The % sec. cor. of secs. 20 and 29, monumented with a
sandstone, 20x8x8 ins,, firmly set and plainly mkd, %

‘on N, face,

GPO
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

CHAINS

At the cor. point

Set an iron post, 30 ins., long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W

§20
29

1968

Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high,
N. of cor.

N. 89° 35' W., beginning new measurement.
Over gently rolling land.

9.50 Fence, bears S. 33° W, and N. 33° E., 5.00 chs.; thence
N. 45° E,

10.00 Trail road, bears S. 35° W. and N. 35° E.
22,15 Wash, 10 lks. wide, 2 ft, deep, drains S. 20° E.

26.35 Telephone line, bears N, 63° 15' E. and S. 63° 15' W

39.99 The cor. of secs. 19, 20, 29 and 30.

Land, rolling E. portion; gently rolling W. portion,
Soil, clay.

No timber.,

Undergrowth, shadscale and blackbrush.

S. 89° 59' W., bet. secs. 19 and 30.

Over gently rolling land through shadscale and blackbrush
undergrowth; asc. 80 ft. over gently rolling SE. slope.

1.60 Wash, 20 lks. wide, 2 ft, deep, drains S. 40° E.
36.00 Leave gently rolling land; asc. 95 ft. over SE. slope.
40.53 The % sec. cor, of secs. 19 and 30, monumented with a
sandstone boulder, 15x12x8 ft. above ground, mkd. % on

N. face and a cross (X) at exact cor. point.

At the cor. point

Set an iron post, 12 ins. long, 1 in. diam., 6 ins. in
drill hole, with brass cap mkd.

T42S R16W
S19

K $30
1968
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12.15

20.40

33.65

52.19

5.75

17.90

40.38

88

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

N. 89° 55' W,, beginning new measurement,

Asc. 50 ft. over SE. slope.

Saddle, on spur, slopes N. 40° E.; desc. 95 ft. over
SW. slope.

Base of descent, bears N. 40° E. and curves W.; thence
over gently rolling land.

Base of Boomer Hill, bears N. 60° W, and S. 60° E.; asc,
90 ft. over NE, slope.

Top of ascent, slopes N.; desc. 120 ft. over NW. slope.

The cor. of secs. 19 and 30, on the W, bdy. of the Tp.,
hereinbefore described. :

Land, rolling and mountainous.

Soil, clay.

No timber. )

Undergrowth, blackbrush and shadscale.

From the cor. of secs. 19, 20, 29 and 30.
N. 0° 01' E., bet. secs. 19 and 20.

Over rolling land through blackbrush and shadscale
undergrowth.,

Wash, 10 lks. wide, 2 ft., deep, drains S. 45° E.; asc.
215 ft. over steep and rocky S. slope.

Spur, siopes E.; desc. 95 ft. over gently rolling NE.
slope.

The % sec. cor., of secs. 19 and 20, monumented with a
sandstone, 28x14x6 ins., firmly set in a mound of stone,
and plainly mkd. % on W. face.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins., in
the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T42S R16W
%
S19|s20

1968

Bury original stone cor. in mound of stone along-
side iron- post.

North, beginning new measurement.

Desc., 30 ft. over NE, slope,

GPO
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6.90

13.25

14.15

20.75

27.60

40.32

14.00
18.90
19.10
25.00

31.88

S. rim of Cove Wash, bears N. .50° W, and S. 50° E.; desc.

89 4o5

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

110 ft. over broken N. slope.

Cove Wash, 30 lks., wide, 5 ft. deep, drains S. 63° E.;
asc, 100 ft. over steep SW, slope.

Trail road, bears N, 63° W, and S. 63° E.

N. rim of Cove Wash, bears N. 51° W, and S. 51° E.; asc.
45 ft. over SE. slope,

Ridge, bears N. 84° W, and S. 84° E.; desc. 50 ft. over
NE, slope. .

The cor. of secs. 17, 18, 19 and 20, monumented with a
sandstone, 14x11x5 ins., firmly set and plainly mkd. 5
notches on E. and 3 on S. edges, and witnessed by a
mound of stone to W.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 3 ft,
base to top, with brass cap mkd.
T42S R16W
518817
S$191520
1968
Bury original stone cor. alongside iron post.
Land, mountainous.
Soil, clay.

No timber,
Undergrowth, blackbrush and shadscale.

S. 89° 34' E,, bet. secs. 17 and 20.

Over rolling bench land through blackbrush and shadscale
undergrowth; desc, 50 ft. over NE. slope,

Draw, drains N. 30° E.; asc. 40 ft. over NW. slope.
Fence, bears N. an@ S.

Spur, slopes N.; desc., 60 ft. over NE, slope.

Draw, drains N. 15° E.; asc. 20 ftf over NW. slope.

Point for the S. % sec. cor. of sec. 17 at proportionate
dist. - '

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W

¥ 8§17
1968
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35.50

40,29

2,20
5.70
9.75
12.00

17.65

19.80
28,30

31.81
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

Raise a mound of stone, 3 ft, base, 1% ft. hlgh
N. of cor. .

Trail road, on spur, bears N. 40° E. and S. 40° w.,

. desc., 40 ft. over SE. slope.

The % sec. cor. of secs, 17 and 20, monumented with a
sandstone, .20x12x4 ins., firmly set and plainly mkd. %
on N. face. This cor. will now function as the N. %
sec. cor. of sec. 20 only.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W

L7520
1968

Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft, base, 1% ft. high,

S. of cor.

S. 89° 42' E,, beginning new measurement.
Desc. 15 ft. over SE. slope.
Draw, drains N. 27° E.; asc, 10 ft. over NW.

slope.

Spur, slopes N. 20° E.; desc. 30 ft. over SE. slope.
Draw, drains N. 10° E,; asc., 10 ft. over NW. slope.
Spur, slopes N.; desc, 30 ft. over NE. slope.

Trail road, bears N, 20° W. and S. 20° E., in draw,
drains N. 20° W.; asc. 60 ft. over W. slope.

Fence, bears N, and S. 2.50 chs.; thence E,

Spur, slopes N. 30° W.; desc, 25 ft. over NE. slope.
The closing cor. of secs., 17 and 20, monumented with a
mound of stone,
existing original cors. and is accepted as the best
available evidence of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, d1am., 24 ins,
in the ground, with brass cap mkd.

T42S R16W

C S17]g16

C 520
1968

Raise a mound of stone, 3 ft, base, 2 ft. high,
W. of cor.

This cor, is harmoniously related with

GPO L*
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Dependent Resurvey of a Portion of the
Subdivision, T, 42 S., R. 16 W.

CHAINS

From this cor., the SW. cor. of sec. 16, bears S. 0°
45' E., 2.21 chs. dist., hereinbefore described.

Land, gently rolling,

Soil, rocky clay.

No timber.

‘Undergrowth, blackbrush and shadscale.

From the cor. of secs. 17, 18, 19 and 20.
S. 89° 52' W., bet. secs. 18 and 19,

Over rolling land through blackbrush and shadscale
undergrowth; asc. 300 ft. over rolling NE. slope.

38.00 Top of ascent, bears N. 50° E. and curves S. 70° W,;
desc. 15 ft. over NW. slope.

40.37 The % sec. cor, of secs. 18 and 19, monumented with a
sandstone, 16x12x4 ins., firmly set and plainly mkd. %

on N, face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd.

T42S R16W
L S18
S19
1968

Bury original stone cor. in mound of stone along-
side iron post,

N. 89° 53' W., beginning new measurement.

Desc. 150 ft, over NW. slope.
12.40 Fence, bears N. 50° E, and S. 50° W.

18.00 Head of draw, drains N. 70° W.; desc. 60 ft. along N.
slope.

25.90 Small draw, drains N.; asc., 55 ft, over NE. slope.
44,75 Top of ascent, slopes N,; desc, 40 ft, over NW, slope.

52,21 The cor. of secs., 18 and 19, on the W, bdy. of the Tp.,
hereinbefore described.

Land, rolling.

Soil, rocky clay.

No timber.

Undergrowth, blackbrush and shadscale.

From the cor. of secs, 17, 18, 19 and 20.

N. 0° 01' E., bet. secs. 17 and 18,

Form 9180—7 (October 1964) (formerly 4—673b) USDI—-—BLM FIELD NOTE PAPER
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40.43

9.65

13.77

36.78
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W.

Over rolling land through blackbrush and shadscale
undergrowth; desc. 160 ft., over NE. slope.

Draw, drains N, 30° E.; asc. 40 ft. over SE. slope.
Spur, slopes N. 50° E.; desc., 155 ft. over N. slope.

Point for the W. % sec. cor. of sec. 17 at proportionate
dist.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
%
|s17

1968

Raise a mound of stone, 2% ft. base, 1% ft. high,
E. of cor. . . . )

The % sec. cor. of secs., 17 and 18, monumented with a
sandstone, 20x6x4 ins., firmly set and plainly mkd. %
on W. face. This cor. will now function as the E. %
sec, cor., of sec. 18 only.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft., base to
top, with brass cap mkd.

T425 R16W
L

Ze
s18]|
. 1968

Bury original stone cor., alongside iron post.

N. 0° 03' W., beginning new measurement.
Desc, 105 ft, over NE. .slope. .

Santa Clara River, 30 lks, wide, 3 ft. deep, flows .S,
65° E.; asc. 120 ft. over SW. slope.

Cor. of fences, bearing S. 43° E. and S. 20° W,

The closing cor, of secs, 17 and 18, monumented with a
trachyte stone, 14x10x6 ins., firmly set and plainly mkd,
4 notches on S. and E. edges and CC on SW, face, and
witnessed by a mound of stone to S.

At the cor. point

Set an iron post, 30 ins. long, 2% .ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
S8

S18)s17

cc
1968
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R, 16 W,
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Bury original stone cor. alongside iron post,

Rebuild mound of stone, 2% ft, base, 1% ft. high
S, of cor,

3

From this cor., the SW. cor. of sec. 8, bears S. 88°
43' W., 9,94 chs. dist., hereinbefore described.

Land, rolling.

Soil, rocky clay,

No timber.

Undergrowth, blackbrush and shadscale, with willows and
tamarack along Santa Clara River.,

From the cor. of secs. 7 and 18, on the W. bdy. of the
Tp., hereinbefore described.

S. 89° 49' E., bet. secs. 7 and 18.

Over rolling land in Santa Clara River bottom through
dense willows and scattered tamarack and mesquite
undergrowth by triangulation.

3.00 Santa Clara River, 20 lks., wide, 3 ft, deep, flows S.
10° E. about 4.00 chs.; thence N, 60° E.

14,00 Santa Clara River, flows N. 80° E. about 7.00 chs.;
thence S. 50° E,

29.00 Santa Clara River, flows S. 50° E., leave dense under-
growth; asc. about 320 ft, over broken SW. slope.

42,27 The % sec, cor. of secs, 7 and 18, monumented with a
cross (X) and % on sandstone boulder, 5x4xl ft, above
ground, at base of ledge, 10 ft, high, bears S. 45° E.
and curves N, 75° W, This cor. will now function as
the S. % sec. cor., of sec. 7 only.

At the cor, point

Set an iron post, 12 ins. long, 1 in, diam., 7 ins.
in drill hole, with brass cap mkd.

T42S R16W

¥ 87
1968

S. 89° 59' E., beginning new measurement,
Asc. abruptly 20 ft. over ledges.

0.50 Top of ledge, rim of bench, bears S, 45° E., and curves
N. 70° W.; desc. 160 ft. over gently rolling E. slope.

9.97 Point for the N. % sec. cor. of sec. 18 at proportionate
dist, ’
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Dependent Resurvey of a Portion of the
Subdivision, T. 42 S., R. 16 W,

Set an iron posﬁ, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T42S R16W

% 818
1968

Small draw, drains S. 20° E.; asc.' 25 ft. over SW,
slope.

The closing cor. of secs, 7 and 18, monumented with a
trachyte stone, 18x14x6 ins., firmly set and plainly
mkd. 4 notches on S, and 2 on N, edges and CC on W,
face, and witnessed by a mound of stone to W.

At the cor. point

Set an iron post, 30 ins., long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S R16W
C__S57|gs8
C S18

1968

Bury original stone cor. alongside iron post.

Rebuild mound of stone, 2% ft, base, 1% ft. high,
W. of cor.

From this cor., the SW. cor. of sec. 8, bears S. 0% 47'
E., 3.35 chs. dist., hereinbefore described.

Land, river bottom and rolling bench land.

Soil, clay loam.

No timber.

Undergrowth, shadscale and blackbrush, with willows and
tamarack and mesquite along Santa Clara River.

General Description

The town of St. George is located in the eastern portion
of sections 24 and 25. The town of Santa Clara is
located in portions of sections 16 and 17 and the town
of Ivins is located in portions of sections 5 and 6.

The area is mostly rolling bench land covered with black
brush, shadscale and mesquite undergrowth., The only
timber, other than shade trees in the towns, is scattered
cottonwood along the Santa Clara River. Soil on the
north side of the Sarnta Clara River consists mostly of
sandy loam while that on the south side of the river is
mostly clay. The area is drdined toward the Santa Clara
River, which enters the township in the southwest corner
of section 7 and flows southeasterly through the town-
ship, leaving in section 36. There is a small stream of
water in City Creek which enters the township in section
13 and flows southwesterly through sections 13, 23, 24,
22 and 27 to the Santa Clara River. Several small springT

GPO L



95

Dependent Resurvey of a Portion of the
Subdivision, T. 42 S,, R, 16 W,
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or seeps were noted in the northeast portion of the town-
ship. U. §. Highway No. 91 enters the township in sec-
tion 25 and bears northwesterly, leaving in section 6.
The elevation varies from 2,600 ft, along the Santa Clar{
River to 3,800 ft. above sea level on the higher benches
or mesas, Most of the land along the Santa Clara River
is under cultivation, and the higher benches are used for]
grazing.

Volume
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Township 37 South, Range 21 East
Salt Lake Meridian, U:an

fL

The following field notes are those of the deserdent re-
survey of a portion of the subdivision lires. arnd “ie

survey of a portion of the subdivisional lines of section

3 and 10, Township 37 South, Rarge 21 East, Salt Lale
Merldlan, Utah.

Township 37 South, Range 21 East, of tnhe Saltv Lale Meril-
ian, Utah. The boundaries and subdivision lines were
surveyed, and a portion of the east boun ndary was resur-
veyed by Robert C. Yundt, Cadastral Surveyor, in 10L7
through 1951, as shown upon the official DTaL accepted
May 11, 1953.

The survey was executed in accordance with the specifi-
cations as set forth in the Manual of Surveying Instruc-
tio 1 and th ns d Asril 2,
19025, Qh(, nd the special instructions atea Awril 2,

The directions of all lines of this survey were determine
by direct altitude observation on the sun, and carried
forward by normal transit traverse.

The geographic position of the l/h sec. cor. of sections
10 and 15, is Latitude 37° 3U4.7' Il., Longitude 1.5°
35.6' W., as determined from the official towrsinin plas
accepted May 11, 1953,

The magnetic declination was read at a nmber of stations
throughout the survey, and the average of the several
readings was found to be 1hz° East.

Dependent Resurvey of a Portion
of the Subdivision Lines

Township 37 South, Range 21 Last
Salt Lake Meridian, Utah

Re-establishment of the Survey Execnied by
Robert C. Yundt, Cadastral Erngireer, in 1951

From the point for the cor. of seecs. 2, 3, 17, ard 11,
monumented with an iron post, 2% ins. in diaw., set ami
mid. as described in the official Tield rote recori. L7051

~ DR

W. 0° 20' E., between secs. 2 and
The point for the S 1/1. sec. cor.
Set an iron post, 30 ins. lonz, 2%

[}
Ledrock, between two large rocks !
to top, with brass can mud.

T7US ROLE
S 1/18
S 3i z

o suitable accessories availsble.

The point for the 1/4 sec. cor. of secs. 2 and
bl

mented with an iron post, 27 ins. in diam.. se:

as deseribed in the official field ncie record.
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Dependent Resurvey of a Portion
o»f the Subdivision Lines

Township 37 South, Range 21 East
Salt Lake Meridian, Utah

From the point for the 1/4 sec. cor. of secs. 10 and 15,
monumented with an iron post, 2% ins. in diam., set and
mid. as described in the official field note record, 1951

. 59° 53' W., between secs. 10 and 15.

The point for the W 1/16 sec. cor. of secs. 10 and 15.

Set an iron post, 30 ins. long, 2% ins. in<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>